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Standard Test Method for
Measuring Paved Surface Frictional Properties Using the
Dynamic Friction Tester *

This standard is issued under the fixed designation E 1911; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope 4. Summary of Test Method

1.1 This test method covers the procedure for measuring 4.1 This test method uses a disk that spins with its plane
paved surface frictional properties as a function of speed usingarallel to the test surface. Three rubber sliders are mounted on
the Dynamic Friction Tester (DF-Tester). the lower surface of the disk. The disk work pavement is

1.2 The DF Tester consists of a horizontal spinning diskbrought to the desired rotational velocity, corresponding to the
fitted with three spring loaded rubber sliders which contact thenaximum tangential velocity of the sliders. The DF Tester is
paved surface as the disk rotational speed decreases due to tapable of providing a maximum tangential velocity of 90
friction generated between the sliders and the paved surface.ldn/h (55 mph).
water supply unit delivers water to the paved surface being 4.2 Water is introduced in front of the sliders and the disk is
tested. The torque generated by the slider forces measurdéalvered to contact the test surface so that it bears the full
during the spin down is then used to calculate the friction as aelocity of the disk and model assembly.

function of speed. 4.3 The torque is monitored continuously as the disk rota-
1.3 The DF Tester can be used for laboratory investigationtional velocity reduces due to the friction between the sliders
and in the field on actual paved surfaces. and the test surface.

1.4 The values stated in Sl (metric) units are to be regarded 4.4 The torque signal is reduced to a measurement of
as standard. The inch- pound equivalents are rationalizedriction by converting the torque to the force on the sliders and
rather than exact mathematical conversions. dividing by the weight of the disk and motor assembly.

1.5 This standard does not purport to address all of the 4.5 The friction at 20, 40, 60, and 80 km/h (12, 24, 36, and
safety concerns, if any, associated with its use. It is thet8 mph) is recorded and the friction - speed relationship may
responsibility of the user of this standard to establish appro-be plotted.
priate safety and health practices and determine the applica-

bility of regulatory limitations prior to use. 5. Significance and Use
5.1 This test method provides a measure of surface friction
2. Referenced Documents as a function of sliding speed, either in the field or in a
2.1 ASTM Standards: laboratory.
E 274 Test Method for Skid Resistance of Paved Surfaces 5.2 This test method may be used to determine the relative
Using a Full-Scale Tiré effects of various polishing techniques on materials or material
E 501 Specification for Standard Rib Tire for Pavementcombinations.
Skid-Resistance Tesgts 5.3 The values measured in accordance with this method do
E 867 Terminology Relating to Traveled Surface Characternot necessarily agree or directly correlate with those obtained
istics® utilizing other methods of determining friction properties or

E 1845 Practice for Calculating Pavement Macrotextureskid resistance.

Mean Profile Depth
6. Apparatus

3. Terminology 6.1 DF Tester (seeFig. 1)—The measuring instrument
3.1 Definitions consists of a main body and a control unit. A portable personal
For Definitions of terms pertaining to this standard, seecomputer or an X-Y plotter can be used to record the data. Fig.

Terminology E 867. 1 shows the DF Tester measuring unit, consisting of a fly wheel

and disc which is driven by a motor. Three rubber sliders are
attached to the disc by leaf springs. The sliders are pressed on
* This practice is under the jurisdiction of Committee E-17 on Vehicle-Pavementthe test surface by the weight of the device through three
Systems and is the direct responsibility of Subcommittee E17.21 on Field MethOdF’OHGI’S Each slider is loaded to 11M\8 (2 65 |bf) by the leaf
for Measuring Tire Pavement Friction. T . ' .
Current edition approved Jan. 10, 1998. Published March 1999. springs. The disc and the fly wheel are connected by a spring
2 Annual Book of ASTM Standardgol 04.03.
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FIG. 1 The DF Testers (Dimensions in mm: 25.4 mm = 11in.)

balance mounted along a circle on which the rubber sliders arg®.25 by 0.63 by 0.79 in.) rubber shaped as shown in Fig. 3.
fixed. Due to the forces on the rubber sliders, displacementhis shape provides a contact pressure of 150 kPa (21.5
occurs in a spring balance. This displacement is converted to dibf/in.?). The rubber compound shall be synthetic rubber as
electrical signal through a displacement transducer with aspecified in Specification E 501 and shall have a shore hard-
accuracy oft 1 % of full scale attached to the opposite side of ness of 58+ 2. The sliders shall be replaced due to waves after
the disc. This signal is output through a slip ring and brushiwelve runs. The slider production date is given on the plastic
both of which are mounted on a driving shaft. The speed obag in which they are shipped. The sliders must be used within
rubber sliders is measured from the output of a rotational speesvelve months of the production date to avoid effects of

dynamo. passive deterioration.

6.2 Water Supply (sed=ig. 2—A water supply unit is
provided to maintain a wet condition of the test surface. Wheqh
the tank is 0.6 m above the tester a water flow of 3.6 I/min
(0.95 gal/min) is maintained. If the flow is initiated when the 6.4 Data Collection—The instantaneous value of the fric-
rotation corresponds to a tangential velocity of 85 km/h (50tion is detected as a signal from the force transducer. The
mph) the water thickness will be 1 mm (0.04 in) by the timeVibration during measurement is absorbed by a damper. The
that the velocity reaches 90 km/h (55 mph) and the measureéignal is filtered by a first order R-C filter with a time constant
ment is initiated. of 0.1 s. The signal may be saved for future analysis.

6.3 Slider (sedrig. 3—The slider assembly shall consist of 6.5 Data Recording-The tester can be connected to a
a steel backing plate to which is bortla 6 by 16 by 20 mm personal computer and the data can be d%ﬁiﬁﬁ@ﬁ({?n

Note 1—On extremely harsh surfaces it may be necessary to replace
e sliders more often.
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FIG. 2 The Watering Apparatus

and stored on floppy discs. As an alternative, the friction signal Note 2—ltis preferable to operate the DF Tester at a location where the
and the speed signal from the rotational speed dynamo can jsarface is flat. However, it was shown (1) that the effect is negligible for
recorded using an X-Y plotter to provide a paper record of thét deviation from flatness of up to 6 mm (0.24 in) over a 0.5 m (20 in)

relation between friction and speed. specimen.
8.2 Start the rotation of the disk. Verify that the fly wheel

7. Test Samples and disc with three rubber sliders rotates without contacting the

7.1 Field—Field test surfaces shall be free of loose particlesest surface, and start the water supply.
and flushed with clean water. The test surface does not have t08.3 When the rotating speed reaches a target speed, water
be horizontal provided the instrument can be leveled irflow is closed and the driving device is lowered to the test
working position. surface.

7.2 Laboratory—Laboratory test panels shall be clean and 8.4 The measurement begins, the speed of the driving
free of loose particles and shall be held rigidly so as not to belevice gradually decreases due to the friction between rubber
moved by the forces during measurement. sliders and the test surface, and finally stops.

7.2.1 Flat laboratory test panels shall have a test surface of 8.5 Record the test results or store the data for future
at least 600 by 600 mm (24 by 24 in) with no disturbance fromanalysis.
edge effects for a diameter of 500 mm (20 in).

9. Report
8. Procedure 9.1 Report the following information:
8.1 Place the DF Tester on the test sample that should be 9.1.1 Date and time of day,
level and free of any contamination. 9.1.2 Individual values of the friction B’ﬁ@mms
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