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INTERNATIONAL

Standard Test Method for
Determination of Reference Temperature, T, for Ferritic
Steels in the Transition Range 1

This standard is issued under the fixed designation E 1921; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope ployed in this standard. Materials must have macroscopically

1.1 This test method covers the determination of a referencdniform tensile and toughness properties. For example, multi-
temperature],, which characterizes the fracture toughness ofass weldments can create heat-affected and brittle zones with
ferritic steels that experience onset of cleavage cracking apcalized properties that are quite different from either the bulk
elastic, or elastic-plastik . instabilities, or both. The specific Material or weld. Thick section steel also often exhibits some
types of ferritic steels (3.2.1) covered are those with yieldvariation in properties near the surfaces. Metallography and
strengths ranging from 275 to 825 MPa (40 to 120 ksi) andnitial screening may be necessary to verify the applicability of
weld metals, after stress-relief annealing, that have 10 % dhese and similarly graded materials. Paticular notice should be
less strength mismatch relative to that of the base metal. ~ given to the 2% and 98% tolerance bounds gpp¢esented in

1.2 The specimens covered are fatigue precracked singlé-3- Data falling put&dethese bounds may indicate nonuniform
edge notched bend bars, SE(B), and standard or disk-shapBaterial properties.
compact tension specimens, C(T) or DC(T). A range of 1.7 This standard does not purport to address all of the
specimen sizes with proportional dimensions is recommendegafety concerns, if any, associated with its use. It is the
The dimension on which the proportionality is based isre_sponsmlhty of the user of th_|s standard to e_stabllsh appro-
specimen thickness. priate safety and health practices and determine the applica-

1.3 Requirements are set on specimen size and the numb@hity of regulatory limitations prior to use.
of replicate tests that are needed to establish acceptab&e Referenced Documents
characterization oK. data populations. '

1.4 The statistical effects of specimen size Ky in the 2.1 ASTM Standards:

transition range are treated using weakest-link the(@ E 4 Practices for Force Verification of Testing Machihes
applied to a three-parameter Weibull distribution of fracture E 8M Test Methods for Tension Testing of Metallic Mate-
toughness values. A limit orK,. values, relative to the rials (Metricy

specimen size, is specified to ensure high constraint conditions E 23 Test Methods for Notched Bar Impact Testing of
along the crack front at fracture. For some materials, particu- _Metallic Materials _

larly those with low strain hardening, this limit may not be ~E 74 Practice for Calibration of Force Measuring Instru-
sufficient to ensure that a single-parametis, ) adequately ments for Verifying the Force Indication of Testing Ma-
describes the crack-front deformation sté2e chines _ _

1.5 Statistical methods are employed to predict the transi- E 208 Test Method for Conducting Drop-Weight Test to
tion toughness curve and specified tolerance bounds for 1T Determine Nil-Ductility Transition Temperature of Ferritic
specimens of the material tested. The standard deviation of the Steel$ ,
data distribution is a function of Weibull slope and mediag E 399 Test Method for Plane-Strain Fracture Toughness of

The procedure for applying this information to the establish- _Metallic Material$ _ .
ment of transition temperature shift determinations and the E 436 Test Method for Drop-Weight Tear Tests of Ferritic

establishment of tolerance limits is prescribed. Steel$

1.6 The fracture toughness evaluation of nonuniform mate- E 561 Practice for R-Curve Determinatibn
rial is not amenable to the statistical analysis methods em- E 812 Test Method for Crack Strength of Slow-Bend, Pre-

cracked Charpy Specimens of High-Strength Metallic

- Material$

1 This test method is under the jurisdiction of ASTM Committee E08 on Fatigue E 1820 Test Method for Measurement of Fracture Tough-
and Fracture and is the direct responsibility of E08.08 on Elastic-Plastic Fracture  nags$
Mechanics Technology.

Current edition approved March. 10, 2002. Published June 2002. Originally
published as E 1921 — 97. Last previous edition E 1921%.97

2The boldface numbers in parentheses refer to the list of references atthe endof ——————————
this standard. 2 Annual Book of ASTM Standardgol 03.01.
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E 1823 Terminology Relating to Fatigue and Fracture Test- 3.3.8 failure probability, p—the probability that a single

ing® selected specimen chosen at random from a population of
specimens will fail at or before reaching thé,. value of
3. Terminology interest.

3.1 Terminology given in Terminology E 1823 is applicable . 3-3-9 initial ligament length, L] — the distance from the
to this test method. initial crack tip, a,, to the back face of a specimen.

3.2 Definitions 3.3.10 pop-in—a discontinuity in a load versus displace-

o . ment test recordb).
3.2.1 ferritic steels—are typically carbon, low-alloy, and . . . . .
higher alloy grades. Typical microstructures are bainite, tem: 3.3.10.1 Discussion—A pop-in event is usually audible, and

pered bainite, tempered martensite, and ferrite and pearlite. All?rr?asstuidtggtCrfcaovrzgvsiIfgi(:obvl?:\%?gggez\/;gt If:::lgmiﬂ t?ﬂgrgfok
ferritic steels have body centered cubic crystal structures th ' P P

display ductile-to-cleavage transition temperature fracturd” applied load 'f the test fra}me is Stff Sub;equently, the test
toughness characteristics. See also Test Methods E 23, E Zb%cord may continue on to higher loads and increased displace-
' ment.

and E 436. 3.3.11 precracked charpy specimefSE(B) specimen with
Note 1—This definition is not intended to imply that all of the many W = B = 10 mm (0.394 in.).

possible types of ferritic steels have been verified as being amenable to 3.3.12 reference temperature ,T°C]—The test temperature

analysis by this test method. at which the median of thé,. distribution from 1T size
3.2.2 stress-intensity factor, K[Ft¥4—the magnitude of specimens will equal 100 MR#m (91.0 ksi/in.).

the mathematically ideal crack-tip stress field coefficient (stress 3.3.13 SE(B) specimen span, Stfthe distance between

field singularity) for a particular mode of crack-tip region Specimen supports (See Test Method E 1820 Fig. 3).

deformation in a homogeneous body. 3.3.14 specimen thickness, B[t} the distance between the
3.2.3 Discussior-In this test method, Mode | is assumed. Sides of specimens. . _
See Termino'ogy E 1823 for further discussion_ 3.3.14.1 Discussior—In the case Of S|de-gr00ved SpECI-

3.2.4 J-integral, J[FL']—a mathematical expression; a Mens, thicknessB,, is the distance between the roots of the
line or surface integral that encloses the crack front from on&ide-groove notches. _ _
crack surface to the other; used to characterize the local 3-3-15 specimen size, r¥a code used to define specimen
stress-strain field around the crack fr¢8). See Terminology ~dimensions, where is expressed in multiples of 1 in.

E 1823 for further discussion. 3.3.15.1 Discussior—In this method, specimen proportion-

3.3 Definitions of Terms Specific to This Standard: ality is required. For compact specimens and bend bars,

3.3.1 control load, R,[F] —a calculated value of maximum SPecimen thickness = n inches.

load used in Test Method E 1820, Egs. AL.1 and A2.1 to 3-3-16 temperature, § [*C]—For K, values that are devel-
stipulate allowable precracking limits. oped using specimens or test practices, or both, that do not

3.3.1.1 Discussionr—In this method P.. is not used for conform to the requirements of this test method, a temperature
3.1, P

precracking, but is used as a minimum load above whictft whichKye me)= 100 MPa/m is defined ado. To is not a

. S rovisional value ofT,,.
partial unloading is started for crack growth measurement. P . .0
3.3.2 crack initiation—describes the onset of crack propa- 8.3.17 Weibull fitting parameter, k—a scale parameter

gation from a preexisting macroscopic crack created in th pcated at the 63.2 % cumulative failure probability le¢).
specimen by a stipulated procedure. = Ko whenp, = 0.632.

. Z . "3.3.18 Weibull slope, b-with p; andK . data pairs plotted in
3.3.3 effective modulus, £FL ] —an elastic modulus that linearized Weibull coordinates obtainable by rearranging Eq.

f:r;f?sc?s;: gglcte)ﬁgg{éwigt?gé’:g?g;'?g%g&?jg?n%?mg:sgg;& b is the slope of a line that defines the characteristics of the
ypical scatter oK, data.

compliance for the actual |n|t|_al cracl§ SIdy 3.3.18.1 Discussior—A Weibull slope of 4 is used exclu-
3.3.4 elastic modulus, BFL?—a linear-elastic factor re- L e

lati i th | ¢ which is d d hS|vely in this method.

ating stress to strain, the value of which is dependent on the 5 3 14 yield strength,oys[FL‘z]—a value of material

degree of constraint. For plane streBs= E is used, and for : : : . ;
. . . ¢ ) ' . strength at 0.2 % plastic strain as determined by tensile testing.
plane strainE/(1 —V?) is used, withv being Poisson’s ratio. g °p Y g

3.3.5 elastic-plastic K[FL=*4—An elastic-plastic equiva- 4. Summary of Test Method

lent stress intensity factor derived frodrintegral. 4.1 This test method involves the testing of notched and

3.3.5.1 Discussior—In this test methodK; also implies a  fatigue precracked bend or compact specimens in a tempera-
stress intensity factor determined at the test termination pointire range where either cleavage cracking or crack pop-in
under conditions determined to be invalid by 8.9.2. develop during the loading of specimens. Crack aspect ratio,

3.3.6 elastic-plastic KJFL*]—an elastic-plastic equiva- a/W, is nominally 0.5. Specimen width in compact specimens
lent stress intensity factor derived from tlientegral at the s two times the thickness. In bend bars, specimen width can be
point of onset of cleavage fracturé, either one or two times the thickness.

3.3.7 Eta (n)—a dimensionless parameter that relates plas- 4.2 Load versus displacement across the notch at a specified
tic work done on a specimen to crack growth resistance defineldcation is recorded by autographic recorder or computer data
in terms of deformation theorg-integral (4). acquisition, or both. Fracture to lghnessBOﬂumeRtS
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defined condition of crack instability. Th&integral value at (12). The curve is positioned on the abscissa (temperature

instability, J, is calculated and converted into its equivalent incoordinate) by an experimentally determined reference tem-

units of stress intensity factdf;.. Validity limits are set onthe perature,T,. Shifts in reference temperature are a measure of

suitability of data for statistical analyses. transition temperature change caused, for example, by metal-
4.3 Tests that are replicated at least six times can be used ligrgical damage mechanisms.

estimate the medial,. of the Weibull distribution forthe data g 5 Tolerance bounds ol{,, can be calculated based on

population(7). Extensive data scatter among replicate tests igheory and generic data. For added conservatism, an offset can

expected. Statistical methods are used to characterize thefg 4qged to tolerance bounds to cover the uncertainty associ-
data populations and to predict changes in data dlstr|but|on§ted with estimating the reference temperattg, from a

with changed specimen size. relatively small data set. From this it is possible to apply a

4.4 The statistical relationship between Specimen Size an argin adjustment t@, in the form of a reference temperature
K fracture toughness can be assessed using Weakest—llg i

théory, thereby providing a relationship between the specimen i i , )

size andK . (1). Limits are placed on the fracture toughness °-6 For some materials, particularly those with low strain

range over which this model can be used. hardening, the_ value af, may be |_nfluenced_by specimen size
4.5 For definition of the toughness transition curve, a mastefueé 0 a partial loss of crack-tip constrai(#). When this

curve concept is use(8, 9). The position of the curve on the OCCU'S, _the value of , may be lower than the_ value 'Fhat would

temperature coordinate is established from the experiment&€ obtained from a data set Kf values derived using larger

determination of the temperature, designafgdat which the = SPecimens.

median K. for 1T size specimens is 100 MRan (91.0

ksin/in.). Selection of a test temperature close to that at whictp. Apparatus

the mediark, value will be 100 MPg/m is encouraged and ¢ 1 precision of Instrumentatior-Measurements of applied

a means of estimating this temperature is suggested. Sma§,qs and load-line displacements are needed to obtain work
specimens such as precracked Charpys may have to be tesjgghe on the specimen. Load versus load-line displacements

z'aptemperlaturesh below, V\(/jr:je_tr_e KJIC(med> IS well belogv 100 ._may be recorded digitally on computers or autographically on
ay/m. In such cases, additional specimens may be requweg_y plotters. For computers, digital signal resolution should be

as stipulated in 8.5. : :
4.6 Tolerance bounds can be determined that define th%ﬁcz)’oooogf (t);: et:f addItsrglnzcdeurzgptsig:;ﬁ;jauncg er signal range and

range of scatter in fracture toughness throughout the transition . ) ) )
range. The standard deviation of the fitted distribution is a ©-2 Grips for C(T) SpecimensA clevis with flat-bottom

function of Weibull slope and medial;, value, K jomeay holes is recommended. S(_ae Test M_e-thod E 399—90, Fig. A6.2,
o for a recommended design. Clevises and pins should be
5. Significance and Use fabricated from steels of sufficient strength to elastically resist

5.1 Fracture toughness is expressed in terms of an elasti?dentation loads (greater than 40 Rockwell hardness C scale
plastic stress intensity factok,,. that is derived from the (HRC)).
J-integral calculated at fracture. 6.3 Bend Test Fixture-A suitable bend test fixture scheme
5.2 Ferritic steels are inhomogeneous with respect to thi shown in Fig. A3.2 of Test Method E 399-90. It allows for
orientation of individual grains. Also, grain boundaries haveroller pin rotation and minimizes friction effects during the test.

properties distinct from those of the grains. Both containFixturing and rolls should be made of high-hardness steel
carbides or nonmetallic inclusions that can act as nucleatio(HRC greater than 40).

sites for cleavage microcracks. The random location of such g 4 Displacement Gage for Compact Specimens
nucleation sites with respect to the position of the crack front

manifests itself as variability of the associated fracture tough- ?1‘:31 lefprIrz:l]icr(]arréefr:t mearsurezr]]gn:sl arccai r;r/1arde sdd?raiIUes ment
ness(10). This results in a distribution of fracture toughnessCa € dee €d from area Under load VETSUs displaceme

values that is amenable to characterization using statisticdfSt re_cords (a measure of work.done)._lf ihe test temperature
methods selection recommendations of this practice are followed, crack

5.3 Distributions oK. data from replicate tests can be usedgrowth measuremen_t W'" probgb!y prove to be_ummportant.
to predict distributions of,, for different specimen sizes. Results that fall within the limits of uncertainty of the
Theoretical reasoning6), confirmed by experimental data, '6c0mmended test temperature estimation scheme will prob-
suggests that a fixed Weibull slope of 4 applies to all dataf‘bly r!qt have significant slow-stable crack growth prior to
distributions and, as a consequence, standard deviation on d&gstability. Nevertheless, crack growth measurements are rec-
scatter can be calculated. Data distribution and specimen sifghmended to provide supplementary information, and these
effects are characterized using a Weibull function that igesults may be reported.

coupled with weakest-link statistigd1). An upper limit on 6.4.2 Unloading compliance is the primary recommendation
constraint loss and a lower limit on test temperature are defineigr measuring slow-stable crack growth. See Test Method
between which weakest-link statistics can be used. E 1820. When multiple tests are performed sequentially at low

5.4 The experimental results can be used to define a masttast temperatures, there will be condensation and ice buildup
curve that describes the shape and location of me#ign on the grips between the loading pins and flats of the clevis
transition temperature fracture toughness for 1T specimensoles. Ice will interfere with the aPcuraB@Uuments
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compliance method. Alternatively, crack growth can be meamonths using instruments traceable to the National Institute of
sured by other methods such as electric potential, but care muStandards and Technology in order to ensure the required
be taken to avoid specimen heating when low test temperatur@gcuracy.

are used.
6.4.3 In compact C(T) specimens, displacement measuré- Specimen Configuration, Dimensions, and Preparation
ments on the load line are recommendedXaieterminations. 7.1 Compact SpecimensThree recommended C(T) speci-

However, the front face position at 0\8&in front of the load  men designs are shown in Fig. 1. One C(T) specimen configu-
line can be used with interpolation to load-line displacement,ation is taken from Test Method E 399-90: the two with cutout
as suggested in 7.1. sections are taken from E 1820. The latter two designs are
'6.4.4 The extensometer calibrator shall be resettable at eaghodified to permit load-line displacement measurement. Room
displacement interval within 0.0051 mm (0.0002 in.). Accuracyjs provided for attachment of razor blade tips on the load line.
of the clip gage at test temperature must be demonstrated to e should be taken to maintain parallel alignment of the

within 1 % of the working range of the gage. blade edges. When front face (at Ov5n front of the load
6.4.5 All clip gages used shall have temperature compensdine) displacement measurements are made with the Test

tion. Method E 399 design, the load-line displacement can be
6.5 Displacement Gages for Bend Bars, SE(B) inferred by multiplying the measured values by the constant

6.5.1 The SE(B) specimen has two displacement gag8.73(16). The ratio of specimen height to width, 2H/W is 1.2,
locations. A load-line displacement transducer is primarilyand this ratio is to be the same for all types and sizes of C(T)
intended forJ computation, but may also be used for calcula-specimens. The initial crack siza,, shall be 0.5\W+ 0.05W.
tions of crack size based on elastic compliance, if provision isSpecimen width, W, shall be 2B.
made to subtract the extra displacement due to the elastic 7.2 Disk-shaped Compact Specimern& recommended
compliance of the fixturing. The load-line gage shall displayDC(T) specimen design is shown in Fig. 2. Initial crack size,
accuracy of 1 % over the working range of the gage. The gages,, shall be 0.5\ 0.05W. Specimen width shall be 2B.
used shall not be temperature sensitive. 7.3 Single-edge Notched Berdélhe recommended SE(B)

6.5.2 Alternatively, a crack-mouth opening displacementspecimen designs, shown in Fig. 3, are made for use with a
(CMOD) gage can also be used to determine the plastic part afpan-to-width ratio, S/W = 4. The width, W, can be either 1B
J. However, it is necessary to employ a plastic etg)value  or 2B. The initial crack sizeg,, shall be 0.8V = 0.05W.
developed specifically for that positidi3) or to infer load- 7.4 Machined Notch DesigarThe machined notch plus
point displacement from mouth opening using an expressiofatigue crack for all specimens shall lie within the envelope
that relates the two displacemen(s4). In either case, the shown in Fig. 4.
procedure described in 9.1.4 is used to calculate the plastic part7.5 Specimen Dimension RequiremeniBhe crack front
of J. The CMOD position is the most accurate for the straightness criterion defined in 8.9.1 must be satisfied. The
compliance method of slow-stable crack growth measuremengpecimen remaining ligameri,, must have sufficient size to

6.5.3 Crack growth can be measured by alternative methodsaintain a condition of high crack-front constraint at fracture.
such as electric potential, but care must be taken to minimiz&he maximumK . capacity of a specimen is given by:

specimen heating effects in low-temperature tests (see also Ebo
6-4-2) (15)- KJC(Iimit) R /?,O(l——y\jz) (1)

6.6 Force Measurement

6.6.1 Testing shall be performed in a machine conforming towhere:
Practices of E4-93 and E 8M-95. Applied force may be o, = material yield strength at the test temperature.
measured by any transducer with a noise-to-signal ratio less K, data that exceed this requirement may be used in a data
than 1/2000 of the transducer signal range. censoring procedure. Details of this procedure are described in

6.6.2 Calibrate force measurement instruments by way o$ection 10.2.2 for single-temperature data and 10.4.2 for
Practice E 74-91, 10.2. Annual calibration using calibrationmulti-temperature data.
equipment traceable to the National Institute of Standards and 7.6 Small SpecimersAt high values of fracture toughness
Technology is a mandatory requirement. relative to specimen size and material flow properties, the

6.7 Temperature Contrel-Specimen temperature shall be values ofK,. that meet the requirements of Eq 1 may not
measured with thermocouple wires and potentiometers. It iglways provide a unique description of the crack-front stress-
recommended that the two thermocouple wires be attached girain fields due to some loss of constraint caused by excessive
the specimen surface separately, either by welding, spot welglastic flow(2). This condition may develop in materials with
ing, or by being affixed mechanically. Mechanical attachmentow starin hardening. When this occurs, the highégtvalues
schemes must be verified to provide equivalent temepraturef the valid data set could possibly cause the valug&db be
measurement accuracy. The purpose is to use the test materiaver than the value that would be obtained from testing
as a part of the thermocouple circuit (see also 8.6.1). Accuracgpeciemens with higher constraint.
of temperature measurement shall be within 3°C of true 7.7 Side Grooves- Side grooves are optional. Precracking
temperature and repeatability among specimens shall be withjprior to side-grooving is recommended, despite the fact that
2°C. Precision of measurement shall td°C or better. The crack growth on the surfaces might be slightly behind. Speci-
temperature measuring apparatus shall be checked every sixens may be side-grooved after precracid@iC UHFEE)
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COMPACT TEST SPECIMEN FOR PIN OF 0.1875W {+ 0.000W/ -0.001W) DIAMETER
Note 1—"A” surfaces shall be perpendicular and parallel as applicable to within 0.002W TIR.

Note 2—The intersection of the crack starter notch tips with the two specimen surfaces shall be equally distant from the top and bottom edges of theithpedresW TIR.
FIG. 1 Recommended Compact Specimen Designs
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Note 1—A surfaces shall be perpendicular and parallel as applicable to within 0.002W TIR.
Note 2—The intersection of the crack starter notch tips with the two specimen surfaces shall be equally distant from the top and bottom extremes of

the disk within 0.005W TIR.
Note 3—Integral or attached knife edges for clip gage attachment may be used. See also Fig. 6, Test Method E 399.

FIG. 2 Disk-shaped Compact Specimen DC(T) Standard Proportions

+
RECTANGULAR SPECIMEN W+.005W+

SEE FIG. 4Q':M‘OZW I
FO4W i

u—__z.zsw———— - B
-~ 450W(min) ——————1 B=Y¥*o0tw
W 005W—

SQUARE SPECIMEN

OAWLH‘ cozw —

T
2.25W —= hat- B
lt————4.50 W (min} ———

B=W001W

Note 1—All surfaces shall be perpendicular and parallel within 0.001W TIR; surface finish 64v.
Note 2—Crack starter notch shall be perpendicular to specimen surfaces to:wisin
FIG. 3 Recommended Bend Bar Specimen Design

curvature of the initial crack front. In fact, side-grooving may usually suffices. To initiate fatigue crack growth from a
be indispensable as a means for controlling crack fronmachined notch, usk,,,/E = 0.00013 mY? (0.00083 in*/?)+
straightness in bend bars of square cross section. The total%? Stress ratio, R, shall be controlled within the following
side-grooved depth shall not exceed 0.25B. Side grooves wittange: 0.Q < R <0.1. Finish sharpening is to be started at least
an included angle of 45° and a root radius of @&50.2 mm 0.6 mm (0.025 in.) before the end of precrackiig,,/E for
(0.02 = 0.01 in.) usually produce the desired results. finish sharpening is to be 0.000096/#(0.0006 in*?) + 5 %

7.8 Precracking— All specimens shall be precracked in the and stress ratio shall be maintained in the range 0.Bk<.1.
final heat treated condition. The length of the fatigue precrackf the precracking temperature, T1, is different than the test
extension shall not be less than 5 % of the total crack size.

Precracking may include two stages—crack initiation and

finish sharpening of the crack tip. To avoid growth retardation Elastic (Young’s) modulus, E, in units of MPa will result in K, in units of

from a single unloading step, intermediate levels of Ioa%Pa\/m Elastic (Young's) modulus, E, in units of ksi willkgsult i in units
shedding can be added, if desired. One intermediate levet ksivin. ﬁocnﬁments
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