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superscript epsilon (€) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This test method covers guidelines for acoustic emission
(AE) examinations of new and in-service aboveground storage
tanks of the type used for storage of liquids.

1.2 This test method will detect acoustic emission in areas
of sensor coverage that are stressed during the course of the
examination. For flat-bottom tanks these areas will generally
include the sidewalls (and roof if pressure is applied above the
liquid level). The examination may not detect flaws on the
bottom of flat-bottom tanks unless sensors are located on the
bottom.

1.3 This test method may require that the tank experience a
load that is greater than that encountered in normal use. The
normal contents of the tank can usually be used for applying
this load.

1.4 This test method is not valid for tanks that will be
operated at a pressure greater than the examination pressure.

1.5 It is not necessary to drain or clean the tank before
performing this examination.

1.6 This test method applies to tanks made of carbon steel,
stainless steel, aluminum and other metals.

1.7 This test method may also detect defects in tank linings
(for example, high-bulk, phenolics and other brittle materials).

1.8 AE measurements are used to detect and localize emis-
sion sources. Other NDT methods may be used to confirm the
nature and significance of the AE indications (s). Procedures
for other NDT techniques are beyond the scope of this test
method.

1.9 Examination liquid must be above its freezing tempera-
ture and below its boiling temperature.

1.10 Superimposed internal or external pressures must not
exceed design pressure.

1.11 Leaks may be found during the course of this exami-
nation but their detection is not the intention of this test
method.

! This test method is under the jurisdiction of ASTM Committee EO7 on
Nondestructive Testing and is the direct responsibility of Subcommittee E07.04 on
Acoustic Emission Method.

Current edition approvedJuly 10, 2002. Published September 2002. Originally
published as E 1930 — 97. Last previous edition E 1930 — 97.

1.12 The values stated in inch-pound units are to be re-
garded as the standard. The SI units given in parentheses are
for information only.

1.13 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use. Specific precau-
tionary statements are given in Section 8.

2. Referenced Documents

2.1 ASTM Standards:

E 543 Practice for Evaluating Agencies that Perform Non-
destructive Evaluation?

E 650 Guide to Mounting Piezoelectric AE Sensors?

E 976 Guide for Determining Reproducibility of AE Sensor
Response?

E 1316 Terminology for Nondestructive Examinations?

2.2 ANSI/ASNT Standard:

Recommended Practice ASNT SNT-TC-1A for Qualifica-
tion and Certification of Nondestructive Testing Person-
nel’

ANSI/ASNT CP-189 Standard for Qualification and Certi-
fication of NDT Personnel®

2.3 ASME Standard:

Section V, Article 12, Boiler & Pressure Vessel Code*

2.4 AIA Document:

NAS-410 Certification and Qualification of Nondestructive
Testing Personnel®

3. Terminology

3.1 Definitions:

3.1.1 This test method makes use of definitions provided in
Terminology E 1316. Definitions for terms that do not appear
in Terminology E 1316 are given below.

2 Annual Book of ASTM Standards, Vol 03.03.

3 Available from American Society for Nondestructive Testing, 1711 Arlingate
Plaza, P.O. Box 28518, Columbus, OH 43228-0518.

4 Available from American Society of Mechanical Engineers, 345 E. 47th Street,
New York, NY 10017.

3 Available from Aerospace Industries Association of America, Inc., 1250 Eye
St., NW, Washington, DC 20005.
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3.2 Definitions of Terms Specific to This Standard:

3.2.1 AE activity—the presence of acoustic emission during
an examination. It is normally measured by one or more AE
parameters such as number of hits, events, signal strength or
AE counts. A source is considered active if its AE activity
consistently increases with increasing load.

3.2.2 maximum operating pressure—Ilargest pressure within
the tank during the six-month period prior to AE examination.
This pressure involves the maximum liquid contents level, the
range of temperature experienced during operation, superim-
posed hydrostatic or pneumatic pressure, or both, and any
overload or upset conditions which may have occurred.

3.2.3 signal strength—the measured area of the rectified AE
signal.

4. Summary of Test Method

4.1 General—This test method consists of subjecting stor-
age tanks to increasing stress while monitoring with sensors
that are sensitive to acoustic emission (transient stress waves)
caused by growing flaws. The instrumentation and techniques
for sensing and analyzing AE are described herein.

4.2 Loading—The test method requires stressing the tank.
Stressing can be accomplished by filling the tank with its
normal contents or with an alternative liquid and in some cases
applying a superimposed hydrostatic or pneumatic pressure, or
both.

4.3 Report—The report documents results of the AE exami-
nation and other important information. The report also pro-
vides recommendations for follow-up examinations at specific
locations.

5. Significance and Use

5.1 General—This procedure is used for evaluation of the
structural integrity of atmospheric storage tanks. The AE
method can detect flaws which are in locations that are stressed
during pressurization. Such locations include the tank wall,
welds attaching pads to the tank, nozzle attachments, and welds
attaching circumferential stiffeners to the tank. Among the
potential sources of acoustic emission are:

5.1.1 In both parent metal and weld associated regions:

5.1.1.1 Cracks,

5.1.1.2 The effect of corrosion, including cracking of cor-
rosion products or local yielding,

5.1.1.3 Stress corrosion cracking,

5.1.1.4 Certain physical changes, including yielding and
dislocations,

5.1.1.5 Embrittlement, and

5.1.1.6 Pits and gouges.

5.1.2 In weld associated regions:

5.1.2.1 Incomplete fusion,

5.1.2.2 Lack of penetration,

5.1.2.3 Undercuts, and

5.1.2.4 Voids and porosity.

5.1.2.5 Inclusions:

5.1.2.6 Contamination.

5.1.3 In parent metal:

5.1.3.1 Laminations.

5.1.4 In brittle linings:

5.1.4.2 Chips, and
5.1.4.3 Inclusions.

Note 1—Not all of these sources are typically encountered in field
examination, some are detected under laboratory conditions.

5.2 Unstressed Areas—Flaws in unstressed areas and pas-
sive flaws (those that are structurally insignificant under the
applied load) will not generate AE. Such locations can include
the roof and certain welds associated with platforms, ladders,
and stairways.

5.3 Passive Flaws (in Stressed Areas)—Some flaws in
stressed areas might not generate acoustic emission during
stressing. This usually means that the flaw has a higher stress
tolerance than the examination stress.

5.4 Filling—TFilling proceeds at rates which minimize AE
activity caused by fluid flow and which allow vessel deforma-
tion to be in equilibrium with applied load. Hold periods are
used throughout the filling schedule to evaluate AE activity
produced by the loaded structure in the absence of fill noise.

5.5 Follow-up—Sources detected by AE should be exam-
ined using other NDT methods.

5.6 Background Noise—Excess background noise may dis-
tort AE data or render them useless. Users must be aware of
common sources of background noise: high fill rate (measur-
able flow noise), mechanical contact (impact, friction, fretting)
with the tank by objects, electromagnetic interference (EMI)
(motors, welders, overhead cranes) and radio frequency inter-
ference (RFI) (broadcasting facilities, walkie talkies), leaks at
pipe or hose connections, leaks in the tank bottom or walls,
airborne particles, insects, or rain drops, heaters, spargers,
agitators, level detectors and other components inside the tank,
chemical reactions occurring inside the tank, and hydrody-
namic movement of gas bubbles. This test method should not
be used if background noise cannot be eliminated or controlled.

6. Basis of Application

6.1 Personnel Qualification

6.1.1 If specified in the contractual agreement, personnel
performing examinations to this standard shall be qualified in
accordance with a nationally recognized NDT personnel quali-
fication practice or standard such as ANSI/ASNT-CP-189,
SNT-TC-1A, NAS-410, or a similar document and certified by
the employer or certifying agency, as applicable. The practice
or standard used and its applicable revision shall be identified
in the contractual agreement between the using parties.

6.1.2 Training and Examination—In addition, it is required
that personnel performing acoustic emission examination of
storage tanks attend a dedicated training course on the subject
and pass a written examination. The training course shall
include the following topics:

6.1.2.1 Storage tank construction and terminology,

6.1.2.2 Failure mechanisms of metal and metal fabricated
systems,

6.1.2.3 Case histories of metal vessels examined with
acoustic emission,

6.1.2.4 Storage tank examination procedures, including
loading requirements,

5.1.4.1 Cracks, 6.1.2.5 Data collection and interpretatiBgeu ments
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6.1.2.6 Examination report and permanent record require-
ments.

6.2 Qualification of Nondestructive Agencies

6.2.1 If specified in the contractual agreement, NDT agen-
cies shall be qualified and evaluated as described in Practice
E 543. The applicable edition of Practice E 543 shall be
specified in the contractual agreement.

6.3 Timing of Examination

6.3.1 This test method may be used on new tanks, erected,
in place or tanks which have been in service.

6.4 Extent of Examination

6.4.1 The extent of examination shall be in accordance with
1.2, 1.6, 1.7 and 1.11 unless otherwise specified.

6.5 Reporting Criteria/Acceptance Criteria

6.5.1 Reporting criteria for the examination results shall be
in accordance with 10.11 unless otherwise specified.

6.5.2 Non-mandatory acceptance criteria are described in
Appendix Appendix X2.

6.6 Reexamination of Repaired/Reworked Items

6.6.1 Reexamination of repaired/reworked items is not ad-
dressed in this standard and if required shall be specified in the
contractual agreement.

7. Apparatus

7.1 Essential features of the apparatus required for this
examination method are provided in Fig. 1. Full specifications
are in Annex Al.

7.2 AE sensors are used to detect stress waves produced by
flaws. Sensors must be held in contact with the vessel wall to

TANK

ensure adequate acoustic coupling. Sensors may be held in
place with magnets, adhesive tape, or other mechanical means.

7.3 A preamplifier may be enclosed in the sensor housing or
in a separate enclosure. If a separate preamplifier is used, cable
length between sensor and preamplifier should not exceed 6 ft
(1.83 m). Longer cables may cause unacceptable signal attenu-
ation and increase the likelihood of EMI and RFI.

7.4 Signal cable length (that is, cable between preamplifier
and signal processor) should not exceed 500 ft (152.4 m). For
longer cable lengths signal repeaters may be required to
minimize signal attenuation.

7.5 Signals shall be processed with computerized systems
with independent channels that filter, measure, and convert
analog information into digital form for display and permanent
storage. A signal processor must have sufficient speed and
capacity to process data independently from all sensors simul-
taneously. A printer should be used to provide hard copies of
examination results.

7.6 A video monitor should display processed data in
various formats. Display format may be selected by the
equipment operator.

7.7 A data storage device, such as a floppy disc, may be
used to provide data for replay or for archives.

7.8 Hard copy capability should be available from a
graphics/line printer or equivalent device.

AE SENSOR

MONITOR

]

AE SIGNAL

PROCESSOR [ PRINTER

DISK
STORAGE

PREAMPLIFIER
WITH FILTER

FIG. 1 Features of the Apparatus
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8. Safety Precautions

8.1 Ambient temperature should not be below the ductile-
brittle transition temperature of the pressure vessel construc-
tion material.

9. Standardization and Performance Verification

9.1 Annual standardization and verification of AE sensors,
preamplifiers (if applicable), signal processor and AE elec-
tronic waveform generator shall be performed. Equipment
should be adjusted so that it conforms to equipment manufac-
turer’s specifications. Instruments used for standardizations
must have current accuracy certification that is traceable to the
National Institute for Standards Technology.

9.2 Routine electronic evaluations must be performed at any
time there is concern about signal processor performance. An
AE signal generator should be used in making evaluations.
Each signal processor channel must respond with peak ampli-
tude reading within =2 dB of the AE signal generator output.

9.3 System performance verification must be conducted
immediately before each examination and should be repeated
afterward.

9.3.1 A performance verification uses a mechanical device
to induce stress waves into the vessel wall at a specified
distance from each sensor. Induced stress waves stimulate a
sensor in a manner similar to emission from a flaw. Perfor-
mance verification checks the performance of the entire system
(including couplant).

9.3.2 Pencil lead breaks, in accordance with Guide E 976,
shall be used to verify system performance. Lead breaks will
be at least 4 in. (10.16 cm) from the sensor. The average peak
amplitude shall not vary more than * 4 dB from the average of
all sensors.

9.3.3 When computed location (See 10.8.7.3) is used, adja-
cent sensors shall detect lead break signals at amplitudes
exceeding the examination threshold. The location accuracy
shall be verified to be within 5 % of the sensor spacing.

9.4 Functional Verification—A simple functional verifica-
tion used to insure that all channels are operational, makes use
of a spring-loaded center punch before and after examination.

To avoid damage to the tank wall, the center punch shall be
made on a stiffener ring, or with a 5 in. (3.2 mm) minimum
thickness backup plate between the center punch and tank wall.
Multiple center punch sites might be needed to cover the entire
examination range. Center-punch impacts shall be made at a
distance from sensors such that the peak amplitude measured
by the sensor/channel combination does not exceed 90 dB (0
dB = one pv at preamplifier input). Before or during the
examination, repair or replace channels that do not respond.
After the examination, report channels that do not respond to
the punch or have low sensitivity.

10. Procedure

10.1 Examination Preliminary—Prior to setting up the ex-
amination instruments, the examiner shall be furnished with
the following information:

10.1.1 A specification of materials in the tank under exami-
nation, including information on linings or internal coatings.

10.1.2 A tank drawing with sufficient detail to establish the
dimensions, nozzle locations and material thickness.

10.1.3 Information on operating conditions for the 6 month
period prior to AE examination. This information should
include the type of liquid contained, maximum liquid contents
level, the operating range of temperature, superimposed hydro-
static or pneumatic pressure, or both, and any overload or upset
conditions that may have occurred.

10.2 AE Examination Pressure—The AE examination pres-
sure depends on whether the AE examination is being per-
formed in conjunction with the hydrostatic proof examination
of a new tank, or whether the AE examination is performed on
an in-service storage tank. Table 1 describes AE examination
pressure to meet the requirements of this examination proce-
dure.

10.3 Tank Stressing—Make arrangements to expedite the
stressing of the tank at a rate consistent with the requirements
of 10.9.4 and Table 1. Tanks will normally be stressed by
hydrostatic head pressure plus superimposed hydrostatic or
pneumatic pressure, or both. For some in-service tanks it may
be appropriate to stress using a combination of hydrostatic

TABLE 1 Storage Tank AE Examination Pressure

Note 1—If an alternative fluid with a specific gravity lower than the operating fluid is used, the required AE examination load may be achieved by
filling to the maximum level and applying an additional superimposed hydrostatic or pneumatic pressure, or both, to achieve the 5 % overload.

Note 2—If an alternative fluid with a specific gravity higher than the operating fluid is used, the maximum fill level shall achieve the 5 % overload
at the bottom of the tank, and must be at least equal to the maximum operating pressure.

Note 3—In some cases, due to physical limitations, it may not be possible to fill 5 % above the maximum operating level. In such cases a 2 % overload

is acceptable. An overload less than 2 % is not acceptable per this procedure.

Note 4—Repaired tanks are examined with the same examination pressure as described above.

Examination Performed

AE Examination Pressure

A. New tank hydrostatic proof tested as specified by
governing codes, Standards, or other regulations.
B. New tank with no hydrostatic test required.

Fill to maximum design level and apply superimposed hydrostatic and/or pneumatic pressure above the
liquid level as required by governing Code, test methods or other regulations.
Fill to maximum design level and apply superimposed hydrostatic or pneumatic pressure, or both, to

achieve maximum design pressure. If design pressure is not available, apply maximum operating pres-

sure.

C. In-service tank with operating and superimposed

pressure < 0.22 psig or both.
D. In-service tank with operating and superimposed

pressure 0.22 to 5.0 psig
E. In-service tank with operating and superimposed

pressure > 5.0 psig

Fill to maximum operating level plus 5 %. Apply nhormal superimposed hydrostatic or pneumatic pressure,

Fill to maximum operating level plus 5 %. Apply maximum operating superimposed hydrostatic or pneu-
matic pressure, or both, that the tank has seen during the previous six months.

Fill to maximum operating level plus 5 %. Apply maximum operating superimposed hydrostatic or pneu-
matic pressure, or both, that the tank has seen during the previous six months plus 0.5 psig.
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