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Standard Practice for
Using Pneumatic Tubing for Roadway Traffic Counters and
Classifiers *

This standard is issued under the fixed designation E 1957; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope 3.1.5 pneumatic road tube-an elastic tube that is stretched
1.1 This practice covers the use of pneumatic road tube t8Cross a roadway for the purpose of detecting a weight-bearing
detect axle hits used for recording vehicles or for the classifivehicle axle.

1.2 The practice applies only to pneumatic road tubes use¥ehicle axles, or both, that pass over a sensor.
for the detection of vehicle axles on a roadway. 3.1.7 traffic recording device-a unit that receives output

1.3 The values stated in Sl units are to be regarded as tHE2m & sensor and registers an axle count, vehicle count,

standard. The inch-pound units given in parentheses are fehicle classification or speed, gap, or headway.
information only. 3.1.8 validation court—an independent count made for the

1.4 This standard does not purport to address all of thePurpose of jnsuring that the installation is operating properly.
safety concerns, if any, associated with its use. It is the 3.1.9 vehicle—an assembly of one or more units coupled
responsibility of the user of this standard to establish appro{ogether for travel upon a roadway; vehicles include one power
priate safety and health practices and determine the applicatnit and may include one or more non-powered trailer or

bility of regulatory limitations prior to use. semi-trailer units. .
3.1.10 vehicle classification countthe recording, summa-
2. Referenced Documents rization, and reporting of traffic volume by vehicle type.
2.1 ASTM Standards: 3.1.11 verification/test court-comparison of sensor counts
E 1442 Practice for Highway Traffic Monitorifg to a concurrently recorded validation count on the same

E 1572 Practice for Classifying Highway Vehicles from Segment of roadway.

Known Axle Count and Spacirg 4. Significance and Use

3. Terminology 4.1 This practice addresses the recording of traffic charac-

3.1 Definitions of Terms Specific to This Standard: teristics, using pneumatic tubing with recording devices. This

3.1.1 axle counter—a device that receives signals from an Practice provides information for use with professional judg-
axle sensor and indicates the cumulative number of axles th&tent by governmental agencies and private firms in the
have passed over the sensor. management of roads and roadway traffic.

3.1.2 ax'e hit_an event in Wh|Ch the presence Of a Weight_ 4.2 TrafﬁC monitoring iS important to the Safe and efﬁcient
bearing vehicle axle is sensed by a pneumatic road tube dpovement of people and goods. The purpose of this practice is
other axle sensor. to ensure that traffic monitoring procedures produce traffic data

3.1.3 machine count-automatic recording of axle counts, and summary statistics that are adequate to satisfy diverse and
vehicle counts, or classifications, or all of these, by sensorgfitical traffic information needs.
attached to a recording device.

3.1.4 manual count-recording of vehicle counts or classi-

fications, or both based on human observation. 5.1 Installation Procedures and Techniques _
5.1.1 Select a relatively straight and smooth section of

- roadway with free flowing traffic throughout the duration of the
*This practice is under the jurisdiction of ASTM Committee E-17 on Vehicle- data collection session. For example, in selecting the roadway
Pavement Systems and is the direct responsibility of Subcommittee E17.52 O8ection. attention should be given to avoiding proximity to
Traffic Monitoring. . ! . . o
9 driveways and intersections. The availability of a place to

Current edition approved June 10, 1998. Published January 1999. . A )
2 Annual Book of ASTM Standardgol 04.03. anchor the counting device is also important.

5. Procedure
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5.1.2 Install the tubing on the surface of the roadway,influenced by a number of factors, including: tube length, tube
perpendicular to the flow of vehicular traffic. The end awaycross-section, hardness of the tube, speed of traffic, tire widths,
from the recording device must be effectively sealed to prevendistance between recording device and point of impact on the
leakage of air and to prevent the intrusion of foreign matter andube, and uncontrolled movement of the tube.
water. This end must be secured to the ground or pavement5.2 Once the tube or tubes have been installed and con-
using a suitable anchoring device, such as a nail, clamp, afected to the recording device, a validation test such as 5.2.1
bracket. must be conducted to determine if the air pulses are being

5.1.3 Place a second anchoring device at the near edge @dcorded correctly.
the pavement. This device must not restrict the flow of air. Pull 52 1 Machine Count-\Vehicles in the traffic stream have to
the tubing across the roadway, and through the anchoringe observed to verify that the recording device is properly
device. Between the anchoring devices, stretch the tubingsgistering the axle hits. A minimum of 50 axle hits is
approximately ten percent of its length, for example, for 2 10.Gecommended. On low volume roads, it may be necessary to
m (32.8 ft) length of tubing, stretch the tubing 1.0 m (3.3 ft). manually check the road tube using an alternative method. As
While it is stretched taut, secure the tubing with the seconn example, the equipment installer’s vehicle may have to be
anchoring device. used to test the installation.

5.1.4 The tubing may be secured to the pavement surface 5 5 5 At the end of the data collection period, repeat the
between the anchoring devices with other appropriate anchofqcedure outlined in 5.2.1 to make certain that the installation

ing devices, such as asphaltic or adhesive tape. This tape cani&|| properly registering the axle hits. If the installation is not
spaced &1 m (3.3 ft) to 1.5 m (5 ft) intervals along the length functioning, the count should be retaken.

of the tubing. 5.3 Pressure Testing of Road Tub&/rify that the road

5.1.5 The installation of tubing should be accomplished in 4ube or tubes can hold 7 KPa (1 IbAnof air pressure for 1
manner that places no nails in the wheel path on the surface ?iin; if not, discard the road tube. At this time, the tube should
th% tlraneIV\(?ger:?ggv ?ge of more than one tube is required fotr)e cleaned by blowing air through it.
example, for vehicle classification or speed data collection oﬁésc‘:t%onAtsfsgs?cl)?lr Iinr;[;;\(la?:ltses;cchh r?)Zdattleee e;:yi?]fgesgptigjz
both tubes must be exactly the same length from the counter ttention to the aréa around the clamps Dur'in the inspection
the near edge of the pavement. In addition, the two sections &h K the tube for chafi brasi pS. gt] _”E) b ’
ubing should be ol the same cros-secon. approxmaELec e (08 o ST, vasns, o e 6 e
quality, durability, and age. S d ith y P

5.1.7 The length of the road tube should be between thEetention, in accordance wit 4.
minimum and maximum specified by the manufacturer of the q
traffic monitoring device. The use of shorter lengths of tubing®: Keywords
may result in damage to the recording device. The strength of 6.1 axle hits; pneumatic road tubing; traffic counters; ve-
the air pulse, and therefore the accuracy of the count, can Hacles; vehicle axles; vehicle classifiers

The American Society for Testing and Materials takes no position respecting the validity of any patent rights asserted in connection
with any item mentioned in this standard. Users of this standard are expressly advised that determination of the validity of any such
patent rights, and the risk of infringement of such rights, are entirely their own responsibility.

This standard is subject to revision at any time by the responsible technical committee and must be reviewed every five years and
if not revised, either reapproved or withdrawn. Your comments are invited either for revision of this standard or for additional standards
and should be addressed to ASTM Headquarters. Your comments will receive careful consideration at a meeting of the responsible
technical committee, which you may attend. If you feel that your comments have not received a fair hearing you should make your
views known to the ASTM Committee on Standards, 100 Barr Harbor Drive, West Conshohocken, PA 19428.
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