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QHW Designation: E 1978 — 01

Standard Specification for

Shelter, Tactical, Expandable, Two-Side *

This standard is issued under the fixed designation E 1978; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilone} indicates an editorial change since the last revision or reapproval.

1. Scope loys to Be Adhesively Bondéd

1.1 This specification covers a rigid wall, two-side expand- E 1925 Specification for Engineering and Design Criteria
able shelter constructed of aluminum-faced, nonmetallic hon- _for Rigid Wall Relocatable Structurés
eycomb sandwich panels and meeting the International Orga- 2-2 SO Standards: _ _ N
nization for Standardization (ISO) cargo container ISO 1161-1980 Series 1-Freight Containers-Corner Fittings,
specification in the transport mode. Nominal dimensions when _ Specificatiort . . o
closed (container mode) are: height 8 ft, width 8 ft, and length ISO 1_496/I Series 1-Freight Containers-Specification and
20 ft (2.4 by 2.4 by 6.1 m). Approximate dimensions when Testing Part
expanded (shelter mode) are: height 8 ft, width 22 ft, and 2.3 Military Standards:
length 20 ft (2.4 by 6.7 by 6.1 m). 2.3.1General Cargo Containers

1.2 The values stated in SI units are to be regarded as the MIL-Q-9858 Quality Program Requiremefits _
standard. MIL-STD-810 Environmental Engineering Considerations

1.3 This standard does not purport to address all of the  and Laboratory Tests _ o
responsibility of the user of this standard to establish appro- _ SPace Fusich

priate safety and health practices and determine the applica- 2-3-2Welders: . . _

ANSI/ASQC Standard:
2. Referenced Documents ANSI/ASQC Z1.4-1993 Sampling Procedures and Tables
2.1 ASTM Standards: for Inspection by Attributes
E 864 Practice for Surface Preparation of Aluminum Alloys 2.4 Drawings: _
to Be Adhesively Bonded in Honeycomb Shelter Pahels ~ 5-4-3118 Shelter, Assembly, Two-Side Expandable-60°amp
E 865 Specification for Structural Film Adhesives for Hon- 5-4-3201 Shelter, Assembly, Two-Side Expandable-100
eycomb Sandwich Panéls amp
E 866 Specification for Corrosion-Inhibiting Adhesive

Primer for Aluminum Alloys to Be Adhesively Bonded in 3. General Requirements i o
Honeycomb Shelter Panéls 3.1 Alternate ComponentsWhen this specification or the

E 874 Practice for Adhesive Bonding of Aluminum Facings"éferenced drawings specify use of a specific component “or
to Nonmetallic Honeycomb Core for Shelter PaRels equal,” the contractor may substitute a component equal to the
E 990 Specification for Core-Splice Adhesive for Honey_specified component provided that the contractor complies

comb Sandwich Shelter Pangls with the following requirements. Prior to manufacture of the
E 1091 Specification for Nonmetallic Honeycomb Core forfirst article or, if none is required, prior to commencing

Use in Shelter Pandls production, the contractor shall submit for the purchaser's
E 1749 Terminology Relating to Rigid Wall Relocatable @Pproval, a list identifying each proposed “or equal” compo-

Shelterd nent together with proof that each listed component is func-

E 1773 Practice for Sealing Rigid Wall Tactical Shelterstionally equal to the specified component and is compatible
with Polysulfide Based Sealafts with the end item covered by this specification. The purchaser,

E 1826 Specification for Low Volatile Organic (VOC)

CorrOS|on—Inh|b|t|ng Adhesive Primer for Aluminum Al- 3 Available from American National Standards Institute, 11 W. 42nd St., 13th

Floor, New York, NY 10036.
4 Available from Standardization Documents Order Desk, Bldg. 4, Section D,
1 This specification is under the jurisdiction of ASTM Committee E06 on 700 Robbins Ave., Philadelphia, PA 19111-5094. Attn: NPODS.
Performance of Buildings and is the direct responsibility of Subcommittee E06.53 ° Available from American Society for Quality Control, 611 East Wisconsin

on Materials and Processes for Durable Rigidwall Relocatable Structures. Avenue, Milwaukee, WI 53201.
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at his/her option, may require a physical sample of any “orshall be stored for a minimum of 168 h at a minimum of 70°F (21°C) prior
equal” component. Approval of the submitted listing andto performing this test.

supporting data authorizes the commencement of fabrication of 3 7.2 Color—The color of the paint film shall be compared
the first article or of production, as applicable, but does notyith an appropriate color chip for the paint specified.
relieve the contractor of the responsibility that the “or equal” 3.7.3 Thickness—Thickness of the paint film shall be
components perform in accordance with specified requiremenighecked as specified in 11.39.
when incorporated into the end item. 3.8 Finish and Color—Surfaces shall be of the color,
3.2 Materials and ComponentsMaterials and components  treatment, and finish as shown on the drawings. Top coat
shall conform to the documents listed in Section 2 and againting shall be performed on the fully assembled shelter so as
specified herein. Any change to the proposed materials q prevent mismatch of color shading, unless other control
processes must be approved by the purchaser. It is encourag@@hniques are approved by the purchaser. After top-coat
that recycled material be used when practical as long as Hpplication, the shelter in the deployed mode (that is, ex-
meets the requirements of this specification. panded) shall be stored in a 70°F (21°C) minimum temperature
3.3 Workmanship-The shelter, including all parts and ac- indoor facility for a minimum of 36 h to ensure adequate
cessories, shall be constructed and finished in a workmanlikgoating(s) cure. During this storage period, the shelter doors
manner with particular attention given to removal of burrs andand vents shall be opened to permit air circulation within the
sharp edges, accuracy of dimensions, thoroughness of soldghelter.
ing, welding, painting, alignment of parts and assemblies, and 3.9 Manuals—Unless otherwise specified (see 13.2), tech-
the tightness of screws, bolts, and so forth. Gaskets shall not kical manuals shall be provided with each shelter. Stowage
torn or Sp“t and shall be free of finish. Cloth ComponentS Shalbrovision for the manuals shall be located as shown on the
be clean and free of holes, cuts, or tears. All latches utilized foppplicable drawings.
erection and closing of the shelter shall be properly adjusted 3,10 Terminology related to this specification is defined in
before the shelter is prepared for delivery to the purchaser. Terminology E 1749.
3.4 Riveting—Riveting joints shall be tight. The joined parts
shall be undamaged, and the rivet heads shall be properly. Design and Construction Requirements
seated and tight against the bearing surfaces. All the rivets
except those used in panel bonding, shall be dipped i
polysulfide sealant just prior to insertion; however, a dab o
polysulfide sealant shall be applied to the head of each rivet
3.5 Cleaning—After fabrication, parts shall be cleaned in
accordance with the drawings.

' 4.1 Design and Constructiea-Design and construction of

e expandable shelter shall conform to the requirements
specified on the drawings, all subsidiary drawings and parts
tists, and hereinafter. The shelter shall be free of panel
delaminations and shall meet all physical and environmental

i - - requirements specified herein.
3.6 Welding—Welded joints shall be such that grinding of 4.2 Container Mode—The shelter in the closed or transport

the finished weld shall not be a requirement, except Whe‘rrlnode shall be referred to as a container, hereinafter, for the

spgcicl;!edtog thetr(]ira&/ving'. Spo&llstitcp, andts%am leldosl S::allllggurpose of definition. The shelter, in the container mode, shall
as Indicated on the drawings. Al surtaces to be welded shall Bhe "5 - article of transport equipment meeting ISO freight

cracks, voids, slag inclusions, and other harmful defects, .. tested as specified in 11.24, and 11.24.1-11.24.3. The

ngde_d assemblies shall be cleaned to remove any Sc.algontractor shall ensure that the shelter receives Coast Guard
oxidation products, and excess flux. Any acid used in cleanin

; Eertification for 1ISO containers. The container’s overall di-
sha[l _be (_:ompletely ”e“”"’?"zed and removed. Welders sha]l b|"3nensions shall be in accordance with ISO freight container
certified in accordance with MIL-STD-1595. Welding equip- designated IC and are as shown in Table 1

mzn; ?:r.]d. phricgdutr'es Sh?}” ﬁolnforlm tc; IE/IIL-STDd;]2219i 4.3 Panels—The panels used as structural members in the
LTS oatings shall 1evel out to an adherent, con-qqqainer configuration shall structurally meet all transporta-

tlnuous,fand fl.Jln'fOLm film \f{\."thogt runs,dw(rjlnkles, streaksl, OTtion and environmental requirements specified herein. Each
areas of no fim. Any coating damaged auring assembly O& nel shall be fabricated as a net panel with aluminum

examinqtion shall be touched up. _There sh_all be no aréas Qlhirusions bonded about the panel perimeter during panel
rust. Finish shall be free from blistering, peeling, and Chlpplng‘oonding. The inner and outer skins on all joints shall be sealed

3.7.1 Adhesion of Pairt-The shelter shall be capable of to provide a water barrier against the entrance of moisture to

withs_tgndi_ng, without degradation to the finish, the tests 4%he core material and to the interior of the shelter. The water
specified in 11.37. barrier is to be maintained intact at all panel cross-sectional

Note 1—After top coat application, the shelter in the deployed modeopenings. All joints and edges shall be assembled and sealed in

TABLE 1 Container Dimensions

Height Width Length
Type ft in. tol. in. ft in. tol. in. ft in. tol. in.
IC 8 0 +0 -0.1875 8 0 +0 -0.1875 19 10.5 +0 -0.25
(2.438 m +0 -5mm) (2438 m +0 -5 mm) (6.058 m Dac uﬁ@nts
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a manner to prevent collection and retention of moisture. 4.5 Payload—The unit is designed to carry a maximum
Particular emphasis shall be placed on the sealing of all mitereplayload of 8050 Ib (3650 kg) during transport.

corners. All of the above sealing procedures shall be accom- 4.6 Corner Fittings—The container shall be equipped with
plished in accordance with Practice E 1773. Rivet shafts shallorner fittings at the top and bottom corners in accordance with
be coated with sealing compound before insertion. The sealghe dimensional requirements for corner fittings for Series-1
shall be as indicated on the drawings. The contractor shall havigeight containers as stipulated in ISO 1161 requirements for
the appropriate equipment and facilities, use the correct pracommercial containers. The upper faces of the top corner
cedures in accordance with Practices E 874 and E 864, and ufigings shall protrude above the top of the rest of the container
qualified panel components (that is, structural film and coréhy a minimum of%a in. (6 mm). The lower faces of bottom
splice adhesives, corrosion-inhibiting adhesive primer, struceorner fittings shall protrude below the bottom of the container
tural resin impregnated kraft paper honeycomb core, and asy a minimum of7s in. (11 mm).

specified 5052-H34 or 6061-T6 aluminum skins, FRP barrier 4.7 Shelter Mode-The shelter in the erected mode shall be
strips, 6061-T6 panel extrusions). Prior to use, all critical panefeferred to as a shelter herein for the purpose of definition.
component materials must be qualified to Specifications E 86%inged shelter panels shall be attached in a manner to ensure
E 866, E 990, E 1091, and E 1826. There shall be no skigompliance with the environmental test requirements as speci-
splices in the panels except where noted on the drawingsied in 11.6, 11.13-11.17, 11.24, and 11.26.

Unless otherwise specified (see 13.2), prior to award of 4 g Exterior Lighting—One area lighting fixture, as shown

contract, the contractors shall submit to the purchaser g the drawings, shall be provided with each shelter.
certified copy of a laboratory test report and a copy of their 4 g ghelter Electrical System

process specification covering fabrication of the metallic-

. 4.9.1 Genera—The system shall have all equipment, ca-
faced, paper honeycomh core sandwich panels they proposegﬂn% and other hardware necessary to receive three-phase

use in the construction of the end item. Using their procesiZO/ZOB V, 60 Hz power from the base electrical distribution

:gﬁgwfglogngi g?]gtrgghogtsu;rl]aflillr;atgé%aésiviuzlgc;?;'ocoﬁ?; ystems, and distribute it to lighting fixtures and receptacles as
P 9 indicated on the drawings. The 60 A shelters shall be in

. . J
peel test specimens, and shall perform tests in accordance ngé : : e .
Y . cordance with Drawing 5-4-3118 and all subsidiary drawings
Specification E 865 and Practice E 874 (see 13.2). and parts lists. The 100 A shelters shall be in accordance with
82r wing 5-4-3201 and all subsidiary drawings and parts lists.

4.3.1 Panel Processing-The shelter panels shall be pro-
cessed and inspected as specified in Practices E 864 and E parts of the electrical system shall operate when tested for
electrical continuity as specified in 11.40.

and Specifications E 865, E 866 or E 1826 depending upon

which primer is being used, E 990, E 1091 and Practice . o

E 1773. The shelter panels shall be inspected for dimensions 492 Operating T_emperatureThe wiring system _and all .
dividual hardware items shall be capable of operating at their

and flatness in accordance with the Dimensional and Flatnedd

: : ired capacity within an ambient temperature range from
Inspection of Panel paragraph of Practice E 874 (see 10.2). r_equwe o [ R .
4.3.2 Panel WatertightnessPanel assemblies shall not per- 25 10 125°F (~32 to 52°C), except that the fluorescent lights

. -« shall operate from 0 to 125°F (=18 to 52°C), when tested as
rlnlltltge entry of water (see 10.3.1) when tested as specified @peciﬁed in 11.14 and 11.15.

4.3.3 Resistance to Thermal Sheclanels shall be resis-  4-9-3 Current Rating—All conductors and appropriate hard-
tant to thermal shock, when tested as specified in 11.6. ware shall be _rated fqr current carrying capacity in_ gccordance
4.3.4 Panel Interchangeability-All panels and panel as- with _the appllca_lble industry standards as specified on the
semblies bearing same part numbers shall be functionally arfif@wings. Derating of components may be necessary for an
dimensionally interchangeable without modification or re-OPerating ambient temperature of 125°F (52°C). _
working. Individual assemblies shall not be hand picked for fit 4-9-4 Finish—Panel boards and all other exposed metallic
or performance, when tested as specified in 11.7. items shall have finishes as indicated on the drawings (see 3.7).
4.3.5 Delaminations—Delaminations in shelter panels shall ~ 4.9.5 Panel Board—The panel board used will be as indi-
be tested as specified in 10.3.4. cated on the drawings. It will be of dead front construction and
4.3.6 Panel Frame Area TightnessWelded panel frames have a solid neutral bus, a ground bus, and a 60 or 100 A
shall be airtight when tested as specified in 11.40. three-phase main breaker as specified (see 13.2). The panel will
4.4 Inserts—When tested as specified in 11.8, the following have a NEMA-1 enclosure with conduit hubs as necessary and
sized inserts, where used, shall withstand the torque an@t least 18 breaker spaces excluding the main breaker. The
pullout loads as specified in Table 2, without failure of thepanel board bus feed will be by rigid conduit and conductors;

inserts, panel, or potting compound. the conductors having a current carrying capacity of at least
100 A at 125°F (52°C) ambient temperature. The bus feed

TABLE 2 Insert Strength (Proof Loads) cables will terminate in a connector mounted on the exterior of

Insert (diameter thread ] ] the shelter. Conductors running from panel board circuits to
size) Pulkout, b (kg) Toraue, ftb () fixtures or receptacles shall be enclosed in rigid conduit or shall

10-32 1000 (450) 10 (13.6) be specified flexible cable for the expandable portion of the

5/’/4'2; ;888 (ggg) gg (S;-g) shelter. The current carrying capacity of the conductors shall be

os 5000 ggoog 0 254:23 20 A minimum, based upon an ambiengtemperature of 125°F

(52°C) and NEC rating procedures. Al ocumentsin
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the system shall be bolt-on type and have a minimum interhardware shall be capable of supporting 200 Ib (90 kg) applied
rupting capacity of 10 000 A root mean square symmetrical. to the door at the edge opposite the hinge pivot line with the

4.9.6 Cabling—Flexible cables shall be used to feed all door open to approximately 90 when tested as specified in
relocatable lighting fixtures and receptacles. These cables shall.11.

be as indicated on the drawings. 5.3.2 Wind Gust Door (Stop) Load The doors, frames, and
4.9.7 Switches—Switches used shall be as indicated on thehardware shall withstand a wind gust of 60 mph (100 km/h) in
drawings. any direction when the door is secured in its open position by

4.9.8 Grounding—All noncurrent carrying metal compo- its door stop device when tested as specified in 11.11.
nents shall be solidly grounded using the green ground wire 5.4 Step AssembitThe completely mounted step assembly
within the wiring system, as indicated on the drawings. shall withstand a vertical load of 500 Ib (225 kg) applied to the

4.9.9 Receptacles outer section without deformation of the assembly or support-

4.9.9.1 Electrical Power Service EntraneeThe electrical ing structure when tested as specified in 11.12.
power service entrance shall be as shown on the drawings. 5.5 Airtightness—The shelter shall not permit air leakage

4.9.9.2 Convenience OutletsThe shelter shall contain du- beyond specified limits in either container or shelter configu-
plex convenience outlets as indicated on the drawings. Altation when tested as specified in 11.13.
outlets shall be electrically grounded. 5.6 Temperature Range

4.9.9.3 Air Conditioning—Power for heating and cooling  5.6.1 Nonoperating TemperatureThe container mode con-
equipment shall be provided from the distribution panel in thefiguration shall withstand exposure to a temperature range of
shelter to an electrical connector mounted in the service-60 to 160°F (=51 to 71°C).
entrance recessed pan on the outside of the shelter as indicated.6.2 Operational Temperature-The shelter shall be de-
on the drawings. pendable and operable in an ambient temperature range of

4.9.9.4 External Outlets—Power distribution shall be pro- -60°F (except electrical (see 4.9.2)) to 125°F (=51 to 52°C)
vided from the distribution panel box in the shelter to outletsplus a solar load such that the outer skin reaches a temperature
mounted in the service entrance recessed pan on the outsideaif200°F (93°C), when tested as specified in 11.14, 11.15, and
the shelter as indicated in the drawings. 11.26.

4.9.10 Communications-The shelter shall have four (two 5.7 Humidity and Temperature Aging (Componertdhe
pairs) circuits through the wall telephone and intercom utilityshelter components shall be capable of withstanding the
connections terminating in four protected terminals inside anadonditions of a minimum 95 % relative humidity at 200°F
outside the shelter, as indicated on the drawings. (93°C). There shall be no evidence of delamination, cracking,

4.9.11 Tools—Tools provided with the shelter shall be corrosion, or deterioration when tested as specified in 11.16.
readily accessible to personnel when the shelter is in both the 5.8 Blackout—There shall be no internal light visible from
container and shelter configuration. outside of the unit in the shelter mode when tested as specified

4.10 Nameplates and Product MarkingAll markings shall  in 11.17.
conform to the drawings. Each shelter shall be serially num- 5.9 Insert Strength-When tested as specified in 11.19, the
bered and provided with a nameplate in accordance witlinserts indicated in Table 2 shall withstand loads equal to 80 %
applicable drawings (see 13.2). of the applicable strengths shown in Table 2 without failure and

4.10.1 Interior Markings—Interior markings shall be as as indicated in Table 3.
shown and in the locations shown on the applicable drawings. 5.10 Rail Transportability—The shelter when tested as

4.10.2 Exterior Markings—The shelter shall be provided specified (see 11.20) shall be capable of withstanding, without
with specific exterior markings as shown on the applicabledamage, the shocks normally induced by rail transport.
drawings. 5.11 Impact Resistanee The shelter panel shall be impact
: resistant when tested as specified in 11.21.

5. Performance Requirements 5.12 Drop Test-The shelter when tested as specified in

5.1 Floor Loads—The shelter floor shall be capable of 11.22 shall show no evidence of damage as a result of the drop
supporting a uniform load of 65 Ib#(320 kg/nf). The shelter  test.
floor shall be capable of supporting a concentrated load of 2000 5,13 Towing—The shelter shall show no evidence of dam-
Ib (910 kg) ove a 4 fE (0.4 nT) area at the center of the floor. age when tested as specified in 11.23.

The floor shall also be capable of supporting a point load of 5 .14 Water Leakage-The shelter shall show no evidence of
125 Ib/ir’(9 kgl/cnt) Loads shall not cause any permanentleakage when tested as specified in 11.24

deformation of the floors or cause any deflection that interferes 5,15 Fluorescent Light TemperatureShelter fluorescent
with proper shelter operation, when tested as specified in 11.9ght assemblies shall show no failure when tested as specified

5.2 Roof Loads-The roof assembly of the shelter shall in 11.25.
withstand a snow load of 40 Ib#200 kg/nf) and a personnel

load of 660 Ib (300 kg) static over 22f(0.2 nf) when tested TABLE 3 Insert Strength (Working Loads)
as Specified in 11.10. Insert (diameter thread size) Pull-Out b (kg) Torque, ft-Ib (J)
5.3 Door Loads—Container doors shall be tested to with- 10-32 800 (360) 8 (11)
stand the following loads without deformation or impairment Y228 800 (360) 16 (22)
. Y16-24 1600 (725) 16 (22)
of function: . ¥6-24 1600 (725) n iﬁ ‘Fﬁ ;
5.3.1 Static Door (Hinge) Loag-The doors, frames, and | =
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