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Calculation of Weighting Factors for Tristimulus Integration
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superscript epsilon (€) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This practice describes the method to be used for
calculating tables of weighting factors for tristimulus integra-
tion using custom spectral power distributions of illuminants or
sources, or custom color-matching functions.

1.2 This practice provides methods for calculating tables of
values for use with spectral reflectance or transmittance data,
which are corrected for the influences of finite bandpass. In
addition, this practice provides methods for calculating weight-
ing factors from spectral data which has not been bandpass
corrected. In the latter case, a correction for the influence of
bandpass on the resulting tristimulus values is built in to the
tristimulus integration through the weighting factors.

1.3 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to its use.

2. Referenced Documents

2.1 ASTM Standards:

E 284 Terminology of Appearance?

E 308 Practice for Computing the Colors of Objects by
Using the CIE System?

2.2 CIE Standard:

CIE Standard S 002 Colorimetric Observers>

3. Terminology

3.1 Definitions—Appearance terms in this practice are in
accordance with Terminology E 284.

3.2 Definitions of Terms Specific to This Standard:

3.2.1 illuminant, n—real or ideal radiant flux, specified by
its spectral distribution over the wavelengths that, in illuminat-
ing objects, can affect their perceived colors.

3.2.2 source, n—an object that produces light or other
radiant flux, or the spectral power distribution of that light.

! This practice is under the jurisdiction of ASTM Committee E12 on Color and
Appearance and is the direct responsibility of Subcommittee E12.04 on Color and
Appearance Analysis.
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3 Available from USNC-CIE Publications Office, TLA Lighting Consultants, 7
Pond Street, Salem, MA 01970.

3.2.2.1 Discussion—A source is an emitter of visible radia-
tion. An illuminant is a table of agreed spectral power
distribution that may represent a source; thus, [lluminant A is a
standard spectral power distribution and Source A is the
physical representation of that distribution. Illuminant D65 is a
standard illuminant that represents average north sky daylight
but has no representative source.

3.2.3 spectral power  distribution, SPD, S(\),
n—specification of an illuminant by the spectral composition
of a radiometric quantity, such as radiance or radiant flux, as a
function of wavelength.

4. Summary of Practice

4.1 CIE color-matching functions are standardized at 1-nm
wavelength intervals. Tristimulus integration by multiplication
of abridged spectral data into sets of weighting factors occurs
at larger intervals, typically 10-nm or 20-nm; therefore, inter-
mediate 1-nm interval spectral data are missing, but needed.

4.2 Lagrange interpolating coefficients are calculated for the
missing wavelengths. The Lagrange coefficients, when multi-
plied into the appropriate measured spectral data, interpolate
the abridged spectrum to 1-nm interval. The 1-nm interval
spectrum is then multiplied into the CIE 1-nm color-matching
data, and into the source spectral power distribution. Each
separate term of this multiplication is collected into a value
associated with a measured spectral wavelength, thus forming
weighting factors for tristimulus integration.

4.3 A correction may be applied to the resulting table of
weighting factors to incorporate a correction for the spectral
data’s bandpass dependence.

5. Significance and Use

5.1 This practice is intended to provide a method that will
yield uniformity of calculations used in making, matching, or
controlling colors of objects. This uniformity is accomplished
by providing a method for calculation of weighting factors for
tristimulus integration consistent with the methods utilized to
obtain the weighting factors for common illuminant-observer
combinations contained in Practice E 308.

5.2 This practice should be utilized by persons desiring to
calculate a set of weighting factors for tristimulus integration
who have custom source, or illuminant spectral power distri-
butions, or custom observer response functions.
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Note 1—The Values of i in Eq 1 are plotted above the abscissa and the values of r are plotted below for A) the first measurement interval; B) the
intermediate measurement intervals; and, C) the last measurement interval being interpolated.
FIG. 1

5.3 This practice assumes that the measurement interval is
equal to the spectral bandwidth integral when applying correc-
tion for bandwidth.

L, - (r— 1)(r_—62)(r— 3) )

_(N(r=2)(r-3)
6. Procedure L= 2 3)
6.1 Calculation of Lagrange Coefficients—Obtain by calcu-

lation, or by table look-up, a set of Lagrange interpolating L (r=D)(r-3) @

coefficients for each of the missing wavelengths.* g -2
6.1.1 The coefficients should be quadratic (three-point) in
the first and last missing interval, and cubic (four-point) in all L (r=1)(r=2)(r) 5)
intervals between the first and the last missing interval. ’ 6
6.1.2 Generalized Lagrange Coefficients—Lagrange coeffi- for the cubic case, and to
cients may be calculated for any interval and number of | 5
missing wavelengths by Eq 1: L, = W (©6)
_ "o(r-r) .
Li(r) = izlo_Lj o=y for j =0,1,..n (1) Br-2)
Ly =——7— )
where:
n = degree of coefficients being
calculated,’ L, = M (8)
i and j = indices denoting the location 2
along Fhe abscis_sa., ) for the quadratic case. In each of the above equations, as
™ = repetitive multiplication of many or as few values of r as required are chosen to generate
the terms in the numerator the necessary coefficients.
- and the denominator, and 6.1.3.1 Eq 2-8 are applicable when the spectral data are
indices of = chosen on the same scale as . . .
. . . abridged at 10-nm or 20-nm intervals, and the interpolated
the interpolant, r the values i and j.

interval is regular with respect to the measurement interval,
presumably 1-nm.

6.1.4 Tables 1-4 provide both quadratic and cubic Lagrange
coefficients for 10-nm and 20-nm intervals.

6.1.2.1 Fig. 1 assist the user in selecting the values of i, j,
and r for these calculations.

6.1.2.2 Eq 1 is general and is applicable to any measurement
interval or interpolation interval, regular or irregular. ] ] i ) ]

6.1.3 10 and 20-nm Lagrange Coefficients—Where the 6.2. Wlth the Lagrange coefficients pr0v1ded, the intermedi-
measured spectral data have a regular or constant interval, the ~ ate missing spectral data may be predicted as follows:

equation reduces to the following: n
POV = 2 Lim; ©)
“
where:
* Hildebrand, F. B., Introduction to Numerical Analysis, Second Edition, Dover, P = the value being interpolated at interval A,

New York, 1974, Chapter 3. L
3 Fairman, H. S., “The Calculation of Weight Factors for Tristimulus Integra-
tion.” Color Research and Application, Vol 10, 1985, pp. 199-203.

the Lagrange coefficients, and
the measured abridged spectral va

m
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TABLE 1 The Lagrange Quadratic Interpolation Coefficients
Applicable to the First and Last Missing Interval for Calculation
of 10-nm Weighting Factors for Tristimulus Integration

TABLE 4 The Lagrange Cubic Interpolating Coefficients
Applicable to the Interior Missing Intervals for Calculation of
20-nm Weighting Factors for Tristimulus Integration

Index of Missing

Index of Missing

Wavelength Ly Ly Ly Wavelength Ly Ly Ly Ly
1 0.855 0.190 -0.045 1 -0.0154375  0.9725625 0.0511875  —0.0083125
2 0.720 0.360 -0.080 2 —0.028500 0.940500 0.104500 —-0.016500
3 0.595 0.510 -0.105 3 -0.0393125  0.9041875 0.1595625  —0.0244375
4 0.480 0.640 -0.120 4 —0.048000 0.864000 0.216000 —0.032000
5 0.375 0.750 -0.125 5 -0.0546875  0.8203125 0.2734375  —0.0390625
6 0.280 0.840 -0.120 6 -0.059500 0.773500 0.331500 —0.045500
7 0.195 0.910 -0.105 7 -0.0625625  0.7239375 0.3898125  —0.0511875
8 0.120 0.960 -0.080 8 —0.064000 0.672000 0.448000 —0.056000
9 0.055 0.990 -0.045 9 -0.0639375  0.6180625 0.5056875  —0.0598125
10 —0.062500 0.562500 0.562500 —0.062500
11 —-0.0598125  0.5056875 0.6180625  —0.0639375
. . . 12 —0.056000 0.448000 0.672000 —0.064000
TABLE 2 The Lagrange Cubic |nterp0|at|0n Coefficients 13 —0.0511875 0.3898125 0.7239375 —0.0625625
Applicable to the Interior Missing Intervals for Calculation of 14 —0.045500 0.331500 0.773500 —0.059500
10-nm Weighting Factors for Tristimulus Integration 15 —-0.0390625  0.2734375 0.8203125  —0.0546875
— 16 —0.032000 0.216000 0.864000 —0.048000
'”ﬁ:vcglx';;"”g L L L L 17 -0.0244375  0.1595625  0.9041875  —0.0393125
18 -0.016500 0.104500 0.940500 —0.028500
1 —-0.0285 0.9405 0.1045 -0.0165 19 -0.0083125  0.0511875 0.9725625  —0.0154375
2 —-0.0480 0.8640 0.2160 -0.0320
3 -0.0595 0.7735 0.3315 -0.0455
4 —0.0640 0.6720 0.4480 —0.0560
5 —-0.0625 0.5625 0.5625 —.0625
6 ~0.0560 0.4480 06720 ~0.0640 6.4 Multiply the weighted power at each 1-nm wavelength
7 —0.0455 0.3315 0.7735 —0.0595 . . .
8 -0.0320 0.2160 0.8640 -0.0480 by the appropriate custom color-matching function value for
9 -0.0165 0.1045 0.9405 -0.0285 that wavelength. Using the CIE color-matching functions as an

TABLE 3 The Lagrange Quadratic Interpolating Coefficients
Applicable to the First and Last Missing Interval for Calculation
of 20-nm Weighting Factors for Tristimulus Integration.

example, obtain the CIE 1-nm data from CIE Standard S 002,
Colorimetric Observers. Doing so results in the following
equation:

X (MSMPN) = [x MSNLolmg + [x (MSOL Tmy + [x (NS(NLyJmy

Index of Missing + [ (MSAN)Ls Jmy (12)
Wavelength Ly Ly L,

1 0.92625 0.0975 0.02375 where:
5 0.85500 0.1900 ~0.04500 X (N) = the value of the CIE X color-matching fungtion at
3 0.78625 0.2775 -0.06375 wavelength \, and the calculations are carried out
4 0.72000 0.3600 —0.08000 for each of the three CIE color-matching functions,
5 0.65625 0.4375 -0.09375 N dz 0
6 0.59500 0.5100 -0.10500 X (N), ¥ (N), and Z (N).
7 0.53625 0.5775 -0.11375 6.5 In the four terms on the right-hand side of this equation,
8 0.48000 0.6400 —0.12000 the numerical values of the three factors in the brackets are
9 0.42675 0.6975 -0.12375 S . .
10 0.37500 0.7500 ~0.12500 known and should be multiplied into a single coefficient. The
11 0.32625 0.7975 -0.12375 fourth factor, m;, in each of the four additive terms is associated
g 8'3222? 8'2;3(5) :8'112232 with a different measured wavelength.
14 0.19500 0.9100 -0.10500 6.6 Add all multiplicative coefficients dependent upon each
15 0.15625 0.9375 -0.09375 different measured wavelength into a single coefficient appli-
]? 8'82222 8'3332 :8'32232 cable to that wavelength. This results in a single set of
18 0.05500 0.9900 ~0.04500 weighting factors that then will contain one value for each
19 0.02625 0.9975 —0.02375 measured wavelength in each of three color-matching func-

Because the measured spectral values are as yet unknown, it
may be best to consider this equation in its expanded form:

tions. The partial contribution to the tristimulus value at
wavelength m,, is:

[(x N)SM)Lo) + (X NDSAN L)+ ... Img = wigmy (13)
6.7 Normalize the weighting factors by calculating the

PO\ = Lymg + Lymy + Lym, + Lym, 0 following normalizing coefficient:
6.3 Multiply each P(\) by the 1-nm interval relative spectral 100
power of the source or illuminant being considered. = S0y 0 (14)

6.3.1 It may be necessary to interpolate missing values of
the source spectral power distribution S(\), if the source has
been measured at other than 1-nm intervals.

6.3.2 Doing so results in the following equation:

where:
= the normalizing coefficient,
S(\) = the power in the 1-nm spectrum, and

S
|

y(N)

the CIE Y color-matching funCtB'ocu ments
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S(NP(N) = S(N)Lymg + S(N)Lymy + S(N)Lym, + S(N)Lyms  (11)
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