X

NOTICE: This standard has either been superseded and replaced by a new version or withdrawn.
Contact ASTM International (www.astm.org) for the latest information

qu.:[w Designation: E 2055 — 99
St/

INTERNATIONAL

Standard Practice for

Referencing Test Methods for Chemical Analysis of Metals

and Related Materials’

This standard is issued under the fixed designation E 2055; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (€) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This practice outlines procedures for relating results
from test methods to a practical basis, that is, analytical
traceability. It explores strategies to ensure the accuracy of a
test method and to document reliability of results obtained in
individual laboratories.

2. Referenced Documents

2.1 ASTM Standards: >

E 882 Guide for Accountability and Quality Control in the
Chemical Analysis Laboratory

E 1601 Practice for Conducting an Interlaboratory Study to
Evaluate the Performance of an Analytical Method

E 2054 Practice for Performance-Based Description of In-
struments in Chemical Analysis Methods

3. Terminology

3.1 Definitions of Terms Specific to This Standard:

3.1.1 analytical traceability, n—a process relating a mea-
surement or result to a defined chemical basis.

3.1.2 pure substance, n—of known purity such that the
uncertainty of the sum of impurities has no observable effect on
the accuracy of calibration.

4. Significance and Use

4.1 Practice E 1601 covers error to be expected in results
obtained from two or more laboratories. Practice E 2054 covers
variability expected in results obtained within an individual
laboratory. This practice deals with the accuracy of a test
method as used within an individual laboratory.

4.2 The information in this practice is to be used to identify
suitable reference materials. A standard test method requires
reference materials for calibrating instruments or for standard-
izing reagents. In writing an analytical test method, reference
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materials are described to emphasize required characteristics,
and identify at least one source for uncommon materials.
Analysts shall use reference materials specified in test methods
in accordance with this practice.

4.3 Procedures from this practice are to be used to verify
that the test method produces acceptable results.

5. Types of Reference Materials

5.1 Analytical Techniques—Choice of optimum materials
for calibration or standardization depends primarily on the
characteristics of the analytical system.

5.1.1 Reference materials of three classes are generally
recognized. In nominal order of decreasing quality they are:

5.1.1.1 Certified reference materials, CRMs, having the
content of one or more analytes certified by a recognized
standardization agency or group,

5.1.1.2 Reference materials, RMs, having the content of one
or more analytes accepted for use in calibrating instruments,
and

5.1.1.3 Analyzed materials, AMs, having the content of one
or more analytes determined by a test method referenced to a
pure substance.

5.1.2 This hierarchy often reflects the resources employed
in preparing the materials and in establishing their reported
values.

5.1.3 For test methods in which samples are presented for
measurement as solutions, refer to 5.2. For solid-sample
methods, refer to 5.3.

5.2 Solution-Based Test Methods—Prepare solutions for
calibration of test methods from the analyte, if available as a
stable material having a purity of at least 99.9 %. For example,
metallic zinc of nominal 99.99 % purity is a preferred reference
material for a zinc test method. Metals unaffected by atmo-
spheric oxygen normally require no special preparation, but
must be protected from corrosive vapors. For other analytes,
use stable compounds of known stoichiometry. For example,
reagent grade NaCl is an acceptable reference material for
determining sodium or chloride. Reference compounds nor-
mally require preparation before use; dry them in air at 100 °C
for 1 h, cool in a desiccator, and maintain in a water-vapor-free
environment until weighed. Results of test methods of chemi-
cal analysis shall be traceable to pure substances that are
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purchased or prepared in the laboratory. Except for isotopically
enriched analytes, calibration materials are expected to be, or
be composed of, elements having commonly occurring isotopic
ratios.

5.3 Solids-Based Test Methods—If possible, prepare solid
reference materials for calibration in the same manner and
under the same conditions as specified for test specimens. Note
the uncertainty in reported results and determine that CRMs
and RMs match the compositions of samples specified in the
test method. Select those that best provide required analyte
levels. In most cases, available materials do not adequately
cover all analytes and concentration ranges required for accu-
rate calibration of a test method. In this case, acquire or prepare
AMs to fill voids in the calibration ranges. Results for AMs
shall be traceable directly to pure substances through solution-
based test methods.

5.4 Traceability of Metrology—Report analytical measure-
ments in units that are traceable through a discernable path
back to national standards (in the United States, these standards
are maintained by the National Institute of Standards and
Technology (NIST)). The original steps in this process are the
responsibility of manufacturers of analytical instruments and
equipment. Users shall ensure that weight- and volume-
measuring equipment continues to demonstrate precision and
accuracy equal to or exceeding performance stated in analytical
test methods employed.

6. Strategies for Calibration of Instruments

6.1 General Requirements—Calibrate every analyte at a
minimum of three concentration levels, that is, at the top and
bottom of the desired concentration range and at an interme-
diate level. If the relationship between analyte concentration
and instrument response is known to be non-linear, provide
additional calibration levels. A suite of calibration solutions or
materials consisting of one blank (or zero-level) plus 4 or 5 at
analyte levels approximately evenly distributed over the range
to be calibrated is typical of properly developed test methods.

6.2 Single-Analyte Test Methods—If results from a test
method are unaffected by other sample components within the
scope of the test method, only calibration in accordance with
6.1 is required. Otherwise, develop inter-element corrections in
accordance with the test method prior to performing calibra-
tion.

6.3 Multi-Analyte Test Methods—The concepts of 6.2 apply
equally well to multi-element methods, however, the complex-
ity of preparations for calibration (and of the calibration itself)
increases as the number of analytes and interfering components
increases. Avoid incompatible concentrations of analytes and
associated counter-ions in the preparation of calibration solu-
tions. If possible, avoid combinations of elements that are
mutually immiscible, form immiscible inter-metallic phases, or
cause migration of components to grain boundaries when
melted alloy mixtures are cast to prepare solid calibration
materials.

6.4 Preparation of Calibration Solutions—Calibration solu-
tions with accurately known compositions can be prepared
with relative ease if quantitative principles are followed.

6.4.1 Plan the calibration process. For a single-analyte
method in which other sample components have no influence,

plan to pipet volumes (for example, 5-, 10-, 15-, 20-, and
25-mL) of a solution of known high analyte concentration into
identical volumetric flasks, and dilute to form a calibration
series. For more complex test methods with many analytes and
inter-element influences, plan a high-analyte standard solution
for each analyte or influential component and the volumes and
ultimate dilutions required to form a limited series of multi-
element calibration solutions.

6.4.2 Weigh the calculated quantities of pure starting mate-
rials on an analytical balance. The maximum uncertainty in the
purity of a material shall be less than one-fifth the test method’s
relative reproducibility index for the analyte. For example, if
the minimum relative reproducibility index is 1 %, the relative
uncertainty in the analyte content of the base material shall be
less than 0.2 %.

6.4.3 Proper quantitative techniques for dissolving materials
and transferring solutions contributes uncertainty approximat-
ing 1 part per thousand if carefully performed.

6.4.3.1 Keep volumetric glassware clean to ensure proper
drainage during delivery of solutions and to avoid contamina-
tion.

6.4.3.2 Prevent loss of analyte by avoiding vigorous boiling
and evolution of gasses during dissolutions, carrying out these
operations in covered beakers with a volume above the liquid
of 3 to 4 times the liquid volume, and rinsing the lower surface
of each cover glass into its beaker before discarding the cover.

6.4.3.3 Transfer solutions quantitatively from one vessel to
another. Carefully pour the liquid; if a drop remains on the
pour-lip, touch off inside the receiving container. Rinse the
inner surface of the original container into the receiving
container with 3 separate small volumes.

6.4.4 Determine trace element contents of pure materials if
they are to be used for preparation of multielement calibration
solutions. Each analyte concentration in a calibration solution
is the sum of the significant contributions from all sources. At
high analyte levels, significant contributions are unlikely.
Where possible, avoid planning for low levels of analytes in
any solution containing high levels of other analytes.

7. Characteristics of Calibration Types

7.1 Solution Calibrations—Solution calibrations are limited
to solution-based test methods. In practice, solution calibrated
test methods are the most accurate test methods available
because they are referenced directly to pure substances, they
provide flexibility in the number of analytes and their levels,
they provide calibration solutions that simulate test materials
when necessary, and, they are homogeneous.

7.1.1 Referenced Directly to Pure Substances—In general,
pure substances have a smaller relative uncertainty in analyte
content than solid-form AMs, RMs, and SRMs. For this reason,
and because the resulting solutions retain fixed ratios among
analytes on dilution, do not use the latter to prepare calibration
solutions.

7.1.2 Provide Flexibility in the Number of Analytes and
Their Levels—A solution-based test method shall specify the
analyte levels necessary to ensure proper calibration.

7.1.3 Provide Calibration Solutions that Simulate Test Ma-
terials When Necessary—Simplify calibration solutions of test
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