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1. Scope

1.1 This test method covers determination of an average
stopping distance number (SDN) under the conditions that this
method was executed. The experimental conditions are gener-
ally intended to be similar to those of a specified traffic
incident. The data from this method is not comparable to
measured distances of a specified traffic incident vehicle that
cannot be shown to have continuous, full application of its
braking system.

1.2 This test method determines the SDN from the mea-
sured stopping distance and initial speed when the wheels on
specified axles are braked in the same manner as the specified
traffic incident vehicle. The evaluation vehicle’s braking sys-
tem is required to duplicate the specified incident vehicle for
both type (conventional, partial ABS, or full ABS) and func-
tionality (all brakes functional or not).

1.3 The method documents the test conditions as a basis for
evaluating their similarity to conditions of a specified traffic
incident.

1.4 The values stated in either inch-pound units or SI units
are to be regarded separately as standard. Within the test, the SI
units are shown in brackets. The values stated in each system
are not exact equivalents; therefore, each system must be used
independently of the other. Combining values from the two
systems may result in nonconformance with the specification.

1.5 This standard may involve hazardous materials, opera-
tions, and equipment. This standard does not purport to
address all of the safety concerns, if any, associated with its
use. It is the responsibility of the user of this standard to
establish appropriate safety and health practices and deter-
mine the applicability of regulatory limitations prior to use.

" This test method is under the jurisdiction of ASTM Committee E17 on
Vehicle-Pavement Systems and is the direct responsibility of Subcommittee E17.21
on Field Methods for Measuring Tire Pavement Friction.
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2. Referenced Documents

2.1 ASTM Standards.?

E178 Practice for Dealing With Outlying Observations

E274 Test Method for Skid Resistance of Paved Surfaces
Using a Full-Scale Tire

F403 Test Method for Tires for Wet Traction in Straight-
Ahead Braking, Using Highway Vehicles®

F457 Test Method for Speed and Distance Calibration of
Fifth Wheel Equipped With Either Analog or Digital
Instrumentation

3. Summary of Test Method

3.1 The test apparatus consists of a vehicle and tires similar
to the traffic incident vehicle and instruments to measure and
record initial speed and stopping distance. If the incident
vehicle did not have ABS and the test vehicle does, the ABS
must be disabled.

3.2 The test is performed on the roadway where the traffic
incident occurred with surface conditions similar to those that
existed at the time of the traffic incident.

3.3 The test vehicle is brought above the desired test speed
and permitted to coast onto the test section. The brakes are then
very quickly and forcefully applied to cause immediate lock-up
of all desired wheels and to skid to a stop (note: if the car is
equipped with ABS, lock-up will not be obtained). In either
case the initial speed at brake application, the stopping dis-
tance, and tire mark lengths are recorded. If tire marks do not
vary smoothly in darkness, width or density, the variation in
appearance needs to be described.

3.4 The deceleration of the roadway/vehicle combination,
called the stopping distance number (SDN), is determined from

2 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service @astm.org. For Annual Book of ASTM
Standards volume information, refer to the standard’s Document Summary page on
the ASTM website.

3 Withdrawn. The last approved version of this historical standard is referenced
on www.astm.org.
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the measured stopping distance and the initial speed. SDN
differs from skid resistance since it includes other factors such
as grade, air resistance, and rolling resistance, especially for
non-locked wheels.

Note 1—Since speed has a significant effect on pavement surface skid
resistance measurements, the SDN can be expected to be considerably
different at higher speeds from that at lower speeds as well. Generally, the
SDN can be expected to decrease with increasing speed.

4. Significance and Use

4.1 The SDN determined by this method represents an
average over the interval from the beginning of brake applica-
tion to the rest position. It may be a reasonable estimate of the
SDN during one or more portions of the specified traffic
incident if the test conditions and the incident conditions are
sufficiently similar. Since this standard determines an average
SDN from the initial speed to rest, care should be exercised in
any application of the test results to a portion of the incident
that does not end with the specified traffic incident vehicle at
rest.

4.2 The uncertainty of the SDN determined by this method
can be evaluated by procedures shown in this method. The
relationship between the SDN of this test method and the SDN
of a specified traffic incident is beyond the scope of this
method. The similarity between test and specified traffic
incident SDN’s depends on the similarity of vehicles, vehicle
ballast conditions, vehicle weight transfer during braking,
vehicle tires, pavement surface, pavement surface contamina-
tion, and vehicle speed during a particular phase of the incident
sequence.

4.3 The SDN determined by this method does not necessar-
ily agree or correlate directly with other methods of skid
resistance measurements, such as Test Method E274. This test
method is suitable for those situations where adequate similar-
ity can be shown.

4.4 When it is known that a particular wheel brake was not
functional during the incident, the method provides for only the
desired wheels to be braked on the test vehicle to duplicate the
specified traffic incident vehicle.

5. Test Equipment

5.1 Test Vehicle—The evaluation vehicle that is intended to
duplicate the performance characteristics of the specified traffic
incident vehicle. The test vehicle should be similar to the
incident vehicle because the test vehicle’s performance char-
acteristics cannot be removed from the SDN and will be
different than the specified traffic incident vehicle. The traffic
incident vehicle should be used, however, this is often not
practical. Therefore, the test vehicle must be as close to the
same year, make, and model, and be equipped with the same
options as possible.

5.1.1 Weight and Weight Distribution—The load the vehicle
places on each of its supporting tires while the vehicle is at rest.
The total vehicle weight should be similar to that of the
incident vehicle. The static weight distribution should be
similar to the incident vehicle. The height of the center of mass,
the wheelbase, and the inertial mass should be similar to those
of the traffic incident vehicle.
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5.1.2 Braking System—The test vehicle brakes should be
similar to those of the incident vehicle, that is, drum, disk,
ABS, and so forth. If the brake system is not ABS, the driver
and brake system must be capable of locking all desired wheels
during a stop.

5.1.3 Tires—Test tires must be similar to those in the
specified traffic incident. Tires, depending on their specific
performance balance, can vary substantially in their braking
performance. Every effort should be made to duplicate the tire
on the specified traffic incident vehicle. The test vehicle tires
should match by manufacturer, brand name, tire line, tire size
and UTQG (Uniform Tire Quality Grade) ratings, construction
(bias, radial, and so forth), state of wear and inflation pressures
should be as similar as is reasonable. Whenever possible, the
tires from the specified traffic incident vehicle should be used
on the test vehicle. (Also see Test Method F403.)

5.2 Instrumentation:

5.2.1 Vehicle Initial Speed Measuring Device—The test
vehicle shall be equipped with devices capable of measuring
and holding the value of the speed immediately prior to the
braking interval. The speed-indicating device shall provide a
speed resolution and accuracy of =1 mph [*£1.5 km/h]. An
appropriately calibrated vehicle speedometer, an on-board
radar gun, or fifth wheel are suitable speed measuring devices.
The initial speed memory device must be a suitably calibrated
continuous recording device attached to the speed indicating
device or an operator who observes the speed display continu-
ously and notes the value at the initiation of braking. The
vehicle speedometer does not usually have the required accu-
racy.

5.2.2 Distance Measuring Device—The distance from the
initiation of braking to the rest position shall be measured by a
device with a fractional uncertainty equal to or less than the
fractional uncertainty of the speed measuring device (for
example, for 40 = 1 mph [65 = 2 km/h] the fractional
uncertainty is =1/40 = £2.5 % or 1.25 ft in 50 ft [0.5 m in 20
m]). A steel tape or a fifth wheel are suitable devices. If a fifth
wheel assembly with speed and distance readouts is used, it
should meet the requirements specified in Test Method F457. If
a tape is used, then a device similar to the American Automo-
bile Association (AAA) marker must be used to mark the
pavement when brake pedal pressure is applied and measure-
ment is made from the mark to the final resting point of the
vehicle.

5.2.3 Initial Braking Event Marker—A device capable of
marking the pavement or initiating a distance counter at the
beginning of the braking intervals would be installed on the
vehicle. The device may be actuated by the initial motion of the
brake pedal, contact force on the brake pedal, or brake system
pressure of 25 psi [170 kPa] for fully hydraulic brake systems.

Note 2—The time difference between initial pedal motion and the
beginning of braking is nominally less than 0.1 s which corresponds to
less than 6 ft at 40 mph [1.83 m at 65 km/h].

On airbrake systems, only a pressure switch in the service
line shall be used. A gun powder cartridge device similar to an
AAA marker is a suitable device for marking the pavement.
The actual event used to indicate the beginning of the braking

interval shall be reported. ocuments
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