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Designation: E2555 – 07 An American National Standard

Standard Practice for
Factors and Procedures for Applying the MIL-STD-105 Plans
in Life and Reliability Inspection1

This standard is issued under the fixed designation E2555; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This practice presents a procedure and related tables of
factors for adapting Practice E2234 (equivalent to MIL-STD-
105) sampling plans to acceptance sampling inspection when
the item quality of interest is life length or reliability. Factors
are provided for three alternative criteria for lot evaluation:
mean life, hazard rate, and reliable life. Inspection of the
sample is by attributes with testing truncated at the end of some
prearranged period of time. The Weibull distribution, together
with the exponential distribution as a special case, is used as
the underlying statistical model.

1.2 A system of units is not specified by this practice.
1.3 This standard does not purport to address all of the

safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:2

E456 Terminology Relating to Quality and Statistics
E2234 Practice for Sampling a Stream of Product by

Attributes Indexed by AQL

3. Terminology

3.1 Definitions:
3.1.1 The terminology defined in Terminology E456 applies

to this practice unless modified herein.
3.1.2 acceptance quality level (AQL), n—quality limit that

is the worst tolerable process average when a continuing series
of lots is submitted for acceptance sampling. E2234

3.1.2.1 Discussion—This term is often referred to as the
“acceptance quality limit.”

3.1.2.2 Discussion—This definition supersedes that given in
MEL-STD-105E.

3.1.2.3 Discussion—A sampling plan and an AQL are
chosen in accordance with the risk assumed. Use of a value of
AQL for a certain defect or group of defects indicates that the
sampling plan will accept the great majority of the lots or
batches provided the process average level of percent defective
(or defects per hundred units) in these lots or batches are no
greater than the designated value of AQL. Thus, the AQL is a
designated value of percent defective (or defects per hundred
units) for which lots will be accepted most of the time by the
sampling procedure being used. The sampling plans provided
herein are so arranged that the probability of acceptance at the
designated AQL value depends upon the sample size, being
generally higher for large samples than for small ones, for a
given AQL. The AQL alone does not identify the chances of
accepting or rejecting individual lots or batches but more
directly relates to what might be expected from a series of lots
or batches, provided the steps indicated in this refer to the
operating characteristic curve of the plan to determine the
relative risks.

3.1.3 consumer’s risk, n—probability that a lot having
specified rejectable quality level will be accepted under a
defined sampling plan.

3.1.4 double sampling plan, n—a multiple sampling plan in
which up to two samplings can be taken and evaluated to
accept or reject a lot.

3.1.5 limiting quality level (LQL), n—quality level having a
specified consumer’s risk for a given sampling plan.

3.1.6 lot, n—a definite quantity of a product or material
accumulated under conditions that are considered uniform for
sampling purposes.

3.1.6.1 Discussion—The lot for sampling may differ from a
collection of units designated as a batch for other purposes, for
example, production, shipment, and so forth.

3.1.7 multiple sampling plan, n—a sampling plan in which
successive samples from a lot are drawn and after each sample
is inspected a decision is made to accept the lot, reject the lot,
or to take another sample, based on quality level of the
combined samples.

1 This practice is under the jurisdiction of ASTM Committee E11 on Quality and
Statistics and is the direct responsibility of Subcommittee E11.30 on Statistical
Quality Control.
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3.1.7.1 Discussion—When the quality is much less or much
more than the AQL, the decision can be made on the first
sample, which is smaller than that of a single sampling plan
with equivalent acceptance quality level. For samples that are
close to the AQL in quality, additional samples are required and
the total sample size will be larger than the corresponding
single sampling plan.

3.1.8 sample, n—group of items, observations, test results,
or portions of material taken from a large collection of items,
observations, test results, or quantities of material that serves to
provide information that may be used as a basis for making a
decision concerning the larger collection. E2234

3.2 Definitions of Terms Specific to This Standard:
3.2.1 acceptance number, n—the maximum number of

failed items allowed in the sample for the lot to be accepted
using a single or multiple sampling plan.

3.2.2 hazard rate, n—differential fraction of items failing at
time t among those surviving up to time t, symbolized by h(t).

3.2.2.1 Discussion—h(t) is also referred to as the instanta-
neous failure rate at time t. It is related to the probability
density and cumulative distribution functions by h(t) = f(t)/
(l – F(t)).

3.2.3 mean life, n—average time that items in the lot or
population are expected to operate before failure.

3.2.3.1 Discussion—This metric is often referred to as mean
time to failure (MTTF) or mean time before failure (MTBF).

3.2.4 rejection number, n—the minimum number of failed
items in the sample that will cause the lot to be rejected under
a given sampling plan.

3.2.5 reliable life (rr), n—life beyond which some specified
proportion, r, of the items in the lot or population will survive.

3.2.6 test truncation time (t), n—amount of time sampled
items are allowed to be tested.

3.2.7 Weibull distribution, n—probability distribution hav-
ing cumulative distribution:

function F~t! 5 1 – expS–St – g

h DbD, t . g and probability density

function f~t! 5
b

hSt – g

h Db21

expS–St – g

h DbD
3.2.7.1 Discussion—The Weibull distribution is widely used

for modeling product life. It can take a wide variety of shapes
and also the characteristics of other types of distributions based
on the value of its parameters. g is called the location,
minimum life, or threshold parameter and defines the lower
limit of the distribution (Fig. 1). h is called the scale or
characteristic life parameter and is equal to the 63.2 percentile
of the distribution, minus g (Fig. 2). b is the shape parameter
(Fig. 3). The exponential distribution is the special case where
g = 0 and b = l.

4. Significance and Use

4.1 The procedure and tables presented in this practice are
based on the use of the Weibull distribution in acceptance
sampling inspection. Details of this work, together with tables
of sampling plans of other forms, have been published previ-
ously. See Refs (1-3).3 Since the basic computations required
have already been made, it has been quite easy to provide these
new factors. No changes in method or details of application
have been made over those described in the publications
referenced above. For this reason, the text portion of this report
has been briefly written. Readers interested in further details

3 The boldface numbers in parentheses refer to the list of references at the end of
this standard.

FIG. 1 Effect of the Parameter g on the Weibull Probability
Density Function, f(t)
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are referred to these previous publications. Other sources of
material on the underlying theory and approach are also
available (4-7).

4.2 The procedure to be used is essentially the same as the
one normally used for attribute sampling inspection. The only
difference is that sample items are tested for life or survival
instead of for some other property. For single sampling, the
following are the required steps:

4.2.1 Using the tables of factors provided in Annex A1,
select a suitable sampling inspection plan from those tabulated
in Practice E2234.

4.2.2 Draw at random a sample of items of the size specified
by the selected Practice E2234 plan.

4.2.3 Place the sample of items on life test for the specified
period of time, t.

4.2.4 Determine the number of sample items that failed
during the test period.

4.2.5 Compare the number of items that failed with the
number allowed under the selected Practice E2234 plan.

4.2.6 If the number that failed is equal to or less than the
acceptable number, accept the lot; if the number failing
exceeds the acceptable number, reject the lot.

4.3 Both the sample sizes and the acceptance numbers used
are those specified by Practice E2234 plans. It will be assumed
in the section on examples that single sampling plans will be
used. However, the matching double sampling and multiple
sampling plans provided in MIL-STD-105 can be used if
desired. The corresponding sample sizes and acceptance and
rejection numbers are used in the usual way. The specified test
truncation time, t, must be used for all samples.

FIG. 2 Effect of the Parameter h on the Weibull Probability
Density Function, f(t)

FIG. 3 Effect of the Parameter b on the Weibull Probability
Density Function, f(t)
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4.4 The probability of acceptance for a lot under this
procedure depends only on the probability of a sample item
failing before the end of the test truncation time, t. For this
reason, the actual life at failure need not be determined; only
the number of items failing is of interest. Life requirements and
test time specifications need not necessarily be measured in
chronological terms such as minutes or hours. For example, the
life measure may be cycles of operation, revolutions, or miles
of travel.

4.5 The underlying life distribution assumed in this standard
is the Weibull distribution (note that the exponential distribu-
tion is a special case of the Weibull). The Weibull model has
three parameters. One parameter is a scale or characteristic life
parameter. For these plans and procedures, the value for this
parameter need not be known; the techniques used are inde-
pendent of its magnitude. A second parameter is a location or
“guaranteed life” parameter. In these plans and procedures, it is
assumed that this parameter has a value of zero and that there
is some risk of item failure right from the start of life. If this is
not the case for some applications, a simple modification in
procedure is available. The third parameter, and the one of
importance, is the shape parameter, b.4 The magnitude of the
conversion factors used in the procedures described in this
report depends directly on the value for this parameter. For this
reason, the magnitude of the parameter shall be known through
experience with the product or shall be estimated from past
research, engineering, or inspection data. Estimation proce-
dures are available and are outlined in Ref (1).

4.6 For the common case of random chance failures with the
failure rate constant over time, rather than failures as a result of
“infant mortality” or wearout, a value of 1 for the shape
parameter shall be assumed. With this parameter value, the
Weibull distribution reduces to the exponential. Tables of
conversion factors are provided in Annex A1 for 15 selected
shape parameter values ranging from 1⁄2 to 10, the range
commonly encountered in industrial and technical practice.
The value 1, used for the exponential case, is included. Factors
for other required shape parameter values within this range
may be obtained approximately by interpolation. A more
complete discussion of the relationship between failure pat-
terns and the Weibull parameters can be found in Refs (1-3).

4.7 One possible acceptance criterion is the mean life for
items making up the lot (µ). Mean life conversion factors or
values for the dimensionless ratio 100t/µ have been determined
to correspond to or replace all the p’ or percent defective values
associated with Practice E2234 plans. In this factor, t repre-
sents the specified test truncation time and µ the mean item life
for the lot. For reliability or life-length applications, these
factors are used in place of the corresponding p’ values
normally used in the use of Practice E2234 plans for attribute
inspection of other item qualities. The use of these factors will
be demonstrated by several examples (see Sections 5, 7, and 9).

4.8 Annex Table 1A lists, for each selected shape parameter
value, 100t/µ ratios for each of the Practice E2234 AQL
[p’(%)] values. With acceptance inspection plans selected in

terms of these ratios, the probability of acceptance will be high
for lots whose mean life meets the specified requirement. The
actual probability of acceptance will vary from plan to plan and
may be read from the associated operating characteristic curves
supplied in MDL-STD-105. The curves are entered by using
the corresponding p’(%) value. Annex Table 1B lists 100t/µ
ratios at the LQL for the quality level at which the consumer’s
risk is 0.10. Annex Table 1C lists corresponding 100t/µ ratios
for a consumer’s risk of 0.05.

4.8.1 These ratios are to be used directly for the usual case
for which the value for the Weibull location or threshold
parameter (g) can be assumed as zero. If g is not zero but has
some other known value, all that shall be done is to subtract the
value for g from t to get t0 and from m to get m0. These
transformed values, t0 and m0, are then employed in the use of
the tables and for all other computations. A solution in terms of
m0 and t0 can then be converted back to actual or absolute
values by adding the value for g to each.

5. Examples, Mean Life Ratio

5.1 A Practice E2234 acceptance sampling inspection plan
is to be applied to incoming lots of product for which the mean
item life is the property of interest. An acceptable mean life of
2000 h has been specified, and under the plan, used lots with a
mean life of this value or greater shall have a high probability
of acceptance. A testing truncation time of t = 250 h has been
specified. From past experience it has been determined that the
Weibull distribution can be used as a life-length model and a
shape parameter value of 2.5 and a location or threshold
parameter value of 0 can be assumed. Single sampling is to be
used. A sample of as many as 300 items or so can be tested at
one time. An appropriate sampling inspection plan shall be
selected. Also, the consumer’s risk under use of the selected
plan shall be determined.

5.1.1 Computation of the 100t/µ ratio at the AQL gives
100t/µ = 100 3 250/2000 = 12.5. Examination of the ratios in
the column for a shape parameter of 2.5 in Annex Table 1A
discloses a value of 12.4 for an AQL of 0.40 in p’(%) terms. A
plan with this AQL is accordingly to be used. Reference now
to Practice E2234 indicates for Sample Size Code Letter M the
sample size is 315; this value will accordingly be used.
Examination of the Master Table for Normal Inspection (Single
Sampling) in Practice E2234 shows for Sample Size Code
Letter M and an AQL of 0.40, the acceptance number must be
3 and the rejection number 4.

5.1.2 The acceptance procedure will thus be to draw at
random a sample of 315 items and submit them to life test for
250 h. At the end of that time, the number that has failed will
be determined. If three items or less have failed, the lot will be
accepted; if four or more have failed, it will be rejected.

5.1.3 The consumer’s risk at a probability level of 0.10 can
be determined by use of Annex Table 1B which gives 100t/µ
ratios at the LQL for the 0.10 risk value. For a shape parameter
value of 2.5, a Sample Size Code Letter M, and an AQL of
0.40, the 100t/µ ratio value is found to be 24. With t = 250,
100t/µ = 24 or 100 3 250/µ = 24 which gives a value for µ of
1040. Thus, if the mean life for the items in the lot is 1040 h
or less, the probability of acceptance will be 0.10 or less. If the
lot quality for which the consumer’s risk was 0.05 was desired

4 In some disciplines, the Weibull shape b parameter is referred to as the
“Weibull slope.”
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instead, Annex Table 1C might be used which gives ratios at
the LQL for this risk value.

5.2 A Practice E2234 plan with Sample Size Code Letter F
and an AQL of 4.0 has been specified for a product for which
life length in terms of cycles of operation is the quality of
interest. Acceptance is to be in terms of a mean life evaluation.
The Weibull distribution can be assumed to apply with a shape
parameter value and a location parameter value of 0. Testing of
sample items is to be truncated at 5000 cycles. The operating
characteristics in terms of mean life for this plan are required.

5.2.1 Annex Table 1A lists ratios of 100t/µ at selected AQLs
and gives a 100t/µ value of 0.62 for an AQL of 4.0 and a shape
parameter value of 2⁄3. With t = 5000, 100t/µ = 0.62 or 100 3

5000/µ = 0.62 which gives µ = 810 000. Therefore, if the mean
item life for the lot is 810 000 or more, the probability of
acceptance will be high. Annex Table 1C gives ratios 100t/µ at
the LQL for a consumer’s risk of 0.05 and provides a 100t/µ
value of 14 for Code Letter F, an AQL of 4.0, and a shape
parameter value of 2⁄3. Thus, 100 3 5000/µ = 14 or µ = 36 000.
If the mean item life for the lot is 36 000 cycles or less, the
probability of acceptance will be 0.05 or less.

5.2.2 The sample size and acceptance number will be those
specified by Practice E2234 for Code Letter F and an AQL of
4.0. For single sampling, the sample size will be 20 items and
the acceptance number 2. For this example, as in all cases, the
matched Practice E2234 double sampling and multiple sam-
pling plans may be used instead. No additional changes in
procedure are required. The specified test time, which in this
case is 5000 cycles, shall be used for all samples.

5.3 Assume the Weibull distribution applies with a shape
parameter value of b = 3.33 and a location or threshold
parameter value, g, of 3000 h. A Practice E2234 acceptance-
inspection plan shall be selected under which the probability of
acceptance will be low (0.05 or less) if mean item life is 8000
h or less. The sample size will be kept large to reduce the
testing period time but it cannot exceed 250 items. To reduce
further testing time, an acceptance number of 0 will be used.
The required test truncation time must be determined; also, the
AQL.

5.3.1 Reference to Practice E2234 indicates the Code Letter
L with a sample size of 200 items shall be used. With this code
letter and an acceptance number of 0, the AQL in Practice
E2234 terms must be 0.065. Subtraction of the threshold
parameter value, g, of 3000 h from the required mean value, µ,
of 8000 h gives as a converted value for the mean µ0 = 8000 –
3000 = 5000 h. This converted value must now be used in
working with the tables of factors. Use of Annex Table 1C for
b = 31⁄3, Code Letter L, and an AQL of 0.065 gives a 100t/µ
value of 31 at the LQL (for P(A) = 0.05). With µ0 = 5000,
100t0/µ0 = 100 t0/5000 = 31 or t0 = 1550 h. Conversion of this
to absolute terms gives t = t0 + g = 1550 + 3000 = 4550 h as
the required test truncation time.

5.3.2 From Annex Table 1A, the corresponding ratio at the
AQL may be found. For an AQL of 0.065 and b = 31⁄3, it is
12.3. Thus, 100 t0/µ0 = 12.3 or 100 3 1550/µ0 = 12.3 or µ0 =
12 600. Converting this to absolute terms gives µ = µ0 + g =
12 600 + 3000 = 15 600. Thus, the mean item life for a lot shall
be 15 600 h or more for its probability of acceptance to be high.

6. Hazard Rate Conversion Factors

6.1 Another measure of lot quality is the hazard rate or
instantaneous failure rate, h(t), at some specified period of
time, t. Hazard rate conversion factors or values for the
dimensionless product 100t{h(t)} have been determined for all
of the p’ values that characterize the collection of Practice
E2234 plans. As for the mean life plans, these products may be
used in place of the corresponding p’ values when using the
Practice E2234 plans for life-length and reliability applica-
tions.

6.2 Annex Table 2A lists for each selected value for the
shape parameter 100t{h(t)} products for each Practice E2234
AQL value. Annex Table 2B lists corresponding 100t{h(t)}
products at the LQL for a consumer’s risk of 0.10. Annex
Table 2C lists products at the LQL for a consumer’s risk of
0.05. Use of these tables of factors is similar to the method of
use for the mean life ratios including the variation in method
required when some nonzero value for the location or threshold
parameter shall be assumed.

6.2.1 Note one point of difference. The products are for
direct application only in cases in which the time t at which the
hazard rate is specified or is to be evaluated is the same as the
time t at which the life testing of sample items is to be
truncated. However, a table of hazard rate ratios has been
prepared, Annex Table 2D, to use in a simple modification of
method that allows the test truncation time to differ from the
time at which the hazard rate is specified. All that shall be done
is to determine the hazard rate at the test truncation time which
corresponds to the hazard rate at the specification time. Annex
Table 2D provides ratios for making this conversion. It gives
for various values of t2/t1 the corresponding values for the ratio
h~t2!/h~t1! for all the shape parameter values for which conver-
sion values have been provided. If the test truncation time is
shorter than the time for hazard rate specification, t1 is used to
represent the test truncation time and h~t1! the corresponding
hazard rate at that time. In this case, t2 represents the time of
hazard rate specification and h~t2! the specified hazard rate. If
the test truncation is longer instead, the meanings given
Subscripts 1 and 2 are simply reversed.

7. Examples, Hazard Rate

7.1 An acceptance-inspection plan shall be selected from
the Practice E2234 collection for an application for which the
Weibull distribution applies and for which it may be assumed
the shape parameter value is 1.67 and the location parameter
value is 0. A hazard rate of no more than 0.0005/h at 1000 h of
life can be tolerated so a plan under which the probability of
acceptance will be low (0.10) if this rate will be exceeded at
this life is required. The test truncation time is likewise to be
1000 h.

7.1.1 Computation of the 100t{h(t)} product gives 100 3

1000 3 0.0005 = 50. Thus, apian shall be used for which this
product is found at the LQL for which the consumer’s risk is
0.10. Examination of the column for b = 1.67 in Annex
Table 2B discloses several close possibilities. One is for a plan
with Code Letter D and an AQL of 1.5 for which the product
is 48; another is Code Letter F and an AQL of 4.0 for which the
product is likewise 48; still another is Code Letter G and an
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AQL of 6.5 for which the product is 53. Any of these will
provide fairly closely the required consumer’s protection.

7.1.2 The last plan mentioned with its relatively large
sample size and acceptance number will discriminate most
sharply between good and bad lots and hence provide the most
reasonable AQL. This will be achieved at the expense of a
relatively large number of item hours of inspection, of course.
With this choice (Code Letter G and an AQL of 6.5) the AQL
can be easily determined. Reference to Annex Table 2A gives
a value for 100t{h(t)} of 11.2 for an AQL of 6.5. Thus, 100 3

1000 h(t) = 11.2 or h(t) = 0.000 112 at t = 1000; the
“acceptable” hazard rate is therefore 0.000 112 (per hour). If,
alternatively, Code Letter D and an AQL of 1.5 had been used,
the “acceptable” hazard rate would be 0.000 025 2 (per hour)
instead.

7.2 Suppose the selected sampling plan must have an
acceptable hazard rate (a rate for which the probability of
acceptance is high) of 0.0001 per hour at 500 h of life.
However, the testing of sample items shall be truncated at
200 h. A value of b = 0.67 and a location parameter of 0 can be
assumed. A Practice E2234 plan shall be selected.

7.2.1 In this case, use Annex Table 2D. Letting t2 = 500 and
t1 = 200, t2/t1 = 500/200 = 2.5. Referencing Annex Table 2D
with this ratio using the value b = 0.67 column shows
h(t2)/h(t1) to be 0.734. With h~t2! 5 0.0001, 0.0001/h~t1! 5

0.734 or h~t1! 5 0.000 136. This failure rate number shall be
used in selecting the plan. Thus, 100t{h(t)} = 100 3 200 3

0.000 136 = 2.72 (note that the testing truncation time of 200 h
is used as t at this point). Referencing Annex Table 2A
examining the column for b = 0.67 shows that a Practice
E2234 plan with an AQL of 4.0 % precisely meets this need.

8. Reliable Life Conversion Factors

8.1 A third possible reliability and life-length measure for
the items in a lot or population is reliable life (r). Reliable life
can be defined as the life beyond which some specified
proportion of the items in the lot or population will survive.
The letter r represents this specified proportion.

8.1.1 Tables of conversion factors have been prepared for
two different proportions, r = 0.90 and r = 0.99. As for the
mean life case, these reliable life conversion factors have been
prepared in the form of values for the dimensionless ratio
100t/r. Ratio values have been determined for all the p’(%)
values associated with Practice E2234 plans. Annex Table 3A
gives 100t/r values at each of the AQLs for r = 0.90; Annex
Table 4A gives corresponding values for r = 0.99. Annex
Table 3B gives ratio values at the LQL for a consumer’s risk of
0.10 for r = 0.90; Annex Table 4B gives corresponding values
for a consumer’s risk of 0.10 and r = 0.99. Annex Table 3C
gives ratio values at the LQL for a consumer’s risk of 0.05 and
r = 0.90; Annex Table 4C gives similar ratio values at a
consumer’s risk of 0.05 and r = 0.99. These conversion ratios
are used in the same manner in which mean life ratios are used,
including the manner for application when the location param-
eter is not zero. See Section 9 for an example.

9. Examples, Reliable Life

9.1 A sampling inspection plan shall be selected for a
product for which item life in terms of feet of travel is the

quality of interest. Experience indicates the Weibull distribu-
tion will serve well as a statistical model with a shape
parameter value of approximately 11⁄3 and a location parameter
of 0. A lot will be considered “acceptable” if the reliable life is
40 000 ft and the probability of acceptance for such lots shall
be high. For lots in which reliable life is 10 000 ft or less, the
probability of acceptance shall be low, namely 0.05 or less.
Reliable life is defined as the life beyond which 90 % of the
items will survive; that is, r is to be 0.90. Testing of sample
items is to be truncated at 5000 ft.

9.1.1 At the AQL, the 100t/r factor is 100 3 5000/40 000 =
12.5. Examination of Annex Table 3A shows that for b = 11⁄3,

the 100t/r ratio for an AQL of 0.65 is 12.4 which is quite close
to the desired ratio. Accordingly, a plan with this AQL is to be
adopted. At the unacceptable or LQL, the 100t/rr factor is 100
3 5000/10 000 = 50. Referencing Annex Table 3C, which
gives ratios at the LQL for P(A) = 0.05, shows that, for Code
Letter L, an AQL of 0.65 (which is required for this applica-
tion, as indicated above) and b = 11⁄3 the corresponding ratio is
48, which is close to the desired value of 50. Thus, a Practice
E2234 plan with Code Letter L and an AQL of 0.65 will meet
the specified operating requirements. For single sampling,
Practice E2234 shows the sample size to be 200 items and the
acceptance number 3.

10. Summary

10.1 This practice preserves the structure of TR-7 for use in
applications in which that standard is prescribed or its use is
desirable.

10.2 This practice provides tables and procedures for apply-
ing three different measures of reliability in which testing is
performed without replacement.

10.2.1 Mean Life, µ—The expected life of the product.
10.2.2 Hazard Rate, h(t)—The instantaneous failure rate at

some specified time, t.
10.2.3 Reliable Life, rr—The life r beyond which some

specified proportion r of the items in the population will
survive.

10.3 Procedure for Application:
10.3.1 Using the tables of factors provided in Annex A1,

select a suitable sampling inspection plan from those tabulated
in Practice E2234 for normal inspection.

10.3.2 Draw at random a sample of items of the size
specified by the selected Practice E2234 plan.

10.3.3 Place the sample of items on life test for the specified
period of time, t.

10.3.4 Determine the number of sample items that failed
during the test period.

10.3.5 Compare the number of items that failed with the
number allowed under the selected Practice E2234 plan.

10.3.6 If the number that failed is equal to or less than the
acceptance number, accept the lot; if the number failing
exceeds the acceptance number, reject the lot.

10.4 Selection—Mean Life:
10.4.1 Specify:
10.4.1.1 Acceptable mean life, µ0.
10.4.1.2 Unacceptable mean life, µ1.
10.4.1.3 Test truncation time, t.
10.4.1.4 Weibull shape parameter, b.
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10.4.2 Compute the dimensionless ratio 100t/µ0 from the
specified µ0 and t and enter Annex Table 1A under b. Locate
the nearest value of 100t/µ0 to that calculated and read the
corresponding AQL.

10.4.3 Compute the dimensionless ratio 100t/µ1 from the
specified µ1 and t and enter Annex Table 1B under b. Locate
the nearest value of 100t/µ1 corresponding to the AQL obtained
in 10.4.2 and read the sample size code letter (use Annex
Table 1C if a limiting quality with 5 % probability of accep-
tance is desired).

10.4.4 Obtain the sample size and acceptance number for
the test from the Practice E2234 normal inspection plan.

10.4.5 Mean Life Example:
10.4.5.1 Suppose µ0 = 50, µ1 = 10, t = 5, b = 1, then

100t/µ0 = 10 giving an AQL of 10 from Annex Table 1A and
100t/µ1 = 50 giving Code F from Table 1B.

10.4.5.2 Practice E2234 gives sample size 20. Accept on 5
for Code F, AQL = 10.

10.5 Selection—Hazard Rate or Reliable Life:
10.5.1 The selection of plans for a specified hazard rate or

reliable life follows the procedure for mean life described in
10.4 using appropriate dimensionless ratios and the associated
tables from Annex A1.

10.5.2 Hazard rate uses the product 100t{h(t)} with the
Annex A1 tables of Section B.

10.5.3 Reliable life uses the dimensionless ratio 100t/r with
the Annex A1 tables of Section C.

11. Keywords

11.1 exponential distribution; hazard rate; mean life; MIL-
STD-105; reliability; reliable life; Weibull distribution

ANNEX

(Mandatory Information)

A1. TABLES OF CONVERSION FACTORS

TABLE 1A

100t/µ Ratios at the Acceptable Quality Level (normal inspection)
for the ASTM E2234 Plans

NOTE 1—These plans assume the characteristic being measured has a Weibull distribution.
NOTE 2—Where scientific notation is used (i.e. E-x), the decimal point is moved to the left x places (e.g. if the number in scientific notation is 8.03E-04,

then the decimal is moved to the left four places. The number in decimal notation is 0.000803).

AQL
p’(%)

Shape Parameter, b

0.333 0.500 0.667 1.000 1.333 1.500 1.667 2.000 2.500 3.000 3.333 3.500 4.000 5.000 10.000

0.010 1.67E-11 5.00E-07 7.52E-05 1.00E-02 0.109 0.239 0.446 1.128 2.831 5.198 7.031 7.999 11.033 17.262 41.847
0.015 5.63E-11 1.13E-06 1.38E-04 1.50E-02 0.147 0.313 0.568 1.382 3.330 5.950 7.940 8.981 12.210 18.720 43.578
0.025 2.61E-10 3.13E-06 2.97E-04 2.50E-02 0.216 0.440 0.772 1.784 4.085 7.055 9.255 10.393 13.873 20.734 45.863
0.040 1.07E-09 8.00E-06 6.02E-04 4.00E-02 0.308 0.601 1.024 2.257 4.930 8.252 10.657 11.887 15.603 22.778 48.070
0.065 4.58E-09 2.11E-05 1.25E-03 6.50E-02 0.443 0.831 1.370 2.877 5.986 9.702 12.328 13.656 17.617 25.101 50.462
0.100 1.67E-08 5.01E-05 2.38E-03 0.100 0.612 1.108 1.774 3.569 7.113 11.200 14.030 15.445 19.622 27.360 52.684
0.150 5.64E-08 1.13E-04 4.38E-03 0.150 0.830 1.452 2.263 4.372 8.366 12.822 15.845 17.344 21.716 29.673 54.866
0.250 2.61E-07 3.13E-04 9.42E-03 0.250 1.218 2.042 3.076 5.645 10.265 15.205 18.472 20.072 24.677 32.868 57.744
0.400 1.07E-06 8.03E-04 1.91E-02 0.401 1.733 2.795 4.080 7.144 12.391 17.788 21.274 22.962 27.759 36.113 60.527
0.650 4.62E-06 2.13E-03 3.96E-02 0.652 2.497 3.867 5.464 9.112 15.055 20.922 24.619 26.388 31.352 39.806 63.547
1.000 1.69E-05 5.05E-03 7.58E-02 1.005 3.454 5.159 7.083 11.312 17.899 24.167 28.031 29.859 34.932 43.402 66.356
1.500 5.75E-05 1.14E-02 0.140 1.511 4.690 6.771 9.047 13.872 21.071 27.687 31.680 33.551 38.683 47.092 69.119
2.500 2.70E-04 3.20E-02 0.303 2.532 6.906 9.551 12.330 17.954 25.901 32.883 36.983 38.879 44.008 52.211 72.778
4.000 1.13E-03 8.33E-02 0.620 4.082 9.882 13.133 16.422 22.798 31.355 38.559 42.682 44.565 49.591 57.446 76.339
6.500 5.06E-03 0.226 1.311 6.721 14.362 18.311 22.149 29.253 38.275 45.530 49.569 51.388 56.174 63.469 80.242
10.000 1.95E-02 0.555 2.573 10.536 20.122 24.711 29.007 36.626 45.816 52.891 56.726 58.431 62.856 69.441 83.932
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