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Designation: E2560 − 07

StandardSpecification for
Data Format for Pavement Profile1

This standard is issued under the fixed designation E2560; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This specification describes a data file format for pave-
ment profile.

1.2 This specification describes the variable sizes of all data
that will be stored in the file. The file is in binary format, and
is fully documented in this specification.

1.3 This specification is designed to be independent of
hardware platforms, computer languages, and Operating Sys-
tem (OS)

1.4 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:2

E867 Terminology Relating to Vehicle-Pavement Systems
2.2 IEEE Standards:3

IEEE 754 Binary Floating-Point Arithmetic (1985, Reaf-
firmed 1990)

3. Terminology

3.1 Terminology used in this specification conforms to the
definitions included in Terminology E867.

3.2 Definitions of Terms Specific to This Standard:
3.2.1 Int32—data type for a 32–bit, signed integer.

3.2.2 single—data type for a 32–bit, signed real number,
such as, single precision IEEE floating point.

3.2.3 4-byte string—an ASCII string of 4 characters in
length. No null character is included at the end of the string.

3.2.4 8-byte string—an ASCII string of 8 characters in
length. No null character is included at the end of the string.

3.2.5 array, (Int32, single)—Sequence of data of the speci-
fied data type. Only the values are stored, but no information
about the array is stored.

3.2.6 array (single)—ASCII strings separated by a tab.
There is no tab after the last string.

3.3 Symbols:
3.3.1 n—total channels of elevation data.

3.3.2 m—total number of test locations (that is, data points).

4. Profile Data Specifications

4.1 File Structure
4.1.1 The general file structure is divided into five sections:

(1) File Header, (2) Metadata; (3) Longitudinal Profile Data;
(4) Transverse Profile Data; and (5) File Trailer. The five
sections are stored sequentially. (See Fig. 1.)

4.1.2 Each of these portions of the file is described in the
following sections as well as the data types and other descrip-
tors that will be required by the file. The data will be written to
the file sequentially, with the offsets listed in the file header as
guides to find various portions of the file. It is important to note
that all offsets are relative to the beginning of the file. Because
offset values may not be known at the time of writing the file
header, these values need not be written. However, spare space
must still be reserved for the offsets so that values can be
updated when known.

4.2 File Header
4.2.1 File header contains the information pertaining to the

data file type, software version information, and information
about the data contained (Table 1).

4.3 Metadata
4.3.1 Metadata is structured, descriptive information about a

resource, or data about data. Using metadata in the binary file
format will allow generic operating on the data information
about which the reader software has no prior knowledge. Also,
metadata will allow scalable evolution of the data description
without requiring simultaneous upgrades to all reader software.

4.3.2 The first value in the metadata portion will provide the
number of metadata entries (MDE) and the information regard-
ing each of them. Table 2 shows the information required to
construct an appropriate MDE.
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4.3.3 The metadata tags are listed in Table 3, and can be
used in any number or order. If no metadata tags exist, number
of MDEs = 0.

4.3.4 The names of the standard metadata entries (see Table
8) are not stored in the metadata entry to conserve space and
more importantly, to allow for localization, that is, the file is
not tied to one written language. User-defined metadata entries
cannot be arrays and the data type is always String.

4.3.5 The storage convention for empty arrays is to store a
one-byte value of the same data type as the array. For example,
an array of singles with no elements would store a value of 0.

4.4 Longitudinal Profile Data

4.4.1 There are two ways to store the profile data: location-
wise and array-wise. The first method is appropriate for data
recording during profile data collection to prevent data loss,
while the other is appropriate for post-processing to speed up
software reading and writing.

4.4.2 If the data storage format, from metadata tag #522 in
Table 9, equals 1 (that is, location-wise), the longitudinal data
will be stored as a sequence of current longitudinal distance
followed by corresponding elevations of longitudinal sensors at
this location, beginning at the left side of the vehicle. The next
block of storage will store longitudinal distance and all
elevation data for the next location, and so on. However, the
location may not need to be stored if a specific data interval is
given. (See Fig. 2.)

FIG. 1 Layout of the File Structure

TABLE 1 File Header

Variable Name Data Type Data Default Value
Signature 4-byte string identifies file as being written in the Standard

Pavement Profile Format
”SPPF”

Version 4-byte string identifies the version number of the file format “1.01”
SW version 8-byte string identifier of the software that produced the fire for example, “TGPA1.00”
Metadata offset Int32 offset in bytes to the beginning of the metadata N/A
Longitudinal offset Int32 offset in bytes to the beginning of the

longitudinal profile data
N/A

Transverse data offset Int32 offset in bytes to the beginning of the
transverse profile data

N/A

TABLE 2 Metadata

Variable Name Data Type Data
Number of MDEs Int32 Number of MDEs
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