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QH“y) Designation: E 257 — 98

Standard Test Method for
Sulfur in Organic Compounds by Sodium Peroxide Bomb
Ignition *

This standard is issued under the fixed designation E 257; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilone] indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope bearing compound (sucrose), and the sulfur is converted to

1.1 This test method covers the determination of sulfur insulfate. The contents of the bomb are dissolved in water. The
organic compounds by sodium peroxide bomb ignition. It isSolution is acidified, filtered, and barium chloride solution
intended for application to samples of organic materials con2dded to precipitate the sulfate present. The barium sulfate is
taining more than 0.5 % sulfur. The presence of iron may€moved by filtration, ignited to constant weight, and calcu-
require a separation such as is described. lated to percentage sulfur.

1.2 This standard does not purport to address all of the4
safety problems, if any, associated with its use. It is the . i
responsibility of the user of this standard to establish appro- 4-1 This test method may be used to determine the total
priate safety and health practices and determine the applicaSulfur content of unknown organic samples or to assay known

bility of regulatory limitations prior to useFor specific hazard Sulfur containing organic compounds. _ o
statements, see Section 7 and Note 2 and Note 3 4.2 This test method may be used on organic materials in

which the complete conversion of sulfur to sulfate can be
Note 1—A test method pased_ on an oxygen bomb combustion Ofaccomplished by sodium peroxide bomb ignition.
petroleum products is described in Test Method D 129. 4.3 This test method assumes that sulfate is quantitatively
1.3 Review the current Material Safety Data Sheets (MSDSjneasured by precipitation with barium chloride solution.
for detailed information concerning toxicity, first aid proce-
dures, and safety precautions 5. Apparatus
5.1 Sodium Peroxide Bomi§ flame ignition type, 22-mL
capacity. This consists of a 99 % nickel fusion cup, 99 % nickel

. Significance and Use

2. Referenced Documents

2.1 ASTM Standards: cap cover, lead gaskets, a bomb body, a screw cap, a wrench,
D 129 Test Method for Sulfur in Petroleum Products (Gen-an ignition housing, a bomb socket, glass mixing rod, and a

eral Bomb Method® sodium peroxide measuring dipper. A less expensive nickel-
D 1193 Specification for Reagent Water plated brass cap cover may be substituted.

E 180 Practice for Determining the Precision of ASTM 5.2 Safety Shield-Any heavy-duty commercially available
Methods for Analysis and Testing of Industrial Chemitals shield should suffice to confine the results of an explosion in
E 200 Practice for Preparation, Standardization, and Stotthe event of bomb body rupture during flame ignition.
age of Standard Solutions for Chemical Anal§jsis 5.3 Burner, blast-type, using gas and air. For some bomb
work, the cheaper bunsen burner has been found to be
3. Summary of Test Method satisfactory. The final ignition of crucibles may be done with a
3.1 The sample is oxidized with sodium peroxide in theplast burner, a Meker-type burner, or a muffle furnace operating
presence of an accelerator (potassium nitrate) and an oxygest approximately 800°C.
5.4 Capsulesgelatin, size No. 00, for liquid samples.
5.5 Crucible, filtering, 25-mL capacity, porcelain filtering

1 This test method is under the jurisdiction of ASTM Committee E15 on crucible, fine pOfOSiW-
Industrial and Specialty Chemicals and is the direct responsibility of Subcommittee
E15.01 on General Standards.
Current edition approved Sept. 10, 1998. Published Dec. 1998. Originally
published as E 257 — 65 T. Last previous edition E 257 — 93.
2 Annual Book of ASTM Standardggl 05.01. —
2 Annual Book of ASTM Standardgyl 11.01. 5 A suitable ignition bomb and assembly is available from the Parr Instrument

4 Annual Book of ASTM Standardgol 15.05. Co., 211 Fifty-Third St., Moline, IL. The 22-mL fusion cup is part No. N-200.
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6. Reagents and screw caps must be discarded when the threads become

6.1 Purity of Reagents-Unless otherwise indicated, it is WOrn. This must be checked frequently. - N
intended that all reagents shall conform to the specifications of 7-4 Samples of unknown or unfamiliar composition or
the Committee on Analytical Reagents of the American ChemiSa@mples suspected of containing water or other material
cal Society, where such specifications are availab@ther —reactive with sodium peroxide should be tested before mixing
grades may be used, provided it is first ascertained that th&ith sodium peroxide. Place sodium peroxide in an empty
reagent is of sufficiently high purity to permit its use without fusion cup to a depth of 5 mm. Cautiously (wear gloves and
lessening the accuracy of the determination. safety glasses) add small quantities (approximately 25 mg) of

6.2 Purity of Water—Unless otherwise indicated, referencesthe sample and mix. If the sample ignites spontaneously upon
to water shall be understood to mean Type Il or Type lljcontact with the sodium peroxide, use a gelatin capsule for

reagent water conforming to Specification D 1193. weighing the sample and introducing it into the bomb mixture.
6.3 Ammonium Hydroxidésp gr 0.90)—Concentrated am- If the sample does not react with sodium peroxide, then

monium hydroxide (NHOH). proceed with the weighing of the sample, omitting the use of a
6.4 Barium Chloride Solutior{10 %)—See Practice E 200, 9elatin capsule.

96.7.
6.5 Hydrochloric Acid (sp gr 1.19)—Concentrated hydro- 8- Procedure

chloric acid (HCI). 8.1 Weigh (to the nearest 0.0001 g) a sample containing the
6.6 Mixture, Bomb Accelerator equivalent of 0.1 g of sulfur. In any case, do not exceed a

6.6.1 Dry 900 g of potassium nitrate (KNDcrystals in a  sample weight of 0.5 g. Solid samples should be pulverized
110 to 120°C oven for 2 days. Grind the dried crystals to eefore weighing. Liquid samples and samples that react on
powder. contact with sodium peroxide (see 7.3) should be weighed in a

6.6.2 Dry 300 g of granulated sucrose in a 50 to 60°C overmgelatin capsule.
for 2 days. Grind the dried sugar to a powd€@a(tion—see 8.2 Weigh approximately 1.0 g of KN@&sugar mixture (see
Note 2). 6.6) into a clean, dry fusion cup. Add one dipper (approxi-
mately 15 g) of sodium peroxide to the fusion cup and mix the
contents with a clean, dry, glass stirring rod.

) i 8.3 Transfer approximately one half of the mixture momen-

6.6.3 Mix the powdered KN@and powdered sugarin a ball 5\ from the fusion cup above into a second fusion cup
m|II_ for ZQ to 30 min. Balls_should be_ omitted from the m_|II (Caution—see Note 3). Place the weighed sample (see 8.1)
during this blending operation. Store in a closed jar kept in dn¢q the first fusion cup. In the case of a sample that is not in

desiccator. _ B a capsule, stir the contents of the first cup with a clean, dry,
6.7 Sodium Peroxide30 to 40 mesh, calorific grade. See the 4555 rod while slowly returning the balance of the peroxide-

safety precautions on the label concerning this strongly caustig.a|erator mixture from the second cup. Wipe the lower part
oxidant. of the rod with a 15 by 30-mm piece of dry filter paper. Add the
paper to the contents of the fusion cup and proceed promptly to
_ i the assembly operation. In the case of a sample that is in a
7.1 This test method should not be applied to samplegapsyle, return the balance of the peroxide-accelerator mixture
containing appreciable amounts of water (0.1 % or greateryg the first fusion cup. Promptly assemble the bomb with a
Water reacts spontaneously with sodium peroxide and Mayasket, cover, bomb body, and screw cap. Tighten the screw
cause premature reaction of the sample and peroxide. Alsqaap first by hand (wear gloves) and then with the wrench,

oxygen is released, which may develop dangerously highy,pporting the bomb in the bench socket. Proceed promptly to
internal bomb pressure. the next step.

7.2 Sodium peroxide is a potentially dangerous chemical. ' _ '

to the air or moisture. Spilled sodium peroxide should bebe prepared for a premature ignition. The use of gloves, safety spectacles,
' and a protective shield is urged.

washed down with large amounts of water, and not wiped up
with paper or cloth. 8.4 Place the bomb on a tripod behind a safety shield. About
7.3 Fusion cups may develop holes or cracks at any tim@ or 2 mL (avoid excess) of water may be placed in the
(even when relatively new, but especially after long andreservoir formed on top of the bomb by the surrounding screw
continued use) and should be examined before use; cups neap. Adjust the blast burner to produce a narrow, hot flame
suitable for use should be discarded promptly. Fusion cuptriking the bottom of the bomb. Do not expose anyone to
cover gaskets must be replaced when damaged. Bomb bodigessible injury should the bomb explode. Heat the bomb until
the contents are ignited, as indicated by the boiling of the water
- or a slightly perceptible dull red heat or an audible click. If
®Reagent Chemicals, American Chemical Society Specificatemerican ~ POSSible, do not continue to heat after the water has evaporated
Chemical Society, Washington, DC. For suggestions on the testing of reagents ngo dryness, as the top of the bomb will overheat and destroy the

listed by the American Chemical Society, sAealar Standards for Laboratory H
Chemicals BDH Ltd., Poole, Dorset, U.K., and thenited States Pharmacopeia gaSket.' If the W.?tir does n(;]t boil, allow thg bomb to heat for 7
and National FormularyU.S. Pharmacopeial Convention, Inc. (USPC), Rockville, to 8 min or until the water has evaporalted.

MD. 8.5 Following ignition, drop. the. borbd Q@UNEENESH
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Note 2—Caution: Do not grind potassium nitrate with sugar. To avoid
possible explosion, each must be ground separately.

7. Hazards
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