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Designation: E2905/E2905M − 12

StandardPractice for
Examination of Mill and Kiln Girth Gear Teeth—
Electromagnetic Methods1

This standard is issued under the fixed designation E2905/E2905M; the number immediately following the designation indicates the year
of original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval.
A superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This practice describes a two-part procedure for electro-
magnetic evaluation on gear teeth on mill and kiln gear drives
and pinions. The first part of this practice details the ability to
detect 100 % of surface-breaking discontinuities only in the
addendum, dedendum, and root area of the gear tooth. The
second part of the examination is to have the ability to measure
accurately the length and depth of any cracks found in these
areas. No existing practice addresses the use of eddy current
array for the detection of surface-breaking discontinuities on
mill and kiln gear teeth combined with alternating current field
measurement to size accurately any cracks found, length and
depth.

1.2 This practice is used only for crack detection and early
signs of macro-pitting. It will not illustrate a full gear tooth
analysis. Visual examination by an experienced gear technician
is the only way to analyze fully gear teeth wear patterns and
potential failure.

1.3 Two technicians are required for this practice. One
technical assistant guides the probe and the other technician
operates the computer/software and analyzes the gear teeth
condition.

1.4 It is important that Practice E2261 and Guides E709
accompany the technician when performing the examination.

1.5 It is recommended that the technician reviews the
appendixes in this practice well in advance of starting the job.

1.6 A clean gear is recommended for a complete gear
analysis. Depending on the lubrication used, the technician, in
discussion with the client, shall determine what cleaning
procedure should be used. If a non-asphaltic lubricant is used,
ensure the gear teeth surface is clean. If an asphaltic-based
lubricant is used, refer to the annexes and appendixes in this
practice.

1.7 Units—The values stated in either SI units or inch-
pound units are to be regarded separately as standard. The

values stated in each system may not be exact equivalents;
therefore, each system shall be used independently of the other.
Combining values from the two systems may result in noncon-
formance with the standard.

1.8 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:2

E709 Guide for Magnetic Particle Testing
E1316 Terminology for Nondestructive Examinations
E2261 Practice for Examination of Welds Using the Alter-

nating Current Field Measurement Technique
2.2 AIA Standard:3

NAS 410 Certification and Qualification of Nondestructive
Test Personnel

2.3 ANSI/AGMA Standards:4

ANSI/AGMA 1010 E-95 Standard for Appearance of Gear
Teeth—Terminology of Wear and Failure

ANSI/AGMA 1012 G-05 Gear Nomenclature, Definition of
Terms

2.4 ANSI/ASNT Standards:4

ANSI/ASNT-CP-189 Qualification and Certification of Non-
destructive Testing Personnel

SNT-TC-1A Recommended Practice Personnel Qualifica-
tion and Certification in Nondestructive Testing

3. Terminology

3.1 Definitions—The definitions of general terms relating to
gear examinations can be found in Guide E709, Terminology
E1316, Practice E2261, ANSI/AGMA 1012 G-05, and ANSI/
AGMA 1010 E-95.
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3.2 Eddy Current Array Method:
3.2.1 basic concepts of eddy current array, ECA, n—eddy

current array (ECA) technology provides the ability to drive
electronically multiple eddy current coils placed side by side in
the same probe assembly. Data acquisition is performed by
multiplexing the eddy current coils in a special pattern to avoid
mutual inductance between the individual coils. Most conven-
tional eddy current flaw detection techniques can be repro-
duced with an ECA examination. With the benefits of single-
pass coverage, and enhanced imaging capabilities, ECA
technology provides a remarkably powerful tool and significant
time savings during inspections. (See Fig. 1.)

3.2.1.1 Discussion—The use of eddy current array is for
crack detection and early signs of macro-pitting only.
Limitations—eddy current array will not reveal alignment
issues, backlash problems, lubrication issues, tip to root
interface, and so forth. Visual interpretation is the method used
to analyze gear teeth condition. It is also very important that
the technician has an education in gear analysis. Simple eddy
current experience does not provide the knowledge required to
interpret gear teeth issues or the understanding of ECA. The
knowledge of the defect type helps in determining the root
causes and the potential solutions, resulting in a higher
standard of examination.

3.2.2 depth of penetration, n—eddy current density does not
remain constant across the depth of a material. The density is
greatest at the surface and decreases exponentially with depth
(the “skin effect”). The standard depth of penetration equation
is used to explain the penetration capability of eddy current
testing, which decreases with increasing frequency,
conductivity, or permeability. For a material that is both thick
and uniform, the standard depth of penetration is the depth at
which the eddy current density is 37 % of the material surface
value. To detect very shallow defects in a material, very high
frequencies are used.

3.2.3 eddy current array probes, n—probes can be designed
to detect a specific type of discontinuity and to conform to the
shape of the part under examination (see Fig. 2).

3.2.3.1 Discussion—Probes can be designed to detect a
specific type of discontinuity and conform to the shape of the
gear tooth under examination. Also notice that the center of the
root would actually be scanned twice. In this examination,
there is no saturation performed. Surface probes are made with
coils designed to be driven at relatively high frequencies
(typically 50 to 500 kHz). Using higher frequencies results in

less penetration of the eddy current field into the test part
allowing full coverage of any surface-breaking discontinuities
of the component to be examined. In addition, the higher
frequencies provide a higher resolution for the detection of
smaller defects. For this practice, a surface array probe, with
the ability of detecting all surface discontinuities—including
cracks, is required for a successful examination.

3.2.4 reference standard, n—shall contain at least one long
reference indicator to standardize all the channels of the array
at once and also representative defects for flaws characteriza-
tion during the examination.

3.2.5 set screws, n—conformable and substantially noncon-
ducting set screws on the probe that are used to allow small
liftoff adjustments or excursions on surface response.

3.2.6 system performance verification, n—use of a measure-
ment of one or more physical property values for a reference
part to confirm that the property values are within specified
tolerances to validate the system standardization and verify
proper instrument operation.

3.2.6.1 Discussion—Probe quality—Probe life varies de-
pending on the environmental conditions within the work area.
Some of these environmental factors are temperature, moisture,
cleanliness, and the main factor being surface roughness.

3.2.6.2 Discussion—Different equipment manufacturers
may use slightly different terminology. Reference should be
made to the equipment manufacturer’s documentation for
clarification.

3.2.7 Practice E2261—The terminology, procedure, and
definition of terms are used in this practice.

NOTE 1—Different equipment manufacturers may use slightly different
terminology. Reference should be made to the equipment manufacturer’s
documentation for clarification.

3.3 ANSI/AGMA 1012 G-05—The terminology used in
ANSI/AGMA 1012 G-05 is used throughout this practice.

3.4 ANSI/AGMA 1010 E-95—The terminology used in
ANSI/AGMA 1010 E-95 is used throughout this practice.

4. Summary of Practice

4.1 Gear-Cleaning Procedure—Typically, operations does
the cleaning or supervises the cleaning. Maintenance removes
the guards for access to the gear. Nondestructive evaluation
(NDE) girth gear examinations are provided for maintenance.
As visual interpretation is the method used to analyze gear
teeth condition, such as contact patterns and wear patterns, a
cleaned gear is mandatory. Another reason for a cleaned gear
tooth is that it is very hard for the ECA probe to maintain the
geometry of a gear tooth that is covered with lubrication,
especially if the lubrication is asphaltic based. If asphaltic
lubrication is used, refer to Appendix X2 for cleaning proce-
dures.

4.1.1 ECA—ECA is used for nondestructively locating and
characterizing surface-breaking discontinuities in conducting
materials to electrically conductive materials. For use in this
practice, the properly designed ECA probe has proven to detect
all surface-breaking discontinuities from 0.76 mm (0.03 in.)
and larger on the addendum, dedendum, and root of girth gear

FIG. 1 Eddy Current Single-Probe Coil Compared to Eddy Current
Array Probe Coils
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teeth. The examination is performed by scanning a conform-
able eddy-current sensor array over the surface of the
addendum, dedendum, and root of the gear tooth being
examined in one pass. The drive side of the tooth is referred to
as the A side and the nondrive side of the tooth is referred to as
the B side of the tooth. The measured responses and location
information are then used, typically in the form of a displayed
image (C-scan), to determine the presence and characteristics
of discontinuities.

4.1.2 Alternating Current Field Measurement Method—
Alternating current field measurement is only to be used if a
crack is found.

4.1.3 Alternating Current Field Measurement for Nonde-
structive Testing Detection and Sizing of Surface-Breaking
Cracks—It works on all metals, ferrous or nonferrous. A sensor
probe is placed on the surface to be examined and an
alternating current is induced into the surface. When no defects
are present the alternating current produces a uniform magnetic

FIG. 2 Coverage of a Flexible Probe—Root, Dedendum, and Addendum

FIG. 3 Two Cracks on Tooth Just Above the Root

FIG. 4 Two- and Three-Dimensional View
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