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QH“y) Designation: E 299 — 97

Standard Test Method for

Trace Amounts of Peroxides In Organic Solvents *

This standard is issued under the fixed designation E 299; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilone} indicates an editorial change since the last revision or reapproval.

1. Scope The absorbance of the solution is measured at 470 nm and the
1.1 This test methd covers organic solvents containing @mount of active oxygen present in the sample is determined

active oxygen in the range from 5 to 80 ppm or higher. Byby reference to a callbratl_or_w curve prepared frqm iodine.

using a special reaction-absorption cell, the test method can be3-2 For samples containing 0 to 5 ppm active oxygen, a

extended to cover the range from 0 to 5 ppm. The test methogP€cial reaction-absorption cell is employed. The sample is

can be used to determine numerous peroxide classes of varyi{4%""“”"’“"3‘d and the reaction is carried out within the cell.

reactivity such as hydroperoxides, diacyl peroxides, diaroyf\bSorbance measurements are made at 410 nm to increase the

peroxides, peresters, and ketone peroxides. The stabéetdi- Sensitivity.

alkyl peroxides do not react under the conditions of analysis.4
1.2 Solvents that can be analyzed successfully include , ) , i ) i

saturated and aromatic hydrocarbons, alcohols, ethers, ketones#-1 Dilute solutions of peroxides in various organic solvents

and esters. In addition, the test method is applicable to olefiniff€quently are used as catalysts or reaction initiators. Peroxides
solvents and to certain compounds that contajng, and also can be formed through autoxidation in certain classes of

conjugated unsaturation. Solid samples that are soluble in tHe?MmPounds including ethers, acetals, dienes, and alkylaromatic
acetic acid-chloroform solvent also can be analyzed. hydrocarbons and present a potential safety hazard. This test

1.3 This standard does not purport to address the S(,]ncet};ne'thod provides a procedure for determining the peroxide or
concerns, if any, associated with its use. It is the responsibilictive oxygen level.
of the user of this standard to establish appropriate safety an%_ Interferences
health practices and determine the applicability of regulatory . ) )
limitations prior to use. 51 Oxidizing or reducmg_ substances present in the sample
1.4 Review the current Material Safety Data Sheets (MSDS ill interfere. Colqred solutions can be analyzed if an absor-
for detailed information concerning toxicity, first aid practices, PaNCe correction is made.
and safety precautions.

. Significance and Use

6. Apparatus

2. Referenced Documents 6.1 SpectrophotometerBeckman Model DU or equivalent
2.1 ASTM Standards: with matched 1-cm cells.
D 1193 Specification for Reagent Water 6.2 Special Reaction-Absorption Cdlrig. 1)—When this

v cell is used, the regular Beckman cell carriage shall be replaced
with the attachment provided for measuring the absorbance in
test tubes.
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3. Summary of Test Method

- . . . . 7. Reagents
3.1 A sample is dissolved in a mixture of acetic acid and ) )
chloroform. The solution is deaerated and potassium iodide 7.1 Purity of Reagents-Reagent grade chemicals shall be

reagent solution is added. The mixture is allowed to react in th@sed in all tests. Unless otherwise indicated, it is intended that

dark for 1 h, thereby releasing an equivalent amount of iodin all reagents shall conform to the specifications of the Commit-

tee on Analytical Reagents of the American Chemical Society,
where such specifications are availab@ther grades may be
L This test method is under the jurisdiction of ASTM Committee E15 on USE€d, provided it is first ascertained that the reagent is of
Industrial and Specialty Chemicals and is the direct responsibility of Subcommittesufficiently high purity to permit its use without lessening the

E15.01 on General Standards. . ~accuracy of the determination.
Current edition approved July 10, 1997. Published June 1998. Originally
published as E 299 — 66 T. Last previous edition E 299 — 90. -
2Banerjee, D. K., and Budke, C. GAnalytical ChemistryANCHAM, Vol 36, ¢ Reagent Chemicals, American Chemical Society Specificatiomerican

1964, pp. 792-796. Chemical Society, Washington, DC. For suggestions on the testing of reagents not
3 Banerjee, D. K., and Budke, C. Q\nalytical ChemistryANCHAM, Vol 36, listed by the American Chemical Society, sAealar Standards for Laboratory
1964, pp. 2367-2368. Chemicals BDH Ltd., Poole, Dorset, U.K., and thénited States Pharmacopeia
4 Annual Book of ASTM Standardéol 11.01. and National FormularyU.S. Pharmacopeial Convention, Inc. (USPC), Rockville,
5 Annual Book of ASTM Standardggl 15.05. MD.
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FIG. 1 Absorption Cell for Low-Active Oxygen

acetic acid-chloroform solvent (2 +1) (Note 1). Mix thor-
oughly.

Note 1—A sample volume up to 15 mL may be used provided it is
miscible with the amount of acetic acid-chloroform solvent required to
dilute the sample to 25 mL.

8.1.2.2 Sparge the solution with nitrogen for 1 to 1.5 min,
add 1 mL of freshly prepared Kl solution, and continue the
nitrogen flow for an additional 1 min.

8.1.2.3 Stopper, mix well, and allow the solution to stand in
the dark for 1 h.

Note 2—\Very reactive peroxides react within less than 10 min, while
less reactive peroxides require upl h for complete reaction. A general
reaction time fo 1 h istherefore specified.

8.1.2.4 Measure the absorbance of the solution at 470 nm
using 1-cm cells and a water reference.

Note 3—Depending on the amount and type of sample present, some
precipitation of KI may occur. However, the Kl crystals readily settle to
the bottom in absorbance measurement.

8.1.2.5 Subtract the absorbance of a blank carried through

7.2 Purity of Water—Unless otherwise indicated, referencesthe entire procedure, and obtain the micrograms of active
to water shall be understood to mean Type Il or Type llloxygen present in the sample by reference to the calibration

reagent water conforming to Specification D 1193.

7.3 Acetic Acid-Chloroform Solven2 + 1)—Mix 2 vol-
umes of acetic acid with 1 volume of chloroform.

7.4 Acetic Acid-Chloroform Solvent (Containing Approxi-
mately 4% Water-Add 40 mL of water to 1 L of solvent
prepared as described in 7.3.

7.5 lodine

7.6 Nitrogen Cylinder

7.7 Potassium lodide Solutiof60 %)—Dissolve 20 g of

curve.

8.2 Low Range—0 to 40 pg of Active Oxygen

8.2.1 Preparation of Calibration Curve

8.2.1.1 Dissolve 0.0634 g of iodine in acetic acid-
chloroform solvent (2 + 1) and dilute to 100 mL. Transfer a
10-mL aliquot to another 100-mL volumetric flask and dilute to
volume with acetic acid-chloroform solvent. This solution
contains 63.4 ug of iodine/mL which is equivalent to 4.0 ug of
active oxygen/mL.

potassium iodide (KI) in 20 mL of de-aerated water. This 8.2.1.2 Transfer 0, 1, 3, 5, 8, and 10-mL aliquots to 25-mL

reagent should be freshly prepared just prior to use.
7.8 Water, De-aerated-Pass nitrogen through distilled wa-
ter for several minutes prior to use.

8. Procedure

8.1 High Range—o0 to 400 pg of Active Oxygen
8.1.1 Preparation of Calibration Curve

8.1.1.1 Dissolve 0.1270 g of iodine in acetic acid-
chloroform solvent (2 + 1) and dilute to 100 mL in a volumet-

volumetric flasks and dilute to volume with the acetic acid-
chloroform solvent containing 4% water. Mix well.

8.2.1.3 Transfer a portion of each standard to the special
absorption cell (Fig. 1). Admit a flow of nitrogen through the
side arm and purge the solution for 3 min.

8.2.1.4 Add 5 drops of freshly prepared de-aerated KI
solution and replace the stopper loosely. Continue purging with
nitrogen for an additional 3 min.

8.2.1.5 Tighten the stopper and close the stopcock on the

ric flask. This solution contains 1.27 mg of iodine/mL, which inlet tube so that the solution is under a slightly positive

is equivalent to 80.0 ug of active oxygen/mL.

nitrogen pressure.

8.1.1.2 Transfer 0, 1, 2, 3, 4, and 5-mL aliquots of this 8.2.1.6 The absorption tubes shall be matched and provided
solution to 25-mL volumetric flasks and dilute each to volumewith a glass ear for reproducible positioning before absorbance

with the acetic acid-chloroform solvent. Mix thoroughly.

measurements are made. Insert the tube into the cell carriage

8.1.1.3 Using a hypodermic needle or glass capillary, spargand rotate until the glass ear contacts the side of the tube

the solution with nitrogen for 1 to 1.5 min, add 1 mL of freshly

prepared Kl solution, and continue the nitrogen flow for 1 min.

Stopper and mix well.

holder. Measure the absorbance of the solution at 410 nm
against water contained in another matched absorption tube.
8.2.1.7 Subtract the absorbance of the blank and plot absor-

8.1.1.4 Measure the absorbance of each solution at 470 nrhance against micrograms of active oxygen per 25 mL.

using 1-cm cells and a water reference.

8.2.2 Analysis of Sample

8.1.1.5 Subtract the absorbance of the blank and plot the 8.2.2.1 Transfer a 5.00-mL sample to a 25-mL volumetric
absorbance of each standard against micrograms of actiask and dilute to volume with acetic acid-chloroform solvent

oxygen per 25 mL.
8.1.2 Analysis of Sample

8.1.2.1 Transfer a sample containing up to 400 pg of activabsorption cell and develop the color
oxygen to a 25-mL volumetric flask and dilute to volume with 8.2.1.4, and 8.2.1.5.
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(2 + 1) containing 4% water. Mix well.

8.2.2.2 Transfer a portion of the solution to the special
Bdescribed in 8.2.1.3,
ocuments
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