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superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

INTRODUCTION

The performance of construction materials during flood events is an item of importance for property

owners and communities, especially those located in flood-prone areas. Requirements for the use of

flood-resistant building materials in flood hazard areas can be found in the U.S. model codes,

standards, and guidelines pertaining to flood resistant design and construction. To promote uniformity

in evaluation of building material response to flooding, this test method prescribes standard conditions

for water immersion, subsequent drying, and cleaning such as occur during flood events. Other

deleterious effects of floods that are outside the scope of this test method include, but are not limited

to, debris impact, flood velocity, wave action, water pressure differential, scour, erosion, biological and

chemical contaminants in floodwater, and other factors including long-term occupant health impacts

that would be adverse to continued use of the structure.

1. Scope

1.1 This test method is intended to apply to building

materials used in construction below the base flood elevation

(BFE) including, but not limited to: individual building mate-

rials and composite assemblies of building materials that

constitute permanent integral parts of a finished building

including walls, floors, ceilings, stairways, built-in partitions,

finishes, cladding, and other similarly incorporated architec-

tural and structural items.

1.2 Requirements for evaluation of other hazards associated

with flood damage including, but not limited to: debris impact,

flood velocity, wave action, water pressure differential, scour,

erosion, biological and chemical contaminants in floodwater,

and other factors that would be adverse to continued use of the

structure for its intended purpose, including long-term occu-

pant health impacts, are outside of the scope of the methods

presented herein.

1.3 The water immersion, drying, and cleaning procedures

specified in this test method establishes standard conditions for

laboratory evaluation of test specimen response to water

immersion, subsequent drying, and cleaning. The results of

these tests are one factor in assessing the characteristics of

building materials with regard to water immersion, drying, and

ability to be cleaned. Application of these test results to predict

these characteristics for actual building construction requires

the evaluation of test conditions as compared to conditions of

end-use.

1.4 The water immersion and drying procedures shall not be

construed as representative of water makeup, duration of

immersion, or conditions of drying during an actual flood event

because actual flood conditions vary with such factors as

makeup of water, depth and duration of immersion, and

ambient temperature and humidity.

1.5 The cleaning procedures specified in this test method are

intended to simulate surface cleaning that normally occurs after

flooding.

1.6 The cleaning procedures specified in this test method

shall not be construed as superseding standards or manufac-

turer’s recommended methods for cleaning and restoration

after flooding.

1.7 A commentary to this test method is provided in

Appendix X1.

1.8 The values stated in inch-pound units are to be regarded

as standard. The values given in parentheses are mathematical

conversions to SI units that are provided for information only

and are not considered standard.
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1.9 This standard does not purport to address all of the

safety concerns, if any, associated with its use. It is the

responsibility of the user of this standard to establish appro-

priate safety, health, and environmental practices and deter-

mine the applicability of regulatory limitations prior to use.

1.10 This international standard was developed in accor-

dance with internationally recognized principles on standard-

ization established in the Decision on Principles for the

Development of International Standards, Guides and Recom-

mendations issued by the World Trade Organization Technical

Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:2

D7789 Practice for Collection of Fungal Material from

Surfaces by Swab

E631 Terminology of Building Constructions

2.2 Federal Standard:3

44 CFR Part 60.3 Flood plain management criteria for

flood-prone areas

2.3 Other Standards:

ANSI/IICRC S500 Standard and Reference Guide for Pro-

fessional Water Damage Restoration4

International Plumbing Code 5

3. Terminology

3.1 Definitions—For definitions of general terms related to

building construction used in this test method, refer to Termi-

nology E631.

3.2 Definitions of Terms Specific to This Standard:

3.2.1 base flood elevation (BFE), n—the height of the base

(one-percent annual chance or 100-year) flood in relation to a

specified datum, usually the National Geodetic Vertical Datum

of 1929, or the North American Vertical Datum of 1988.

3.2.2 potable tap water, n—filtered tap water conforming to

the bacteriological and chemical quality requirements of the

Public Health Service Drinking Water Standards or the regu-

lations of the public health authority having jurisdiction.

4. Summary of Test Method

4.1 The procedures described in this test method are used to

evaluate the response of building materials noted in 1.1 when

subjected to water immersion, subsequent drying, and clean-

ing.

4.1.1 This test method exposes test specimens to water

immersion followed by a drying period and surface cleaning.

4.1.2 Test specimen orientation is consistent with orienta-

tion of the test specimen building material(s) in end use. For

example, a test specimen simulating wall assembly construc-

tion is immersed in a vertical orientation, while a test specimen

simulating floor/ceiling assembly construction is immersed in a

horizontal orientation.

4.1.3 The cleaning specifications are intended to simulate

surface cleaning that normally occurs after flooding.

5. Significance and Use

5.1 This test method establishes water immersion, drying,

and cleaning procedures to be used when determining whether

building materials noted in 1.1 are flood damage resistant for

applications that comply with the National Flood Insurance

Program (NFIP) (44 CFR § 60.3(a)(3)).

5.2 This test method exposes the test specimen to water

immersion and drying conditions to simulate the effects of

wetting and subsequent drying that occurs with a flood event.

The wetting and drying exposure is followed by surface

cleaning. This test method provides a measure of how test

specimens may respond to water immersion, subsequent

drying, and cleaning that occur with flood events.

5.3 This test method is useful for determining water absorp-

tion characteristics of different test specimens in terms of

percent increase in test specimen weight, their drying charac-

teristics in terms of elapsed time to dry to equilibrium weight,

and changes in physical appearance following water immersion

and surface cleaning.

5.4 This test method is useful in comparing the water

absorption characteristics of different test specimens, their

drying characteristics, and changes in physical appearance

following water immersion and surface cleaning. This test

method is also useful in comparing test specimen physical

dimensions before water immersion, immediately following

removal from water immersion, after drying, and after clean-

ing.

5.5 The ability to directly compare test results will vary by

many factors including test specimen size and whether test

specimens are individual building materials or composite

assemblies of building materials.

6. Test Specimens

6.1 The test specimens shall be identified as fully as

possible by including the building materials and details of

construction, method of fabrication, and other pertinent details

that potentially affect the response to water immersion, drying,

and cleaning.

NOTE 1—Test specimens can vary in size and makeup depending on the
purpose of the testing. Where the purpose of testing is to evaluate the
response of a particular building material to exposures in this test method,
test specimen can consist solely of the building material of interest. Such
test specimens enable evaluation of the building material alone without
influence by water absorption, drying, and dimensional change character-
istics of other building materials that are used in test specimens consisting
of a composite assembly of building materials. Where the purpose of
testing is to evaluate the response of a composite assembly of building
materials to exposures in this test method to more closely address
conditions representative of end use, test specimens can consist of a

2 For referenced ASTM standards, visit the ASTM website, www.astm.org, or

contact ASTM Customer Service at service@astm.org. For Annual Book of ASTM

Standards volume information, refer to the standard’s Document Summary page on

the ASTM website.
3 Available from U.S. Government Publishing Office (GPO), 732 N. Capitol St.,

NW, Washington, DC 20401-0001, http://www.access.gpo.gov.
4 Available from Institute of Inspection Cleaning and Restoration Certification

(IICRC), 4043 South Eastern Avenue, Las Vegas, NV 89119, http://www.iicrc.org.
5 Available from, and a registered trademark of, International Code Council

(ICC), 500 New Jersey Ave., NW, 6th Floor, Washington, DC 20001, http://

www.iccsafe.org.
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