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Designation: E 357 – 98

Standard Test Method for
Phosphorus in Organic Compounds by Sodium Peroxide
Bomb Ignition 1

This standard is issued under the fixed designation E 357; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope

1.1 This test method2 covers the determination of phospho-
rus in organic compounds by sodium peroxide bomb ignition.
It is applicable to samples of organic materials containing more
than 1.0 % phosphorus.

1.2 The values stated in SI units are to be regarded as the
standard.

1.3 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.Specific precau-
tionary statements are given in Section 8, and Note 1, Note 2,
and Note 6.

1.4 Review the current material safety data sheets (MSDS)
for detailed information concerning toxicity, first-aid proce-
dures, and safety precautions.

2. Referenced Documents

2.1 ASTM Standards:
D 1193 Specification for Reagent Water3

E 180 Practice for Determining the Precision of ASTM
Methods for Analysis and Testing of Industrial Chemicals4

3. Summary of Test Method

3.1 A sample is heated in a closed bomb with sodium
peroxide in the presence of an accelerator mixture consisting of
potassium nitrate and sucrose. The phosphorus is converted to
phosphate. The melt is dissolved in water and acidified with
nitric acid. Phosphorus is determined gravimetrically on an

aliquot of the solution by precipitation as quinolinium phos-
phomolybdate, (C9H7N)3H3PO4·12MoO3.

4. Significance and Use

4.1 This test method is applicable to the determination of
phosphorus in organic materials containing at least 1.0 %
phosphorus. It can be used as an assay procedure for known
phosphorus organic compounds.

5. Interferences

5.1 Interfering substances include elements such as arsenic
which form insoluble precipitates with the quinoline molybdate
reagent, and those which yield insoluble phosphates. Interfer-
ence from silica is reduced by addition of citric acid to the
reagent. Citric acid forms a complex with molybdic acid, of
such stability that its reaction with silicic acid is avoided.

6. Apparatus

6.1 Sodium Peroxide Bomb Apparatus, consisting of a
22-mL fusion cup of 99 % nickel, a 99 % nickel cup cover, lead
gaskets, a bomb body and screw cap, a wrench, a bomb socket,
and a measuring dipper holding approximately 15 g of sodium
peroxide. A less expensive nickel plated brass cup cover may
be substituted.5

6.2 Safety Shield—Any heavy-duty commercially available
shield should suffice. The safety shield used must confine the
results of an explosion in the event of bomb body rupture
during flame ignition.

6.3 Burner, blast, for use with natural gas and oxygen.
6.4 Capsules, gelatin, Size No. 0.
6.5 Crucibles, Gooch, Coors porcelain, with perforated

bottoms, Size No. 3, 25-mL capacity.
6.6 Filter Pads, glass-fiber, 2.1-cm diameter.

7. Reagents

7.1 Purity of Reagents—Reagent grade chemicals shall be
used in all tests. Unless otherwise indicated, it is intended that

1 This test method is under the jurisdiction of ASTM Committee E15 on
Industrial and Specialty Chemicals and is the direct responsibility of Subcommittee
E15.01 on General Standards.

Current edition approved Sept. 10, 1998. Published February 1999. Originally
published as E 357 – 68 T. Last previous edition E 357 – 91.

2 Official Methods of Analysis of the Association of Official Agricultural
Chemists, Tenth Ed., 1965, p. 12, and Perrin, C. H.,Journal , Association of Offıcial
Agricultural Chemists, JOACA, Vol 41, 1959, p. 758.

3 Annual Book of ASTM Standards, Vol 11.01.
4 Annual Book of ASTM Standards, Vol 15.05.

5 Available from Parr Instrument Co., 211 Fifty-Third St., Moline, IL., Catalog
No. 2102. The 22-mL fusion cup is part No. N-200.
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all reagents shall conform to the specifications of the Commit-
tee on Analytical Reagents of the American Chemical Society,
where such specifications are available.6 Other grades may be
used, provided it is first ascertained that the reagent is of
sufficiently high purity to permit its use without lessening the
accuracy of the determination.

7.2 Purity of Water—Unless otherwise indicated, references
to water shall be understood to mean Type II or III reagent
water conforming to Specification D 1193.

7.3 Sodium Peroxide(Na2O2), calorific grade, 30 to 40
mesh granular, minimum assay of 96.0 % Na2O2. Store in a
wide-mouth metal can with tight-fitting resealable lid. Label
with safety precautions from the original metal container.

7.4 Mixture, Bomb Accelerator:
7.4.1 Dry 450 g of potassium nitrate (KNO3) crystals in an

oven at 110 to 120°C for 2 days. Grind the crystals to a powder.
7.4.2 Dry 150 g of granulated sucrose in an oven at 50 to

60°C for 2 days. Grind the dried sugar to a powder.

NOTE 1—Caution: Do not grind KNO3 with sugar. To avoid the
possibility of an explosion, grind these materials separately.

7.4.3 Mix the powdered KNO3 and powdered sugar in a ball
mill for 20 to 30 min. Balls should beomitted from the mill
during this blending operation. Store in a closed jar kept in a
desiccator.

7.5 Nitric Acid (sp gr 1.42)—Concentrated nitric acid
(HNO3).

7.6 Nitric Acid (1 + 9)—Mix 1 volume of nitric acid
(HNO3, sp gr 1.42) with 9 volumes of water.

7.7 Synthetic Quinoline.
7.8 Sodium Molybdate Dihydrate, Na2MoO4·2H2O.
7.9 Acetone.
7.10 Quinoline Molybdate Reagent—Dissolve 70 g of so-

dium molybdate dihydrate in 150 mL of water. Dissolve 60 g
of citric acid in a mixture of 85 mL of HNO3 (sp gr 1.42) and
150 mL of water and cool. Slowly add the molybdate solution
to the citric acid solution while stirring. Dissolve 5 mL of
synthetic quinoline, with stirring, in a mixture of 35 mL of
HNO

3
(sp gr 1.42) and 100 mL of water. Gradually add this

solution to the molybdate-citric-HNO3 solution, mix, and allow
to stand for 24 h. Filter the solution, add 280 mL of acetone,
and dilute to 1 L with water. Mix thoroughly and store in a
stoppered polyethylene container.

8. Safety Precautions

8.1 This test method should not be applied to samples
containing appreciable amounts of water (0.1 % or greater).
Water reacts spontaneously with sodium peroxide and may
cause premature reaction of the sample and peroxide. Also,
oxygen is released which may develop dangerously high
internal bomb pressure.

8.2 Sodium peroxide is a potentially dangerous chemical.
Avoid scattering the reagent or leaving the container exposed

to the air or moisture. Spilled sodium peroxide should be
washed down with large amounts of water, and not wiped up
with paper or cloth.

8.3 Fusion cups may develop holes or cracks at any time
(even when relatively new, but especially after long and
continued use), and should be examined before use. Cups not
suitable for use should be discarded promptly. Fusion cup
cover gaskets must be replaced when damaged. Bomb bodies
and screw caps must be discarded when the threads become
worn. This must be checked frequently.

8.4 Samples of unknown or unfamiliar composition or
samples suspected of containing water or other material
reactive with Na2O2 should be tested before mixing with
Na2O2. Place the Na2O2 in an empty fusion cup to a depth of
5 mm cautiously wearing safety glasses and gloves, add
approximately 25 mg of the sample and mix. If the sample
ignites spontaneously upon contact with the Na2O2, use a
gelatin capsule for weighing the sample and introducing it into
the bomb mixture. If the sample does not react with Na2O2,
then proceed with the weighing of the sample, omitting the use
of a gelatin capsule.

9. Procedure

9.1 Weigh a sample containing 60 to 120 mg of phosphorus
to the nearest 0.1 mg. In any case, do not exceed a sample
weight of 0.5 g. Solid samples should be pulverized before
weighing. Liquid samples or samples that react on contact with
Na2O2 (see 8.4) should be weighed in a gelatin capsule.

9.2 Weigh approximately 1.0 g of KNO3-sugar accelerator
mixture into a clean, dry fusion cup. Add one dipper (approxi-
mately 15 g) of Na2O2 to the fusion cup and mix the contents
with a clean, dry, glass stirring rod.

9.3 Transfer approximately one half of the mixture from the
fusion cup above to a second fusion cup. Place the weighed
sample in the first fusion cup (Note 2). In the case of a sample
that is not in a capsule, stir the contents of the first cup with a
clean, dry, glass rod while slowly returning the balance of the
peroxide-accelerator mixture from the second cup. Wipe the
lower part of the rod with a 1.5 by 3.0-cm piece of dry filter
paper. Add the paper to the contents of the fusion cup and press
into the mixture with the glass rod. In the case of a sample that
is in a capsule, return the balance of the peroxide-accelerator
mixture to the first fusion cup. Promptly assemble the bomb
with a lead gasket, cover, bomb body, and cap. Tighten the
screw cap first by hand and then with a wrench, supporting the
bomb in the bench socket. Proceed promptly with the follow-
ing ignition step.

NOTE 2—Caution: During the charging procedure, the analyst should
be prepared for a premature ignition. The use of gloves, safety glasses, and
a protective shield is recommended.

9.4 Place the bomb on a tripod behind a safety shield. Place
several millilitres of water in the well at the top of the bomb.
Adjust the gas-air burner to produce a narrow, hot flame
striking the base of the fusion cup and position the flame so that
the water comes to a vigorous boil in approximately 50 to 70
s. Do not rotate or rock the bomb to prevent contact of the
peroxide with the lead gasket. Release the bomb immediately
into a container of cold water.

6 Reagent Chemicals, American Chemical Society Specifications, American
Chemical Society, Washington, DC. For suggestions on the testing of reagents not
listed by the American Chemical Society, seeAnalar Standards for Laboratory
Chemicals, BDH Ltd., Poole, Dorset, U.K., and theUnited States Pharmacopeia
and National Formulary, U.S. Pharmacopeial Convention, Inc. (USPC), Rockville,
MD.
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