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QH”) Designation: E 473 — 99

Standard Terminology Relating to
Thermal Analysis *

This standard is issued under the fixed designation E 473; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

1. Scope Note 2—In contrast to controlled-rate experiments, power to the

: : . St . furnace is controlled to ensure a fixed rate of temperature change for
1.1 This terminology is a compilation of definitions of terms controlled-temperature experiments. The program may include heating or

used in ASTM documents relating to thermal analysis. Thig,ooling segments in which the temperature is changed at a fixed rate,
terminology includes only those terms for which ASTM either jsothermal segments in which time becomes the explicit independent
has standards or is contemplating some action. It is notariable, or any sequence of these individual segments. If the atmosphere
intended to be an all-inclusive listing of terms related to(or vacuum) around the sample is changed by some external action
thermal analysis. (depending on the independent variable only—temperature or time)

1.2 This terminolgy specifically supports the single-worddurmg the course of the experiment, that too becomes part of the
. . controlled-temperature program.

form for terms using thermoas a prefix, such as thermoanalyti

cal or thermomagnetometry, while recognizing that for somecurve, thermal, n—the plot of a parameter against temperature

terms a two-word form can be used, such as thermal analysis. or time. (ICTAC) (1993)

This terminology does not support, nor does it recommend, uséielectric thermal analysis, OETA or DEA, n—a technique

of the grammatically incorrect, single-word form using ther- in which the dielectric constant (permittivity, or capacitance)

malas a prefix, such as, thermalanalytical or thermalmagne- and dielectric loss (conductance) of a substance under

tometry. oscillating electric field are measured as a function of
1.3 Definitions that are similar to those published by another temperature or time while the substance is subjected to a

standards body are identified with the abbreviation of the name controlled-temperature program in a specified atmophere.

of the organization: for example, ICTAC is the International (ICTAC) (1993)

Confederation for Thermal Analysis and Calorimetry. derivative, adj—pertaining to the first derivative (mathemati-
1.4 A definition is a single sentence with additional infor- cal) of any curve with respect to temperature or time.

mation included in notes. It is reviewed every five years, andlifferential, adj—pertaining to a difference in measured or

the year of the last review or revision is appended. measureable quantities usually between a substance and
) some reference or standard material.
2. Terminology differential scanning calorimetry (DSC) n—A technique in
combined, adj—the application of two or more techniques to  Which the difference into a substance and a reference
different samples at the same time. (ICTAC) (1993) material is measured as a function of temperature while the
controlled-rate thermal analysis, CRTA, n—a family of substance and reference material are subjected to a

techniques that monitors the temperature versus time profile controlled-temperature program. (ICTAC) (1993)
needed to maintain a chosen, fixed rate of change of a Nore 3—The record is the differential scanning calorimetric or DSC

property of a substance. (ICTAC) (1993) curve. Two modes, power compensation differential scanning calorimetry,

. and heat flux differential scanning calorimetry can be distinguished,
Note 1—Compared to controlled-temperature experiments, where th?iepending on the method of measurement used

reaction rate tends to increase exponentially and the rate can become
limited by heat or mass transfer, CRTA experiments are more likely todifferential thermal analysis (DTA), n—A technique in which
involve the chemical reaction as the limiting step. This technique can also the temperature difference between the substance and a
improve the resolution of multiple reactions. For example, in controlled reference material is measured as a function of temperature
rate experiments, power to the furnace is controlled to ensure a fixed rate while the substance and reference material are subjected to a
of mass loss (or gain).
_ controlled-temperature program. (ICTAC) (1993)

controlled-temperature program, n—the temperature history - ) _ )

Note 4—The termquantitative differential thermal analysisovers

expern_anced b_y a sample during the course of a therr‘r"%ose uses of DTA where the equipment is designed to produce quantita-
analysis experiment. tive results.

1 This terminology is under the jurisdiction of ASTM Committee E-37 on dllatometry, n_seeThermOdllatometry'

Thermal Measurements and are the direct responsibility of Subcommittee E37.03 di*ynamic mechanical analysis DMA), n—a technique in
Nomenclature and Definitions. which the storage modulus (elastic response) and loss

Current edition approved May 10, 1999. Published July 1999. Originally modulus (ViSCOUS response) of a substance under oscillatory
published as E 473 — 73. Last previous edition E 473 — 94
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load is measured as a function of temperature, time, othermodilatometry, n—a technique in which a dimension of a

frequency of oscillation, while the substance is subjected to substance under negligible load is measured as a function of

a controlled-temperature program in a specified atmosphere. temperature while the substance is subjected to a controlled-

(ICTAC) (1993) temperature program in a specified atmosphere. (ICTAC)
evolved gas analysiSEGA) n—a technique in which the (1980)

nature and- amoqnt’ or both, of gas or vapor evolved by a Note 9—Linear thermodilatometry and volume thermodilatometry are

substance is subjected to a controlled-temperature progrargnl.stinguished on the basis of the dimension measured.

(ICTAC) (1993)

Note 5—Some specific forms of EGA have become established forthermograVImetry (TG), n—seethermogravimetric analy-
investigating different aspects of catalysis, such as reduction, oxidation or Sis.
desorption. In this context, EGA in a hydrogen atmosphere is known athermogravimetric analysis, (TGA), n—a technique in which
temperature-programmed reduction (TPR); EGA in an oxygen atmosphere the mass of a substance is measured as a function of
is temperature-programmed oxidation (TPO); and EGA in the absence of temperature or time while the substance is subjected to a

decomposition, in an inert atmosphere or vaccum, is temperature- controlled-temperature proaram in a specified atmosphere
programmed desorption (TPD). For each technique the method used for (ICTAC) (1993[)) prog P P ’

gas identification and quantification should always be clearly stated.

evolved gas detection,EGD), n—seeevolved gas analysis. ’;!01_5 1(_)__Th$ rfc?r:d Ii(S:TTg dthf?”.Tt‘.ograf"tirTetmrcmor TG C“.r"e't This

high-pressure, {HP...), adj—a prefix for different thermoana- “€""on!s simiarfothe elinition ot the ferthermogravimetry
lytical techniques in which the pressure in the apparatus ithermomagnetometry, n—a family of thermoanalytical tech-

above ambient. (ICTAC) (1993) niques in which a magnetic characteristic of a substance is
Note 6—As an example, high-pressure thermogravimetric analysis is measureed as a function of temperature or time while the
designated HPTGA. substance is subjected to a controlled-temperature program

. . o . in a specified atmosphere. (ICTAC)
simultaneous,adj—the application of two or more techniques

to the same sample at the same time. (ICTAC) (1993) Note 11—Thermogravimetric analysis with a magnetic field acting on

] o the specimen is the most common example.
Note 7—A hyphen is used to separate the abbreviations of the

techniques; for example, simultaneous thermogravimetric analysis anthermomechanical analysis, TMA), n—a technique in which

differential scanning calorimetry would be TGA-DSC. the deformation of a substance under nonoscillatory load is
tan,d, n—is the dimensionless ratio of energy lost to energy Measured as a function of temperature or time while the
returned during one cycle of a periodic process. Fais substance is subjected to a controlled-temperature program

normally calculated by dividing the loss component of the in & specified atmosphere. (ICTAC)

property measured by a pe”Od'C method b)/ the storage Note 12—The load on the substance may be compressive, tensile,
component (for example, tai= E"/E’ as used in DMA). flexural or torsional. When the applied load is too low to cause
thermal analysis (TA) , n—a group of techniques in which a deformation, TMA measures a dimension of the substance and in this
physical property of a substance is measured as a function ofode is calledhermodilatometry.
temperature or time while the substance is subjected to
controlled-temperature program. (ICTAC) (1993)
thermally stimulated current analysis, n—a technique in
which the current generated when dipoles change their
alignment in a substance is measured as a function of
temperature or time while the substance is subjected to a
controlled-temperature program in a specified atmosphere.
(ICTAC) Note 13—Measurement of total light, light of specific wavelength(s),

refractive index, and luminescence leads, respectivelthegomophotom-

Nore 8—The technique can be applied in several ways: for example, try, thermospectrometry, thermorefractomeamygdthermoluminescence
the substance can be pre-conditioned by heating and cooling in Y mosp Yi ey . '
bservations under the microscope leadhtermomicroscopy

nonoscillating electric field to create aligned, frozen dipoles. The sub-

stan(_:e ma_tythen_generate_athermallystimulated current during subsequrw}sional braid analysis, (TBA), n—a particular case of
heating with no field applied. d . hanical Vsis | hich th terial i
ynamiC mecnhanical analysiS In wniC € material IS
thermoanalytical, adj—of, or pertaining to, thermal analysis.  supported on a braid and the specimen is examined in
(ICTAC) (1980) torsion. (ICTAC) (1993)

fﬁermomicroscopy,, n—seethermoptometry.

thermoptometry, n—a family of techniques in which an
optical characteristic of a substance is measured as a
function of temperature or time while the substance is
subjected to a controlled-temperature program in a specified
atmosphere. (ICTAC)
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patent rights, and the risk of infringement of such rights, are entirely their own responsibility.

This standard is subject to revision at any time by the responsible technical committee and must be reviewed every five years and
if not revised, either reapproved or withdrawn. Your comments are invited either for revision of this standard or for additional standards
and should be addressed to ASTM Headquarters. Your comments will receive careful consideration at a meeting of the responsible
technical committee, which you may attend. If you feel that your comments have not received a fair hearing you should make your
views known to the ASTM Committee on Standards, 100 Barr Harbor Drive, West Conshohocken, PA 19428. boc u m ents

Document Sharing Hub

Full document details: ASTM E473-99


http://www.avadocuments.com/doc/astm-e473-99
http://www.avadocuments.com/doc/astm-e473-99

