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Standard Practice for

Agencies Performing Nondestructive Testing

This standard is issued under the fixed designation E 543; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

This specification has been approved for use by agencies of the Department of Defense.

1. Scope

1.1 This practice covers minimum requirements for agen-
cies performing nondestructive testing (NDT).

1.2 When using this practice to assess the capability of, or to

E 243 Practice for Electromagnetic (Eddy-Current) Exami-
nation of Copper and Copper-Alloy Tulfes

E 273 Practice for Ultrasonic Examination of Longitudinal
Welded Pipe and Tubirtg

accredit NDT agencies, Guide E 1359 shall be used as a basisE 309 Practice for Eddy-Current Examination of Steel Tu-
for the survey. It can be supplemented as necessary with more Pular Products Using Magnetic Saturaffon

detail in order to meet the auditor’s specific needs.

E 317 Practice for Evaluating Performance Characteristics

1.3 This practice can be used as a basis to evaluate testing or Of Ultrasonic Pulse-Echo Testing Systems Without the Use
inspection agencies, or both, and is intended for use for the Of Electronic Measurement Instrumehts

qualifying or accrediting, or both, of testing or inspection
agencies, public or private.

1.4 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:

E 94 Guide for Radiographic Testifig

E 114 Practice for Ultrasonic Pulse-Echo Straight-Beam
Examination by the Contact Methtd

E 125 Reference Photographs for Magnetic Particle Indica-
tions on Ferrous Castings

E 127 Practice for Fabricating and Checking Aluminum
Alloy Ultrasonic Standard Reference Bloéks

E 164 Practice for Ultrasonic Contact Examination of Weld-
mentg

E 165 Test Method for Liquid Penetrant Examinafion

E 213 Practice for Ultrasonic Examination of Metal Pipe
and Tubing

E 214 Practice for Immersed Ultrasonic Examination by the
Reflection Method Using Pulsed Longitudinal Wates

E 215 Practice for Standardizing Equipment for Electro-
magnetic Examination of Seamless Aluminum-Alloy
Tubé

1 This practice is under the jurisdiction of ASTM Committee EO7 on Nonde-
structive Testing and is the direct responsibility of Subcommittee E07.09 on
Nondestructive Testing Agencies.
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E 376 Practice for Measuring Coating Thickness by
Magnetic-Field or Eddy-Current (Electromagnetic) Test
Methodg

E 426 Practice for Electromagnetic (Eddy-Current) Exami-
nation of Seamless and Welded Tubular Products, Austen-
itic Stainless Steel, and Similar Alloys

E 427 Practice for Testing for Leaks Using the Halogen
Leak Detector (Alkali-lon Diodé)

E 428 Practice for Fabrication and Control of Steel Refer-
ence Blocks Used in Ultrasonic Inspectfon

E 431 Guide to Interpretation of Radiographs of Semicon-
ductors and Related Devices

E 432 Guide for Selection of a Leak Testing Metfod

E 433 Reference Photographs for Liquid Penetrant Inspec-
tion?

E 479 Guide for Preparation of a Leak Testing Specifica-
tion?

E 493 Test Methods for Leaks Using the Mass Spectrometer
Leak Detector in the Inside-Out Testing M&de

E 498 Test Methods for Leaks Using the Mass Spectrometer
Leak Detector or Residual Gas Analyzer in the Tracer
Probe Modé

E 499 Test Methods for Leaks Using the Mass Spectrometer
Leak Detector in the Detector Probe Md&de

E 515 Test Method for Leaks Using Bubble Emission Tech-
niqueg

E 545 Test Method for Determining Image Quality in Direct
Thermal Neutron Radiographic Examinatfon

E 566 Practice for Electromagnetic (Eddy-Current) Sorting
of Ferrous Metal

E 569 Practice for Acoustic Emission Monitoring of Struc-
tures During Controlled Stimulatién
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E 570 Practice for Flux Leakage Examination of Ferromag-
netic Steel Tubular Produéts

E 571 Practice for Electromagnetic (Eddy-Current) Exami-
nation of Nickel and Nickel Alloy Tubular Produéts

E 587 Practice for Ultrasonic Angle-Beam Examination by
the Contact Methodl

E 588 Practice for Detection of Large Inclusions in Bearing
Quality Steel by the Ultrasonic Methéd

E 592 Guide to Obtainable ASTM Equivalent Penetrameter
Sensitivity for Radiography of Steel Platésto 2 in. (6 to
51 mm) Thick with X Rays and 1 to 6 in. (25 to 152 mm)
Thick with Cobalt-66

E 650 Guide for Mounting Piezoelectric Acoustic Emission
Sensor$

E 664 Practice for Measurement of the Apparent Attenua-
tion of Longitudinal Ultrasonic Waves by Immersion
Method

E 690 Practice for In Situ Electromagnetic (Eddy-Current)
Examination of Nonmagnetic Heat Exchanger Tébes

E 703 Practice for Electromagnetic (Eddy-Current) Sorting
of Nonferrous Metaf

E 709 Guide for Magnetic Particle Examinatfon

E 746 Test Method for Determining Relative Image Quality
Response of Industrial Radiographic Ffim

E 747 Practice for Design, Manufacture, and Material
Grouping Classification of Wire Image Quality Indicators
(IQI) Used for Radiology

E 748 Practices for Thermal Neutron Radiography of Ma-
terialg’

E 749 Practice for Acoustic Emission Monitoring During
Continuous Welding

E 750 Practice for Characterizing Acoustic Emission Instru-
mentatior

E 751 Practice for Acoustic Emission Monitoring During
Resistance Spot-WeldiAg

E 797 Practice for Measuring Thickness by Manual Ultra-
sonic Pulse-Echo Contact Metifod

E 801 Practice for Controlling Quality of Radiological Ex-
amination of Electronic Devicés

E 803 Test Method for Determining th&/D Ratio of
Neutron Radiography Bearhs

E 908 Practice for Calibrating Gaseous Reference L%aks

E 1118 Practice for Acoustic Emission Examination of Re-
inforced Thermosetting Resin Pipe (RTRP)

E 1139 Practice for Continuous Monitoring of Acoustic
Emission from Metal Pressure Boundafies

E 1211 Practice for Leak Detection and Location Using
Surface-Mounted Acoustic Emission Sengors

E 1212 Practice for Establishment and Maintenance of
Quality Control Systems for Nondestructive Testing Agen-
cie?

E 1254 Guide for Storage of Radiographs and Unexposed
Industrial Radiographic Filnts

E 1316 Terminology for Nondestructive Examinatiéns

E 1359 Guide for Surveying Nondestructive Testing Agen-
cie?

E 1417 Practice for Liquid Penetrant Examination

E 1419 Test Method for Examination of Seamless, Gas-
Filled, Pressure Vessels Using Acoustic Emission

E 1444 Practice for Magnetic Particle Examinafion

E 1742 Practice for Radiographic Examinafion

E 1781 Practice for Secondary Calibration of Acoustic
Emission Sensofs

E 1888 Test Method for Acoustic Emission Testing of
Pressurized Containers Made of Fiberglass Reinforced
Plastic with Balsa Wood Corés

E 1930 Test Method for Examination of Liquid Filled
Atmospheric and Low Pressure Metal Storage Tanks Using
Acoustic Emissiof

E 1932 Guide for Acoustic Emission Examination of Small
Partg

E 2075 Practice for Verifying the Consistency of AE-Sensor
Response Using an Acrylic Rcd

2.2 Other Documents:

SNT-TC-1A Recommended Practice for Personnel Qualifi-
cation and Certification in Nondestructive Tesfing

ANSI/ASNT-CP-189 ASNT Standard for Qualification and
Certification in Nondestructive Testing Persorinel

NAS-410 Certification and Qualification of Nondestructive
Personnel (Quality Assurance Committee)

2.3 Military Standard:

MIL-STD-410 Nondestructive Testing Personnel Qualifica-
tion and Certificatioh

E 999 Guide for Controlling the Quality of Industrial Ra- 3. Terminology

diographic Film Processirg
E 1001 Practice for Detection and Evaluation of Disconti-

nuities by the Immersed Pulse-Echo Ultrasonic Method®

Using Longitudinal Waves

E 1004 Test Method for Electromagnetic (Eddy-Current)
Measurements of Electrical ConductivAty

E 1025 Practice for Design, Manufacture, and Material
Grouping Classification of Hole-Type Image Quality Indi-
cators (IQI) Used for Radiology

E 1030 Test Method for Radiographic Examination of Me-
tallic Casting$

3.1 Definitions—Additional definitions are contained in the

pecific specification or in Terminology E 1316.

3.2 Definitions of Terms Specific to This Standard:
3.2.1 agency—the public, independent, or in-house nonde-

structive testing organization selected by the authority to
perform the examination(s) required by the purchase order or
specification.

3 Available from American Society for Nondestructive Testing, 1711 Arlingate

E 1032 Test Method for Radiographic Examination of Plaza, P.O. Box 28518, Columbus, OH 43228-0518.

Weldment$
E 1067 Practice for Acoustic Emission Examination of

Fiberglass Reinforced Plastic Resin (FRP) Tanks/VedselRobbins Ave., Philadelphia, PA 19111-5094, Attn:

Full document details: ASTM E543-02

4 Available from Aerospace Industries Association of America, Inc., 1250 Eye

Street, N.W., Washington, DC 20005.

S Available from Standardization Documents Order Desk, Bldg. 4 Section D, 700
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3.2.2 authority—the owner, prime contractor, engineer, ar- methods: magnetic particle, penetrant, radiographic/
chitect, or purchasing agent in responsible charge of the workjuoroscopic, ultrasonic, eddy current, and leak testing.
or duly recognized or designated representative.

3.2.2.1 Discussior—The agency and the authority may be
the same in some cases.

Note 1—A comparison of selected NDE Methods is provided as
Appendix X1.

6.2 It is the responsibility of the agency to ensure that:

4. Significance and Use 6.2.1 It performs only examinations for which it is ad-

4.1 This practice is applicable where the systematic assess€uately equipped and staffed.
ment of the competence of a nondestructive testing agency by 6.2.2 Its employees perform only examinations for which
a user or other party is desired. they are adequately qualified.

4.2 1t is intended that the requirements specified in this 6.2.3 Its equipment is calibrated and personnel are certified
practice apply to independent, public, or in-house agencies t® accordance with applicable specifications.
the extent required by the p_urchase orde_r or specification. This g 2 4 Al equipment is properly maintained.
practice does not apply to in-house equipment, methods, andg 3 5 it informs the authority of any discrepancy or limita-

examinations used for the exclusive purpose of internal procesg), imposed on the testing accuracy by such factors as surface
control. It is intended that this practice apply to all examina-finish form shape, or procedure.

tion(s) used for the final acceptance examination(s) if such

examination(s) are required by the purchase order or specifggency.
cation. '

4.3 Criteria are provided for evaluating the capability of an,. 6.3.1 To perform all examinations in accordance with speci-

agency to properly perform designated examinations anged standards or quality-control criteria, or both. (The neces-

; . S - . sary documents shall be furnished by the authority, or the
establishes essential characteristics pertaining to the organiza- e ) .
i - ; agency, or both, as specified in the applicable purchase
tion, personnel, facilities, and quality systems of the agency:. .

. . 2 “Jagreements.) The agency should call to the attention of the
This practice may be supplemented by more specific Crlterl%\Uthorit at once any irregularity or deficiency noted in the
and requirements for particular projects. y y 9 y y

6.3 The following duties are those usually performed by the

documents.
5. Organization of the Agency 6.3.2 To submit promptly to the authority formal reports of
5.1 The following information concerning the organization all examinations that indicate compliance or noncompliance of
of the agency shall be provided by documentation: the material with _6.3._1. The agency shoul_d be prepared to
5.1.1 A description of the organization including: substantiate examination results when required. _
5.1.1.1 The complete legal name and address of the main 6-4 The agency may, in accordance with an agreement with
office, the authority, report only compliance or noncompliance with
5.1.1.2 The names and positions of the principal officers ané€ applicable specifications or control documents. The author-
directors, ity reserves the right for disposition of noncomplying material.
5.1.1.3 The agency’s ownership, managerial structure, and 6.5 The authority may, at its discretion, inspect the proce-
principal members, dures, equipment, and personnel program of the agency.

5.1.1.4 The functional description of the agency’s organiza-
tion structure, operational departments, and support deparf- Human Resources of the Agency
ments and services. This may be demonstrated in the form of 7.1 The agency shall document the following:

charts that depict all the divisions, departments, sections and 7 1 1 written outline or chart defining operational personnel

units, and their relationships, , positions and their lines of responsibility and authority.
5.1.1.5 All relevant organizational affilates of the agency” 73 5 gymmary job description for each professional, scien-

a?ﬁ? the prr]|nC|paI (l)_fﬁcglrs of afiliates and directors of the iic 5pervisory, and technical position category, documenting

affliates where applicable, L the required education, training, or experience, or a combina-
5.1.1.6 External organizations and organizational cOmpOiy thereof

nents and their functions that are utilized for significant 713 Reéords or resumes that document the gualifications

technical support services, and . o . X
o ! . L . work experience, and training history of each person in a
5.1.1.7 A brief history of the agency including its relation- position described in 7.1.2.

ship with its organizational component affiliations and other . L .
P g P 7.2 The agency shall make available a description of its

supporting information. means of ensuring the continued competence of its personnel to
5.1.2 A general description of the type of users of theperform NDT, including the maintenance of written records to

agency’s services.
5.1.3 Alisting of the relevant technical services offered. document the results.

5.1.4 A list giving applicable dates of the qualifications, e
accreditations, and recognition of the agency by others. 8. Personnel Qualification
. ) 8.1 Nondestructive testing (NDT) personnel shall be quali-
6. Responsibilities and Duties fied in accordance with a nationally recognized NDT personnel
6.1 A nondestructive testing agency’s capabilities shouldjualifications practice or standards such as ANSI/ASNT-CP-

include, but not be limited to, one or more of the following 189, SNT-TC-1A, MIL STD 410, N@@émnnlg
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document. The practice or standard used and the applicab$pecific intervals in accordance with a written procedure which
revision shall be specified in the contractual agreement beshall also specify who is to calibrate each equipment type:

tween parties. 9.4.3.1 Magnetic Particle
(1) Timer and AmmeterCheck every 90 days, unless
PROCEDURE MANUAL subjected to electrical repair or inadvertently damaged, at

o ) which time calibration is required prior to use.
9. Minimum Requirements (2) Black Lights—Maintain a minimum level of intensity,

9.1 Each agency shall have prepared a written Procedures specified by the agency.

Manual for the type of work for which the agency is con-  (3) Suspension Concentration FesEheck prior to use or
tracted. The manual shall be prepared in accordance with thgajly, whichever is less restrictive.

requirements of Practice E 1212. Additional requirements or g 4 3 5 penetrant

clarifications are contained in 9.2 through 9.6. The manual
shall be of sufficient detail to provide complete guidance for
their use by the agency’s personnel.

9.1.1 The agency management shall designate a person or (2) Dryers—Check monthly for thermostat accuracy.
persons within the agency who has responsibility for maintain-  (3) Black Lights—Maintain a minimum level of intensity,
ing the agency’s quality system. This person(s) shall hav@s specified by the agency.
direct access to top management. This person shall conduct and9.4.3.3 Radiographie—Calibrate densitometers prior to
document an internal audit at least once every year to verifgach use, utilizing calibrated film strips.
that the quality system is functioning properly. 9.4.3.4 Ultrasonic—The authority shall approve the re-

9.2 Process Control (Operational ProceduresYhis sec-  quired calibration intervals.
tion shall contain the information necessary to control the 9 .4.3.5Leak Testing
various activities necessary for the examination of materials. (1) The equipment shall be calibrated at the beginning of
Items covered shall include receiving and preparing materialy, -1, shift.

identification and marking, test procedures and specifications . .
to use, reports, and return of material. (2) The standards shall be calibrated at 6-month intervals.

9.3 Personnel Qualificatioa-The requirements, procedures _ 9-4-3.6 Eddy Curreni—Calibration of the system at the start
for training, certification, and recertification for each level of an_d end of each run and at the beginning O_f each shift (or t%””)
qualification. using the reference standard (secondary) is normally required.

9.4 Equipment Maintenance and CalibratiedThis section This or other required calibration intervals shall be approved

shall contain all of the following: by the authority.

(1) Penetrants and EmulsifiersCheck monthly for con-
tamination.

listed with the following information noted: calibrations are to be maintained at a central location. The
9.4.1.1 Name of the manufacturer. above checks are minimum and do not relieve the responsibil-
9.4.1.2 Equipment model and serial number. ity Qf constantly checking and imr_nediately repairin_g any item
9.4.1.3 Characteristics subject to calibration. which may affect test results. A history of the repairs, modifi-

9.4.1.4 Range of operation and range of calibration. cations, or substitutions shall be maintained.
9.4.1.5 Reference to recognized standardization procedures9-5 Equipment Operation and Technique File

acceptable to the authority, if applicable. 9.5.1 Each type of equipment in use shall have a complete
9.4.1.6 Frequency of calibration. manual which contains all information necessary to operate
9.4.1.7 Allowable tolerances or maximum sensitivity. and maintain the equipment in accordance with applicable
9.4.1.8 Source of verification. codes and specifications. The manual shall include the main-

9.4.2 Calibration—Each instrument or machine, when cali- tenance procedures and schedules for each type of equipment
bration is required, shall have either a calibration stickerand the calibration schedule of each type of equipment.
affixed, or record of certification on file, containing the 9.5.2 Atechnique file should be maintained for each type of

following: equipment. It should be available for the guidance of the
9.4.2.1 Instrument calibrated. technician. The manual shall include:
9.4.2.2 Serial number. 9.5.2.1 Summary of test procedure.
9.4.2.3 Calibration date. 9.5.2.2 Step-by-step preparation of material for examina-
9.4.2.4 Calibration next due. tion.

9.4.2.5 Name of individual who performed last calibration. g 52 3 Defect calibration standard, if applicable.

If calibration is not required, a sticker, stating no calibration is 9.5.2.4 Control of essential variables. such as the time
necessary shall be affixed, or a record shall be on file to thi?eqﬁir.e(.j for each test step (if applicable)'

effect. L
9.4.3 The equipment shall be calibrated against currently 9.5.2.5 What indications should appear at each step.

certified standards calibrated by accepted government or in- 9-2-2:6 Indicatigns and their evaluations.
dustrial agencies (or shall indicate that it is calibrated as used, 9.5.2.7 Recording of test results.
or that no calibration is necessary) at least at the following 9.6 Records and Documentation Documents
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