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Standard Practice for

Electromagnetic (Eddy Current/Magnetic Induction) Sorting
of Ferrous Metals1

This standard is issued under the fixed designation E566; the number immediately following the designation indicates the year of

original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A

superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

1. Scope*

1.1 This practice covers the procedure for sorting ferrous

metals using the electromagnetic (eddy current/magnetic in-

duction) method. The procedure relates to instruments using

absolute or comparator-type coils for distinguishing variations

in mass, shape, conductivity, permeability, and other variables

such as hardness and alloy that affect the electromagnetic or

magnetic properties of the material. The selection of reference

standards to determine sorting feasibility and to establish

standards is also included.2

1.2 This standard does not purport to address all of the

safety concerns, if any, associated with its use. It is the

responsibility of the user of this standard to establish appro-

priate safety, health, and environmental practices and deter-

mine the applicability of regulatory limitations prior to use.

1.3 This international standard was developed in accor-

dance with internationally recognized principles on standard-

ization established in the Decision on Principles for the

Development of International Standards, Guides and Recom-

mendations issued by the World Trade Organization Technical

Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:3

E105 Guide for Probability Sampling of Materials

E122 Practice for Calculating Sample Size to Estimate, With

Specified Precision, the Average for a Characteristic of a

Lot or Process

E543 Specification for Agencies Performing Nondestructive

Testing

E1316 Terminology for Nondestructive Examinations

3. Terminology

3.1 For definitions of terms relating to this practice, refer to

Terminology E1316 Section A, Common NDT terms, and

Section C, Electromagnetic Testing.

4. Summary of Practice

4.1 The techniques that are primarily used in electromag-

netic sorting employ the absolute (single-) or comparative

(two-) coil methods. The decision of whether to use single-coil

or two-coil operation is usually determined by empirical data.

In the absolute-coil method, the equipment is standardized by

placing standards of known properties in the test coil. The

value of the tested parameter (for instance, hardness, alloy, or

heat treatment) could be read on the scale of an indicator or any

other display. In the comparative-coil method, the test speci-

men is compared with a reference standard and the indication

tells whether the test specimen is within or outside of the

required limits. These limits are defined by the user based on

the application and requirement.

4.1.1 Absolute Coil Method—A reference standard is in-

serted in the test coil, and the controls of the instrument are

adjusted to obtain an indication. The method is then continued

by inserting the test specimens to be sorted into the test coil,

and observing the instrument indication.

4.1.2 Comparative Coil Method—Reference standards rep-

resenting the minimum or maximum limits of acceptance, or

both, are inserted in the reference coil and test coil. The

instrument controls are adjusted for appropriate indications.

The method is then continued by inserting the test specimens to

be sorted in the test coil, leaving a reference standard in the

reference coil, and observing the instrument indication.

4.2 The range of instrument indication must be so adjusted

in the initial step that the anticipated deviations will be

recognized within the range of readout according to whether

two- or three-way sorts are to be accomplished.

4.3 Both absolute and comparative methods require com-

paring the test specimens with the reference standards. Two or

more reference standards representing the limits of acceptance

may be required. In the absolute method the electrical refer-

ence is generated by a reference standard. In the comparative
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method any electromagnetic condition that is not common to

the test specimen and the reference standard will produce an

imbalance in the system.

4.4 The testing process may consist of manual insertion of

one specimen after another into the test coil, or an automated

feeding and classifying mechanism may be employed. In

automated setups, it is sometimes necessary to stop each

specimen momentarily in the test coil while the reading is

being taken, especially if low test frequencies are employed.

5. Significance and Use

5.1 Absolute and comparative methods provide a means for

sorting large quantities of ferrous parts of stock with regard to

composition, condition, structure, or processing, or a combi-

nation thereof.

5.2 The comparative or two-coil method is used when

high-sensitivity testing is required. The advantage of this

method is that it almost completely suppresses all internal or

external disturbances such as temperature variations or stray

magnetic fields, provided both the coils and both the reference

parts are exposed to the same conditions which are not of

relevance.

5.3 The ability to accomplish satisfactorily these types of

separations is dependent upon the relation of the magnetic

characteristics of the ferromagnetic parts to their physical

condition.

5.4 These methods may be used for high-speed sorting in a

fully automated setup where the speed of testing may approach

ten specimens per second depending on their size and shape.

5.5 The success of sorting ferromagnetic material depends

mainly on the proper selection of magnetic field strength and

frequency of signal in the test coil, fill factor, and variables

present in the sample.

5.6 The degree of accuracy of a sort will be affected greatly

by the coupling between the test coil field and the test specimen

and the accuracy with which the specimen is held in the test

coil field during the measuring period. Testing with harmonics

can, to a large extent, reduce the sensitivity to accuracy of

location.

5.7 When high currents are used in the test coil, a means

should be provided to maintain a constant temperature of the

reference standard in order to minimize measurement drift.

6. Basis of Application

6.1 Personnel Qualification—If specified in the contractual

agreement, personnel performing examinations to this practice

shall be qualified in accordance with a nationally recognized

nondestructive testing (NDT) personnel qualification practice

or standard and certified by the employer or certifying agency,

as applicable. The practice or standard used and its applicable

revision shall be identified in the contractual agreement be-

tween the using parties.

6.2 Qualification of Nondestructive Testing Agencies—If

specified in the contractual agreement, NDT agencies shall be

qualified and evaluated as described in Specification E543. The

applicable edition of Specification E543 shall be specified in

the contractual agreement.

6.3 Acceptance Criteria—Since acceptance criteria are not

specified in this practice, they shall be specified in the

contractual agreement.

7. Interferences

7.1 The specific influence of the following variables must be

considered for proper interpretation of the results obtained:

7.1.1 The correlation shall be established so that magnetic

or electrical properties, or both, of various groups do not

overlap and are well defined in the standardization procedure

used.

7.1.2 In sorting magnetic materials, a magnetic field

strength and examination frequency must be used that will

result in a well-defined separation of variables being examined.

7.1.3 When examining magnetic materials at low field

strength, any influence from the previous magnetic history of

the test specimen (residual magnetism) shall be negated by

demagnetization of the specimen if it restricts the electromag-

netic sort.

7.1.4 The temperature of the reference standard and test

specimen shall be controlled within limits that will permit a

well-defined range of conductivity or permeability, or both, for

which the correlation of the group or groups is valid. Cooling

of the reference standards when high field strengths are used or

allowing test specimens to cool or heat to an established

ambient range, or both, may be required.

7.1.5 The geometry and mass of the reference standard and

test specimen shall be controlled within limits that will permit

sorting.

7.1.6 Speed Effects—See 4.4.

8. Apparatus

8.1 Electronic Apparatus—The electronic apparatus shall be

capable of energizing the test coils with alternating currents of

suitable frequencies and power levels and shall be capable of

sensing the changes in the electromagnetic response of the test

coils. Equipment may include any suitable signal-processing

devices (phase discriminator, filter circuits, etc.) and the output

may be displayed by meter, scope, recorder, signaling devices,

or any suitable combination required for the particular appli-

cation.

8.2 Test Coils may be of the encircling or probe-coil type

and shall be capable of inducing an electromagnetic field in the

test specimen and reference standard and sensing changes in

the electric and magnetic characteristics of the test specimen.

8.2.1 When selecting the test coil, the objective should be to

obtain a coil fill factor as large as possible. This means that the

inside of the test coil should be filled by the test specimen as

much as possible. This is of primary importance for examina-

tions requiring high sensitivity.

8.2.2 For complicated test specimen shapes, a correspond-

ing insert shall be provided to ensure that each specimen can be

placed in the same position within the test coil. These inserts,

as well as any other accessories, should consist of non-

ferromagnetic, electrically nonconductive material.
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