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Conducting Static Acute Toxicity Tests Starting with
Embryos of Four Species of Saltwater Bivalve Molluscs

This standard is issued under the fixed designation E 724; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope

1.4 Results of acute toxicity tests with embryos of bivalve

1.1 This guide describes procedures for obtaining Iaborator(g"onu_SCS should usually be reported as the EC50 based on the
data concerning the acute effects of a test material on embryd8tal incompletely developed and dead organisms. It might also
and the resulting larvae of four species of saltwater bivalvé® desirable to report the LC50 based only on death. In some
molluscs (Pacific oysteGrassostrea gigaZhunberg; eastern Situations, it might only be necessary to determine whether a
oyster, Crassostrea virginicaGmelin; quahog or hard clam, SPecific concentration is acutely toxic to embryos or whether

Mercenaria mercenariaLinnaeus; and blue musse¥ytilus

the EC50 is above or below a specific concentration.

edulis Linnaeus) during static 48-h exposures. These proce- 1.5 This guide is arranged as follows:

dures will probably be useful for conducting static acute
toxicity tests starting with embryos of other bivalve species
(1)? although modifications might be necessary.

1.2 Other modifications of these procedures might be justi-
fied by special needs or circumstances. Although using proce-
dures appropriate to a particular species or special needs and
circumstances is more important than following prescribed
procedures, results of tests conducted by using unusual proce-
dures are not likely to be comparable to results of many other
tests. Comparison of results obtained by using modified and
unmodified versions of these procedures might provide useful
information concerning new concepts and procedures for
conducting 48-h acute tests starting with embryos of bivalve
molluscs.

1.3 These procedures are applicable to most chemicals,
either individually or in formulations, commercial products, or
known mixtures. With appropriate modifications these proce-
dures can be used to conduct acute tests on temperature,
dissolved oxygen, and pH and on such materials as aqueous
effluents (see also Guide E 1192), leachates, oils, particulate
matter, sediments, and surface waters. Renewal tests might be
preferable to static tests for materials that have a high oxygen
demand, are highly volatile, are rapidly biologically or chemi-
cally transformed in aqueous solution, or are removed from test
solutions in substantial quantities by the test chambers or
organisms during the test.

1 This guide is under the jurisdiction of ASTM Committee E-47 on Biological
Effects and Environmental Fateand is the direct responsibility of Subcommittee
E47.01 on Aquatic Assessment and Toxicology.

Current edition approved October 10, 1998. Published March 1999. Originally
published as E 724 — 80. Last previous edition E 74 — 94.

2 The boldface numbers in parentheses refer to the list of references at the end of
this guide.
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) 3.2.2 larva—used herein to include the trochophore and the
1.6 This standard does not purport to address all of thegyraight hinge stag€?) (Figs. 1 and 2).

safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-4_ Summary of Guide

priate safety and health practices and determine the applica- ) )

statements are given in Section 6. laboratory, cleaned of detritus and fouling organisms and
identified to species. If the gonads are not ripe, the bivalves are

2. Referenced Documents conditioned to bring them into a suitable reproductive state.
2.1 ASTM Standards: Bivalves with ripe gonads are maintained under conditions that
E 380 Practice for Use of the International System of Unitskeep the gonads ripe without inducing undesired spontaneous
(SI) (the Modernized Metric Systef) spawning or resorption of gametes. In order to start a test,

E 729 Guide for Conducting Acute Toxicity Tests with spawning is induced by using one or more stimuli which may

Fishes, Macroinvertebrates, and Amphibfans be physical (for example, temperature), biological (for ex-

E 943 Terminology Relating to Biological Effects and En- ample, heat-killed bivalve sperm), or chemical (for example,

vironmental Faté serotonin).

E 1023 Guide for Assessing the Hazard of a Material to 4.2 In each of two or more treatments, embryos and the
Aquatic Organisms and Their Uses resulting larvae of one species are maintained for 48 h. In each

E 1192 Guide for Conducting Acute Toxicity Tests on of one or more control treatments, the embryos and resulting
Aqueous Effluents with Fishes, Macroinvertebrates, andarvae are maintained in dilution water to which no test
Amphibiang material has been added in order to providpd measure of
E 1367 Guide for Conducting 10-Day Static Sediment Tox-the acceptability of the test by giving an indication of the
icity Tests with Marine and Etaurine Amphipdds quality of the organisms and the suitability of the dilution
E 1391 Guide for Collection, Storage, Characterization, andvater, test conditions, handling procedures, etc., dadhe
Manipulation of Sediments for Toxilogical Testthg basis for interpreting data obtained from the other treatments.
E 1706 Test Methods for Measuring the Toxicity of |n each of one or more other treatments, the embryos and
Sediment-Associated Contaminants with Fresh Water Inresulting larvae are maintained in dilution water to which a
vertebrate$ selected concentration of test material has been added. The
48-h EC50 is calculated based on the proportion of live larvae
with completely developed shells in chambers containing the
3.1 Definitions: test material to live larvae with completely developed shells in
3.1.1 The words “must,” “should,” “may,” “can,” and the controls at the termination of the 48-h test.

“might” have very specific meanings in this guide. “Must” is

used to express an absolute requirement, that is, to state that the significance and Use

test ought to be designed to satisfy the specified condition, o ) o )
unless the purpose of the test requires a different design. 5.1 An acute toxicity test is conducted to obtain information

“Must” is only used in connection with factors that directly conceming the acute effects of a short term exposure of
relate to the acceptability of the test (see 13.1). “Should” iorganisms to a test material under specific experimental con-
used to state that the specified condition is recommended arfitions. An acute toxicity test does not provide information
ought to be met if possible. Although violation of one “should” concering whether delayed effects will occur.
statement is rarely a serious matter, violation of several will 5.2 Because embryos and larvae are usually assumed to be
often render the results questionable. Terms such as “ihe most sensitive life stages of these bivalve mollusc species
desirable,” “is often desirable,” and “might be desirable” areand because these species are commercially and recreationally
used in connection with less important factors. “May” is usedimportant, results of these acute tests are often considered to be
to mean “is(are) allowed to,” “can” is used to mean “is(are)@ good indication of the acceptability of pollutant concentra-
able to,” and “might” is used to mean “could possibly.” Thus tions to saltwater molluscan species in general. Results of these
the classic distinction between “may” and “can” is preservedacute toxicity tests are often assumed to be an important
and “might” is never used as a synonym for either “may” orconsideration when assessing the hazard of materials to other
“can.” saltwater organisms (see Guide E 1023) or when deriving
3.1.2 For definitions of other terms used in this guide, refevater quality criteria for saltwater organisr(®).
to Guide E 729, Terminology E 943, and Guide E 1023. For an 5.3 Results of acute toxicity tests might be used to predict
explanation of units and symbols, refer to Practice E 380. acute effects likely to occur to aquatic organisms in field
3.2 Descriptions of Terms Specific to This Standard: situations as a result of exposure under comparable conditions,
3.2.1 embrye—used herein to denote the stages between thexcept that toxicity to benthic species might depend on
fertilization of the egg and the trochophd® (Figs. 1 and 2).  sorption or settling of the test material onto the substrate.
5.4 Results of acute tests might be used to compare the
s . acute sensitivities of different species and the acute toxicities of
ll_oﬁ_nnual Book of ASTM Standaraél 14.02, excerpts in gray pages of Vol different test materials, and to determine the effects of various
4 Annual Book of ASTM Standardggl 11.05. environmental factors on results of sumgesuments

3. Terminology
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FIG. 1 Drawings Exemplifying Five Key Developmental Stages of Bivalve Larvae Occurring During the First 48 h of Development

5.5 Results of acute toxicity tests might be useful formaterials and solutions of them should be minimized by such
studying biological availability of, and structure activity rela- means as wearing appropriate protective gloves (especially
tionships between, test materials. when washing equipment or putting hands in test solutions),

5.6 Results of acute toxicity tests will depend on temperataboratory coats, aprons, and glasses. Special precautions, such
ture, composition of the dilution water, condition of the testas covering test chambers and ventilating the area surrounding
organisms, and other factors. the chambers, should be taken when conducting tests on
6. Hazards volatile materials. Information concerning toxicity to humans
(4), recommended handling procedu(®&} and chemical and

6.1 Many materials can adversely affect humans if precau:,” . . : .
tions are inadequate. Therefore, skin contact with all tesPhys'Cal properties of the test material should be studied before
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FIG. 2 Photomicrographs ( X450) Exemplifying Five Key Developmental Stages of Bivalve Larvae Occurring During the First 48 h of
Development

a test is begun. Special procedures are necessary with radiola-6.3 Cleaning of equipment with a volatile solvent such as
beled test materialg6) and with materials that are, or are acetone should be performed only in a well-ventilated area in

suspected of being, carcinogerit). which no smoking is allowed and no open flame, such as a pilot
6.2 Although in most cases disposal of stock solutions, tedight, is present.

solutions, and test organisms poses no special problems, health6.4 Warning—An acidic solution should not be mixed with

and safety precautions and applicable regulations should ke hypochlorite solution because hazardous fumes might be

considered before beginning a test. Removal or degradation gfroduced.

the test material might be desirable before disposal of stock and 6.5 To prepare dilute acid solutions, concentrated acid

test solutions. should be added to water, not vice versa. Opening a bottle of
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concentrated acid and adding concentrated acid to water shoudehd natural rubber should not contact dilution water, stock
be performed only in a fume hood. solutions, or test solutions before or during the test. Items made

6.6 Precaution—Use of ground fault systems and leak of neoprene rubber and other materials not mentioned should
detectors is strongly recommended to help prevent electricalot be used unless it has been shown that embryos and
shocks because salt water is a good conductor of electricity.resulting larvae of the test species do not show more signs of

6.7 To protect hands from being cut by sharp edges of oystestress, such as discoloration, incomplete shell development, or
shells, cotton work gloves should be worn over appropriataleath, when held for 48 h in static dilution water in which the
protective gloves (see 6.1), if necessary, when oysters aitem is soaking than when held in static dilution water that does
handled. When an oyster knife is used to open adults of angiot contain the item.
bivalve species, heavy rubber work gloves should be worn to 7.3 Test Chambers
protect hands from puncture. 7.3.1 In a toxicity test with aquatic organisms, test chambers
are defined as the smallest physical units between which there
are no water connections. Chambers should be covered to keep

7.1 Facilities. out extraneous contaminants and bacteria and to minimize

7.1.1 Flow-through troughs with appropriate tray8)  evaporation of test solution and material. Substantial concen-
should be available for holding and conditioning the broodtrations of bacteria in the test solutions might severely reduce
stock. The water-supply system should be equipped for temhe survival of the embryos and resulting larvae, whereas
perature control and aeration (see 8.3), and should contaififferences in the amount of evaporation among test chambers
strainers and air traps. Air used for aeration should be free afill directly contribute to between-chamber variation in sur-
fumes, oil, and water; filters to remove oil and water areyijval. All chambers in a test must be identical.
desirable. Test chambers should be in a constant-temperature7 3.2 Tests are usually conducted in glass chambers that are
room, incubator, or recirculating water bath. A dilution-water1 to 2 L in capacity. Very small test chambers, containing as
tank or headbox, which might be used to prepare reconstitutegitle as 10 to 30 mL, and sealed test chamb@8) may be
water, is often elevated so that dilution water can be gravity fedised if the survival and development of the embryos and
into holding and conditioning troughs and test chambers. Theesulting larvae in the control(s) are acceptable (see 13.1.6).
facility should be well ventilated and free of fumes. To further 7.4 Cleaning—Test chambers and equipment used to pre-
reduce the possibility of contamination of brood stock and tespare and store dilution water, stock solutions, and test solutions
organisms by test materials and other substances, especiadfould be cleaned before use. New items should be washed
volatile ones, holding and conditioning troughs should not beyith detergent and rinsed with water, a water miscible organic
in a room in which toxicity tests are conducted, stock solutionssolvent, water, acid (such as 10 % concentrated hydrochloric
or test solutions are prepared, or equipment is cleaned. Duringcid), and at least twice with deionized, distilled, or dilution
holding, conditioning, and testing, organisms should bewater. (Some lots of some organic solvents might leave a film
shielded from disturbances with curtains or partitions tothat is insoluble in water.) At the end of the test, all items that
prevent unnecessary stress. are to be used again should be immediates) émptied, b)

7.1.2 ltis probably desirable to include some safeguards ifinsed with water, (o cleaned by a procedure appropriate for
the system that supplies water to holding and conditioningemoving the test material from the item (for example, acid for
troughs. Monitors, possibly connected to auxiliary powerremoving metals and bases; detergent or organic solvent for
supplies, might be designed to initiate aeration, sound alarmgemoving organic chemicals), and)rinsed at least twice with
or activate telephone autodialing alarms if water flow ordeionized, distilled, or dilution water. Acid is often used to
temperature deviates from preset limits. If temperature beremove mineral deposits. A hypochlorite solution, often rec-
comes too high or low, corrective action should not cause themmended as a disinfection agent or to remove organic matter,
temperature of the water in holding and conditioning troughs t&hould not be used due to the extreme toxicity of chlorine-
increase or decrease more than 2°C/day to reduce the changgsduced oxidants to bivalve larvékl). Test chambers should
of spontaneous spawning. be rinsed with dilution water just before use.

7.2 Construction Materials-Equipment and facilities that 7.5 Acceptability— Before a test is started with embryos of
contact stock solutions, test solutions, or any water into whicly bivalve mollusc in new test facilities, it is desirable to
brood stock or test organisms will be placed should not contaigonduct a nontoxicant test in which all test chambers contain
substances that can be leached or dissolved by aqueodfution water with no added test material. This is desirable in
solutions in amounts that adversely affect test organisms. Igrder to determinea) if embryos will survive and develop
addition, equipment and facilities that contact stock solutiongicceptably (see 13.1.6)b)(if the dilution water, handling
or test solutions should be chosen to minimize sorption of tessrocedures, etc., are acceptable) {f there are any location
materials from water. Glass, Type 316 stainless steel, nylorsffects on either survival or development, amil the magni-
and fluorocarbon plastics should be used whenever possible tgde of between-chamber variance in the percentage of em-

minimize dissolution, leaching, and sorption, except that stainpryos that develop into live larvae with completely developed
less steel should not be used when testing metals. Concrete agige||s.

rigid plastics may be used for holding and conditioning tanks o

and in the water-supply system, but they should be soake®. Dilution Water

preferably in flowing dilution water, for a week or more before 8.1 Requirements- Besides being available in adequate
use(9). Brass, copper, lead, galvanized metal, cast-iron pipesupply, the dilution water shoulda) beDg@@lrlnenlg

7. Apparatus
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bivalve molluscs and their embryos and larvak) be of quality water(14) with (a) conductivity <1 |€2/cm and (b)
uniform quality, and €) not unnecessarily affect results of the either TOC <2 mg/L or chemical oxygen demand (COD) <5
test except as in 8.1.4. mg/L. A formula for reconstituted water acceptable for use

8.1.1 The minimal requirement for an acceptable dilutionwith bivalves is given in Table 1. Acceptable water for
water for acute toxicity tests starting with embryos of oystersdissolution of sea salts can usually be prepared by using a
or hard clams is that at least 70 % or 60 %, respectively, of th@roperly operated deionization, distillation, or reverse osmosis
embryos resulting from eggs and sperm produced by appropritnit. Conductivity should be measured on each batch and TOC
ately conditioned adults result in live larvae with completely or COD should be measured at least twice a year and whenever
developed shells while being maintained in the dilution watersubstantial changes might be expected. If the water is prepared
for 48 h. Information is not presently available to provide from a surface water, TOC or COD should be measured on
similar guidance for the mussel. Natural salt water varies ireach batch. Problems have been encountered with some
quality enough that, even though it is usually acceptablespecies in reconstituted salt water, but sometimes these prob-
occasionally it might be toxic to embryos or larvae if, for lems have been overcome by conditioning (aging) and aerating
example, dinoflagellates are preséh?). the reconstituted water.

8.1.2 The quality of the dilution water should be uniform 8.2.2 Natural Dilution Water—If natural salt water is used,
enough that the brood stock is held and conditioned and the testshould be obtained from an uncontaminated, uniform quality
is conducted in water of the same quality. In particular, thesource. The quality of saline well water is usually more
salinity should always be between 18 and 32 g(k8) and uniform than that of a saline surface water. If a surface water
within a test should not vary by more than 1 g/kg amongis used, it should be obtained from an area known to support a
treatments or any renewals during a test. When a test isealthy, naturally reproducing population of bivalves. The
conducted on an effluent, brine, drilling mud, or other materialwater intake should be positioned (for example, about 1 m
that affects salinity when mixed with dilution water, it might be below the surface) to minimize fluctuations in quality and the
desirable to adjust salinity by adding sea salt (see 8.2.1.2) tpossibility of contamination and to maximize the concentration
raise the salinity or by adding distilled or deionized water (seef dissolved oxygen and healthy phytoplankton (see 10.5.8). A
8.2.1.2) to lower the salinity. specially designed system is usually necessary to obtain salt

8.1.3 The dilution water should not unnecessarily affectwater from a natural water source (see Guide E 729).
results of tests because of such things as sorption or complex-8.2.3 Chlorinated water should not be used as, or in the
ation of test material. Therefore, except as per 8.1.4, concempreparation of, saline dilution water because chlorine-produced
trations of both total organic carbon (TOC) and particulateoxidants are quite toxic to embryos and larvae of bivalve
matter should be less than 5 mg/L in the dilution water. Thanolluscs(7). Dechlorinated water should be used only as a last
concentrations of both TOC and particulate matter should beesort because dechlorination is often incomplete. Sodium
greater than 5 mg/L in the water in which the brood stock ishisulfite is probably better for dechlorinating water than
held and conditioned in order to provide adequate food for thesodium sulfite and both are more reliable than carbon filters,
brood stock. especially for removing chloraminegl6). Some organic

8.1.4 If it is desired to study the effect of an environmentalchloramines, however, react slowly with sodium bisulfit&).
factor such as TOC, particulate matter, or dissolved oxygen om addition to residual chlorine, municipal drinking water often
the results of a test, it is necessary to use a water that isontains high concentrations of copper, lead, zinc, and fluoride,
naturally or artificially high in TOC or particulate matter or low and quality is often rather variable. The concentrations of most
in dissolved oxygen. If such a water is used, it is important thatnetals can usually be reduced by using a chelating (@
adequate analyses be performed to characterize the water apgt use of a different dilution water might be preferable.
that a comparable test be available or be conducted in a more
usual dilution water to facilitate interpretation of the results TABLE 1 Reconstituted Salt Water (14)

obtained in the specal water. Note—Add the following reagent-grade chemicais the amounts and

8.2 Source order listed to 890 mL of water. Each chemical must be dissolved before
8.2.1 Reconstituted Water the next is addef.
8.2.1.1 Use of a reconstituted water is often not worth the Chemical Amount
effort for tests starting with embryos of bivalve molluscs NaF 3 mg®
because ofd) the large volume needed for conditioning the SICl,- 6H,0 20 mg
brood stock, If) the necessity of providing adequate food for H3BO3 30 mg
the brood stock (see 10.5.8), and)(frequently poor survival o o o
and development of the embryos and resulting larvae. CaCl,- 2H,0 1470 mg
8.2.1.2 Reconstituted water is prepared by adding a sea salt Na,SO, 4000 mg
o . : MgCl,- 6H,0 10780 mg
or specified amounts of reagent-gradehemicals to high NaGl 23500 mg
Na,SiOz H,0 20 mg
NaHCO, 200 mg

. . ) . o ~ Alf the resulting solution is diluted to 1 L, the salinity should be 34 = 0.5 g/kg.
°“Reagent Chemicals, American Chemical Society Specifications,” Am. Chemi-The reconstituted water should be stripped of trace metals (15). If necessary, the
cal Soc., Washington, DC. For suggestions on the testing of reagents not listed later should be diluted to the desired salinity at time of use.
the American Chemical Society, see “Analar Standards for Laboratory U.K. £ The NaF should be omitted for tests with C. gigas and included for tests with
Chemicals,” BDH Ltd., Poole, Dorset, and the “United States Pharmacopeia.” C. virginica. Its value for or detriment to M. mercenaria wmems
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8.3 Treatments 9. Test Material

8.3.1 Dilution water should be aerated intensively for 24 to 9.1 Generat—The test material should be reagent-gfaoie
48 h by such means as air stones, surface aerators, or colurBgtter, unless a test on a formulation, commercial product, or
aerators(15) before addition of test material. To prevent technical-grade or use-grade material is specifically needed.

contamination with undesirable bacterial species during aerasefore a test is begun, the following should be known about
tion, the air used should be filtered through a 0.22-pum bacterighe test material:

filter, the container should be covered, and aeration should not g 1 1 |dentities and concentrations of major ingredients and

last for more than 48 h. Adequate aeration will bring pH andmajor impurities, that is, impurities that constitute more than
concentrations of dissolved oxygen and other gases intgnoyt 1 % of the material,

equilibrium with air and minimize oxygen demand and con- g 1 > golubility and stability in the dilution water,
centrations of volatiles. The concentration of dissolved oxygen 9.1.3 Measured or estimated acute toxicity to an aquatic

irigilutic;]n :Nater shoul;}:i b%petvx{ee(;\ 90 and 100 % of saturatiog e cjes preferably the test species or another bivalve mollusc,
(19) to help ensure that dissolved oxygen concentrations are 9.1.4 Precision and bias of the analytical method at the

acceptablﬁ_ 'h” test bchamberz. bsuEer?[atur?rtllon dlbx d'SSOI,I/eEianned concentration(s) of the test material, if the test con-
gases, which can be caused by heating the dilution watefqovions are to be measured,

should be avoided to prevent gas-bubble dis€¢&Se 20) 9.1.5 Estimate of toxicity to humans, and

8.3.2 The salinity and pH of dilution water may be adjusted 9.1.6 Recommended handling procedures (see 6.1)
by addition of appropriate reagent-grade chemicalsa salt 9.2.Stock Solution e

(especially to prevent excessive decreases in salinity; see . .
8.1.2), acid, base, and deionized or distilled water, if it has bee 9'2:1 _In some cases the test _m‘?‘te“_a' can be_ added directly to
{ge dilution water, but usually it is dissolved in a solvent to

shown that the addition does not cause adverse effects rm a stock solution that is then added to the dilution water. If
embryos, larvae, and adults of the test species at the concen- o : . :
a stock solution is used, the concentration and stability of the

tration used. test material in it should be determined before the beginning of

8.3.3 Except possibly when holding and conditioning adul s - -
bivalve molluscs (see 10.5.6), filtration through bag, sandtg:)eluiieosrt]' sl,LgLel dtet)i 2;1?;6(;2; Ifsrosr::bI{Sﬁt to photolysis, the stock

sock, or depth-type (honeycomb) cartridge filters may be use 9.2.2 Except possibly for tests on hydrolyzable, oxidizable,

to keep the concentration of particulate matter acceptably low i . R
. .2 - and reducible materials, the preferred solvent is dilution water,
(see 8.1.3) and as a pretreatment before ultraviolet sterilizatio o oo X
oo ) . although filtration or sterilization, or both, of the water might

or filtration through a finer filter.

. . ) . _be necessary. If the salinity of the dilution water will not be
8.3.4 Water that might be contaminated with facultative y y

pathogens may be passed through a properly maintaine[a ected, deionized or distilled water may be used. Several
ultraviolet sterilizer(21) equipped with an intensity meter and chniques have been specifically developed for preparing

f rol dth h a filter effective o 0.45 aqueous stock solutions of slightly soluble mater{@i3). The
IeosV\s/ controls, or passed through a filter elfective 1o U.45 UM Ofyinimum necessary amount of a strong acid or base may be

used in the preparation of an aqueous stock solution, but such

8.3.5 Water from a surface-water source should be passegdagents might affect the pH of test solutions appreciably. Use
through a graded series of filters, the finest effective to 1.0 ugt 4 more soluble form of the test material, such as chloride or
or less to remove embryos and larvae of bivalve molluscsgifate salts of organic amines, sodium or potassium salts of
parasites and predators. If bacteria are to be removed WQyhenols and organic acids, and chloride or nitrate salts of

filtration, a filter effective to 0.45 pum or less must be used. |etals might affect the pH more than use of the minimum
8.3.6 Filtration through activated carbon may be used tq-lecessary amount of a Strong acid or base.

remove toxic algal exocrines and other organic chemicals. g9 2.3 |f a solvent other than dilution water is used. its

8.4 Characterization concentration in test solutions should be kept to a minimum

8.4.1 The following items should be measured at least twicand should be low enough that it does not affect the test
each year and more often if such measurements have not bespecies. Because of its low toxicity to aquatic aninfa#, low
made semiannually for at least 2 years or if a surface water igolatility, and high ability to dissolve many organic chemicals,
used: salinity (or chlorinity), pH, particulate matter, TOC, triethylene glycol is often a good organic solvent for preparing
organophosphorus pesticides, organic chlorine (or organochlgtock solutions. Other water-miscible organic solvents such as
rine pesticides, plus PCBs), chlorinated phenoxy herbicidesnethanol, ethanol, and acetone may also be used, but they
ammonia, cyanide, sulfide, bromide, fluoride, iodide, nitratemight stimulate undesirable growths of microorganisms, and
phosphate, sulfate, calcium, magnesium, potassium, alumicetone is also quite volatile. If an organic solvent is used, it
num, arsenic, beryllium, boron, cadmium, chromium, cobaltshould be reagent-gratier better and its concentration in any
copper, iron, lead, manganese, mercury, molybdenum, nickefest solution should not exceed 0.5 mL/L. A surfactant should
selenium, silver, and zinc. not be used in the preparation of a stock solution because it

8.4.2 For each method used (see 12.2), the detection limmight affect the form and toxicity of the test material in the test
should be below eitheraj the concentration in the dilution solutions. (These limitations do not apply to any ingredient of
water or p) the lowest concentration that has been shown t@ mixture, formulation, or commercial product, unless an extra
unacceptably affect embryos, larvae, or adults of saltwateamount of solvent is used in the preparation of the stock

bivalve molluscg22). solution.) Documents
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