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Standard Specification for
Pipet, Blood Diluting *

This standard is issued under the fixed designation E 788; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope bead sufficiently large enough to prevent its being impacted in

1.1 This specification covers requirements for glass reusabi@€ constriction portion of the bulb. The cross section of the
blood diluting pipets that are used for performing red and white?iP€t at any point shall be circular. The distal end of the white

cell corpuscle determinations. cell pipet shall be pulled to a point and then ground and
polished to a tapered tip. The distal end of the red cell pipet

2. Referenced Documents shall be ground and polished to a tapered tip. The inside
2.1 ASTM Standards: diameter (ID) of the pipet bore at the tip end of the white cell
E 694 Specification for Volumetric Wake pipet shall be 0.2 to 0.5 mm. The external diameter of the

E 920 Specification for Commercially Packaged Laboratorydround and polished tip shall not exceed 2.0 mm. The overall
Apparatug length of both pipets shall be 104 to 121 mm. The proximal end

E 921 Specification for Export Packaged Laboratory Appaimay be of funnel design, with an exterior taper, or ground and
ratug polished with a taper of sufficient angle to permit application of

E 1133 Practice for Performance Testing of Packaged Labd? rubber suction tube or other suction device (see Fig. 2).
ratory Apparatus for United States Government Procure- -2 Capacity—The capacity of the red cell pipet bulb shall

ment& be 0.8 to 1.2 crfand the capacity of the white cell bulb shall be
E 1157 Specification for Sampling and Testing of Reusabld-2 to 0.4 crmi. The capacity of the red cell pipet stem (bulb to
Laboratory Glasswafe distal end) shall be 0.008 to 0.012 2and the capacity of the
white cell pipet stem shall be 0.02 to 0.04 tm
3. Classification 5.3 Capacity Markings
3.1 This specification covers two different pipet designs and 5-3.1 Pipet Bulb Markings-The red and white cell pipet
permissible alternatives. bulb capacity shall be confined to and indicated by calibration
3.1.1 Red and white cell blood diluting pipets (see Fig. 1).lines on the pipet. These lines shall be located on both sides of
3.1.2 Permissible alternative designs (see Fig. 2). the bulb and shall be within 2 mm to 6 mm above the bulb
(proximal end) and within 3 mm to 6 mm below the bulb (distal
4. Materials end). The exact manner for measuring these line placements is

4.1 The pipets shall be made of common spirit bore whitespecified in Fig. 1. _ o
back tubing or clear glass with a white stripe applied to the 5.3.2 Pipet Stem Markings-The graduation lines on the

outer surface of the tubing. stem of the red and white cell pipets shall be equally divided
4.2 The beads shall be made of glass or ceramic compogiato two or ten divisions. If there are two divisions, the two
tion and shall be of red, clear, or white coloring. calibration lines on the stem will be numbered 0.5 and 1. If
there are ten divisions, the ten calibration lines will be

5. Dimensions and Permissible Variations numbered 0.5 on the fifth line and 1 on the tenth line

5.1 Design—The red and white cell blood dilution pipets respectively. The top line (above bulb_ at the proximal end)
shall consist of a small uniform bore glass tube which shalshall be numbered 101 on the red cell pipet and 11 on the white
have a bulb of proper size near the proximal end (see Fig. 1xell pipet, representing stem and bulb volume collectively. At
As an alternative, the pipets may be constructed of three piecéBe option of the manufacturer, pipet stems may be graduated
of glass that are fused together to form a one-piece pipet (sewith split lines or partial length lines (see Fig. 2).

Fig. 2). The bulb shall contain a nonspherical glass or ceramic 5.4 Graduation Lines—All graduation lines on the red and
white cell pipets shall be at right angles to the pipet axis and

L L o ) parallel to each other. The thickness of the graduation lines

This specification is under the jurisdiction of ASTM Committee E-41 on hall t d 0.4
Laboratory Apparatus and is the direct responsibility of Subcommittee E41.01 orpnall not excee 4 mm. . .
Glass Apparatus. 5.5 Accuracy—The red and white cell pipet bulb volume

Current edition approved Nov. 10, 1997. Published February 1998. Originallyshall be a volumetric ratio to the stem volume. The red cell

p“2":2;’S;‘SBEoisgf;%ﬁ,\;agfaﬁf;’[’ggj fi'g‘;" E788-93. pipet bulb to stem ratio shall be 100:1 and the white cell pipet
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FIG. 1 Pipet Dimensions

bulb to stem ratio shall be 10:1 when tested in accordance witehall not discolor the solution. The appearance of the markings,

6.1 and 6.2. when viewed by the eye under normal room lighting, shall be
5.6 Workmanship the same after testing as before testing.
5.6.1 The pipets shall be free of defects that detract from )

their appearance or impair their serviceability. 6. Testing

5.6.2 Construction shall be such that the mechanical 6.1 Accuracy—Accuracy for these pipets shall heb % for
strength is provided to withstand the rigors of normal use. Theed cell pipets and:=3.5 % for white cell pipets. I¥ represents
pipets shall be free of strain when tested in accordance witthe volume between the calibration lines immediately above
6.4. and below the bulbY, represents the volume of the capillary

5.7 Identification—Each pipet shall have the name or reg- stem between the pipet tip and the calibration line numbered 1,
istered trademark of the manufacturer. These markings are #ndV, represents the volume of the capillary stem between the
be located on the stem of the pipet directly opposite thdip and the calibration line numbered 0.5, the volumetric
graduation lines. The manufacturer has the option to state thielerances shall be as stated in Specification E 694 and ex-
pipet volumetric tolerances on the pipet. These tolerances mayressed as follows:
be located on the stem or the proximal end of the pipet. 6.1.1 Red Cell Pipets-Nominal ratio 100:1

5.7.1 The white cell pipet shall have a clear or white glassv/V, shall not be less than 95 or more than 105
or ceramic bead sealed within the bulb to identify it readily asv/V, shall not be less than 190 or more than 210
a white cell pipet. 6.1.2 White Cell Pipets-Nominal ratio 10:1

5.7.2 The red cell pipet shall have a red glass or cerami¥/V, shall not be less than 9.65 or more than 10.35
bead sealed within the bulb to identify it readily as a red cellV/V, shall not be less than 19.30 or more than 20.70
pipet. 6.2 Accuracy Determination-V,, V;, andV shall be deter-

5.8 Pigmentatior—All markings shall be permanently fused mined by use of distilled water and a weighing device having
in or on the pipet. The markings shall be dark amber or blacka weight sensitivity no less than 0.001 mg.
in color. When tested in accordance with 6.3, the pigmentation 6.2.1 The weight of a dry red or Whit@d@fﬁﬁ@”ﬁ
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