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INTERNATIONAL

Standard Practice for
Exposure of Solar Collector Cover Materials to Natural

Weathering Under Conditions Simulating Stagnation Mode 1

This standard is issued under the fixed designation E 881; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilone] indicates an editorial change since the last revision or reapproval.

1. Scope Federal Specification HH-I1-558B, Amendment 3, Insulation

1.1 This practice covers a procedure for the exposure of  Blocks, Boards, Felts, Sleeving (Pipe and Tube Covering),
solar collector cover materials to the natural weather environ- ~ @nd Pipe Fitting Covering Thermal (Mineral Fiber, Indus-
ment at elevated temperatures that approximate stagnation trial Type) August 1978
conditions in solar collectors having a combined back and edg
loss coefficient of less than 1.5 W/¢m °C). e o S

1.2 This practice is suitable for exposure of both glass and 3-1 Definitions—For definitions of terms used in this
plastic solar collector cover materials. Provisions are made fdPractice, refer to Terminology E 772.
exposure of single and double cover assemblies to accommg-

. Significance and Use
date the need for exposure of both inner and outer solar ) i i i ,
collector cover materials. 4.1 This practice describes a weathering box test fixture and

1.3 This practice does not apply to cover materials forestablishes limits for the heat loss coefficients. Uniform expo-

evacuated collectors, photovoltaic cells, flat-plate collector$Ure guidelines are provided to minimize the variables encoun-

having a combined back and edge loss coefficient greater thdfi'ed during outdoor exposure testing.
1.5 W/(n? -° C), or flat-plate collectors whose design incorpo- 4.2 Since the combination of elevated temperature and solar
rates means fo,r limiting temperatures during stagnation. radiation may cause some solar collector cover materials to

1.4 This standard does not purport to address all of thedegrade more rapidly than either exposure alone, a_wegthering
safety concerns, if any, associated with its use. It is thd?0X that elevates the temperature of the cover materials is used.
responsibility of the user of this standard to establish appro- 4-3 This practice may be used to assist in the evaluation of

priate safety and health practices and determine the applicaSClar collector cover materials in the stagnation mode. No
bility of regulatory limitations prior to use. single temperature or procedure can duplicate the range of

temperatures and environmental conditions to which cover

5. Terminology

2. Referenced Documents materials may be exposed during stagnation conditions. To
2.1 ASTM Standards: assist in evaluation of solar collector cover materials in the
D 1435 Practice for Outdoor Weathering of Plastics operational mode, Practice E 782 should be used. Insufficient
E 765 Practice for Evaluation of Cover Materials for Flat data exist to obtain exact correlation between the behavior of

Plate Solar Collectofs materials exposed in accordance with this practice and actual

E 772 Terminology Relating to Solar Energy Converdion [n-Service performance. _ _
E 782 Practice for Exposure of Cover Materials for Solar 4-4 This practice may also be useful in comparing the
Collectors to Natural Weathering Under Conditions simu-Performance of different materials at one site or the perfor-

lating Operational Mode mance of the same material at different sites, or both.
G 7 Practice for Atmospheric Environmental Exposure 45 Means of evaluating the effects of weathering are
Testing of Nonmetallic Materiats provided in Practice E 765, and in other ASTM test methods
2.2 Other Documents: that evaluate material properties.

4.6 Exposures of the type described in this practice may be
used to evaluate the stability of solar collector cover materials

! These test methods are under the jurisdiction of ASTM Committee E44 onWhen exposed outdoors to the varied influences that comprise

Solar, Geothermal, and Other Alternative Energy Sources and is the direcV€ather. Exposure conditions are complex and changeable.
responsibility of Subcommittee E44.05 on Solar Heating and Cooling Subsystemimportant factors are material temperature, climate, time of
and Systems. year, presence of industrial pollution, etc. Generally, because it
Current edition approved Sept. 15, 1992. Published March 1993. Originally
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is difficult to define or measure precisely the factors influencing Note 2—It is desirable that the box and box top be made of a material
degradation due to weathering, results of outdoor exposur@at will be unaffected by the exposure environment. A metal resistant to
tests must be taken as indicative only. Repeated exposuF@”OSion encountered in the environment would be suitable. If wood is

. . .7 ed, it should be painted or treated on the exterior to make it resistant to
fcestlng '.’:lt different S.easons over a period of more than one _yeﬁ‘?oisture. In certain climates only rot-resistant wood should be used to
is required to confirm exposure tests at any one locationyinimize deterioration during exposure.

Control samples must always be used in weathering tests for

comparative analysis.

5. Weathering Box Test Fixture
5.1 Test Fixture Requirements

5.2.2 The insulation shall be a material suitable for use at a

high temperature (for example, 150°C (302°F)).

Note 3—Insulation materials having resins or binders should not be
used because elevated temperatures may cause the resin or binder to

&!eteriorate and outgas. Outgassing products condense on the cover

5.1.1 The weathering box test fixture shall be constructe ) ! ; _
material causing changes in the solar transmittance of the solar collector

such that the combined back and edge loss coefficient is Ie%%veIr material.
than 1.5 W/(m?- °C) (0.264 Btu/(ft- h -° F)) (Note 1). (The ,

method for determining this coefficient is outlined in Appendix . 2-2-3 The absorber shall be of an adequate size to cover the
X1 of this practice.) The distance between the absorber and tHaterior surface of the weathering box aperture. The absorber
closest cover plate shall be between 13 and 38 mm (0.5 and 1shall have a flat black nonselective coating having an absorp-
in.). For a double-cover exposure the separation between tH{8NC€ not less than 0.90 after exposure. _ _

inner and outer cover shall be between 13 and 38 mm (0.5 and 5.2.4 The box top shall be of an adequate size to fit over the
1.5in.). Not more than 10 % of the absorber plate area shall bROX.

shaded when the sun is at a 30° angle with the plane of the front Nore 4—The box top is intended to protect the edges of the test

surface of the exposure box. specimen in contact with the box from reaching excessively high
temperatures, to minimize exposure of the adhesive tape to sunlight, and

Note 1—A good flat-plate solar collector has a combined back andy, minimize moisture penetration into the exposure test fixture.

edge loss coefficient of less than about 1.5 WH1C) (0.264 Btu/(ft- . o
5.2.5 The glazing frame is intended to hold the cover plate

h-°F).
5.1.2 Boxes that meet the requirements of 5.1.1 are OI3r_naterial. The glazing frame shall have dimensions similar to

scribed in Table 1. Fig. 1 and Fig. 2 illustrate the weatherin Paemzegmﬁte;oof dtehz sgxérzggnabggxgéer;iﬁ\éetr SXCF:)OSeUrrelé?:S
box test fixtures. Although Fig. 1 shows a square box, any provi parali W verp

of not less than 13 mm (0.5 in.) or greater than 38 mm (1.5 in.).

shape is permitted if the requirements in 5.1.1 are me ) X .
Appendix X1 of this practice describes the method for detert-.ExaCt dimensions of the frame are related to the requirements

mining the combined back and edge loss coefiicient, in 5.1.1. A vent hole may be drilled at one end of the glazing

5.2 Contents of the Weathering Box Test Fixtu{#: a box, frame to provide drainage and to minimize moisture accumu-

. ; lation.
( 2) insulation, B) absorber, (4) box top, 6) spacer, (6) . .
glazing frame, and7) adhesive tapes. 5.2.6 The spacer shall provide a separation of 13 to 38 mm

5.2.1 The box may have any dimensions and be made of angQ.S to 1.5in.) between the absorber and the closest cover plate.
material as long as the requirements in 5.1.1 are met. A weep

hole shall be drilled at the lower end of the bottom of the box

® Federal Specification HH-I-558B has several classes of insulation material

to provide drainage and to minimize moisture accumulation. intended for high-temperature use.

TABLE 1 Examples of Weathering Box Test Fixtures with Combined Heat Loss Coefficient for Back and Edge Losses Less than

1.5 W/(m?.°C) (0.264 Btu/(ft >-h-°F))

Example 1

Example 2

Box material

Insulation material

I, length of aperture inside edge insulation

w, width of aperture inside edge insulation

h, distance from top of absorber to bottom of cover
plate

A,, area of aperture of test fixture A, = (I X w)

A,, area of back insulation A, = (I X w)

A, area of edge insulation A, = 2(/+ w)h

dy, thickness of back insulation

d, thickness of box

d,, thickness of edge insulation

Ky, conductivity of back insulation

K., conductivity of box

K., conductivity of edge insulation

AplA,

AJA,

dy,/Ky,

d./K.

do/K,

U,, back + U, edge

steel

glass fiber
0.25m (9.8 in.)
0.13 m (5.2 in.)
0.013 m (0.5 in.)

0.033 m3(51 in.2)

0.033 m2(51 in.?)

0.01 m?(15 in.?)

0.077 m (3 in.)

0.001 m (0.04 in.)

0.013 m (0.5 in.)

0.038 W/(m-°C) (0.22 Btu/(ft2-h-°F))
43 W/(m-°C) (24.9 Btu/(ft2-h-°F)
0.038 W/(m-°C) (0.022 Btu/(ft2-h-°F))
1

0.305
2.03 m2-°C/W (11.4 (f2-h-°F)/Btu)

2.33 X 1075 m2-°C/W (1.32 X 10~4(ft2-h-°F)/Btu)
0.342 m2-°C/W (1.94 (f2-h-°F)/Btu)

1.38 W/(m?2-°C) (0.243 Btu/(f2-h-°F))

aluminum

glass fiber

0.61 m (24 in.)
0.61 m (24 in.)
0.038 m (1.5in.)

0.372 m?(576 in.?)

0.372 m?(576 in.2)

0.093 m?(144 in.2)

0.05m (2in.)

0.002 m (0.08 in.)

0.025m (1in.)

0.038 W/(m-°C) (0.022 Btu/(fE-h-°F))

204 W/(m-°C) (118 Btu/(fé-h-°F))

0.038 W/(m-°C) (0.022 Btu/(fE-h-°F))

1

0.25

1.32 m?-°C/W (7.5 (ft2-h-°F)/Btu)

9.8 X 107® m?-°C/W (5.6 X 107°(ft?-h-°F)/Btu)
0.658 n?-°C/W (3.74 (ft?-h-°F)/Btu)

1.14 W/(m?-°C) (0.201 Btu/(ft>-h-°F)) ™~
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| = length of apertwe inside
edge insulation

w = width of aperture inside
edge insulation

dg = thickness of box

de = thickness of edge insulation

*’l F’dc

FIG. 1 Top View of Weathering Box Test Fixture
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FIG. 2 Assembled Weathering Box Test Fixture

Exact dimensions of the spacer are related to the requirements5.2.7 The adhesive tapeshall be stable when exposed to
in 5.1.1. moisture and elevated temperatures. They shall be compatible
Note 5—Certain designs of weathering boxes may eliminate the nee%”th the specific materials from which the box, glazing frame,
for the spacer. ox top, and cover plate are made.
5.2.8 Organic materials are potential sources of outgassing

7 3M Weather-Resistant Adhesive Tape No. 838, or equivalent, has been found
suitable for attaching the box top to the box. 3M Adhesive Transfer Tape and Densil
Silicone Pressure Sensitive Tape No. 2078 or equivalent, have been found suitable
for attaching glazings to the glazing frame in solar collectors. The 3M tape is
available from the 3M Co., 3M Center, St. Paul, Minn. 55101. The Densil tape is
available from the Dennison Manufacturing Co., CoatﬁPaper Div., Framing{am,

MA 01701, ocumen
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