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Standard Practice for

Monitoring the Calibration of Ultraviolet-Visible
Spectrophotometers whose Spectral Slit Width does not
Exceed 2 nm’

This standard is issued under the fixed designation E925; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (g) indicates an editorial change since the last revision or reapproval.

INTRODUCTION

In the application of spectrophotometric methods of analysis it is the responsibility of the analyst
to verify and validate that the instrument is functioning properly and is capable of providing
acceptable analytical results. It is preferable that the verification of instrument performance be
accomplished through the use of reference materials whose properties have been accurately
determined. Such materials are readily available, and their use in the tests and measurements described
in this practice is satisfactory for evaluating the performance of spectrophotometers whose spectral slit
width does not exceed the value for which the intrinsic or certified properties are valid. A compromise
maximum permissible spectral slit width of 2 nm is recommended for the reference materials and error
tolerances recommended here.

This practice covers some of the essential instrumental parameters that should be evaluated to
ensure the acceptability of the analytical data routinely obtained on the instrument. These parameters
include the accuracy of the wavelength and absorbance scales and stray radiant power levels.

The accuracy of the wavelength scale in both the UV and visible regions is determined using the
sharp absorption bands of a holmium oxide glass or solution filter. The absorbance scale accuracy in
the UV region (235-350 nm) is determined using acidic solutions of potassium dichromate. In the
visible region (440—635 nm) the absorbance accuracy is determined using individually certified neutral
density glass filters. The use of these reference materials provides a valid and relatively simple means
to test the errors in the wavelength and absorbance scales of small spectral slit width spectrophotom-
eters in the spectral ranges indicated. A simplified version of the opaque filter method is provided as
a test for excessive stray radiant energy.

1. Scope 1.2 This practice may be used as a significant test of the

1.1 This practice covers the parameters of spectrophotomet- performance of instruments for WhiCh. the spectral slit width
ric performance that are critical for testing the adequacy of ~ does not exceed 2 nm and for which the manufacturer’s
instrumentation for most routine tests and methods? within the ~ Specifications for wavelength and absorbance accuracy do not
wavelength range of 200 to 700 nm and the absorbance range exceed the performance tolerances employed here. This prac-
of 0 to 2. The recommended tests provide a measurement of the tice employs an illustrative tolerance of *1 % relative for the
important parameters controlling results in spectrophotometric ~ ©Tor of the absorbance scale over the range of 0.2 to 2.0, and

methods, but it is specifically not to be inferred that all factors of 1‘.1.0 nm for the error of the Wa}velength Scalfi A suggested
in instrument performance are measured. maximum stray radiant power ratio of 4 X 10™ yields <1 %

absorbance bias at an absorbance of 2. These tolerances are

chosen to be compatible with many chemical applications

o o o ) while comfortably exceeding the uncertainty of the certified

This practice is under the jurisdiction of ASTM Committee E13 on Molecular 1 for th £ terial d tvpical fact s

Spectroscopy and is the direct responsibility of Subcommittee E13.01 on Ultraviolet va u§s OF ¢ reterence ma crials and typical manuiacturer s
and Visible Spectroscopy. specifications for error in the wavelength and absorbance
Current edition approved March 10, 2002. Published May 2002. Originally scales of the instrument under test. The user is encouraged to
published as E925 — 83. Last previous edition D925 — 83 (1994)°'. DOI: 10.1520/ develop and use tolerance values more appropriate to the

E0925-02. . £ th licati Thi .
2 Routine tests are defined as those in which absorbance data obtained on a requirements of the end use application. 18 procedure 18

sample are compared to those of a standard sample preparation. demgned to Vel‘lfy quantitative performance on an ongoing
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basis and to compare one instrument’s performance with that
of other similar units. Refer to Practice E275 to extensively
evaluate the performance of an instrument.

1.3 This practice should be performed on a periodic basis,
the frequency of which depends on the physical environment
within which the instrumentation is used. Thus, units handled
roughly or used under adverse conditions (exposed to dust,
chemical vapors, vibrations, or combinations thereof) should
be tested more frequently than those not exposed to such
conditions. This practice should also be performed after any
significant repairs are made on a unit, such as those involving
the optics, detector, or radiant energy source.

1.4 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards: >

E131 Terminology Relating to Molecular Spectroscopy *

E169 Practices for General Techniques of Ultraviolet-
Visible Quantitative Analysis >

E275 Practice for Describing and Measuring Performance
of Ultraviolet and Visible Spectrophotometers >

E387 Test Method for Estimating Stray Radiant Power
Ratio of Dispersive Spectrophotometers by the Opaque
Filter Method 3

E1866 Guide for Establishing Spectrophotometer Perfor-
mance Tests

2.2 Other Publications:

NBS Special Publication 260-54: Certification and Use of
Acidic Potassium Dichromate Solutions As An Ultraviolet
Absorbance Standard*

NBS Special Publication 260-102: Holmium Oxide Solu-
tion Wavelength Standard from 240 to 640 nm—SRM
2034%

NIST Special Publication 260-116: Glass Filters as a Stan-
dard Reference Material for Spectrophotometry—
Selection, Preparation, Certification, and Use of SRM 930
and SRM 1930*

NIST Special Publication 260-140: Technical Specifications
for Certification of Spectrophotometric NTRMs*

3. Terminology

3.1 Definitions:

3.1.1 For the definitions of terms used in this practice, refer
to Terminology E131.

3.1.2 For a description of the instrumental parameters
evaluated in this practice, refer to Practice E275.

3.1.3 For a description of quantitative ultraviolet spectro-
photometric techniques, refer to Practice E169.

3 Annual Book of ASTM Standards, Vol 03.06.
+ Available from the National Technical Information Service, Port Royal Road,
Springfield, VA 22161.
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4. Significance and Use

4.1 This practice permits an analyst to compare the perfor-
mance of an instrument to the manufacturer’s supplied perfor-
mance specifications and to verify its suitability for continued
routine use. It also provides generation of calibration monitor-
ing data on a periodic basis, forming a base from which any
changes in the performance of the instrument will be evident.

5. Reference to this Calibration-Monitoring Procedure

5.1 Reference to this practice in any spectrophotometric
calibration-monitoring scheme shall constitute due notification
that the adequacy of the spectrophotometer performance has
been evaluated by means of this practice. Performance is
considered to be adequate when the data obtained are within
the stated tolerances from the true values.

6. Instrument Operation

6.1 In obtaining spectrophotometric calibration data the
analyst must select the proper instrumental operating condi-
tions to realize satisfactory instrument performance. Operating
conditions for individual instruments are best obtained from
the manufacturer’s literature because of variations in instru-
ment design.

6.2 When using reference materials, all the components of
the spectrophotometer must be functioning properly. In addi-
tion, the temperature of the specimen compartment should be
between 20 and 25°C. Matched solution cells should be used
for calibration purposes.

6.3 Each of the above factors in instrument operation is
important in the determination of wavelength and absorbance
accuracy.

7. Determination of Wavelength Accuracy in the
Ultraviolet and Visible Spectral Regions

7.1 Discussion—The holmium oxide glass filter (1, 2)° or
solution standard (NBS Special Publication 260-102) may be
used for evaluating wavelength accuracy. The glass and solu-
tion standards are both widely available commercially in the
cuvette format (a cuvette-shaped metal holder is used for the
glass), as well as from NIST for high-accuracy needs. Hol-
mium glass filters for wavelength calibration checks are
available from several distributors of glass color filters and
possibly from different glass-manufacturers. A purchaser
should require certification by the supplier that the wavelengths
of the absorption bands are within 0.2-nm of the values given
in Reference (2), and reported below. The NIST Calibration
Services program provides individually verified glass wave-
length standards through Service ID No. 38050C. The appro-
priate solution standard is 4 % (mass fraction) holmium oxide
in 10 % (volume fraction) perchloric acid, contained in a
10-mm pathlength cuvette. Band positions for the solution
reference material were determined as locations of the trans-
mittance minima of specified bands in the transmittance
spectrum of the material in the original certification of NIST

> The boldface numbers in parentheses refer to th
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