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Standard Specification for
Steel Deck Gear Stowage Box [Metric]'

This standard is issued under the fixed designation F 1019M; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (€) indicates an editorial change since the last revision or reapproval.
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1. Scope -

1.1 This specification covers the design, material, and
manufacture of steel deck gear stowage boxes.
1.2 This specification shall not be used for life preserver or

NOTE: ALLMATERIAL

pyrotechnic stowage. 4MM STEELUNLESS 5

1.3 The values stated in SI units are to be regarded as the OTHERWISE NOTED =
standard. The values given in parentheses are for information 1
only.
2. Referenced Documents )

2.1 ASTM Standards: \glgg agfjmme

A 36/A36M Specification for Carbon Structural Steel? ELEVATION

A 123/A 123M Specification for Zinc (Hot-Dip Galva-

nized) Coatings on Iron and Steel Products? COVER—

2.2 Other Documents:

ABS Rules for Building and Classing Steel Vessels* TYF"CAL\/TV'

SSPC Speciﬁcation 6> DIVIDER GRATING

AWS DI.1 Structural Welding Code®

8|
3. Classification BOTTOM -~ K 7
3.1 Deck Gear Stowage Boxes, shall be the following types: FORM N BOTTOM OR USE

3.1.1 Type I—Conforming to all dimensions in Fig. 1, Fig. up_p» SOXBOXAANGLE
2 Fie. 3. Fie. 4. Fie. 5. Fie. 6. Fic. 7. Fie. 8 d Fie. 9 SECTION “A-A (2) GALVANIZED GRATING
- Fig. 3, Fig. 4, Fig. 5, Fig. 6, Fig. 7, Fig. 8, and Fig. 9. 10-W_2 (20X 4)
3.1.2 Type II—Conforming only to Fig. 1 configuration and 225 225 OVERALL DIMENSIONS 950 X 950
. . . . . — 150 350 350 150
meeting the requirements of Sections 4-7, dimensions and . 950 7; - ,’lg;g*g&d* Tisbo 75 / /
material specification made to fit unique requirements of FIGURE 2 ~_ | ! ! J*f’ | f
- » » MR ;
customer. HINGE ¥ T / i o T
i ) e ; 8 [
Col FIGURE7 11| . i
| FLANGE , 1'% ]
i i i
! This specification is under the jurisdiction of ASTM Committee F-25 on Ships §! ) Nc?(;\sERogi:\(/)b\i\TT : _f o §|
and Marine Technology and is the direct responsibility of Subcommittee F25.03 on ! A ;T . - g i
Outfitting. ! " FIGURE 6 ‘} ! ° i ‘
Current edition approved Dec. 10, 2000. Published February 2001. Originally | : HANDLE it 8 o
published as F 1019 — 86. Last previous edition F 1019M — 95a. FIGURE N v e— DR il / RN i 17
* Annual Book of ASTM Standards, Vol 01.04. CORNER | 475 ! 8gkh1§oh?_héglAMETER PRESS
3 Annual Book of ASTM Standards, Vol 01.06. FIGURE 4 FIGURE 3 930 FORM
4 Available from American Bureau of Shipping, ABS Plaza, 16855 Northchase COVER STAY HASP B
Dr., Houston, TX 77060. FIGURE 5
> Available from Steel Structures Painting Council, 4400 5th Ave., Pittsburgh, PA ROD PLAN VIEW
15213. FIG. 1 Steel Deck Gear Stowage Box
© Available from American Welding Society, 550 N.W. Le Jeune Rd., Miami, FL
33126.
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4. Ordering Information
4.1 Order using this ASTM designation, year of issue, and
type.

5. Materials and Manufacture

5.1 Materials:

5.1.1 The steel for the deck box shall be in accordance with
Specification A 36/A 36M.

5.1.2 Nuts, bolts, and washers shall be corrosion-resistant
materials.

5.1.3 Materials used in construction of this box and its
packaging shall be free of asbestos and cadmium.

5.2 Manufacture:

5.2.1 Stowage boxes shall be constructed in accordance
with figures appearing in this standard.

5.2.2 Welding shall be in accordance with ABS Rules for
Building and Classing Steel Vessels or AWS DI1.1 Structural
Welding Code unless otherwise specified.

6. Dimensions and Tolerances

6.1 Dimensions are as indicated.
6.2 Tolerance—1.5 mm (%16 in.).
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7. Workmanship, Finish, and Appearance

7.1 The entire assembly shall be free of weld spatter, slag,
splinters, sharp edges, projections, and other defects that may
be hazardous to personnel.

7.2 The box shall be cleaned after assembly to a commercial
finish in accordance with SSPC-SP6.

7.3 All surfaces except gratings and covers shall be coated
with one coat of commercial quality anticorrosive, lead-free,
chromate-free primer to a minimum dry film thickness of 50
um.

7.4 Gratings and covers shall be galvanized in accordance
with Specification A 123/A 123M.

8. Keywords

8.1 box; deck gear stowage boxes; locker; marine; marine
stowage boxes; ship; stowage boxes
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