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Designation: F 1195 – 99

Standard Specification for
Rigid Laryngoscopes for Tracheal Intubation—Hook on
Fittings for Fiberilluminated Blades and Handles1

This standard is issued under the fixed designation F 1195; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

INTRODUCTION

In clinical anesthesia and resuscitation a variety of laryngoscopes are used. Because there is a
clinical need for a variety of blade forms, they are manufactured as detachable blade and handle units.
In the interest of patient safety, defined dimensions and performance standards are necessary. The aim
of this specification is to ensure compatibility of rigid, folding, fiber-illuminated blades and handles
within a given system without restricting innovation or design.

1. Scope

1.1 The purpose of this specification is to ensure that
reusable, detachable fiber-illuminated hook-on blade and
handle combinations that engage shall lock and illuminate
when in the operating position.

1.2 Dimensions and tolerances of fiber-illuminated systems
shall be provided.

1.3 This specification provides methods of identifying by
color the various fiber-illuminated systems and compatible
blades and handles within the system.

1.4 This specification covers reusable handles and blades. It
does not cover disposable components or systems.

1.5 Nonfiber-illuminated blades and handles with the lamp
in the blade shall conform to Specification F 965.

2. Referenced Documents

2.1 ASTM Standards:
F 965 Specification for Rigid Laryngoscopes for Tracheal

Intubation—Hook-On Fittings for Laryngoscope Handles
and Blades with Lamps2

2.2 Federal Standard:
FED-STD-595A Colors3

3. Terminology

3.1 Descriptions of Terms—In addition to the terms defined
in Specification F 965, the following terms are defined:

3.1.1 fiber-illuminated laryngoscope blade, n—a blade
which utilizes optical fibers to transmit light from a source in
the handle.

3.1.2 fiber-illumination handle, n—a hand-held rigid device
which provides a power source for illumination of a fiber-
illuminated blade. It shall include the light source.

3.1.3 contact/switch, n—components of the hook-on fit-
tings, both handle and blade, which come in contact to energize
the light source when the blade and handle are in the locked,
operating position.

3.1.4 engagement, n—the blade and handle are engaged
when mechanically attached and the blade remains coupled to
the handle in all positions.

3.1.5 operating position, n—the position of the engaged
blade and handle when illumination is produced and the
instrument is ready for use.

4. Performance Requirements

4.1 Blade and Handle Fittings—Detachable fiber-
illuminated blade and handle combinations that engage shall
lock and illuminate when in the operating position, and shall
have the same color identification (see Section 7).

4.2 Mechanical Restrictions—Fiber-illuminated blades
shall be mechanically incompatible with nonfiber-illuminated
handles to prevent engagement (see Specification F 965).

4.3 Blade Retention—The blade shall be retained on the
handle in all attitudes when engaged.

1 This specification is under the jurisdiction of ASTM Committee F29 on
Anesthetic and Respiratory Equipment and is the direct responsibility of Subcom-
mittee F29.12 on Airways, Bronchoscopes, and Laryngoscopes.
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4.4 Corrosion Resistance—Components should resist cor-
rosion under conditions of normal use, including cleaning and
disinfecting procedures as specified by the manufacturer.

4.5 Critical Dimensions—All handle hook-on fittings shall
conform to the dimensions of one of the systems described by
Fig. 1 and Fig. 2. The hook-on blade fitting must engage, lock,
and operate at any tolerance specified within any one of the
Fig. 1 and Fig. 2. The total clearance between the width of the
handle slot and the blade hook-on fitting shall not exceed 0.011
in. (0.28 mm).

4.6 Component Compatibility—A handle and blade hook-on
fitting which engage shall lock and illuminate. This feature
shall also apply to handles which engage either nonfiber-
illuminated or fiber-illuminated blades.

5. Marking and Labeling

5.1 All markings shall be legible and durable.
5.2 The name or trademark of the manufacturer shall be

marked on the blade fitting and on the handle in an area not less
than 10 mm2. In addition, the blade shall be marked with its
size, type, country of origin, and either s/s, or stainless, if made
of stainless steel.

5.3 Manufacturers shall provide information concerning
cleaning and disinfecting procedures in the package.

5.4 Any removable fiber-optic components should be
marked to indicate type and size.

6. Test Methods and Values

6.1 Illumination—The blade shall illuminate whenever
placed in the operating position.

6.2 Engagement and Locking—Engagement and locking
values are specified in Appendix X2.

6.3 Blade Retention—The engaged blade shall not disen-
gage from the handle in any position because of its mass.

6.4 Locking-Operating Position—Locking of the blade into
the operating position should occur when a reasonable force is
applied (see Test Methods, Appendix X2.1).

6.5 Unlocking—Operating Position— Unlocking of the
blade from the operating position should occur when a reason-
able force is applied (see Test Methods, Appendix X2.2).

7. Identification of Compatible Systems

7.1 Compatible system components shall be identified by
identical colors (see Appendix X3).

7.2 Handle Identification—Handles for fiber-illuminated
systems shall be identified by a circumferential band of a color
distinct from the handle. The band shall be located between the
hook-on fitting and the midpoint of the handle. The width shall
be 0.197 6 0.079 (5 mm 6 2 mm).

7.3 Blade Identification—Blades shall be color coded by
means of a mark on the heel of the blade or on light guide as
specified in Appendix X3 (see Fig. 3). The mark shall be
clearly visible when the rigid laryngoscope is in the operating

FIG. 1 Handle Hook-on Configuration for Green System
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