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NOTICE: This standard has either been superseded and replaced by a new version or discontinued.
Contact ASTM International (www.astm.org) for the latest information.

QH”) Designation: F 1267 — 91 (Reapproved 1997) An American National Standard

Standard Specification for
Metal, Expanded, Steel *

This standard is issued under the fixed designation F 1267; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

1. Scope MIL-STD-163 Steel Mill Products Preparation for Ship-
1.1 This specification covers expanded metal for shipboard ~Ment and Storage
use.

. o ... . 3. Classification
1.1.1 Expanded metal covered by this specification is |n-3 Classificatio

tended for partition bulkheads (nonstructural), top side stowage 3.1 Expanded metal shall be of the following types, classes,
baskets, floor gratings, and other uses. and grades as specified (see 4.1.2).

1.2 The values stated in inch-pound units are to be regarded 3-2 Type .
as the standard. The values given in parentheses are for3-2-1 Type I—Expanded (see Fig. 1).

information only and may be approximate. 3.2.2 Type I—Expanded and flattened (see Fig. 2).
1.3 The following precautionary caveat pertains only to the 3-3 Class
test methods portion, Section 10, of this specificatihis 3.3.1 Class :-Uncoated.

standard does not purport to address all of the safety problems 3-3-2 Class 2—Hot-dip zinc-coated (galvanized).
associated with its use. It is the responsibility of the user of this 3-3-3 Class 3—Corrosion-resisting steel.

standard to establish appropriate safety and health practices 3-4 Grade _ . .
and determine the applicability of regulatory limitations prior _3-4-1 Grade A—0.0025 in. (0.06 mm) minimum coating

to use. thickness.
3.4.2 Grade B—0.0012 in. (0.03 mm) minimum coating
2. Referenced Documents thickness.

2.1 ASTM Standards: 4. Ordering Information

A 167 Specification for Stainless and Heat-Resisting ) . L .
Chromium-Nickel Steel Plate, Sheet, and Strip 4.1 Orders for material under this specification shall include

A 568 Specification for Steel, Sheet, Carbon and High-the following information, as required, to describe the material
Strength, Low-Alloy, Hot-Rolled and Cold-Rolled, Gen- adequately:

eral Requirements far 4.1.1 ASTM designation, _
A 700 Practices for Packaging, Marking, and Loading 4-1.2 Type, class, and grade of steel required (see 3.1),
Methods for Steel Products for Domestic Shipnient 4.1.3 Material required (see 5.1), .
22 SAE Standard: 4.1.4 Direction of shear, if not as specified (see 5.2.1),
SAE J 1086 Metals and Alloys in the Unified Numbering 41 Length, width, and thickness of uncoated mesh, and
Systent weight per square foot uncoated (see Tables 1-4),
2.3 Military Standards® 4.1.6 Size of sheet required, if other than sizes specified in
MIL-C-16173 Corrosion Preventive Compound, Solvent5-1. .
Cutback, Cold-Application 4.1.7 Whether or not sheets from which samples have been
MIL-STD-105 Sampling Procedures and Tables for |nspec_selected for coating thickness test may be included as part of
tion by Attributes material shipped (see 9.1.2), and

4.1.8 Optional requirements, if any (see Supplementary
Requirements S1 through S3).

1 This specification is under the jurisdiction of ASTM Committee A-1 on Steel, .
Stainless Steel and Related Alloysand is the direct responsibility of Subcommitte®. Materials and Manufacture

A01.19 on Steel Sheet and Strip.
Current edition approved Feb. 22, 1991. Published July 1991. Originally 5.1 Expanded metal shall be made from carbon steel sheets

published as F 1267 — 89. Last previous edition F 1267 — 89. of Unified Numbering SySt(_a_m (_UNS) aIons G 10250 to_ G
2 Annual Book of ASTM Standardéol 01.03. 10350 as specified in Specification A 568, or from corrosion-
* Annual Book of ASTM Standardbl 01.05. resisting sheet as specified in Specification A 167 (see 4.1.3).

4 Available from Society of Automotive Engineers, 400 Commonwealth Drive,
Warrendale, PA 15096.

S Available from Standardization Documents, Order Desk, Building. 4, Section
D, 700 Robbins Ave., Philadelphia, PA 19111-5094, Attn: NPODS.

5.2 Expanded metal shall be manufactured from sheet steel
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TABLE 2 Carbon Steel Sizes, Strand Sizes, and Weight for Type
Il, Class 1 Metal A

Size of Mesh
Dimensions Center to Center® Width of Weight
of Bonds Strand, in. per
Style (See Fig. Square
Designation 2(c)) Foot
Uncoated,
b€
LENGTH OF MESH

Width, Length,

FIG. 1 Type |, Expanded in. (dstee iné (gtee

Fig. 2(a)) Fig. 2(b))
WIDTH OF STRAND ¥a number 18 0.25 1.031 0.080 1.80
WIDTH OF MESH \ Y2 number 40 0.462 1.26 0.065 0.38
2 Y2 number 18 0.462 1.26 0.100 0.70
Y2 number 16 0.462 1.26 0.089 0.80
T Y2 number 13 0.462 1.26 0.111 1.40
a ¥2 number 16 0.850 2.12 0.110 0.55
¥a number 13 0.923 2.12 0.137 0.76
l ¥ number 9 0.923 2.12 0.157 1.71
1 number 16 1.05 2.562 0.106 0.41
1% number 16 1.33 3.20 0.127 0.38
1% number 13 1.33 3.20 0.130 0.57
b ! 1% number 9 1.33 3.20 0.165 1.14

\ LENGTH OF MESH A1lin.=25.4 mm; 11Ib=0.454 kg.
FIG. 2 Type Il, Expanded and Flattened B A tolerance of +10 % is permitted in dimensions, center to center.

€ A variation in weight per square foot of =5 % is permissible, based on the
) ) ) weight of a bundle.
TABLE 1 Carbon Steel Sizes, Strand Sizes, and Weight for Type

I, Class 1 Metal # . ) . .
TABLE 3 Stainless Steel Styles, Weights, Dimensions, and

Sheet Sizes for Type |, Class 3 Metal A

Size of Mesh
Dimensions Center to Center® Width Qf Weight Weight per Size of Mesh®
of Bonds Strand, in. per Style Strand, in.©
. Square Foot, - - K ’
Style (See Fig. Square Designation IbB Width, in. Length, in. (see Fig. 1 (c))
Designation 1(c)) Foot (See Fig. 1 (a)) (See Fig. 1 (b))
Uncoi‘edi ¥ No. 18 0.73 0.480 1.20 0.085
Ib ¥2 No. 16 0.91 0.480 1.20 0.085
Width, Length, ¥ No. 18 0.47 0.900 2.00 0.100
in. (See Fig. in. (See Fig. %a No. 16 0.60 0.900 2.00 0.100
1(a)) 1(b)) ¥4 No. 13 0.91 0.900 2.00 0.100
¥aNo. 9 2.05 0.900 2.00 0.150
;/z numlt))er 18 0.48 1.2 0.084-0.092 (0.70-0.77) 1% No. 16 0.43 1.33 3.00 0.115
3/4 number 13 0.92 2.0 0.090-0.100 0.80 1% No. 13 0.68 1.33 3.00 0.115
¥a number 10 0.92 2.0 0.136-0.150 1.20 1% No. 9 1.37 1.33 3.00 0.155
¥ number 9 0.92 2.0 0.136-0.150 1.80 -
1.33 5.33 0.259-0.269 3.00 “11b=0.454kg; 1in. = 25.4 mm.
3 pound grating 1.44 5.00 0.232-0.242 3.00 B A variation in weight per square foot of +5 % is permissible, based on the
4 pound grating 1.33 5.33 0.292-0.304 4.00 weight of any sheet or bundle.
1% number 13 1.33 3.0 0.100-0.116 0.60 € A tolerance of =10 % is permitted in dimensions.
1%2 number 10 1.33 3.0 0.130-0.142 0.79
1Y%> number 9 1.33 3.0 0.130-0.142 1.20 . . . L. .
1% number 6 1.33 3.0 0.195-0.210 250 opening shall be integral with adjoining openings by means of
4.27 pound 1412 4.0 0.292-0.304 4.217 unsheared bonds (see Fig. 1 and Fig. 2) of the original sheet.
grating
g'éﬁn%o“”d 2.00 6.00 0-305-0:317 3.14 6. Dimensions, Mass, and Permissible Variations
A1in. = 25.4 mm: 1 Ib = 0.454 kg. 6.1 Unless otherwise specified (see 4.1.6), Type | expanded
B A tolerance of +10 % is permitted in dimensions, center to center. metal shall be furnished in sheets 6 ft (1.8 m) wide by 8 ft (2.4

fA variation in weight per square foot of =5 % is permissible, based on the m) |0ng, and Type ”, flattened, expanded metal shall be
welght of any sheet or bundle. furnished in sheets 4 ft (1.2 m) wide by 8 ft (2.4 m) long.

6.2 Types | and Il expanded metal shall be furnished in
in thicknesses corresponding to Tables 1-4 as specified (seecordance with the weights and dimensions as specified in
4.1.5). Tables 1-4, respectively.

5.2.1 Unless otherwise specified (see 4.1.4), the steel shall 6.3 Tolerances for Type | sheets
be sheared so that each sheet will be expanded into uniform 6.3.1 Strand width shall not vary in excessz010 % of the
diamond-shaped openings, the longer diagonals of which shaflominal width.
be parallel to the rolling direction of the sheet. The strammds ( 6.3.2 Sheet width shall be not less tHarin. (6 mm) below
on Fig. 1 and Fig. 2) that form the sides of the openings shalbrdered width and shall not exce#glin./ft of sheet width (10
be straight and shall be rectangular in cross-section. Eaamm/m of sheet width). Documents
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