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Designation: F 1603 – 95

Standard Specification for
Kettles, Steam-Jacketed, 32 oz to 20 gal (1 to 75.7 L),
Tilting, Table Mounted, Direct Connected, Gas Fired and
Electric Fired 1

This standard is issued under the fixed designation F 1603; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This specification covers jacketed kettles that utilize
steam as a heat source for cooking food in commercial and
institutional food service establishments. This specification
does not cover equipment used by food processors who
normally package the food that they cook.

1.2 The values stated in inch-pound units are to be regarded
as the standard.

1.3 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:
A 167 Specification for Stainless and Heat-Resisting

Chrome-Nickel Steel Plate, Sheet, and Strip2

A 176 Specification for Stainless and Heat-Resisting Chro-
mium Steel Plate, Sheet, and Strip2

A 240/A 240M Specification for Heat-Resisting Chromium
and Chromium-Nickel Stainless Steel Plate, Sheet, and
Strip for Pressure Vessels2

A 285/A 285M Specification for Pressure Vessel Plates,
Carbon Steel, Low- and Intermediate Tensile Strength3

A 580/A 580M Specification for Stainless Steel Wire2

B 456 Specification for Electrodeposited Coatings of Cop-
per Plus Nickel Plus Chromium and Nickel Plus Chro-
mium4

F 760 Specification for Food Service Equipment Manuals5

F 1166 Practice for Human Engineering Design for Marine
Systems, Equipment and Facilities6

D 3951 Practice for Commercial Packaging7

2.2 ANSI Standards:8

ANSI/UL 197 Commercial Electric Cooking Appliances
ANSI Z83.15 Gas Food Service Equipment—Kettles,

Steam Cookers and Steam Generators
ANSI/NSF Std. 4 Commercial Cooking and Hot Food

Storage Equipment
ANSI 223.1 National Fuel Gas Code
ANSI/NFPA 70 National Electrical Code
ANSI Z1.4 Sampling Procedures and Tables for Inspection

by Attributes
2.3 ASME Standards:9

ASME Boiler and Pressure Vessel Code, Section IV Heating
Boilers

ASME Boiler and Pressure Vessel Code, Section VIII—
Division 1 Pressure Vessels

2.4 Military Standards:10

MIL-C-104 Crates: Wood, Lumber and Plywood Sheathed,
Nailed and Bolted

MIL-STD-167/1 Mechanical Vibration of Shipboard Equip-
ment (Type I—Environmental, and Type II—Internally
Excited)

MIL-STD-461 Electromagnetic Emission and Susceptibil-
ity Requirements for the Control of Electromagnetic
Interference

MIL-STD-462 Electromagnetic Interference Characteris-
tics, Measurement of

MIL-STD-1399/300 Interface Standard for Shipboard Sys-
tems, Section 300A Electric Power, Alternating Current

MIL-V-173 Varnish, Moisture and Fungus Resistant

3. Terminology

3.1 Definitions of Terms Specific to This Standard:
3.1.1 jacketed kettle—as used in this specification, a tilting,

deep sided vessel (steam jacketed) of 32 oz to 20 gal (1 to 75.7
L) capacity for cooking food in a liquid.

3.1.1.1 Discussion—These kettles can be mounted onto the
purchaser’s table or be specified already mounted on any of the

1 This specification is under the jurisdiction of ASTM Committee F-26 on Food
Service Equipment and is the direct responsibility of F26.02 on Cooking and
Warming Equipment.
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stands or bases described in 4.1.2.2-4.1.2.5. The energy in the
steam moving through the jacket is transferred to the liquid and
to the food by condensation of the steam on the vessel wall.

4. Classification

4.1 Jacketed kettles covered by this specification are classi-
fied by type, capacity, style and class.

4.1.1 Capacity:
4.1.1.1 32 oz (1 L) capacity.
4.1.1.2 80 oz (2.4 L) capacity.
4.1.1.3 21⁄2 to 3 gal (9.5 to 11.4 L) capacity.
4.1.1.4 5 to 6 gal (21 to 22.7 L) capacity.
4.1.1.5 10 to 12 gal (37.9 to 45.5 L) capacity.
4.1.1.6 20 gal (75.7 L) capacity.
4.1.2 Style:
4.1.2.1 Style 1—For table mounting on a counter.
4.1.2.2 Style 2—Table mounted on an open leg equipment

stand.
4.1.2.3 Style 3—Table mounted on an enclosed cabinet

stand.
4.1.2.4 Style 4—Table mounted on a 28 to 30-in. (711 to

762-mm) high enclosed cabinet base.
4.1.2.5 Style 5—Table mounted on a 28 to 30-in. (711 to

762-mm) high enclosed cabinet base with a Class D steam
source.

4.1.3 Class:
4.1.3.1 Class A—Directly connected to an external heat

source.
4.1.3.2 Class B—Self-contained, gas-fired steam generator.
4.1.3.3 Class C—Self-contained, electric steam generator.
4.1.3.4 Class D—Separate ASME Code, Section IV steam

generator.

5. Ordering Information

5.1 An order for a kettle(s) under this specification shall
specify:

5.1.1 ASTM specification number and date of issue.
5.1.2 Quantity to be furnished.
5.1.3 Type.
5.1.4 Style.
5.1.5 Class.
5.1.6 Assurance that gas fired unit(s) will be installed in

accordance with the installation instructions and the National
Fuel Gas Code ANSI Z223.1.

5.2 The following options should be reviewed and, if any
are desired, they should also be included in the order.

5.2.1 When a cover is required for a tilting type kettle.
5.2.2 When required, the maximum allowable width for

Style 2 through Style 5 (4.1.2.2-4.1.2.5).
5.2.3 When required, for Style 1 kettles, the desired pouring

height to the table top (7.2.2).
5.2.4 When two identical side by side kettles are desired in

Style 2, 3, 4 or 5 (4.1.2.2-4.1.2.5).
5.2.5 When a wire basket (7.1.7) is required.
5.2.6 When Federal/Military procurement(s) is involved,

refer to the supplement pages.
5.2.7 When Class B and C kettles are to be shipped from the

factory without the supply of water in the jacket (7.3.2 and
7.3.3).

5.2.8 If type 430 corrosion resistant steel is not desired for
the enclosed cabinet Styles 3 and 4 (4.1.2).

5.2.9 Type of gas, if applicable: natural, propane or other
(specify BTU per cubic foot).

5.2.10 Electrical power supply characteristics, if applicable:
voltage, frequency, phase, kW input, or amp load, as appli-
cable.

5.2.11 When other than manufacturer’s standard, commer-
cial, domestic packaging is required, specify packaging re-
quirements (14.1).

5.2.12 When special or supplement requirements such as
inspections, accessories, mounting patterns, utility connec-
tions, etc.

5.2.13 When specified, a certification to ensure that samples
representing each lot have been either tested or inspected as
directed and the requirements have been met. When specified,
a copy of the certification or test results, or both, shall be
furnished to the purchaser.

6. Materials

6.1 General—Steam jacketed kettles shall conform to the
following:

6.2 Kettle—The kettle vessel shall be constructed of Type
304, 304L, 316 or 316L corrosion resistant steel conforming to
Specifications A 167, A 176 or A 240.

6.3 Steam Jacket—Jacket shall be constructed of Type 304,
304L, 316 or 316L corrosion resistant steel conforming to
Specifications A 167 or A 240.

6.3.1 Class B Steam Jackets—Class B jackets shall be
fabricated from material conforming to Specification A 285
material and skirted with Type 302 or 304 corrosion resistant
steel conforming to Specifications A 167 or A 240.

6.4 Exterior of Style 3, 4 and 5 Kettle Stands and Bases—
Unless otherwise specified, material shall be Types 302, 304,
316 or 430 corrosion resistant steel conforming to Specification
A 240 or to Specifications A 167 or A 176, as applicable, and
thickness shall be 20 gage minimum [0.0375 in. (1 mm) U.S.
revised standard gage].

6.5 Kettle Mount/Support Base—All exterior surfaces shall
be chrome plated in accordance with Specification B 456 or
Type 304 or 316 corrosion resistant steel conforming to
Specifications A 167, A 176 or A 240, as applicable.

6.6 Controls Console of Class B and C Kettles—All ex-
posed surfaces of the console shall be Type 304, 316, or 430
corrosion resistant steel conforming to Specifications A 240,
A 167 or A 176 as applicable.

7. Design and Construction

7.1 General—Jacketed kettles shall conform to ANSI/UL
No. 197, ANSI Z83.15, ANSI/NSF Std. 4, ANSI Z223.1,
ANSI/NFPA 70, as applicable. Kettle shall be delivered as-
sembled, ready for connection to steam, water, electricity or
gas piping, as applicable. The kettles are to be equipped with a
suitable drain and exhaust steam termination, if applicable. The
height from the floor to the top rim of the kettle shall not
exceed 46 in. (1150 mm).

7.1.1 Jacketed Steam Chamber—The steam containing part
of the kettle shall be built to the following allowable working
pressure (WP):
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