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1. Scope

1.1 This guide covers recommended criteria for the selec-

tion of hardwire communication systems for use in permit-

required confined-space rescue operations.

1.2 This standard does not purport to address all of the

safety concerns, if any, associated with its use. It is the

responsibility of the user of this standard to establish appro-

priate safety, health, and environmental practices and deter-

mine the applicability of regulatory limitations prior to use.

1.3 This international standard was developed in accor-

dance with internationally recognized principles on standard-

ization established in the Decision on Principles for the

Development of International Standards, Guides and Recom-

mendations issued by the World Trade Organization Technical

Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:2

F1490 Terminology Relating to Search and Rescue (With-

drawn 2011)3

2.2 Federal Standards:

29 Code of Federal Regulations 1910.146 Permit Required

Confined Spaces4

29 Code of Federal Regulations 1910.7 Definition and Re-

quirements for a National Recognized Testing Laboratory4

2.3 National Code:

National Electrical Code (NEC)/NFPA 705

3. Terminology

3.1 Definitions of Terms Specific to This Standard:

3.1.1 confined space rescue—rescue operations within

spaces that meet the definition of “permit-required confined

space” in Fed. Std. 29 CFR 1910.146.

3.1.2 hardline communication system—any communication

system where all users are connected to the system by a

hardline or wire.

4. Significance and Use

4.1 Because of the many unique requirements of permit-

required confined-space rescue operations and the specific

construction and composition of some confined spaces, hard-

line communications systems may be the only type that will

meet the requirements for working within these spaces. Some

of these requirements are set forth in federal regulations and

some by safe operating procedures developed for working in

confined spaces by industry.

4.2 This guide is not meant to preclude the use of other

types of communication systems in confined-space rescue.

5. System Requirements

5.1 System Safety—The system must be safe for use in the

atmosphere, or potential atmosphere, within the space.
NOTE 1—See Annex A1.

5.2 The system must have continuous, hands-free voice

communications capability.
NOTE 2—See X1.1.

5.3 The system must be dedicated and private so operations

cannot be interfered with by outsiders not involved with the

rescue.

5.4 The system shall not affect the readings of other safety

equipment (that is, gas detectors).

5.5 Systems that are battery powered must have a low-

battery warning or a backup power source that provides a

minimum of 30 min before communications are lost.

5.6 The system must accommodate a minimum of three

users.
NOTE 3—See X1.2.
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5.7 The system should allow for communication between all

entrants as well as with the attendant.
NOTE 4—See X1.3.

5.8 The system must work in conjunction with the personal

protective equipment (PPE) necessary to work in the environ-

ment within the space.

NOTE 5—See X1.4.

5.9 The system must be impervious to the chemicals within

the space.

6. Keywords

6.1 confined space; hardline

ANNEX

(Mandatory Information)

A1. INHERENT SAFETY

A1.1 Equipment that requires electrical power to operate

may be a source of ignition in the presence of flammable gases

or vapors, combustible dusts, or ignitable fibers. Equipment

that must operate in potentially flammable atmospheres must

be unable to cause ignition (inherently safe) in those atmo-

spheres. They can be certified as intrinsically safe or explosion-

proof. Rescue teams that only work in known hazards, such as

on-site rescue teams, may use equipment approved for only

those hazards. Rescue teams that respond to unknown hazards,

such as fire departments and other off-site rescue teams, must

have equipment with the highest possible level of approval

available, that is, equipment approved for atmospheres that are

classified as: Class I Division 1 Groups A, B, C, D; Class II

Division 1 Groups E, F, G; and Class III Division 1.6 (See Note

A1.1.) Division 1 locations are more hazardous than Division

2, therefore the test protocols for Division 1 are more stringent.

As such, equipment certified for Division 1 is also approved for

Division 2. Hardline systems that only have limited approval,

when used only in atmospheres for which they are approved,

meet this guide. (See Note A1.2.) The NFPA does not certify

equipment. Testing and certification must be done by a

nationally recognized test laboratory (NRTL) that has been

accredited by OSHA in accordance with 29 CFR 1910.7. All

certified equipment must be clearly and permanently marked to

show the class, division, and group it is approved for use in and

the name or mark of the NRTL that granted the approval. It is

insufficient to be simply labeled intrinsically safe.

NOTE A1.1—See X1.5.

NOTE A1.2—See Appendix X2.

APPENDIXES

(Nonmandatory Information)

X1. RATIONALE

X1.1 Continuous hands-free communication allows the res-

cue team to communicate with each other and with the

attendant without stopping what they are doing to operate a

push-to-talk switch. More importantly, it allows the attendant

to monitor operations and entrant status inside the space.

Slurred speech, out-of-character responses, or irregular breath-

ing patterns can all be signs of exposure to gases, vapors, or

chemicals within the space. The attendant is required by federal

regulation to know the effects of exposure and be able to

recognize if the entry team exhibits them.

X1.2 The system must accommodate a minimum of three

users: the attendant, at least one person on the entry team, and

one person on the backup or standby team.

X1.3 Most rescues are safer if the entry team consists of at

least two members, and the system should expand to include all

members of both the entry and backup teams.

X1.4 The PPE used in confined-space rescue may include

breathing apparatus, protective clothing, and helmets or hard-

hats. Communication equipment must work in or under this

equipment. Breathing apparatus may incorporate a microphone

to overcome the problem of transmitting voice communication

through the speaking diaphragm, or the communication system

may have a throat microphone which eliminates the need for a

speaking diaphragm. Headphones that don’t fit well under

helmets may be replaced with earpieces or other listening

devices that fit under the helmet. Earpieces that may fall out of

the ear and are hard to replace under protective hoods while

wearing gloves may be replaced by small speakers held near

the ear with a harness or attached to the breathing apparatus.

X1.5 Atmospheric hazards in confined spaces are the cause

of a vast majority of confined-space incidents. Flammable or

explosive atmospheres are just one type of hazardous atmo-

sphere. The level of inherent safety approval of any electrically

6 Classifications for hazardous locations are in the National Electrical Code

(NEC).
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