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QHW Designation: F 1789 — 01

Standard Terminology for

F-16 Mechanical Fasteners 1

This standard is issued under the fixed designation F 1789; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilone} indicates an editorial change since the last revision or reapproval.

1. Scope minimum quantity for any of the following elements is
definitions for terminology used for mechanical fasteners. of constructional alloy steels: chromium, molybdenum,
1.2 Terms in this terminology are organized alphabetically. Nickel, or any other alloying element added to obtain a

In Appendix X1 they are listed under fastener characteristic. desired alloying effect. _ _
1.3 Additional definitions are shown in ANSI/ASME alter—to change fastener properties such as hardness, tensile

B18.12; IFI Glossary of Terms, IFI-139 and IFI-140; and SAE  Strength, surface finish, length, or other characteristics of the

J412. fastener through such processes as heat treatment, plating,

and machining.

2. Referenced Documents anchor bolt—a steel rod or bar, one end of which is intended
2.1 ASTM Standards: to be cast in concrete while the opposite end is threaded and
A 370 Test Methods and Definitions for Mechanical Testing Projects from the concrete for anchoring other material to the

of Steel Produck concrete. The end cast in concrete may be either straight or
A 563 Specification for Carbon and Alloy Steel Niits provided with an anchor, such as a bent hook, forged head,
E 456 Terminology Relating to Quality and Statisfics or a tapped or welded attachment to resist forces imposed on
2.2 ANSI/ASME Standard: the anchor bolt as required.
B18.12 Glossary of Terms for Mechanical Fastehers annealing—a general term applied to a variety of thermal
2.3 |Fl Standards: treatments applied to fasteners for the purpose of softening
Glossary of Terms Relating to Aerospace Fasténers or homogenizing material properties. The specific types of
IFI-139 Quality Assurance Requirements for Fastener Test- annealing are: N

ing Laboratorie® full annealing—heating steel above the upper critical transfor-
IFI-140 Carbon and Alloy Steel Wire, Rods, and Bars for Mmation temperature, holding it there long enough to fully

Mechanical Fastendrs transform the steel to austenite, and then cooling it at a
2.4 SAE Standard: controlled rate, in a furnace, to below a specified tempera-
SAE J412 General Characteristics and Heat Treatments of ture. A full anneal refines grain structure and provides a

Steel relatively soft, ductile material that is free of internal

stresses.
3. Mechanical Fastener Definitions intercritical annealing/isothermal annealirgheating a steel

above the lower critical transformation temperature, but
below the upper-critical transformation temperature, to dis-
solve all the iron carbides, but not transform all the ferrite to
austenite. Cooling slowly from this temperature, through the
lower critical temperature, produces a structure of ferrite and
pearlite that is free of internal stresses. iltercritical

- . _ o . annealing the steel continues to cool slowly in the furnace,

This terminology is under the jurisdiction of ASTM Committee F16 on S|m|IarIy to full annea“ng_ Irisothermal annealln,gcoollng

Fasteners and is the direct responsibility of Subcommittee F16.94 on Terminology. . di bel he | itical . |
Current edition approved Jan. 10, 2001. Published March 2001. Originally 'S Stopped Just below the lower critical, assuring complete

alloy groups—an alloy group includes alloys considered to be
chemically equivalent for general purpose use in specifying
stainless steel bolts, hex cap screws, studs and nuts.

alloy steel—steel is considered to be alloy when the maximum
range given for manganese exceeds 1.65 % or a definite

published as F 1789-97. Last previous edition F 1789-00a. transformation to ferrite and coarse pearlite, and eliminating
zAnnua: BOOE 0; ASTM Stangafgﬁ: 01.01. the potential for bainite formation. The coarse pearlite
Annual Book of ASTM Standardéol 01.08. structure greatly improves machinability of medium carbon

4 Annual Book of ASTM Standardgol 14.02.
5 Available from American National Standards Institute, 11 W. 42nd St., 13th steells.. o o ) )
Floor, New York, NY 10036. normalizing—a variation of full annealing in which steel is

6 Available from Industrial Fasteners Institute, 1717 E. 9th Street, Suite 1105, heated above the upper critical temperature and is then air

Cleveland, OH 44114. led i . ther th . f N lizi l
7 Available from Society of Automotive Engineers, 400 Commonwelath Drive, cooled In air, rather than In a furnace. Normalizing relieves

Warrendale PA 15096. the internal stresses caused by previous working, and while
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it produces sufficient softness and ductility for many pur- cross-section throughout its length. Carbon and alloy steel
poses, it leaves the steel harder and with a higher tensile bars are produced from hot rolled or cast billets, or from
strength than full annealing. To remove cooling stresses, blooms rolled single strand into coils.
normalizing if often followed by tempering. barrel-plating process—a fastener coating process which
process annealing-sometimes called subcritical annealing or employs a containment vessel called a barrel which is
stress relieving, performed at temperatures just below the designed to move a given lot of fasteners together through
lower critical temperature. Process annealing neither refines each of the process steps, allowing ready ingress and egress
grains nor redissolves cementite, but does improve the of processing solutions and rinses. As the barrel moves
ductility and decreases residual stress in work-hardened through the process steps it is rotated causing the fasteners to
steel. cascade over one another and in the electrocleaning and
solution annealing-heating an austenitic stainless steel to a electroplating steps an electric current is applied.
temperature that puts the carbides into solution. The steel isatch average thickness-the calculated average thickness of
held at this temperature long enough to achieve grain a coating if it were uniformly distributed on the surfaces of
growth. It is then quenched in a medium for fast cooling, the items.
which prevents most of the carbides from reprecipitatingbend test—various tests in which a fastener is bent through its
The process achieves optimum creep strength. axis or on a round mandrel to determine the toughness and
spheroidize annealing-a type of subcritical annealing used to  ductility of the fastener.
soften steel and improve machinability. Heat treating finebendable bolts—bolts furnished with an altered section at
pearlite for a long time just below the lower critical some location at which the bolt will bend.
temperature of the steel, followed by a very slow cooling,bolt—a headed and externally threaded fastener designed to be
produces a spheroidal or gobular form of the pearlite. assembled with a nut.
stabilization annealing-heating an austenitic stainless steelbolt load - elongation behavior— when tensile loaded, a bolt
used in severe aqueous corrosion environments by first will elongate elastically until stressed beyond its propor-
solution annealing and then reheating to about 1600°F, and tional limit where it will behave plastically.
holding at that temperature. The treatment causes graibreak loose torque—torque applied in a removal direction
boundary precipitation of carbides, but also the hold time necessary to start the fastener in motion from its fully
permits the chromium remaining in the austenite solution to preloaded installed position.
redistribute within the grains, restoring corrosion resistancebreakaway torque—torque necessary to start a fastener in

even adjacent to the grain boundaries. motion after the axial load of the mating components has
applicable standards—those having the capability of being  been reduced to zero.
applied in some fashion to the host standard. burst—an open break in the metal during forging located on

assembly lot—an assembly lot may consist of a combination the flats or corners of bolt and screw heads, or at the
of different products. As long as the products that make up periphery of a flanged or circular headed bolt or screw, or on
the assembly are in accordance witht, the quantity of the flats or corners of the nut.
assemblies determine the sample size. Example: ten asseoarbide precipitation “sensitization”—a condition which
blies consisting of a bolt, nut, and a washer would have a lot affects some austenitic stainless steels which have been
size of ten if the bolts, nuts, and washers meet the criteria of subjected to temperatures in the critical range, typically 800°
lot. However, if any of the components in the assembly are to 1400°F. Complex chromium carbides precipitate and
not in accordance witlot then the ten assemblies will have  reside primarily at the grain boundaries, causing deteriora-
to be separated into lots that meet all the requiremenitst.of tion of its corrosion resistance by depleting its adjacent areas
austenitic stainless alloys—steel alloys that contain a mini-  of chromium.
mum of 15 % chromium and from a residual to 20 % nickel.carbon steel—steel for which no minimum content is specified
Some alloys may contain as much as 18 % manganese. Theor required for chromium, molybdenum, nickel, or any other
metal is predominantly face centered cubic in structure and element added to obtain a desired alloying effect; or steel for
hardenable only by cold working. Essentially nonmagnetic which maximum content specified for manganese does not
in its wire form, it may become slightly magnetic from cold exceed 1.65 %. When specified, boron may be added to
working. Austenitic stainless steels can be grouped into three killed carbon steel with a maximum allowable of 0.003 %.
categories: 300 series alloy, Cr-Ni-Mn alloys, and Cr-Ni- certificate of compliance—a document or electronic record,
Mo-Ti. signed by an authorized party, affirming that the supplier of
average coating thickness-determined as either the value the fastener and/or related service has met the requirements
obtained by analytical methods or the mean value of a of the relevant specifications, contract, or regulation.
specified number of local thickness measurements that aertificate of conformance—a document or electronic record
evenly distributed over the significant surface. affirming that the fastener has met the requirements of the
baking duration—the time measured from when the plated relevant specifications, contract, or regulation.
product reaches a specified temperature in the baking fucertification—the procedure and action by a duly authorized
nace or oven until it is removed. body of determining, verifying, and attesting in writing to
bar—a solid rolled or forged section that is long in relationship  the qualifications of personnel, processes, procedures, or
to its cross-sectional dimensions with a relatively constant items in accordance with applicable 5(3i(r§ments.
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certified quality assurance system-a system so designated  solidification of steel.
officially by a recognized accrediting body as having met alldestructive test—a test to determine the properties of a
of the criteria within a national or an international third party material or the behavior of an item which results in the
quality system standard. destruction of the sample or item.
check analysis—(SeeProduct Analysis detection process—a past-oriented strategy of quality control
clamp load—sometimes called preload or initial load. It is a that attempts to identify the nonconforming product after it
tension on a bolt or screw, which results in equal and has been produced, and then to separate it from the conform-
opposite forces which exist at the interface between two ing product.
members generated through the cumulative effect of tightdetection syster—a system which relies on final inspection as
ening one or more fasteners. the primary means of controlling the quality of finished
cold forming—the process of forming material below the fasteners.
recrystallization tempertaure by forcing or pressing metaluctility of externally threaded fasteners—the ability of a

into various dies. fastener to deform before it fractures. Machined test speci-
commingling—mixing of fasteners from different lots that are  mens made from a fastener allow the measurement of
of the same grade and size in the same container. elongation and reduction of area which are criteria used to

common cause—common cause variation affects all the indi- evaluate the specimen. However, since yielding and fracture
vidual values of the process output being studied. In control normally occur in the screw threads, these are impractical for
chart analysis, it appears as part of the random process the actual fastener. Hardness and the wedge tensile test are
variation. ductility indicators for the actual fastener. The lower the
compressible-washer-type direct tension indicatera direct ratio of its specified minimum yield strength to its specified
tension indicator having the capability of indicating the minimum tensile strength, the greater the fastener ductility.
achievement of a required minimum bolt tension by theeffective case depth-the perpendicular distance from the
degree of its plastic deformation. surface of a hardened case to the furthest point where a
compression load—a load which tends to compress or shorten  specified level of hardness is maintained.
the member. The value for compressive strength may deperelongation—the increase in length of the gage length ex-
upon the degree of distortion. pressed as a percentage of the original gage length.
consensus standare-a widely available standard developed endurance limit—the maximum stress below which a bolt or
by ASTM, ASME, SAE, ISO, or any other standards-setting screw can presumably endure an infinte number of strees
organization which has under its structure those parties cycles.
which include users, producers, and other interested persorsxtensometer—a device for sensing the elongation of fastener
control limit —limits on a control chart which are used as material while it is subjected to tensile stress, for the purpose
criteria for signaling the need for action, or for judging of measuring linear deformation under controlled test con-
whether a set of data does or does not indicate a state of ditions.
statistical control. E 456 eye bolt—a bolt having a head which is a closed or open ring
control plan—a written description of a system for controlling  which as a threaded shank and has a defined breaking
fasteners and the processes used in their manufacture. Threestrength, proof load, and tensile strength.
distinct phases are used in a control plan, including protofastener electroplating—the electro deposition by electrolysis
type, pre-launch, and production. of an adherent metallic coating upon a fastener serving as an
crack—a crystalline fracture passing through or along the electrode. This coating may function as protective, decora-
grain boundaries which is normally caused by overstressing tive, or in a defined engineering function such as wearability
the metal during manufacturing, such as forging, forming, or or abrasive resistance.
heat treating. fastener quality—the conformance of a fastener to its speci-
cut thread—produced by removing material from the surface fication for dimensions, mechanical properties, performance
with a form cutting tool. requirements, and other requirements of a specification.
decarburization—a loss of carbon from the surface layer of fastener specificatior—a precise statement of a set of require-
the fastener, normally associated with heat treatment. ments to be satisfied by a fastener, its material, or its
defect—a departure of a quality characteristic from its in- processing. It also indicates the procedure used to determine
tended level or state (or the sum of departures of different whether the requirements given are satisfied.
quality characteristics) that occurs with a severity sufficientfastener standard—a document which details the attributes of
to cause a fastener not to satisfy intended normal, or a finished fastener and includes such characteristics as

reasonably foreseeable, usage requirements. Thediefieot geometry, material or chemistry, heat treatment, finish, lot
is appropriate for use when a quality characteristic is size, and packaging.
evaluated in terms of its usage. fastener tensile stress area-an assumed cross sectional area

deoxidation—a process of reducing the oxygen content from of a threaded fastener through the thread, which is used
steel during the process of steel making, either by adding when computing the load a fastener can support in tension.
strong oxide forming elements, such as silicon or aluminumfastener testing—the determination or verification that the
or by the process of vacuum degassing to such a level that no fastener meets its specification requirements.
oxidation of carbon or other elements takes place durindatigue limit—(SeeEndurance Limit
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