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Designation: F 2623 – 07 An American National Standard

Standard Specification for
Polyethylene of Raised Temperature (PE-RT) SDR 9 Tubing1

This standard is issued under the fixed designation F 2623; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This specification establishes requirements for polyeth-
ylene of raised temperature (PE-RT) SDR 9 tubing that is
outside diameter controlled, and pressure rated for water at
73°F (23°C), 140°F (60°C) and 180°F (82.2°C). Included are
requirements for material, workmanship, dimensions and tol-
erances, product tests, and markings for PE-RT tubing.

1.2 The text of this specification references notes, footnotes,
and appendixes which provide explanatory material. These
notes and footnotes (excluding those in tables and figures) shall
not be considered as requirements of the specification.

1.3 The values stated in inch-pound units are to be regarded
as the standard. The values given in parentheses are for
information only.

1.4 The tubing produced under this specification shall be
permitted for use in general fluid transport, including hydronics
and irrigations systems.

1.5 The following safety hazards caveat pertains only to the
test methods portion, Section 7, of this specification. This
standard does not purport to address all of the safety concerns,
if any, associated with its use. It is the responsibility of the user
of this standard to establish appropriate safety and health
practices and determine the applicability of regulatory limita-
tions prior to use.

2. Referenced Documents

2.1 ASTM Standards: 2

D 618 Practice for Conditioning Plastics for Testing
D 1598 Test Method for Time-to-Failure of Plastic Pipe

Under Constant Internal Pressure
D 1599 Test Method for Resistance to Short-Time Hydrau-

lic Pressure of Plastic Pipe, Tubing, and Fittings
D 1600 Terminology for Abbreviated Terms Relating to

Plastics
D 2122 Test Method for Determining Dimensions of Ther-

moplastic Pipe and Fittings

D 2837 Test Method for Obtaining Hydrostatic Design
Basis for Thermoplastic Pipe Materials or Pressure Design
Basis for Thermoplastic Pipe Products

D 3350 Specification for Polyethylene Plastics Pipe and
Fittings Materials

D 3895 Test Method for Oxidative-Induction Time of Poly-
olefins by Differential Scanning Calorimetry

F 412 Terminology Relating to Plastic Piping Systems
2.2 ANSI Standard:
B36.10 Standards Dimensions of Steel Pipe (NTS)3

2.3 Federal Standard:
FED-STD-123 Marking for Shipment (Civil Agencies)4

2.4 Military Standard:
MIL-STD-129 Marking for Shipment and Storage4

2.5 PPI Standard:
PPI TR-4 PPI Listing of Hydrostatic Design Basis (HDB),

Strength Design Basis (SDB), Pressure Design Basis
(PDB) and Minimum Required Strength (MRS) Ratings
for Thermoplastic Piping Materials or Pipe5

3. Terminology

3.1 Definitions—Definitions are in accordance with Termi-
nology F 412, and abbreviations are in accordance with Ter-
minology D 1600, unless otherwise specified. The abbreviation
for polyethylene of raised temperature is PE-RT. Plastic tubing
denotes a particular diameter schedule of plastic pipe in which
outside diameter of the tubing is equal to the nominal size plus
1⁄8 in. Plastic pipe outside diameter schedule conforms to ANSI
B36.10.

3.2 Definitions of Terms Specific to This Standard:
3.2.1 hydrostatic design stress (HDS)—the estimated maxi-

mum tensile stress the material is capable of withstanding
continuously with a high degree of certainty that failure of the
tube will not occur. This stress is circumferential when internal
hydrostatic water pressure is applied.

3.2.2 pressure rating (PR)—the estimated maximum water
pressure the tube is capable of withstanding continuously with
a high degree of certainty that failure of the tube will not occur.
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3.2.3 relation between dimensions, hydrostatic design
stress, and pressure rating—the following expression, com-
monly known as the ISO equation,6 is used in this specification
to relate dimensions, hydrostatic design stress, and pressure
rating:

2S/P 5 ~DO/t! – 1 (1)

or

2S/P 5 R – 1

where:
S = hydrostatic design stress, psi (or MPa),
P = pressure rating, psi (or MPa),
DO = average outside diameter, in. (or mm),
T = minimum wall thickness, in. (or mm), and
R = standard dimension ratio, SDR.

3.2.4 standard dimension ratio (SDR)—the ratio of outside
diameter to wall thickness. For PE-RT-tubing, it is calculated
by dividing the average outside diameter of the tubing in inches
or in millimeters by the minimum wall thickness in inches or
millimeters. If the wall thickness calculated by this formula is
less than 0.070 in. (1.78 mm) it shall be arbitrarily increased to
0.070 in. except for sizes 1⁄8 in. and smaller. The SDR values
shall be rounded to the nearest 0.5.

3.2.5 standard thermoplastic material designated code—the
pipe material designation code shall consist of the abbreviation
for the type of plastic (PE) followed by Arabic numerals which
describe the short term properties in accordance with Specifi-
cation D 3350, the hydrostatic design stress for water at 73.4°F
(23°C) in units of 100 psi with any decimal figures dropped.
Where the hydrostatic design stress code contains less than two
figures, a zero is used before the number.

4. Tubing Classification

4.1 General—This specification covers one PE-RT tubing
material in one standard dimension ratio, 9.0, and having
pressure ratings for water at 73°F and 180°F and optionally at
140°F. The pressure ratings decrease as the temperature is
increased.

4.2 Standard Thermoplastic Pipe Dimension Ratio (SDR)—
This specification covers PE-RT tubing in one standard dimen-
sion ratio (SDR 9) and nominal tubing sizes (NTS) from 1⁄8 in.
through 6 in. with a maximum continuous use temperature that
shall be 180°F (82.2°C). The pressure ratings are uniform for
all nominal tubing sizes.

5. Materials

5.1 General—The plastic used to make tubing shall be
virgin plastic or reworked plastic, as specified in 5.3, and shall
have Plastics Pipe Institute (PPI) long-term hydrostatic design
stress and pressure ratings at 73°F and 180°F. The ratings at
140°F are an optional standard.

5.2 Barrier Layers—PE-RT tubing may incorporate an
optional interior wall, mid wall or outer wall layer or a
combination of such layers of non-PE-RT material for the
express purpose of providing gas barrier properties to the pipe.
The tubing shall meet the minimum wall thickness require-

ments of this standard without using the barrier layer thickness
in the determinations. PE-RT tubing with a barrier layer within
the wall of the tubing (neither exterior layer nor interior layer)
shall demonstrate a hydrostatic design stress (HDS) rating
equivalent to that of PE-RT tubing without a barrier layer. This
determination shall be made in accordance with policies no less
restrictive than those of the PPI HSB and meet the require-
ments of this standard.

5.3 Rework Material—Clean rework material of the same
commercial designation, generated from the manufacturer’s
own tubing production shall not be used unless the tubing
produced meet all the requirements of this specification.

5.4 Classification—Polyethylene materials suitable for use
in the manufacture of tubing under this specification shall be
classified in accordance with Specification D 3350 and as
shown in Table 1. The material shall have minimum HDS and
pressure ratings as per Table 2. The ratings at 140°F are
optional.

5.5 Tubing Material Designation—The tubing meeting the
requirements of this specification shall be designated PE-RT.

6. Requirements

6.1 Workmanship—The tubing shall be homogeneous
throughout and free of visible cracks, holes, foreign inclusions,
or other defects. The tubing shall be as uniform as commer-
cially practicable in color, opacity, density, and other physical
properties.

6.2 Dimensions and Tolerances:
6.2.1 Outside Diameters of Tubing—The outside diameters

and tolerances shall be as shown in Table 3, when measured in
accordance with 7.4 and 7.4.1.

6.2.2 Wall Thickness of Tubing—The wall thickness and
tolerances shall be as shown in Table 4, when measured in
accordance with 7.4 and 7.4.2.

6.3 Sustained Pressure—The tubing shall not fail, balloon,
burst, or weep as defined in Test Method D 1598, at the test
pressures given in Table 5 when tested in accordance with 7.5.

6.4 Burst Pressure—The minimum burst pressure for
PE-RT plastic tubing shall be as given in Table 6, when
determined in accordance with 7.6.

6.5 Oxidative Resistance—PE-RT tubing shall have a mini-
mum extrapolated time-to-failure of 50 years when tested and
evaluated in accordance with 7.7.

6.6 Bent Tube—PE-RT tubing, up to and including 1 in.
nominal diameter, can be installed bent by the technique
described in Appendix X3 provided the following requirements
are met. Bent tubing, with a radius of 6 times the outside
diameter and consisting of a continuous bend length inducing
not less than 90° angle, shall meet the 180°F (82.2°C)
minimum hydrostatic sustained pressure strength requirements

6 ISO 161-1.

TABLE 1 Required D 3350 Cell Classifications for PE-RT

Physical Properties:
Density 2, 3, or 4
Melt index 2, 3, 4, or 5
Flexural modulus 3 or 4
Tensile strength 2 or 3
Slow crack growth resistance 7
Hydrostatic design basis 3 or 4
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