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Standard Specification for
Externally Loaded Strength Training Equipment, Strength
Training Benches and External Weight Storage Equipment’

This standard is issued under the fixed designation F3105; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (¢) indicates an editorial change since the last revision or reapproval.

INTRODUCTION

The goal of this specification is to promote proper design and manufacturing practices for externally
loaded strength training equipment, strength training benches and external weight storage equipment.
Through these specifications, this specification aims to assist designers and manufactures in reducing
the possibility of injury when these products are used in accordance with the operational instructions.
The equipment user must recognize, however, that a standard alone will not necessarily prevent
injuries. Like other physical activities, exercise involving externally loaded strength training
equipment, strength training benches and external weight storage equipment involves the risk of
injury, particularly if the equipment is used improperly or not properly maintained. In addition, users
with physical limitations should seek medical advice and instruction from the fitness facility prior to
using this equipment. Certain physical conditions or limitations may preclude some persons from
using this equipment properly and without increasing the risk of serious injury.

1. Scope priate safety and health practices and determine the applica-

1.1 This specification establishes parameters for the design bility of regulatory limitations prior to use.

and manufacture of externally loaded strength training
equipment, strength training benches and external weight
storage equipment as defined in 3.1.

2. Referenced Documents

2.1 ASTM Standards:*

F1749 Specification for Fitness Equipment and Fitness Fa-
cility Safety Signage and Labels

F2216 Specification for Selectorized Strength Equipment

F2276 Specification for Fitness Equipment

F2277 Test Methods for Evaluating Design and Performance
Characteristics of Selectorized Strength Equipment

F2571 Test Methods for Evaluating Design and Performance
Characteristics of Fitness Equipment

F3104 Test Methods for Evaluating Design and Performance
Characteristics of Externally Loaded Strength Training
Equipment, Strength Training Benches and External
Weight Storage Equipment

1.2 It is intended that these fitness products be used in an
indoor setting or environment.

1.3 It is the intent of this standard to specify fitness products
for use only by an individual age 13 and older.

1.4 This standard is to be used in conjunction with Speci-
fication F2276, Test Methods F2571, and Test Methods F3104.

1.5 This standard takes precedence over Specification
F2276 and Test Methods F2571 in areas that are specific to
Externally Loaded Strength Training Equipment, Strength
Training Benches and External Weight Storage Equipment.

1.6 The values stated in SI units are to be regarded as
standard. The values in parentheses are for information only.

1.7 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-

! This specification is under the jurisdiction of ASTM Committee FO8 on Sports
Equipment, Playing Surfaces, and Facilities and is the direct responsibility of
Subcommittee FO8.30 on Fitness Products.

Current edition approved Sept. 1, 2014. Published February 2015. DOI:
10.1520/F3105-14.
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2.2 Federal Standard:*

Department of Justice (DOJ) 2010 Standard for Accessible
Design, United States Department of Justice, Title 11 (28
CFR 35) and Title IIT (28 CFR 36)

2 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service @astm.org. For Annual Book of ASTM
Standards volume information, refer to the standard’s Document Summary page on
the ASTM website.

3 Available from U.S. Government Printing Office Superintendent of Documents,
732 N. Capitol St., NW, Mail Stop: SDE, Washington, DC 20401, http://
WWW.ACCess.gPo.gov.
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3. Terminology

3.1 Definitions—The terms listed below are unique to this
specification. For terms not defined below, refer to Specifica-
tion F2276.

3.1.1 barbell, n—a long bar shaped device, usually made of
steel or aluminum used for holding weight discs to perform
certain exercises. Used in conjunction with certain benches and
racks.

3.1.2 break, v—shall not separate from the structure or fail
to support the load for the intended function.

3.1.3 catch, n—rest or holder for an barbell, Smith press, or
sled leg press carriage from which the user begins the exercise
lift and returns the bar or sled to at the completion of the
exercise.

3.1.4 dumbbell, n—a device of fixed mass designed to be
gripped with one hand. Selectively variable dumbbells where
the amount of resistance is selected by the user are included in
this definition.

3.1.5 externally loaded strength training equipment,
n—strength training equipment that relies on user applied
weight discs on the movement arm for as primary means of
resistance.

3.1.6 external weight storage equipment, n—any piece of
equipment whose sole function is to store external weights
such as weight discs or dumbbells while not in use on
externally loaded strength equipment or other means of
strength training.

3.1.7 maximum storage load, n—maximum load that can be
applied to weight post and/or external weight storage equip-
ment as set forth by the manufacturer.

3.1.8 maximum specified training load, n—maximum work-
ing load as set forth by the manufacture. This load does not
include the user weight.

3.1.9 movement arm, n—a component of certain strength
training devices that allows for a controlled and directed
motion of a resistance means for a specific exercise.

3.1.10 olympic, adj—a system of external training resistance
that allows higher levels of resistance than standard weight
discs and describing barbell combinations. One feature is the
use of a large bore diameter [approximately 50 mm (1.98 in.)]
for the interface between weight discs and barbells.

3.1.11 rack, n—a structure often described as a cage or squat
rack that will support an Olympic bar on catch assemblies or
hooks allowing the user to perform multiple freestyle exercises
such as Olympic lifts, squats and similar exercises. The catch
assemblies or structures may be vertical or positioned along an
upward sloping frame structure typically 45° or greater.

3.1.12 Smith press, n—a substantially vertical frame struc-
ture with a constrained bar for loading Olympic weight plates
onto that travels along linear shafts with indexing engagement
means that allow the bar to be started and stopped at multiple
positions along the range of travel.

3.1.13 strength training benches, n—a piece of equipment
used to support the body of a user and/or the training load
during certain strength training exercises. A strength training
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bench does not have integral features to increase training
resistance but may have integral features for external weight
storage.

3.1.14 training load, n—the amount of weight plates added
to the machine or bar to provide training resistance to the user.

3.1.15 training resistance, n—the force exerted by the user
to move lifting arm which may or may not be the same as the
training load.

3.1.16 weight disc, n—a means for a given mass, usually of
steel or iron, for externally loaded equipment. Contains a bore
in the center of the disc for attachment to weight post.

3.1.17 weight post, n—a structure protruding from the frame
of externally loaded strength equipment for the purpose of
holding weight discs either for a resistance means or for
storage.

4. Equipment Types

4.1 Externally Loaded Strength Training Equipment, work
arm actuated (Type 1)—The external load is attached directly
or indirectly to a movement arm that is displaced intentionally
by the user, as shown in Fig. 1.

FIG. 1 Type 1 Work Arm AD@@UMents
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4.2 Externally Loaded Strength Training Equipment, linear
slide actuated (Type 2)—The external load is placed on a
weight post affixed to a carriage that’s motion is limited via a
linear slide.

4.2.1 Type 2a—A machine that has an angle, from
horizontal, greater than 45°. This type includes the Smith
Machine as shown in Fig. 2.

4.2.2 Type 2b—A machine that has an angle, from
horizontal, of 45° or less. This type includes the sled style leg
press as shown in Fig. 3.

4.3 Strength Training Benches, designed for use with a
barbell (Type 3)—Any bench that has integral hooks or catches
for a standard or Olympic style barbell. This classification also
encompasses stand alone barbell supports. See Fig. 4.

4.4 Strength Training Benches, designed for independent
use or for use with optional equipment (Type 4)—Any bench
that is not included in the definition of a Type 3. Benches that
are movable, for use in Smith or rack style devices are included
in this type. This type also contains specialty equipment such
as body weight style equipment. See Fig. 5.

4.5 External Weight Storage Equipment, any device with the
sole purpose to store external weights (Type 5)—These devices
only store weight, and are not used directly for fitness
exercises. This type includes weight trees and dumbbell racks.
See Fig. 6.

FIG. 4 Type 3 Strength Training Bench With Barbell Support

4.6 Multi Function Systems, a machine whose function
incorporates more than one station or operation intended for
separate exercises (Type 6)—This equipment may contain
FIG. 2 Type 2a Linear Slide Greater Than 45° functionality of equipment Types 1-4. H)IDGNAIGNESH

Document Sharing Hub

Full document details: ASTM F3105-14


http://www.avadocuments.com/doc/astm-f3105-14
http://www.avadocuments.com/doc/astm-f3105-14

