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INTERNATIONAL
Standard Specification for
Metric Outside Diameter Polyethylene (PE) Plastic Pipe (DR-
PN)’
This standard is issued under the fixed designation F3123; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (¢) indicates an editorial change since the last revision or reapproval.

1. Scope*

1.1 This specification covers metric outside diameter poly-
ethylene (PE) pipe made from polyethylene compound that
qualifies for MRS, HDB and HDS ratings and for PE100 and
PE4710 designations. Included are requirements for polyeth-
ylene compound, workmanship, dimensions, short-term stress
and ductility, long-term stress, marking, quality assurance and
verification of joining.

1.1.1 Polyethylene pipe in accordance with Table 1 is
intended to be compatible with nominal diameters in accor-
dance with ISO 161-1, Specification F714 and other pipe sizing
conventions, nominal pressures in accordance with ISO 161-1
and wall thickness in accordance with ISO 4065.

1.1.2 Polyethylene pipe in accordance with Table 2 is
intended to be outside diameter compatible with steel pipe
NPS/IPS nominal outside diameter pipe in accordance with
specifications such as Specification D3035, Specification F714,
or AWWA C906.

1.1.3 Polyethylene pipe in accordance with Table 3 is
intended to be outside diameter compatible with cast iron/
ductile iron, DIPS/DIOD outside diameter pipe in accordance
with specifications such as Specification F714, or AWWA
C906.

1.2 Pipes produced under this specification are intended for
the pressure or non-pressure conveyance of liquid or gaseous
media. Pipes produced under this specification are not intended
as enclosures for electrical or communications components.
See Appendix X1.

1.3 The values stated in SI units are to be regarded as
standard. No other units of measurement are included in this
standard.

1.4 The following safety hazards caveat pertains only to the
test methods portion, Section 7, of this specification: This
standard does not purport to address all of the safety concerns,
if any, associated with its use. It is the responsibility of the user

! This specification is under the jurisdiction of ASTM Committee F17 on Plastic
Piping Systems and is the direct responsibility of Subcommittee F17.26 on Olefin
Based Pipe.

Current edition approved Feb. 1, 2022. Published February 2022. Originally
approved in 2015. Last previous edition approved in 2018 as F3123-18a. DOI:
10.1520/F3123-22

of this standard to establish appropriate safety, health, and
environmental practices and determine the applicability of
regulatory limitations prior to use.

1.5 The ANS label on this international standard certifies the
development of this international standard in accordance with
requirements for openness, balance, consensus and due process
in accordance with ANSI Essential Requirements: Due Process
Requirements for American National Standards and denotes in
addition that this international standard is an American Na-
tional Standard.

1.6 This international standard was developed in accor-
dance with internationally recognized principles on standard-
ization established in the Decision on Principles for the
Development of International Standards, Guides and Recom-
mendations issued by the World Trade Organization Technical
Barriers to Trade (TBT) Commiittee.

2. Referenced Documents

2.1 ASTM Standards:*

D618 Practice for Conditioning Plastics for Testing

D638 Test Method for Tensile Properties of Plastics

D746 Test Method for Brittleness Temperature of Plastics
and Elastomers by Impact

D792 Test Methods for Density and Specific Gravity (Rela-
tive Density) of Plastics by Displacement

D1238 Test Method for Melt Flow Rates of Thermoplastics
by Extrusion Plastometer

D1435 Practice for Outdoor Weathering of Plastics

D1505 Test Method for Density of Plastics by the Density-
Gradient Technique

D1598 Test Method for Time-to-Failure of Plastic Pipe
Under Constant Internal Pressure

D1599 Test Method for Resistance to Short-Time Hydraulic
Pressure of Plastic Pipe, Tubing, and Fittings

D1600 Terminology for Abbreviated Terms Relating to Plas-
tics

D1603 Test Method for Carbon Black Content in Olefin
Plastics

2 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service @astm.org. For Annual Book of ASTM
Standards volume information, refer to the standard’s Document Summary page on
the ASTM website.
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TABLE 1 Diameter and Wall Thickness Dimensions and Tolerances, mm

Minimum Wall Thickness, t

Outside Diameter

D’.\'O"“t"a' PN 25 PN 20 PN 16 PN 125 PN 10 PN 8 PN 6 PN 5
iameter,
DN Mn L~ OOR DR 7.4 DR 9 DR 11 DR 13.6 DR 17 DR 21 DR 26 DR 33
ol.
(dy) Tol. t Tol.A t Tol.A t Tol.A t Tol.A t Tol.A t Tol.A t Tol.A t Tol.A

32 32 0.3 1.3 4.4 0.6 3.6 0.5 3 0.4

40 40 0.4 1.4 55 1.7 4.5 0.6 3.7 0.5 3.0 0.5

50 50 0.4 1.4 6.9 1.8 5.6 0.7 4.6 0.6 3.7 0.5 3.0 0.4
63 63 0.4 1.5 8.6 1 71 0.9 5.8 0.7 4.7 0.5 3.8 0.5 3 0.4

75 75 0.5 1.6 10.3 1.2 8.4 1 6.8 0.8 5.6 0.6 4.5 0.6 3.6 0.5

90 90 0.6 1.8 12.3 1.5 10.1 1.2 8.2 1 6.7 0.8 5.4 0.7 4.3 0.6 3.5 0.5
110 110 0.7 2.2 15.1 1.7 12.3 1.4 10 1.1 8.1 1 6.6 0.8 5.3 0.7 4.2 0.6
125 125 0.8 25 171 1.9 14 1.6 1.4 3 9.2 11 7.4 0.9 6 0.7 4.8 0.6
140 140 0.9 2.8 19.2 21 15.7 1.7 12.7 1.4 10.3 1.2 8.3 1 6.7 0.8 5.4 0.7
160 160 1 3.2 21.9 2.3 17.9 1.9 14.6 1.6 1.8 1.3 9.5 1.1 7.7 0.9 6.2 0.8
180 180 11 3.6 24.6 2.6 20.1 22 16.4 1.8 13.3 1.5 10.7 1.2 8.6 1 6.9 0.8
200 200 1.2 4 27.4 2.9 22.4 2.4 18.2 2 14.7 1.5 1.9 1.3 9.6 1.1 7.7 0.9
225 225 1.4 4.5 30.8 3.2 25.2 2.7 20.5 2.2 16.6 1.8 134 1.5 10.8 1.2 8.6 1

315 315 1.9 1.1 43.1 4.5 35.2 5.3 28.6 3 23.2 2.3 18.7 2 15 1.6 12.1 1.4 9.7 1.1
355 355 22 1256 485 5 39.7 6 32.2 4.9 26.1 2.8 211 2.3 16.9 1.8 13.6 1.5 10.9 2.2
. . . . 23.7 25 19.1 21 15.3 1.7 12.3 2.4
450 450 2.7 158 615 6.3 50.3 7.6 40.9 6.2 33.1 4.9 26.7 2.8 21.5 2.3 17.2 1.9 13.8 2.7
500 500 3 175 68.4 10.3 55.8 8.4 45.4 6.9 36.8 55 29.7 2.9 23.9 25 19.1 21 15.3 2.7
. . . 9.4 50.8 7.7 41.2 6.1 33.2 4.9 26.7 2.8 21.4 2.3 17.2 2.9
630 630 3.8 221 86.1 13 70.3 106 572 8.7 46.3 6.9 37.4 5.6 30 4.5 241 2.6 19.3 3.1
710 710 6.4 249 9741 145 793 12 64.5 9.8 52.2 7.8 421 6.3 33.9 5 27.2 2.9 21.8 3.3
800 800 7.2 28 1093 163 893 186 726 1 58.8 8.8 47.4 71 38.1 5.7 30.6 4.5 24.5 3.6

900 900 8.1 31.5 100.6 15 81.7 124 66.2 9.9 53.3 7.9 42.9 6.4 34.4 5.1 27.6 3.9
1000 1000 9 35 118 167 90.2 18.7 725 10.8 59.3 8.8 47.7 71 38.2 5.7 30.6 4.5
1200 1200 10.8 42 1095 164 882 132 679 10.1 57.2 8.5 45.9 6.8 36.7 5.5
1400 1400 126 49 1029 154 824 123  66.7 10 53.5 8 42.9 6.4
1600 1600 14.4 56 176 176 941 141 76.2 1.4 61.2 9.1 49 7.3
1800 1800 16.2 63 1059 158 857 128  69.1 10.3 545 8.1
2000 2000 18 70 1176 176 952 14.2 76.9 1.5 60.6 9

2100 2100 189 735 100 15 80.8 12.2 63.6 9.6
2250 2250 203 787 1072 1641 86 129 68.2 10.2
2300 2300 20.7 80.5 1095 165 885 13.3  69.7 10.5
2500 2500 225 875 119 179 96.2 145 758 1.4

A For minimum wall =30.0 mm, tolerance equals 0.1 x minimum wall, rounded up to the nearest 0.1 mm. For minimum wall >30.0 mm, tolerance equals 0.15 x minimum
wall, to nearest whole 0.1 mm, with decimal values beyond 0.1 mm dropped.

D2122 Test Method for Determining Dimensions of Ther-
moplastic Pipe and Fittings

F412 Terminology Relating to Plastic Piping Systems
F714 Specification for Polyethylene (PE) Plastic Pipe (DR-

D2290 Test Method for Apparent Hoop Tensile Strength of
Plastic or Reinforced Plastic Pipe

D2565 Practice for Xenon-Arc Exposure of Plastics In-
tended for Outdoor Applications

D2837 Test Method for Obtaining Hydrostatic Design Basis
for Thermoplastic Pipe Materials or Pressure Design Basis
for Thermoplastic Pipe Products

D3035 Specification for Polyethylene (PE) Plastic Pipe (DR-
PR) Based on Controlled Outside Diameter

D3350 Specification for Polyethylene Plastics Pipe and Fit-
tings Materials

D3895 Test Method for Oxidative-Induction Time of Poly-
olefins by Differential Scanning Calorimetry

D4218 Test Method for Determination of Carbon Black
Content in Polyethylene Compounds by the Muffle-
Furnace Technique
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PR) Based on Outside Diameter

F905 Practice for Qualification of Polyethylene Saddle-
Fused Joints

F1055 Specification for Electrofusion Type Polyethylene
Fittings for Outside Diameter Controlled Polyethylene
and Crosslinked Polyethylene (PEX) Pipe and Tubing

F1056 Specification for Socket Fusion Tools for Use in
Socket Fusion Joining Polyethylene Pipe or Tubing and
Fittings

F1290 Practice for Electrofusion Joining Polyolefin Pipe and
Fittings

F1473 Test Method for Notch Tensile Test to Measure the
Resistance to Slow Crack Growth of Polyethylene Pipes
and Resins

F2620 Practice for Heat Fusion Joining of Polyethylene Pipe
and Fittings

Documents

Document Sharing Hub


https://doi.org/10.1520/D2122
https://doi.org/10.1520/D2122
https://doi.org/10.1520/D2290
https://doi.org/10.1520/D2290
https://doi.org/10.1520/D2565
https://doi.org/10.1520/D2565
https://doi.org/10.1520/D2837
https://doi.org/10.1520/D2837
https://doi.org/10.1520/D2837
https://doi.org/10.1520/D3035
https://doi.org/10.1520/D3035
https://doi.org/10.1520/D3350
https://doi.org/10.1520/D3350
https://doi.org/10.1520/D3895
https://doi.org/10.1520/D3895
https://doi.org/10.1520/D4218
https://doi.org/10.1520/D4218
https://doi.org/10.1520/D4218
https://doi.org/10.1520/F0412
https://doi.org/10.1520/F0714
https://doi.org/10.1520/F0714
https://doi.org/10.1520/F0905
https://doi.org/10.1520/F0905
https://doi.org/10.1520/F1055
https://doi.org/10.1520/F1055
https://doi.org/10.1520/F1055
https://doi.org/10.1520/F1056
https://doi.org/10.1520/F1056
https://doi.org/10.1520/F1056
https://doi.org/10.1520/F1290
https://doi.org/10.1520/F1290
https://doi.org/10.1520/F1473
https://doi.org/10.1520/F1473
https://doi.org/10.1520/F1473
https://doi.org/10.1520/F2620
https://doi.org/10.1520/F2620
http://www.avadocuments.com/doc/astm-f3123-22
http://www.avadocuments.com/doc/astm-f3123-22

Ay F3123 - 22

Documents

‘paddoip ww |0 puokeaq
SON|eA [ewIosp UM ‘W |°Q 8|0YM }SeJesu O} ‘|lem wnuwiuiw x G|°0 sjenbe 8oueis|o} ‘Wi 0°0E< |[eM WNWIUIW 104 "W |°Q }s8lesu 8y} 0} dn pspunoi ‘|lem wnwiuiw X |°Q s|enbe 8ouels|o} ‘W 0°0g> ||eM WNWIUIW 104 ¢
"Ajuo sn|d si 8ouel8|0} BY) PUB WNWIUIW B S| “p Uslewelp 8pISIN0 8yl "SE0ed UoNedlIoads Yum Juslsisuod Y pue ‘Jelswelp apIsino ‘ezIS [eulwoN SdI/ SdN v

L'6 109 S'6 0'€9 6L (A7 9'/8 6Vl 9'EY9lL 59
88 €89 c6 119 9Ll L9, 8'99 144 0°€6S1 €9
A 667 6L €cs 66 8'G9 ccl 0'l8 8Ly gcl 'G9EL S
L9 vy 0L S'9v 8'8 G'8G 801 0'¢cL v'eEl 168 Sev 0'LE L'glet 87
69 68€ 29 L0¥ LL c'ls g6 0€9 L 08L (A% 96 07290t (474
0'S €'€ee €g 6'v¢ 99 6°€Y 1’8 0'vS Lok 699 gt 1'€8 6'lE c'8 €016 9g
8y g'le 0's 0'ee €9 14%% L'/ OIS 9’6 c'€9 8L '8L L'0e 8L 1’698 e
Sy 962 L'y 0'lLe 69 06€ cL 08y 06 ¥'69 L 8'¢€L §06 '8¢ €L 1'608 ce
(4 8'/l¢c 144 L'6¢ g 9'9¢ 8'9 0S¥ '8 'S99 ol 2’69 88 9'9¢ 69 9'8G. 0e
Lc 6'Ge (4 ¢'le [ L've €9 (Va4 8L 0cS L'6 9'v9 ¢'6L 8'v¢ 9 0804 8¢
9¢ L've L'c [At4 8 L'1e 69 06€ €L €8y 06 009 SeL 1'ee 69 /99 92
e (X414 g'c €€e 144 €6¢ 'S 09¢ L9 44 '8 ¥'SS 629 gcl 0€e8 €le g's 6909 Ve
(x4 ¥'0C €c v'le 8¢ 8'9¢ 0'S 0'ee c9 6°0v L' 8'09 a9 SHE 1'9L S6} 0's €999 44
0c S8l L'e 6l 9¢ v've Sy 00e 9’9 (A% 0L 1% 999 ol 1'69 ol 9Y 2908 02
8l L9l 6t S/t €c 0ce 8¢ 0le (] §g'ee €9 Sy 609 ¥'6 cc9 c'6 (84 L'GSy 8l
9l 8Vl L'} S'SH L'e S6l Sc 0've Sy L'6¢ 9'S 6'9€ 314 €8 €69 1’8 L'e 9'v0v ol
vl o€l St R 6°L LLL (x4 0'le L'c 09¢ 67 €ce 9'6€ €L 14°14 (WA ce 0'vSe vl
o 6L vl ek Ll 9SGl l'e c6l gc 8'€c Sy §g'6¢ c'9¢ L9 (44 S9 60 '€ce cl
LE 00l gl S0k St cel 8l c9l cc L'0c 9¢ 6'vc §0e 99 oA §'S 80 L'ele ot
60 08 o't '8 'l 90l vl o€l 8l L'9L l'e 0°0¢ S've Sy 6'6¢ vy L0 L'8le 8
80 c9 80 g9 (O} 1’8 LE 00t vl el L'} a1 88l e 0€e v'e 90 0891 9
90 (4 90 144 L0 S'S 80 8'9 o't '8 'l S0k 8¢l Ll 9SGl €c S0 4% 14
S0 €€ S0 v'e 90 984 L0 €'q 8'0 99 o't 1’8 00l vl ccl 8l 0 L'88 €
0 cc 0 e 0 6¢ g0 9¢ 90 S L0 'S 89 o'l €8 Sl €0 c09 4

€0 6l 0 e 0 6¢ S0 9¢ 90 144 'S 80 99 vl €0 L8y %L

€0 L'} 0 x4 0 Sg'c S0 L€ S0 6'€ L'y L0 8'G vl €0 (Va4 7ol
€0 €l €0 Ll €0 0¢ 0 S¢ g0 L'e 8¢ 90 9¥ gl €0 €€ I

gloL } glOL } gloL } gloL } gloL } gloL } 1 gloL } 10} 10} p voZIS

vS'ce °Ha v9¢ dd vie da viec ’a v dd v °Ha v6 dd vE€'Z dd [eulwoN
80'S Nd 7'9 Nd 8 Nd 0L Nd 8¢l Nd 91 Nd 0¢ Nd §'9¢ Nd vA9IWEIQ 3pISINO SdI/SdN

wuw ‘saduelajo] pue suoisuawig SSauXdIYL ||[ep pue Jayewelq Sdi/SdN 2 319V.L

Document Sharing Hub

Full document details: ASTM F3123-22


http://www.avadocuments.com/doc/astm-f3123-22
http://www.avadocuments.com/doc/astm-f3123-22

Ay F3123 - 22

TABLE 3 DIOD/DIPS Diameter and Wall Thickness Dimensions and Tolerances, mm

DIOD/

Outside Diameter” PN 24 PN 20 PN 16 PN 12 PN 10 PN 8
DIPS — o OOR DR 7.74 DR 94 DR 114 DR 14.3% DR 174 DR 214
Nominal

SizeA d, tol tol t tol® t tol® t tol® t tol® t tol® t tol®
3 100.1 1.0 19 13.7 15 112 13 92 11 74 0.9 6.0 0.7 49 06
4 121.4 1.1 2.0 16.6 1.8 13.6 1.5 11.1 1.3 9.0 1.0 7.2 0.9 5.9 0.7
6 1745 1.6 2.4 23.9 25 19.6 2.1 16.0 1.7 12.9 1.4 10.4 1.2 8.5 1.0
8 2288 21 29 313 47 25.6 27 20.9 22 16.8 18 13.6 15 111 1.3
10 280.7 26 33 38.4 5.8 31.4 48 25.6 2.7 20.7 2.2 16.7 1.8 13.6 1.5
12 3338 3.1 6.7 457 6.9 37.4 5.7 305 46 246 2.6 19.8 2.1 16.1 1.8
14 386.9 35 7.8 52.9 8.0 433 6.5 35.3 5.3 285 43 23.0 2.4 18.7 2.0
16 440.0 4.0 8.8 60.2 9.1 49.2 7.4 40.2 6.1 32.3 49 26.1 2.8 21.2 23
18 4931 45 9.9 67.4 10.2 55.2 8.3 45.0 6.8 36.2 5.5 29.3 4.4 23.8 25
20 546.2 5.0 11.0 61.1 9.2 49.9 75 401 6.1 324 4.9 26.3 238
24 6524 5.9 13.1 59.5 9.0 47.9 7.2 38.7 5.9 315 48
30  809.1 7.3 16.2 59.4 9.0 48.0 7.2 39.0 5.9
36  968.4 8.8 19.4 575 8.7 46.7 741
42 11252 102 22.6 66.8 10.1 54.2 8.2
48 12845 116 45.0 61.9 9.3

A DIOD /DIPS Nominal Size, outside diameter, and DR consistent with Specification D3035. The outside diameter, d,,, is a minimum and the tolerance is plus only.
B For minimum wall <30.0 mm, tolerance equals 0.1 x minimum wall, rounded up to the nearest 0.1 mm. For minimum wall >30.0 mm, tolerance equals 0.15 x minimum

wall, to nearest whole 0.1 mm, with decimal values beyond 0.1 mm dropped.

F2928 Practice for Specimens and Testing Conditions for
Testing Polyethylene (PE) Pipe Butt Fusions Using Ten-
sile and Hydrostatic Test Methods

G155 Practice for Operating Xenon Arc Lamp Apparatus for
Exposure of Materials

2.2 ISO Documents®

ISO 161-1 Thermoplastics pipes for the conveyance of
fluids—Nominal outside diameters and nominal
pressures—Part 1: Metric series

ISO 4065 Thermoplastics pipes—Universal wall thickness
table

ISO 4437 Plastic piping systems for the supply of gaseous
fuels

ISO 9000 Quality management

ISO 9080 Plastics piping and ducting systems—
Determination of the long-term hydrostatic strength of
thermoplastics materials in pipe form by extrapolation

ISO 12162 Thermoplastics materials for pipes and fittings
for  pressure  applications—Classification  and
designation—Overall service (design) coefficient

ISO 13477 Thermoplastics pipes for the conveyance of
fluids—Determination of resistance to rapid crack propa-
gation (RCP)—Small-scale steady-state test (S4 test)

ISO 13478 Thermoplastics pipes for the conveyance of
fluids—Determination of resistance to rapid crack propa-
gation (RCP)—Full-scale test (FST)

ISO 16871 Plastics piping and ducting systems—Plastics
pipes and fittings—Method for exposure to direct (natural)
weathering

ISO 18553 Method for the assessment of the degree of
pigment or carbon black dispersion in polyolefin pipes,
fittings and compounds

2.3 NSF International Standards:*

NSF/ANSI Standard No. 14 for Plastic Piping Components
and Related Materials

3 Available from International Organization for Standardization (ISO), 1, ch. de
la Voie-Creuse, CP 56, CH-1211 Geneva 20, Switzerland, http://www.iso.org.

4 Available from NSF International, P.O. Box 130140, 789 N. Dixboro Rd., Ann
Arbor, MI 48105, http://www.nsf.org.

Full document details: ASTM F3123-22

NSF/ANSI Standard No. 61 for Drinking Water System
Components—Health Effects

2.4 PPI Documents:’

TR-3 Policies and Procedures for Developing Hydrostatic
Design Basis (HDB), Pressure Design Basis (PDB),
Strength Design Basis (SDB), and Minimum Required
Strength (MRS) Ratings for Thermoplastic Piping Mate-
rials or Pipe

TR-4 Listing of Hydrostatic Design Bases (HDB), Strength
Design Bases (SDB), Pressure Design Bases (PDB) and
Minimum Required Strength (MRS) Ratings for
Thermo plastic Piping Materials or Pipe

TN-30 Requirements for the Use of Rework Materials in
Manufacturing of Polyethylene Gas Pipe

Handbook of Polyethylene Pipe, Second Edition

2.5 Other Documents:

ANSI Essential Requirements : Due process requirements
for American National Standards®

AS/NZS 4130 Polyetheylene (PE) Pipes for Pressure Appli-
cations’

Decision on Principles for the Development of International
Standards , Guides and Recommendations®

Guidelines for Drinking-Water Quality, Third Edition Incor-
porating the First and Second Addenda, Volume 1:
Reco;nmendations, World Health Organization, Geneva,
2008

3 Available from Plastics Pipe Institute (PPI), 105 Decker Court, Suite 825,
Trving, TX 75062, http://www.plasticpipe.org.

¢ Available from the American National Standards Institute (ANSI) at https://
share.ansi.org/shared%20documents/Standards%20Activities/
American%20National %20Standards/Procedures,%20Guides,%20and%20Forms/
2016_ ANSI_Essential_Requirements.pdf

7 Available from Standards Australia at https://www.standards.org.au or Stan-
dards New Zealand at https://www.standards.govt.nz.

8 Available from the World Trade Organization at https://docs.wto.org/dol2fe/
Pages/FE_Browse/FE_B_009.aspx

° Available from WHO Press, World Health Organization, 20 Avenue Appia,
1211 Geneva 27, Switzerland (tel.: +41 22 791 3264;£ax: +41 22 791 4857; ezmail:

bookorders @who.int). c u m ents
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