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Standard Terminology Relating to

Treestands’

This standard is issued under the fixed designation F3412; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (&) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This terminology covers terms related to treestands,
climbing sticks, tripods or tower stands.

1.2 This terminology is appropriate for use by treestand
development professionals, owners and institutions, testing
firms, users and other practitioners in matters concerning
treestand test methods, practices and specifications which fall
under the jurisdiction of ASTM Committee FO8 on Sports
Equipment and Facilities.

1.3 This international standard was developed in accor-
dance with internationally recognized principles on standard-
ization established in the Decision on Principles for the
Development of International Standards, Guides and Recom-
mendations issued by the World Trade Organization Technical
Barriers to Trade (TBT) Committee.

2. Terminology

anchorage, n—a component or structure, or both, to which a
full body harness (FBH) is attached to the tree trunk.

backbar or V-bar, n—adjustable component of a climbing
treestand that engages the tree to provide support.
Discussion—The backbar may be rigid or flexible.

climbing belt, n—a strap/belt or similar device which is
fastened about the person in a manner so as to contain the
torso and stabilize the users horizontal load while either
working from a vertical position to attach treestands, climb-
ing devices, and so forth, or during ascent/descent of tree or
ladder.

Discussion—A FBH may be constructed to additionally serve this
function.

climbing stick, n—a device to assist climbing a tree primarily
to a fixed position treestand. A structure that is secured to the
tree and allows the user to support his weight and climb to
the desired height on the tree.

! This test method is under the jurisdiction of ASTM Committee FO8 on Sports
Equipment, Playing Surfaces, and Facilities and is the direct responsibility of
Subcommittee FO8.18 on Treestands.

Current edition approved Feb. 1, 2020. Published February 2020. DOI: 10.1520/
F3412-20.

Copyright © ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959. United States

climbing treestand, n—treestand that provides both the means
to ascend the tree, and allow the user to remain at a desired
elevation.

connecting hardware, n—any locking hardware that connects
the FAS components in series, thus creating a linear linkage
along which the maximum arrest force (MAF) acts.

Discussion—Includes snap hooks, links, anchorage hardware, and
buckles.

connector, n—a device that is used to connect components of
a full body harness, fall restraint.

DiscussioN—Connectors include but are not limited to tethers,
locking snap hooks, carabiners, deceleration devices, and specialty
systems such as self-retracting treestand safety ropes, ladder climbing
systems, vertical and treestand safety ropes.

corner stability, n—the ability of a treestand to resist
eccentricity, twisting, or sudden movement when load is
applied separately to each of the four corners of a foot
platform.

deceleration device, n—any mechanism, such as a rope grab,
rip stitch tether, specially woven tether, tearing or deforming
tether, automatic self-retracting treestand safety ropes, etc.
which serves to dissipate energy during fall arrest or other-
wise limit the maximum arrest force (MAF) on a user during
a fall arrest.

deceleration distance, n—the additional vertical distance a
falling user travels, excluding treestand safety rope elonga-
tion and free-fall distance before stopping, from the point at
which the deceleration device begins to operate.

engineered products, n—strategically designed products by a
professional to meet a specific need.

equivalent, adj, n—alternative designs, methods or materials
used to protect against a hazard which the manufacturer can
demonstrate will provide an equal or greater degree of safety
for the user than the methods, materials or designs specified
in the standard.

fall arrest system (FAS), n—system that is assembled for the
purpose of arresting an accidental fall of its user.

Discussion—A FAS consists of a full body harness, tether, anchorage
means, connecting hardware, climbing belt (for fixed position stands),
and suspension relief device.
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free fall, v—the act of falling before a fall arrest system (FAS)
begins to apply force to arrest the fall.

flexible stretch tether, n—a full body harness tether that
expands and contracts following the user’s movement.

foot platform, n—horizontal structural area of a treestand on
which the user stands or places his feet, or both.

full body harness (FBH), n—a component with a design of
straps which is fastened about the person in a manner so as
to contain the torso and distribute the fall arrest forces over
at least the upper thighs, pelvis, chest, and shoulders with
means for attaching it to other components or subsystems.

handclimber or climbing aid, n—device to assist climbing
with a climbing treestand. A structure that allows the user to
support his weight when lifting a climbing treestand with his
legs.

integral seat, n—a seat which is attached to the foot platform
and is necessary to the completeness of the product.

ladder treestand, n—a treestand that consists of a ladder with
an attached platform and is secured to the tree at the
elevation where the platform is located.
Discussion—The ladder treestand may be secured to the tree at other
locations and has steps that are used to reach the platform or hunting
position.

maximum arrest force (MAF), n—the peak dynamic force
exerted on the body during fall arrest.

multiple user rated capacity (MUR), n—the maximum load
capacity, not to be exceeded, of a treestand, tripod or tower
stand as determined by the manufacturer for simultaneous
multiple users.

non-climbing, fixed position or hang-on treestand,
n—treestand that is secured to the tree at the elevation where
it is used.
Discussion—The user usually ascends the tree by some means and
then lifts the treestand to the desired position and secures it for use.

non-integral seat, n—a seat which is independent of the foot
platform and can be slid forward or backwards during
normal use. An example would be a mesh, sling, or similar
material.

platform, n—horizontal structural area of a treestand on which
the user stands or places his feet, or both.

product safety sign or label, n—sign, label, hang tag or decal
affixed to a product that provides safety information about
that product.

rope grab, n—a device which travels on a connecting treestand
safety rope and automatically, by friction, engages the
treestand safety rope and locks so as to arrest the fall of a
user.
Discussion—A rope grab usually employs the principal of inertial
locking, cam/level locking, or both (that is, Prusik, Klembheist, or
Autoblock knots).

safety symbols, n—a graphic representation intended to con-
vey a safety message without the use of words.

self-recovery point, n—the maximum distance a user can fall
to minimize the risk of the user not having the ability to
recover so that they are no longer suspended in a harness
after a fall has been arrested.

side stability, n—the ability of a climbing treestand (top
section — Type II/II) to resist eccentricity, twisting, or
sudden movement when load is applied to the left and right
front corners of the section.

Discussion—In terms of tripod and tower stands the ability to resist
toppling when the center edge spanning each of the supports is loaded.

single user rated capacity (SUR), n—the maximum load
capacity, not to be exceeded, of a treestand, climbing stick,
tripod, or tower stand as determined by the manufacturer for
a single user.

suspension relief device, n—a device to allow relief of a
person’s weight on the lower extremities if suspended in a
harness or allow the user to descend to the ground.

Discussion—The device is to help maintain circulation in the legs
and help prevent suspension trauma (blood pooling).

tether, n—a component of a treestand full body harness
consisting of a flexible strap which is attached to the dorsal
area of the harness for the purpose of securing the FBH
directly or indirectly to an anchorage to the tree trunk.

thigh/leg straps, n—the straps, which are integrated with the
buttock strap (optional) and are routed from back to front
across the groin area or loop around the upper part of the
thigh.

total fall distance, n—the maximum vertical distance between
a full body harness anchorage and the lowest extremity of
the body before and after the fall is arrested including tether
extension or drop distance, or both.

treestand, n—device designed to be affixed to a tree so as to
permit an individual to sit or stand thereon for the purpose of
attaining an elevated position from which to observe, pho-
tograph or hunt.

treestand safety rope, n—component consisting of a flexible
line for connection to a tree trunk at one end to hang
vertically and which serves as a means for connecting other
components of a fall arrest system.

treestand seat, n—the portion or area of a treestand on which
the user sits.

tripod or tower stand, n—a tripod or tower stand (free
standing platform) is constructed to be self-supporting and is
not required to be secured to a tree.

two person treestand, n—a ladder or hang-on treestand
designed and marketed for use by two persons simultane-
ously.

user, n—the consumer or end user of the engineered product.
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