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[lIM) Designation: F 431 _ 98 An American National Standard
i’

INTERNATIONAL

Standard Specification for
Air Performance Measurement Plenum Chamber for Vacuum
Cleaners®

This standard is issued under the fixed designation F 431; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilone] indicates an editorial change since the last revision or reapproval.

1. Scope Orifice Plate Holder Details (F 43)

1.1 This specification covers the acceptable details ang Details
tolerances for the plenum chamber used in specified air’

performance measurement tests for vacuum cleaners. 3.1 Plenum chambers conforming to this specification shall
1.2 The plenum chamber is designed for vacuum measurd€ fabricated in accordance with the dimensions, tolerances,
ments only. and notes shown in the following figures:

1.3 The foot-pound, inch system of units is used in this 3:1-1 Plenum chamber assembly, see Fig. 1.

standard. The values in parentheses are given for information 3-1.2 Orifice plate detail, see Fig. 2. _
only. 3.1.3 Orifice plate holder and assembly, see Fig. 3.

3.2 Manometer connection detail, see Fig. 1(f), Note 17.
2. Referenced Documents

2.1 ASTM Standards: 4 Or|f|c§ _Plates _ . S
F 558 Test Method for Measuring Air Performance Charac- 4.1 Orifice plates conforming to this specification shall be

teristics of Vacuum Cleanérs fabricated in accordance to the dimensions, tolerances, and
F 820 Test Method for Measuring Air Performance Charac10tes shown in the following figure: _
teristics of Central Vacuum Cleaning Systéms 4.1.1 Orifice plate dimensional detail, see Fig. 2(a).
2.2 ASTM Adjunct: 4.1.2 Acceptable machined edges for orifice plates, see Fig.
2(b).
5. Keywords

1This specification is under the jurisdiction of ASTM Committee F-11 on 9.1 air performance; orifice plate; plenum chamber; vacuum
Vacuum Cleaners and is the direct responsibility of Subcommittee F11.22 on Aicleaner
Performance.
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Ay F 431

VACUUM CLEANER ATTACHING
AREA FOR HOSE CONNECTOR

8.5 in PLATE OR CLEANER PLATE
[165.1 mm]
3.25 in
182.5 mm] RIFICE PLATE ASSEMBLY
|
7.0 in . .
. (177.8 mm] . .
18.0 in . .
[(457.2 mm] - Q
14.0 in - . -
(355.6 mm] . . (2386 mml
| s
1
6.0 in — =i ‘-7 ANOMETER CONNECTON
[152.4 mm) ’
[1.25+.03 in
(285 75%. T6nm] ! FLANGE PLATE
e 180 in —=|
{457.2 mml

10.0 in
{254.0 mm] + 1 ¢

5.0 in
(127.0 mm]

\—ORIF!CE BOX

FIG. 1 (a) Plenum Chamber (Material: see Note 8)
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FIG. 1 (b) Hose Connector Plate (Material: 0.250-in. (6.35-mm) Steel)  (continued)

Documents

Document Sharing Hub

Full document details: ASTM F431-98


http://www.avadocuments.com/doc/astm-f431-98
http://www.avadocuments.com/doc/astm-f431-98

. . . .S,
NOTICE: This standard has either been superceded and replaced by a new version or discontinued.
Contact ASTM International (www.astm.org) for the latest information.

Ay F 431

@6.0 in
[152.4 mm]

6X @.281 in ON
[7.14 mm}

¢

2.5 in
[63.5 mm]

il !

[6.35 mm]
FIG. 1 (c) Hose Connector (Material: Aluminum or Steel—see Note 16) (continued)
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FIG. 1 (d) Flange Plate (Material: 0.250-in. (6.35-mm) Steel) (continued)
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FIG. 1 (e) Cleaner Plate (Material: 0.250-in. (6.35-mm) Steel) (continued)
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