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Bond Integrity of Transparent Laminates
This standard is issued under the fixed designation F521; the number immediately following the designation indicates the year of original
adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A superscript
epsilon (g) indicates an editorial change since the last revision or reapproval.
1. Scope

1.1 These test methods cover determination of the bond
integrity of transparent laminates. The laminates are usually
made of two or more glass or hard plastic sheets held together
by an elastomeric material. These test methods are intended to
provide a means of determining the strength of the bond
between the glass or plastic and the elastomeric interlayer
under various mechanical or thermal loading conditions.

1.2 The test methods appear as follows:

Test Methods Sections
Test Method A—Flatwise Bond Tensile Strength 5-11
Test Method B—Interlaminar Shear Strength 12-17
Test Method C—Creep Rupture 18 -25
Test Method D—Thermal Exposure 26 - 30

1.3 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:*

D952 Test Method for Bond or Cohesive Strength of Sheet
Plastics and Electrical Insulating Materials

2.2 ANSI Standard:’

B1.1 Standard for Unified Screw Threads

3. Terminology

3.1 Definitions:
3.1.1 delamination, n—a visible separation between two
layers of bonded material.

3.1.2 face plies, n—transparent glass or plastic outer mate-
rials joined together with an interlayer.
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Transparent Enclosures and Materials.
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3.1.3 interlayer, n—transparent material used as the bonding
agent between two or more hard, transparent materials.

3.2 Definitions of Terms Specific to This Standard:

3.2.1 number of plies, n—a three-ply laminate is one having
two transparent glass or plastic plies and one interlayer ply. A
five-ply laminate has three glass or plastic plies and two
interlayer plies.

4. Significance and Use

4.1 These test methods provide a means to measure quan-
titatively the bond integrity between the outer layers of the
transparency and the interlayer, or to measure the cohesive
properties of the interlayer, under various loading conditions.

4.2 These test methods provide empirical results useful for
control purposes, correlation with service results, and as
quality control tests for acceptance of production parts.

4.3 Test results obtained on small, laboratory-size samples
shown herein are indicative of full-size part capability, but not
necessarily usable for design purposes.

TEST METHOD A—FLATWISE BOND TENSILE
STRENGTH

5. Summary of Test Method

5.1 The bond is subjected to a mechanical load in a direction
perpendicular to the plane of the bond. The adhesive or
cohesive strength between the interlayer and the outer layers
(flatwise tensile strength) is determined, and expressed in terms
of pascals (or pounds-force per square inch).

6. Apparatus

6.1 Metal Blocks—A pair of 50-mm (2-in.) square metal
blocks of 24 ST aluminum alloy, each having a maximum
height of 50 mm (2 in.). Each block shall have in one end a
hole (see Fig. 1) tapped 22.2 mm (74 in.) in accordance with
ANSI B1.1, to accommodate threaded 22.2-mm (74-in.) studs
of convenient length (see Test Method D952). Alternative
metal blocks utilize an aluminum “T” section, cut to 50 mm
(2 in.) square. A hole shall be drilled in the upright section of
each “T” block (see Fig. 2) to accommodate a metal pin or
holding device compatible with the test machine used.

6.2 Testing Machine—Any suitable machine of the constant-
rate-of-crosshead movement type. The testing machine shall be
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FIG. 1 Test Assembly for Flatwise Tensile Strength Test

Documents

Document Sharing Hub

Full document details: ASTM F521-16


http://www.avadocuments.com/doc/astm-f521-16
http://www.avadocuments.com/doc/astm-f521-16

Ay Fs21 - 16

Force

Test
Specimen

Reuseable
Aluminum
“T” Block

Force <

Drill Hole To
Accommodate
Test Machine
Typical 2 Sides

Adhesive
Contact
Surfaces

FIG. 2 Optional Tensile Strength Test Specimen

equipped with the necessary drive mechanism for imparting to
the crosshead a uniform, controlled velocity with respect to the
base. The testing machine shall also be equipped with a
load-indicating mechanism capable of showing the total load
applied to the test specimen. This mechanism shall be essen-
tially free from inertial-lag at the specified rate of testing and
shall indicate the load with an accuracy of *=1.0 % of the
indicated value, or better.

6.3 Adhesive—Any suitable adhesive.”

7. Test Specimen

7.1 The test specimen shall consist of a 50-mm (2-in.)
square sample of laminate prepared in such a manner as to
produce smooth edges to minimize the possibility of edge
chipping during testing. The thickness of the specimen shall be

+Hysol Adhesive 907, a two-part epoxy adhesive available from E. V. Roberts
Co., 9601 West Jefferson Blvd., Culver City, CA 90230, has been found satisfactory
for use in this test. The instructions in Section 8 for preparation of the test assembly
are based on the use of this material. Any adhesive that is found to perform
satisfactorily under this test may be used provided that the procedure for the
preparation of the test assembly is suitably modified to follow the manufacturer’s
recommendation for the use of the adhesive.
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the thickness of the laminate. The upper and lower surfaces
shall be parallel to each other and reasonably flat. Test five
specimens.

8. Preparation of Apparatus

8.1 Determine the cross-sectional area of the test specimen
in a plane parallel to the surface.

8.2 Gently abrade the bonding surfaces of the metal blocks
and the specimen (except glass—see Note 1) using 200—400
grit paper or light sandblasting. Do not abrade the edges and
corners of the specimen or the metal blocks. Do not round the
corners.

Note 1—Do not abrade glass surfaces unless absolutely necessary to
obtain adhesion to the thoroughly cleaned surface.

8.3 Clean all contact surfaces of the specimens and metal or
“T” blocks with a soft cloth saturated with a suitable solvent or
clean dry air blast. Thereafter, do not touch the cleaned
surfaces with the hands. Apply a thin coating of adhesive to
both contact surfaces being careful to remove all air bubbles
from the adhesive. Place the specimen between the coated
blocks, being certain the blocks are aligned, then clamp the
assembly until the adhesive is.cured. 6ocuments

Document Sharing Hub


http://www.avadocuments.com/doc/astm-f521-16
http://www.avadocuments.com/doc/astm-f521-16

