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Standard Practice for

Determining the Resistance of Carbonless Papers to

Capsular Damage'

This standard is issued under the fixed designation F 598; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (€) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 The test procedures of this practice are applicable to any
carbonless paper product that employs a coating of micro-
capsules bonded to one side of the paper wherein the active
material within the capsules is a colorless reactant capable of
generating color when the capsules are broken and the con-
tained solution is simultaneously transferred to a reactive
receptor surface capable of changing the chemical from a
colorless to a colored condition.

1.2 The procedures are designed to demonstrate the extent
of damage incurred by (/) controlling the rate of slippage of
test units held in contact with each other under a calibrated
weight and (2) by the controlled application of pressure to test
units held stationary with respect to each other.

1.2.1 The first test procedure is designed to demonstrate the
resistance to capsular damage related to plies slipping under
pressure.

1.2.2 The second test procedure is designed to demonstrate
the resistance to capsular damage related only to pressure, such
as between plies within rolls, between sheets in a stack or due
to nip effects in web processing, converting, or end-use
equipment.

1.3 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of whoever uses this standard to consult and
establish appropriate safety and health practices and deter-
mine the applicability of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:

D 585 Practice for Sampling and Accepting a Single Lot of
Paper, Paperboard, Fiberboard, and Related Products?

D 685 Practice for Conditioning Paper and Paper Products
for Testing?

D 774 Test Method for Bursting Strength of Paper?

F 549 Terminology Relating to Carbonless Copy Products?

! This practice is under the jurisdiction of ASTM Committee F-5 on Business
Copy Products and is the direct responsibility of Subcommittee F05.06 on
Carbonless Copy Paper.
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2.2 TAPPI Standard:

T 425 Opacity of Paper (15°/Diffuse Illuminant A, 89%
Reflectance Backing and Paper Backing)?

2.3 ANSI Standards:

IT 2.16-1995 *

IT 2.17-1995 *

3. Terminology Definitions
3.1 Refer to Terminology F 549.

4. Summary of Practice

4.1 Test Under Dynamic Conditions—A receptor (CF) test
unit of fixed area is held in position under fixed pressure while
a donor test unit of specified length is drawn under it by
controlled mechanical means. The receptor coated side of the
CF sample and the donor coated side of the CB sample must be
in contact.

4.2 The degree of color development, as indicated by the
contrast ratio between the CF test specimen and the back-
ground is used to calculate the damage factor.

4.2.1 Reversing the positions of the CF and CB test units
will result in an invalid test. In a situation where the fixed area
of CB test unit is affected by a strip of CF unit, an attenuation
of the released reactant will occur along the length of the test
area. The test must be conducted according to the conventions
specified under 4.1 or the test conditions are not being met.

4.3 Test Under Stationary Conditions—CB and CF units of
identical areas are placed face to face and subjected to
controlled pressure without slippage. The degree of color
development on the CF test specimen, as indicated by the
contrast ratio between the test specimen, and the background is
used to calculate the damage factor.

5. Significance and Use

5.1 The primary purpose of these tests is to obtain informa-
tion from a statistical sampling of a lot or shipment of paper
that will predict how well the whole lot will resist capsular
damage from normal handling processes, either in manufactur-
ing or in subsequent processing, storage, and use.

3 Available from the Technical Association of the Pulp and Paper Industry, P.O.
Box 105113, Atlanta, GA 30348.

4 Available from American National Standards Institute, 11 West 42nd Street,
New York, NY 10036.
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5.2 Other aspects of significance are covered in 1.2.

6. Interferences

6.1 If tests are performed as specified, there are no known
interferences.

7. Apparatus

7.1 Bursting Strength Tester>—Modified ASTM/TAPPI
bursting strength tester (see Annex Al).

7.2 Smooth Steel Plate, 3 by 3 by % in. (76 by 76 by 6.4
mm) thick, for modifying clamp of bursting strength tester.

7.3 Opacimeter®>—Standard ASTM/TAPPI (BNL) Opaci-
meter or alternative reflectometer (see Annex A2).

7.4 Motorized Dynamic Slippage Tester. ’

7.5 Stop Watch or Timer.

8. Sampling

8.1 The sample of the lot of paper to be tested shall consist
of a percentage of test units so selected that the sample is
statistically representative of the average quality of the lot.

8.2 Test Under Dynamic Conditions—The size of the indi-
vidual test units shall be: CF sheet, 2 in. wide by 13 in. (51 by
330 mm) long, long side in machine direction; CB sheet, 23
in. wide by 13 in. (54 by 330 mm) long, long side in machine
direction.

8.3 Test Under Stationary Conditions—The size of both CF
and CB test units shall be 3 by 3 in. (76 by 76 mm).

9. Calibration

9.1 Bursting Strength Tester—For general information on
the calibration and use of bursting strength testers, refer to Test
Method D 774 and Annex Al.

9.2 Opacimeter/Reflectometer—For general information on
the calibration and use of BNL Opacimeter/Reflectometers (or
alternative instruments), refer to TAPPI T 425, ANSI IT 2.16
and IT 2.17 and Annex A2.

9.3 Dynamic Slippage Tester—Information on calibration
and use will be furnished by manufacturer or purchaser.

10. Conditioning

10.1 Condition the test units for at least 12 h at 73+ 2°F (23
* 1°C) and 50 % relative humidity prior to testing. Refer to
Practice D 685.

11. Procedure

11.1 Test Under Dynamic Conditions—This test should be
conducted in a conditioned cabinet or room with the tempera-
ture and relative humidity controlled as specified in Section 10.
Each sample is run in triplicate.

11.1.1 Pull a fixed length of CB test unit under a fixed area
of CF test unit.

° Bursting strength testers (Mullen Testors) are available from Testing Machines,
Inc., 400 Bayview Road, Amityville, NY 11711.

© Reflectometers are available from Technidyne Model BNL-2 Opacimeter,
Technidyne Corp., 100 Quality Ave., New Albany, IN 47150; Photovolt (Reflection
Meter 670) Testing Machines, Inc., 400 Bayview Road, Amityville, NY 11711.

7 Dynamic Slippage Testers are available from Fox River Tool Co., Inc., 1084

11.1.1.1 The characteristics of the dynamic slippage tester
are such that the CF test unit will be affected by the entire
length of the exposed CB test unit at a rate of 1 ft/s (305 mm/s)
with a contact area of 2V4 in.?(14.51 cm ) under a pressure of
4 psi (28 kPa).

11.1.2 After 10 min = 30 s, take reflectance readings on the
CF test specimen at three equidistant intervals across the
affected area, being careful to avoid the edges when taking the
readings. Average the three readings for calculation and report-
ing.

11.1.3 Optionally a control sample with known performance
qualities can be run at the same time. Follow the same
procedure as given in 11.1.1 and 11.1.2.

11.2 Test Under Stationary Conditions—The test should be
conducted in a conditioned cabinet or room, with the tempera-
ture and relative humidity controlled as specified in Section 10.
Each sample is run in triplicate.

11.2.1 Insert the CB test unit first, capsular coated side up,
onto the bottom plate of the tester clamp, followed by the CF
unit, face side down. Then carefully position the metal plate
over the top side of the CF unit.

11.2.2 Lower the bursting strength tester clamp into position
and increase the diaphragm pressure to 300 psi (2.1 MPa)
within 5 s. Hold the pressure at 300 psi for 30 = 1 s and then
relieve. Carefully remove the test units from the tester without
separating and keep in contact without pressure for 24 h.

11.2.3 After 24 h, discard the CB test unit and read the
reflectance of the CF test specimen. Take three readings,
avoiding any readings from the edges of the affected area.
Average the three readings for calculation and reporting.

11.2.4 Optionally a control sample with known performance
qualities can be run at the same time. Follow the same
procedure as given in 11.2.1 through 11.2.3.

12. Calculation
12.1 Calculate the damage resistance as follows:

reflectance of test specimen X 100
background

Percent damage resistance =

Background is determined in advance by taking the average
of three reflectance readings for each receptor test unit.

13. Report

13.1 Report the contrast ratio to the nearest whole percent of
the average of three readings per test specimen. Use data from
three individual test units. The reported result will therefore
consist of an average of a total of nine readings.

14. Precision and Bias

14.1 This practice will provide repeatable ranking order
results or repeatable relationship to a control within a labora-
tory using the same equipment. It may not be possible to
establish a reproducible ranking order and comparative results
between locations because of differences in equipment, mate-
rials, and conditions.

15. Keywords
15.1 carbonless copy paper; carbonless paper; capsule dam-
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