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QH“y) Designation: F 803 — 00

Standard Specification for

Eye Protectors for Selected Sports  *

This standard is issued under the fixed designation F 803; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilone} indicates an editorial change since the last revision or reapproval.

1. Scope D 570 Test Method for Water Absorption of Plasfics
1.1 This specification covers eye protectors, designed for D 1003 Test Method for Haze and Luminous Transmittance

use by players of racket sports, women’s lacrosse, field hockey, ©f Transparent P_|aSt'%3

basketball, and baseball that minimize or significantly reduce 2-2 American National Standards: _ o
injury to the eye and adnexa due to impact and penetration by ANSI Z80.1 Requirements for First-Quality Prescription
racket-sport rackets and balls, women’s lacrosse and field Ophthalmic Lensés .

hockey sticks and balls, baseballs, and hands, elbows, andANSI Z80.3 Requirements for Nonprescription Sunglasses

fingers. Protective eyewear offers protection only to the eyes and Fashion Eyewear

and does not protect other parts of the head. ANSI 7Z87.1 Practice for Occupational and Educational Eye
1.2 Protectors are divided into four types depending on their and Face Protectdts
design characteristics. 2.3 Federal Standard:

wearers of corrective lenses and also by those players who do  T€chnical Publication 374 Method for Determining the
not require prescription eyewear. Resolving Power of Photographic Lenses (1973)

Note 1—Warning: Polycarbonate spectacle lenses should be used i8. Terminology

spectacles are worn under protective eyewear. 3.1 Definitions of Terms Specific to This Standard:

1.4 In this standard, the use of the words “shall” or “must”  3.1.1 binocular, adj—relating to the field of view which is
indicates a mandatory requirement. The word “should” indi-shared by both eyes simultaneously; also any simultaneous
cates a recommendation. activity of the two eyes..

1.5 The values stated in Sl units are to be regarded as the 3.1.2 central viewing zonen—that part of the eye of a
standard. The values given in parentheses are for informatigsrotector, which has its center in line with the wearer’s normal
only. Metric units of measurement in this specification are inline of sight. The zone is circular in shape, and 40 mm in
accordance with the International System of Units (SI). If adiameter. The center of the central viewing zone shall be the
value for measurement as given in this specification is followegoint of intersection of the line of sight with the lens as
by an equivalent value in other units, the first stated is to benounted on the CSA headforfn.
regarded as the requirement. A given equivalent value may be 3.1.3 cleanable n—the ability of a protective device to be
approximate. made readily free of dirt or grime without being damaged

1.6 The following precautionary caveat pertains only to theduring an appropriate cleaning process, such as the use of soap
test methods portions, Sections 9-11, of this specificalibis ~ and water.
standard does not purport to address all of the safety concerns, 3.1.4 coverage n—a characteristic of a protective device
if any, associated with its use. It is the responsibility of the usethat obstructs straight line paths that are coincident with the
of this standard to establish appropriate safety and healthwearer’s eyes.
practices and determine the applicability of regulatory limita-  3.1.5 definition (optical) n—the characteristic of a lens that
tions prior to use. allows separate distinct points in close proximity to be dis-
cerned when looking through the lens.

3.1.6 eye n—relating to the eye of a test headform or the

2.1 ASTM Standards: eye of a person wearing a protector or that part of an eye
B 117 Practice for Operating Salt Spray (Fog) Apparatus

2. Referenced Documents

2 Annual Book of ASTM Standardgol 08.01.
1 This specification is under the jurisdiction of ASTM Committee FO8 on Sports ~ * Available from American National Standards Institute, 11 W. 42nd St., 13th
Equipment and Facilities and is the direct responsibility of Subcommittee F08.57 ofrloor, New York, NY 10036.

Eye Safety for Sports. ® Available from National Institute of Standards and Technology, U.S. Depart-
Current edition approved Nov. 10, 2000. Published February 2001. Originallyment of Commerce, Washington, DC 20234.

published as F 803 — 83. Last previous edition F 803 — 99. ® Available from Canadian Standards Association, Etobicoke (Toronto), 178
2 Annual Book of ASTM Standardéol 03.02. Rexdale Boulevard, Etobicoke (Toronto), ON M9W 1R3.
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b F 803
protective device through which a wearer’'s eye would nor-parts of a protective device through which the wearer normally
mally look. sees.
3.1.7eye of the headformn—all structures contained 31 12 |uminous transmittangen—Iluminous transmittance
within the orbital rim of the CSA headforfh. is a function of the spectral transmittance of the lens weighted

3.1.8 haze n—the fraction of the total transmitted light by the corresponding ordinates of the photopic luminous

from a norma!ly incident beam wh|ch IS not transmitted in aefﬁciency distribution of the CIE (1931) standard colorimetric
focused condiltlon but sgattered by inclusions or ?F*Fface deébserver and by the spectral intensity of standard Illuminant C.
fects. Excessive haze will reduce contrast and visibility. (See ANSI 80.3, 1986, Paragraph 3.9.1.)

3.1.9 headform optical parameters—Kkey dimensions for o ’ S
the headforms as provided in Figs. 1-3.

3.1.10 impact resistancer—the ability of a device to afford
protection from impact as required by this specification. headform.

3.1.11 lens n—when so equipped, the transparent part or 3.1.14 penetration resistancer—the ability of a device to

3.1.13 normal lines of sightn—straight ahead horizontal
lines that intersect the center of the eyes of the appropriate

Junction of headform
and ear(s) upon which
headbands rest
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Dimensions, mm

A =540*2%
B and C =270*2%
Dand E =950 2%
Fand G =93.0*2%
Hand I =66.0+*2%
J =80.0=2%

Note 1—If headform is found to be symmetrical or is to be made symmetrical thenB=C, D=E, F=G,and H=1.

Interpupillary distance.

Distance of right eye pupil from sagittal plane.

Distance of left eye pupil from sagittal plane.

Distance of right eye pupil from top of headform.

Distance of left eye pupil from top of headform.

Distance of top of right ear/headform junction from top of headform.
Distance of top of left ear/headform junction from top of headform.
Distance from right side of headform to sagittal plane.

Distance from left side of headform to sagittal plane.

Distance between front of pupil and top of ear/headform junction.

FIG. 1 CSA 8-Year Old Child Documents
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Junction of headform

and ear(s) upon which
headbands rest
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Dimensions, mm

A = 500+x2%
B and C = 295+x2%
Dand E =113.0 2%
Fand G =1080*2%
Hand | = 73.0x2%
J = 85.0+2%

Note 1—If headform is found to be symmetrical or is to be made symmetrical thenB=C, D=E, F=G,and H=1.

Interpupillary distance.

Distance of right eye pupil from sagittal plane.

Distance of left eye pupil from sagittal plane.

Distance of right eye pupil from top of headform.

Distance of left eye pupil from top of headform.

Distance of top of right ear/headform junction from top of headform.
Distance of top of left ear/headform junction from top of headform.
Distance from right side of headform to sagittal plane.

Distance from left side of headform to sagittal plane.

Distance between front of pupil and top of ear/headform junction.

FIG. 2 CSA 13 Year-Old Male/Adult Female
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afford protection from moving objects as required by this 3.1.16.1base-in, r—relating to the type of prism imbalance

specification. that tends to cause parallel rays of light passing through a
3.1.15 power imbalanceadj—relates to the condition in protector, spaced apart by the interpupillary distance, to con-

which the refractive power of the lens or lenses of a protectoverge.

is different as presented to the two eyes. 3.1.16.2base-out, a-relating to the type of prism imbal-
3.1.16 prism, n—a prism bends a beam of light as a result ofance that tends to cause parallel rays of light passing through

the lack of parallelism of the two surfaces of a lens througha protector, spaced apart by the interpupillary distance, to

which the beam of light traverses. The amount of bending is aiverge.

function of the curvatures, thickness, index of refraction of the 3.1.16.3 base-up—refers to the type of prism that causes a

material and the angle of approach of the line of sight to théhorizontal beam of light to bend upward causing objects to

optical surface. In this specificatioprismrefers to the amount appear lower than their true position.

of bending that is imposed upon the line of sight of a wearer of 3.1.16.4 base-down-refers to the type of prism that causes

an eye protector for the specified viewing position. Prism isa horizontal beam of light to bend down causing objects to

expressed in diopters. The deviation of the line of sight by lappear higher than their true position.

cm/m is one prism diopter. 3.1.17 prism imbalance Documents
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Junction of headform
and ear(s) upon which
headbands rest
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Dimensions, mm

A = 67.02%
B and C = 335*£2%
D and E =117.0 = 2%
F and G =1080 £ 2%
Hand | = 750 2%
J = 920+x 2%

Note 1—If headform is found to be symmetrical or is to be made symmetrical thenB=C, D=E, F=G,and H=1.

Interpupillary distance.

Distance of right eye pupil from sagittal plane.

Distance of left eye pupil from sagittal plane.

Distance of right eye pupil from top of headform.

Distance of left eye pupil from top of headform.

Distance of top of right ear/headform junction from top of headform.
Distance of top of left ear/headform junction from top of headform.
Distance from right side of headform to sagittal plane.

Distance from left side of headform to sagittal plane.

Distance between front of pupil and top of ear/headform junction.

FIG. 3 CSA Adult Male
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3.1.17.1 horizontal imbalance-the difference in prismatic 3.1.20 scotoman—a blind or partially blind area within the
deviation of incident parallel light beams on the two eyes of avisual field.
protective device in the horizontal meridian. (Ssese-inand 3.1.21 spherical power n—the average of the maximum
base-oux meridional astigmatic power and the minimum meridional
3.1.17.2vertical imbalance-the difference in prismatic astigmatic power of a lens.
deviation between parallel light beams incident on the two eyes o
of a protective device in the vertical meridian. 4. Classification
3.1.18 protective device (or protectgr)n—a device that 4.1 Eye protectors are classified into the following types:
provides protection to the wearer’s eye against specific hazards4.1.1 Type A protector with the lens or lenses and frame

encountered in sports. frontpiece molded as one unit. Frame temples or other devices,
3.1.19 refractive powey n—the focusing effect of a lens such as straps, to affix the lens/frontpiece may be separate
expressed in diopters. pieces.

3.1.19.1astigmatism, A-a condition in a lens that creates 4.1.2 Type IA protector with a single lens or lenses,
two axially separated line foci of each object point, the lineseither plano or prescription, mounted in a frame that was
being mutually perpendicular. In other words, the lens has twenanufactured as a separate unit.
different refractive powers in meridians that are 90° apart.  4.1.3 Type II—A protector without a B@CUMENts
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4.1.4 Type IV—A full or partial face shield. changes that are visible under the test conditions of 9.2 and that
. would impair the function of the lens shall be cause for
5. General Requirements S . i . . . :
. ) rejection. Visual impairment is defined by the scanning and

5.1 Materials of Construction focimeter test of 9.2.

5.1.1 The manufacturer's choice of material shall be in g1 10 Surface and Internal DefectsPits, scratches,
accordance with 5.1.2 and 5.1.3. _ , bubbles, grayness, specks, cracks, and water marks that are

5.1.2 Materials coming into contact with the wearer’s faceyjsiple under the test conditions of 9.7 and that would impair

shall not be of a type known to cause skin irritation. the function of the lens shall be a cause for rejection. Grayness
5.1.3 Materials coming into contact with the wearer’s face.should be evaluated by the requirements of 6.1.6.

except replaceable padding, shall not undergo significant 10Ss g 2 Mechanical Requirements

of strength or flexibility, or other physical change as aresultof g2 1 No contact with the eye of the headform shall be
perspiration, oil,_(_)r grease fr_om the_wearer’s skin and hair. permitted when tested in accordance with Section 11.

5.1.4 Cleanability—Protective devices shall be capable of ' g 2 2 When tested in accordance with Section 11, displaced
being cleaned to the degree that when conditioned in accofragments or complete fracture of the frame or lenses consti-
dance with the method described in 10.1, they shall remaig tes 3 failure.
functional in all ways. _ 6.2.3 When tested in accordance with Section 11, any

5.2 Finishes and ConstructierThe protector shall be con-  gispjacement of the lens from the frame constitutes a failure.
structed in a manner to preyent the missile or components of g 5 4 A protector that is dislodged from the test headform
the protector from contact with the eye of the headform wheny e tested in accordance with Section 11 shall not constitute

tested in accordance with .Section 11. , a failure, provided all of the above mechanical requirements
5.3 Straps are not required on eye protectors, provided thg.e met.

protector passes the standard without straps.

6. Performance Requirements 7. Sample Preparation
6.1 Optical Requirements—Type I, Il, and IV Protectors 7.1 Only new and complete eye protectors as offered for

sale shall be tested.

Note 2—The optical requirements of 6.1 apply to plano-lensed protec- 7.2 Protectors shall be conditioned and tested at 23C
tors (Type | and Type IV. Prescription lenses in Type Il eye protectors_ |

(including replaceable plano prescription lenses) must comply with the@d S0 5 % relative humidity for a minimum period of 4 h
requirements of ANSI Z80.1. prior to the test.

6.1.1 Refractive TolerancesWhen tested in accordance 3

with 9.7, the spherical power shall be in the range of + 0.06™ Product Marking

diopters to —0.18 diopters. 8.1 All eye protectors and replaceable components, except
6.1.2 Astigmatism—When tested in accordance with 9.6, fasteners, shall bear the following permanent markings:
the astigmatism shall not exceed 0.12 diopter. 8.1.1 Manufacturer’s identity,

6.1.3 Power Imbalance-When tested in accordance with ~ 8.1.2 Eye protector model identity, and
9.6, the power imbalance in corresponding meridians shall not 8.1.3 Week and year of manufacture.
exceed 0.18 diopters between the two eyes for straight-ahead8.2 Alabel or tag bearing the following information shall be
seeing. securely attached to, or accompany, each eye protector at time
6.1.4 Prism—For the primary viewing position of either eye Of sale:
of a shield or pair of lenses, the prism deviation shall not 8.2.1 Markings clearly and prominently stating the size
exceed 0.50 prism diopters when tested in accordance with 9.2ange and instructions which shall clearly cover proper fit.

6.1.5 Prism Imbalance 8.2.2 A warning stating the cleaning and antifog agents that
6.1.5.1 Vertical and Base--0.25 prism diopters. may be used with eye protectors incorporating clear plastic
6.1.5.2 Base-Out—0.50 prism diopters. shields and further stating that the lenses should be replaced

6.1.6 Luminous TransmittaneeWhen tested in accordance When scratches become troublesome, or if cracks appear at the
with 9.3, protectors shall have a luminous transmittance of nogédges;
less than 85 % for a clear device and not less than 20 % for 8.2.3 A warning stating that if the eye protector is severely
tinted devices. Additionally, the difference in values as wouldimpacted, short of failure, then the degree of protection
be viewed by the two eyes through a single protector as worprovided will be reduced and the eye protector must be
shall not exceed 0.9 to 1.1 times the other value (measured tgplaced. Failure to do so may result in permanent injuries to
the design line of sight) unless specifically prescribed by arthe eye; and

ophthalmic professional. 8.2.4 Awarning stating that if a lens pops out due to impact
6.1.7 Haze—When tested in accordance with 9.5, the hazeduring play, the wearer should stop playing and have the
in the protector shall not exceed 3 %. protector replaced.

6.1.8 Lenses that exhibit any distortion or doubling of the 8.2.5 A warning statement that if the eye protector is stored
image during the test for refractive power or prism shall beat cold temperatures it should be allowed to return to room

further tested in accordance with 9.2. temperature before use.
6.1.9 Optical Quality—Within the central viewing zone, 8.3 Aclear statement on the packagg_ shall define the sports
striae warpage, surface ripples, lenticulations, or abrupt opticdbr which the protector is designed. cthimend sye
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