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Standard Practices for
Evaluating the Age Resistance of Polymeric Materials Used
. . 1
in Oxygen Service
This standard is issued under the fixed designation G 114; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (€) indicates an editorial change since the last revision or reapproval.
1. Scope

1.1 These practices describe several procedures that are
used to determine the age resistance of plastic, thermosetting,
and elastomeric materials exposed to oxygen-containing me-
dia.

1.2 These practices address both established methods that
have a foundation of experience and potential methods that
have yet to be validated. The latter are included to promote
research and later elaboration in this practice as methods of the
former type.

1.3 The results of these practices may not give exact
correlation with service performance since service conditions
vary widely and may involve multiple factors. This practice
may be used to evaluate materials on a laboratory comparison
basis.

1.4 Three procedures are described for evaluating the age
resistance of polymeric materials depending on application and
information sought.

1.4.1 Procedure A: Natural Aging—This procedure is used
to simulate the effect(s) of one or more service stressors on a
material’s oxygen resistance, and is suitable for evaluating
materials that experience continuous or intermittent exposure
to elevated temperature during service.

1.4.2 Procedure B: Accelerated Aging Comparative Oxygen
Resistance—This procedure is suitable for evaluating materials
that are used in ambient temperature service, or at a tempera-
ture that is otherwise lower than the aging temperature, and is
useful for developing oxygen compatibility rankings on a
laboratory comparison basis.

1.4.3 Procedure C: Accelerated Aging Lifetime
Prediction—This procedure is used to determine the relation-
ship between aging temperature and predefined level property
change, thereby allowing predictions to be made about the
effect of prolonged service on oxidative degradation.

1.5 The values stated in SI units are to be regarded as the
standard, however, all numerical values must also be cited in
the systems in which they were actually measured.

! These practices are under the jurisdiction of ASTM Committee G04 on
Compatibility and Sensitivity of Materials in Oxygen Enriched Atmospheres and is
the direct responsibility of Subcommittee G04.02 on Recommended Practices.

Current edition approved June 15, 2006. Published August 2006. Originally
approved in 1993. Last previous edition approved in 1998 as G 114 — 98.

1.6 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use. Specific precau-
tionary statements are given in Section 10.

2. Referenced Documents

2.1 ASTM Standards: >

D 395 Test Methods for Rubber Property—Compression
Set

D 412 Test Methods for Vulcanized Rubber and Thermo-
plastic Elastomers—Tension

D 573 Test Method for Rubber—Deterioration in an Air
Oven

D 638 Test Method for Tensile Properties of Plastics

D 1349 Practice for Rubber—Standard Temperatures for
Testing

D 1708 Test Method for Tensile Properties of Plastics by
Use of Microtensile Specimens

D 2240 Test Method for Rubber Property—Durometer
Hardness

D 2512 Test Method for Compatibility of Materials with
Liquid Oxygen (Impact Sensitivity Threshold and Pass-
Fail Techniques)

D 3045 Practice for Heat Aging of Plastics Without Load

D 4809 Test Method for Heat of Combustion of Liquid
Hydrocarbon Fuels by Bomb Calorimeter (Precision
Method)

D 5510 Practice for Heat Aging of Oxidatively Degradable
Plastics

G 63 Guide for Evaluating Nonmetallic Materials for Oxy-
gen Service

G 72 Test Method for Autogenous Ignition Temperature of
Liquids and Solids in a High-Pressure Oxygen-Enriched
Environment

G 74 Test Method for Ignition Sensitivity of Materials to
Gaseous Fluid Impact

2 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service @astm.org. For Annual Book of ASTM
Standards volume information, refer to the standard’s Document Summary page on
the ASTM website.
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G 86 Test Method for Determining Ignition Sensitivity of
Materials to Mechanical Impact in Ambient Liquid Oxy-
gen and Pressurized Liquid and Gaseous Oxygen Environ-
ments

G 125 Test Method for Measuring Liquid and Solid Mate-
rial Fire Limits in Gaseous Oxidants

2.2 Federal Standard:

Federal Specification BB-0-925 Oxygen, Technical, Gas
and Liquid?

2.3 Military Standard:

MIL-O-27210E Amendment 1—Oxygen, Aviator’s Breath-
ing, Liquid and Gas

2.4 ISO Standard:

ISO 188:1998 Rubber, Vulcanized or Thermoplastic—
Accelerated Ageing and Heat Resistance Tests

2.5 DIN Standard:

DIN 53508 Accelerated Aging of Rubber

3. Terminology

3.1 Definitions of Terms Specific to This Standard:

3.1.1 aging—the exposure of a material to stressors includ-
ing time, temperature, pressure, chemical exposure, humidity,
abrasion, ionizing radiation, light, impact with gas or particles,
mechanical load (static or dynamic), or any other stressor that
may be present during service. These stressors may be present
individually or in combination.

3.1.2 accelerated aging—a type of artificial aging whereby
the effect of prolonged exposure during service is simulated by
aging at elevated temperature.

3.1.3 artificial aging—aging which is a function of com-
bined stressors lying outside the domain of normal storage and
service domains; or alternatively, aging in which exposure to
temperature is used to produce an effect that simulates that of
time. The degree of artificiality may vary considerably. An
example of mild artificiality might be exposure of a material to
a greater pressure than it experiences during service. An
example of extreme artificiality would be the use of sand paper
to increase a material’s surface roughness to simulate particle-
impact abrasion that occurs during service. A high degree of
artificiality affects the strength of conclusion that can be drawn,
because it may be difficult to relate the results to the use
condition. Artificial aging is preferred that accelerates natural
aging but does not alter the underlying mechanism responsible
aging-induced property changes.

3.1.4 oxidative degradation—physical or mechanical prop-
erty changes occurring as a result of exposure to oxygen-
containing media.

3.1.5 oxygen-containing media—air, oxygen-enriched me-
dia containing greater than 25 mole % oxygen, or pure oxygen.

3.1.6 oxygen resistance—resistance of a material to ignite
spontaneously, propagate by sustained combustion, or undergo
oxidative degradation.

3.1.7 oxygen service—applications involving the produc-
tion, storage, transportation, distribution, of use of oxygen-
containing media.

3 Available from Standardization Documents Order Desk, Bldg. 4 Section D, 700

3.1.8 natural aging—aging that occurs during normal ser-
vice which is a function of time after service installation and
other stressors, including temperature, present during service.

3.1.9 physical aging—aging that occurs during normal stor-
age which is a function of time after production.

4. Summary of Practice

4.1 This practice can be used to evaluate systematically the
effect of natural aging (Procedure A) or accelerated aging
(Procedures B and C) on oxygen resistance. To apply its
principle, the user first characterizes the material, then subjects
the material to an aging stressor or stressors, followed by
re-characterizing the material. Caution must be taken in inter-
preting results because interactions occurring in service may be
different than those simulated during aging.

4.2 Tt is always more accurate, although not always practi-
cal, to determine the effect of natural aging (Procedure A)
without resorting to accelerated aging (Procedures B and C).
Accelerated aging procedures are more useful for determining
material rankings (Procedure B) or for making lifetime predic-
tions (Procedure C).

4.3 Summary of Practice for Evaluating the Effect of Aging
in Incident Studies:

4.3.1 In incident studies, in which initial characterization
data are not available, then historical or average-property data
may be used to draw coarser conclusions about the effect of
aging on oxygen resistance.

4.4 Practices for Natural Aging (Procedure A) and Accel-
erated Aging for Comparative Oxygen Resistance (Procedure
B):

4.4.1 The effect of aging is reported as positive or negative
depending upon whether the property used to evaluate oxygen
resistance increases or decreases, and the magnitude of the
effect is reported as the degree to which the measured property
changes relative to that of the unaged material.

4.5 Practice for Accelerated Aging for Lifetime Prediction
(Procedure C):

4.5.1 The time necessary to produce a predetermined level
of property change is determined at a series of elevated aging
temperatures, and the time necessary to produce the same level
of property changed at some lower temperature is then deter-
mined by linear extrapolation.

4.5.2 A practice for evaluating the effect of accelerated
aging on physical and mechanical properties under conditions
of variable time and temperature has been validated for
significance and is described in detail. This practice is similar
to those given in Practices D 3045 and D 5510, but is specific
to aging in oxygen-containing media.

4.5.3 A practice for evaluating the effect of accelerated
aging on ignition and combustion properties under conditions
of variable time and temperature has not been validated for
significance, but may yield meaningful results. The practice
described is included to promote research and possible devel-
opment into an established method.

4.5.4 There can be very large errors when accelerated aging
Arrhenius approaches are used to estimate the time necessary
to produce a fixed amount of property change at some lower
temperature. This estimated time to produce a fixed amount of

Robbins Ave., Philadelphia, PA 19111.
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called the “service life.” Because of the errors associated with
these calculations, this time should be considered to be the
“maximum expected” rather than “typical.”

5. Significance and Use

5.1 This practice allows the user to evaluate the effect of
service or accelerating aging on the oxygen resistance of
polymeric materials used in oxygen service.

5.2 The use of this practice presupposes that the properties
used to evaluate the effect of aging can be shown to relate to
the intended use of the material, and are also sensitive to the
effect of aging.

5.3 Polymers aged in the presence of oxygen-containing
media may undergo many types of reversible and irreversible
physical and chemical property change. The severity of the
aging conditions determines the extent and type of changes that
take place. Polymers may not necessarily be degraded by
aging, but may be unchanged or improved. For example, aging
may drive off volatile materials, thus raising the ignition
temperature without compromising mechanical properties.
However, aging under prolonged or severe conditions (for
example, elevated oxygen concentration) will usually cause a
decrease in mechanical performance, while improving resis-
tance to ignition and combustion.

5.4 Aging may result in reversible mass increase (phys-
isorption), irreversible mass increase (chemisorption), plastici-
zation, discoloration, loss of volatiles, embrittlement, softening
due to sorption of volatiles, cracking, relief of molding
stresses, increased crystallinity, dimensional change, advance
of cure in thermosets and elastomers, chain scissioning, and
crosslinking.

5.5 After a period of service, a material’s properties may be
significantly different than those when new. For example, all
materials rated for oxygen service should remain resistant to
ignition and combustion (primary fire risk). Furthermore, all
materials rated for oxygen service should be resistant to
oxidative degradation, hence retain relevant physical and
mechanical properties during service, because part failure can
indirectly lead to an unacceptable ignition or combustion risk
(secondary fire risk).

5.6 In cases where aging makes a material more susceptible
to fire or causes significant oxidative degradation, aging tests
may be used to evaluate whether a material will become
unacceptable during service. In cases where aging makes a
material less susceptible to fire, aging tests may be used to
evaluate whether a material can be conditioned (artificially
aged) to prolong its service lifetime.

5.7 Oxygen resistance as determined by this practice does
not constitute grounds for material acceptability in oxygen
service. Determination of material acceptability must be per-
formed within the broader context of review of system or
component design, plausible ignition mechanisms, ignition
probability, post-ignition material properties, and reaction
effects such as are covered by Guide G 63.

5.8 The potential for personnel injury, facility damage,
product loss, or downtime occurring as a result of ignition,
combustion, or catastrophic equipment failure will be least for
systems or components using air and greatest for systems or

5.9 In terms of physical and mechanical properties, aging is
expected to have a greater influence on a polymer’s ultimate
properties such as strength and elongation, than bulk properties
such as modulus.

5.10 In terms of fire properties, aging is expected to have a
greater influence on a polymer’s ignition properties (for ex-
ample, autogenous ignition temperature (AIT), mechanical and
pneumatic impact) than its propagation properties (for ex-
ample, upward and downward flame propagation). To date, the
only background on aging influences is that of the Bundesan-
stalt Fiir Materialforschung und -Priifung (BAM) which has for
years assessed the effect of aging at elevated pressure and
temperature on a material’s AIT. BAM has used the AIT test
results to establish maximum constraints on the use of mate-
rials at elevated pressure and temperature.*

6. Rationale for Aging Tests

6.1 The body of information on the effect of natural aging
on oxygen resistance under conditions of multiple stressors is
small, and so, this practice is intended to promote testing
towards the goal of developing better practices to evaluate the
competing effects of multiple stressors.

6.2 The body of information on the effect of accelerated
aging on ignition and combustion is small, and so, this practice
is intended to promote testing towards the goal of developing
potential practices to evaluate the effect of accelerated aging on
ignition and combustion.

7. Apparatus

7.1 General Considerations:

7.1.1 The apparatus used for aging can vary widely. When
aging in ambient pressure air, gravity-convection ovens or
forced-ventilation ovens may be used. When aging in pressur-
ized oxygen-enriched media or pure oxygen, because of the
increased risk of ignition or combustion, pressure-rated cell-
type ovens or oxygen pressure chambers that provide a greater
margin of safety must be used.

7.1.2 This practice focuses on small-scale aging methods
involving only a few specimens at most. The scale of the aging
procedure can be increased in numerous ways, provided care is
taken to ensure safety.

7.1.3 A provision shall be made for suspending specimens
vertically without touching each other or the sides of the aging
chamber. If possible, maintain at least a 5 cm (2 in.) separation
between specimens and the sides of the aging oven, cell, or
chamber.

7.1.4 The temperature, and pressure if different than ambi-
ent, should be automatically recorded.

7.1.5 Temperatures shall be measured in close proximity to
the test piece.

7.1.6 Uniform heating shall be accomplished by mechanical
agitation or forced circulation whenever possible or practical.
Baffles or other design features shall be used to insure uniform

4 Wegener, W., Binder, C., Hengstenberg, P., Herrmann, K. P., and Weinert, P.,
“Tests to Evaluate the Suitability of Materials for Oxygen Service,” Flammability
and Sensitivity of Materials in Oxygen-Enriched Atmospheres: Third Volume, ASTM

components using pure oxygen.
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heating is obtained in all parts of the chamber and to prevent
local overheating or dead spots.

7.1.7 In cases where circulated air is used, increasing the air
flow rate, will improve temperature uniformity. However,
while low air speed will promote accumulation of degradation
products and volatilized ingredients, as well as oxygen deple-
tion, high air speed will promote increase the rate of deterio-
ration due to reduced oxygen depletion and increased volatil-
ization of plasticizers and antioxidants.

7.1.8 Specimen preparation for larger scale experiments or
unique combinations of stressors that qualify as research may
utilize other hardware that allows safe aging. Safety must be
carefully evaluated for any aging arrangement.

Note 1—The effects of aging may be quite variable, especially when
specimens are aged for long intervals. Factors that may affect reproduc-
ibility of data include temperature uniformity and control within the aging
apparatus and humidity. For example, materials susceptible to hydrolysis
may undergo degradation not directly attributable to the effects of oxygen.

Note 2—Aging apparatuses must be designed so that specimens,
especially vulcanized elastomers, do not come in contact with copper or
copper-containing alloys, which can accelerate aging.

7.2 Gravity-Convection Air Ovens:

7.2.1 Gravity convection ovens are recommended for film
specimens having a nominal thickness not greater than 0.25
mm (0.010 in.). In order to maintain a constant, evenly
distributed temperature throughout the heating interval, auto-
matic temperature control by means of thermostatic regulation
shall be used. Aluminum chamber or cell walls will help
maintain temperature consistency. The air shall circulate at no
less than 3 and no more than 10 changes per hour.

7.3 Forced-Ventilation Air Ovens:

7.3.1 Forced ventilation ovens are recommended for speci-
mens having a nominal thickness greater than 0.25 mm (0.010
in.). The source of heat is optional, but shall be located outside
the aging chamber proper. The air shall be preheated to the
target aging temperature. The air shall circulate at no less than
3 and no more than 10 changes per hour, and the flow shall be
as laminar and uniform as possible. Specimens shall be placed
with the smallest surface facing the air flow so as to avoid
disturbing the air flow.

Note 3—During forced-ventilation air aging and in cases where a
motor driven fan is used, in order to avoid ozone contamination, the aging
media must not come into contact with the fan motor brush discharge. For
this reason, it is not permissible to use motor-driven fans inside the oven.

7.4 Cell-type Air Ovens:

7.4.1 Cell-type ovens shall consist of one or more uncon-
nected cylindrical cells having a minimum height of 300 mm
(12 in.) in which the temperature can be kept constant and the
air circulates at no less than 3 and no more than 10 changes per
hour. Cells shall be surrounded by the good heat transfer
medium (aluminum block, liquid bath, or saturated vapor). The
air passing through one cell shall not enter into other cells.
Cells are especially useful when aging dissimilar types of
polymers (see Note 6).

7.5 Pressure Chambers:

7.5.1 Pressure chambers shall consist of a vessel made of
stainless steel or other suitable material. When aging in

heat transfer medium surrounding the chamber shall be made
of materials that do not react with oxygen.

7.5.1.1 The chamber shall be equipped with a burst disk to
prevent the maximum allowable water pressure (MAWP) for
the chamber from being exceeded in the case of an extreme
reaction between the test material and oxygen. Additionally, an
engineering design safety factor can be used to further reduce
the possibility of catastrophic over-pressurization.

7.5.1.2 The size of the chamber is optional, but shall be such
that (/) the total volume of the test specimens does not exceed
10 percent of the free space in the chamber, and (2) the
maximum expected operating pressure (MEOP) produced by a
worst case combustion to form completely oxidized gaseous
by-products does not exceed eighty percent of the MAWP for
the chamber. For example, in a typical isothermal combustion
in 100 percent oxygen, and assuming oxygen is the limiting
reactant (that is, all oxygen originally present is consumed), the
MEOP can be estimated as:*

Mgy " R T
MEOP = % = 0.8 MAWP (1)
where:

N4, = number of moles of gas produced by the combustion
(assumes all moles of gas originally present in the
aging medium were consumed),

R = ideal gas constant, and

V. = pressure chamber volume.

And where T} is the final temperature inside the chamber
after 100 % combustion as determined by:

T <AHL‘ . mmmp,e> 2
4 i Cp *Mepamber
where:
T, = initial aging temperature,
AH, = heat of combustion of the test specimen as
determined under isothermal conditions per
Test Method D 4809,
Mpamver ~ = Mmass of the combusted specimens,
. = heat capacity of the metal or metal alloy used
to construct the pressure chamber, and
Mepamper = Mass of pressure chamber.

Note 4—Warning: The pressure chamber shall be constructed of
materials that are known to be resistant to ignition and combustion in the
aging medium used, and at the aging temperatures and pressures used.

Note 5—Warning: Precautions must be taken to insure the pressure
chamber is not overloaded, or aging temperatures and pressures used that
would cause the safety margins for the chamber to be exceeded.

7.5.2 In cases where the effect of aging on ignition or
combustion properties is being examined, the vessel used to
perform the ignition AIT reaction vessel, mechanical impact
test chamber, or pneumatic impact test chamber subassembly)
or combustion test (calorimeter bomb) may also serve as the
apparatus for the aging step.

7.5.2.1 To examine the effect of aging on the autogenous
ignition sensitivity, specimens would be placed into the AIT

3 ASME, 2004, Boiler and Pressure Vessel Code, Section VIII, Division 1, New

oxygen-enriched media or oxygen, both the chamber and the
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