ANSI/AWWA B112-19
‘ (Revision of ANSI/AWWA B112-15)

American Water Works
Association
®

Dedicated to the World's Most Important Resource

AWWA Standard

— T

Microfiltration
and Ultrafiltration
Membrane Systems

Effective date: May 1, 2019.

First edition approved by AWWA Board of Directors Jan. 24, 2015.
This edition approved Jan. 24, 2019.

Approved by American National Standards Institute Feb. 1, 2019.

N | STANDARD

merican
a

A .
Water works | Since 1881

Documents

Copyright © 2019 American Water Works Association. All Rights Reserved Document Sharing Hub

Full document details: AWWA B112 2019


http://www.avadocuments.com/doc/awwa-b112-2019
http://www.avadocuments.com/doc/awwa-b112-2019

AWWA Standard

This documentis an American Water Works Association (AWWA) standard. Itis not a specification. AWWA standards describe
minimum requirements and do not contain all of the engineering and administrative information normally contained in
specifications. The AWWA standards usually contain options that must be evaluated by the user of the standard. Until each
optional feature is specified by the user, the product or service is not fully defined. AWWA publication of a standard does
not constitute endorsement of any product or product type, nor does AWWA test, certify, or approve any product. The
use of AWWA standards is entirely voluntary. This standard does not supersede or take precedence over or displace any
applicable law, regulation, or code of any governmental authority. AWWA standards are intended to represent a consensus
of the water industry that the product described will provide satisfactory service. When AWWA revises or withdraws this
standard, an official notice of action will be placed in the Official Notice section of Journal AWWA. The action becomes
effective on the first day of the month following the month of Journal AWWA publication of the official notice.

American National Standard

An American National Standard implies a consensus of those substantially concerned with its scope and provisions. An
American National Standard is intended as a guide to aid the manufacturer, the consumer, and the general public. The
existence of an American National Standard does not in any respect preclude anyone, whether that person has approved
the standard or not, from manufacturing, marketing, purchasing, or using products, processes, or procedures not
conforming to the standard. American National Standards are subject to periodic review, and users are cautioned to obtain
the latest editions. Producers of goods made in conformity with an American National Standard are encouraged to state
on their own responsibility in advertising and promotional materials or on tags or labels that the goods are produced in
conformity with particular American National Standards.

Caution NoTice: The American National Standards Institute (ANSI) approval date on the front cover of this standard indicates
completion of the ANSI approval process. This American National Standard may be revised or withdrawn at any time. ANSI
procedures require that action be taken to reaffirm, revise, or withdraw this standard no later than five years from the date
of ANSI approval. Purchasers of American National Standards may receive current information on all standards by calling
or writing the American National Standards Institute, 25 West 43rd Street, Fourth Floor, New York, NY 10036; 212.642.4900,
or emailing info@ansi.org.
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Foreword

This foreword is for information only and is not a part of ANSI'/AWWA B112.

I.  Introduction.

LA, Background. The purpose of ANSI/AWWA B112 is to provide
purchasers with a standard for the purchase and installation of microfiltration (MF)
and ultrafiltration (UF) membrane systems.

Membranes are made from a variety of polymeric and inorganic materials, although
polymeric varieties currently predominate. Measurements of membrane performance,
including separation and output, are not universally standardized by regulatory
agencies. However, some standards groups have published standardized measurement
methods, and the industry has developed common and accepted approaches. This is
one of the purposes of the testing requirements outlined in the USEPA Membrane
Filtration Guidance Manual (USEPA 2005) associated with the Long Term 2 Enhanced
Surface Water Treatment Rule (USEPA 2006) as well as in NSF'/ANSI 419, Public
Drinking Water Equipment Performance—Filtration.

Regulatory concerns may or may not be the primary drivers for the use of membranes
by a municipality, but in all cases the regulations must be assessed for applicability. At
present, US federal drinking water standards covering membrane treatment deal mainly
with how much removal credit can be received from membrane treatments use as a
microbial barrier. Other issues such as acceptable water contact materials and meeting the
primary and secondary contaminant levels in the finished water may also apply.

This standard should be considered as a list of minimum requirements for planning,
procurement, selection, construction, and commissioning of MF- and UF-based
treatment systems. However, its proper application requires this standard to be coupled
with a thorough professional review of site-specific water treatment conditions.

ILB.  History. The AWWA Standards Council authorized a new AWWA
standard for MF and UF systems in September 2010 and assigned the task of
development to the AWWA Standards Committee on Membranes. The first edition
was approved Jan. 24, 2015, and this edition was approved on Jan. 24, 2019.

A guide to the AWWA membrane systems standards is presented in Table 1.

* American National Standards Institute, 25 West 43rd Street, Fourth Floor, New York, NY 10036.
T NSF International, 789 North Dixboro Road, Ann Arbor, MI 48105.
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Table1 Guide to AWWA membrane standards and typical membrane

characteristics
Typical
>3-pum Particle Molecular Salt
Applicable  Nominal or Surrogate Weight (NaCl)
AWWA Pore Size Organism Virus (MS2 Cutoff  Rejection
Membrane Type  Standard (um) Removal Phage) Removal (daltons) (%)*
Microfiltration B112 0.1t00.5 299.9% (23 log) <90% (<1 log) >200,000 None
(MF)
Ultrafiltration B112 0.005t0 0.1  299.9% (=3 log) 290% (=1 log) 10,000 to None
(UF) 200,000
Nanofiltration B114 0.001 Same as UF, but  Same as UE but ~200 to 0% to
(NF)** (approximate typically not typically not >500 95%
conceptual designed for designed for
value) verifiable removal  verifiable removal
Reverse osmosis B114 0.001 Same as UE but  Same as UF, but <200 to >95%
(RO)' (approximate typically not typically not 500
conceptual designed for designed for
value) verifiable removal  verifiable removal
Electrodialysis/ B116 Not Not applicable: Not applicable: Not >45%
ion-exchange applicable demineralized demineralized applicable
membranes product does product does not
(IEMs) not pass through  pass through a
a membrane membrane barrier
barrier
Membrane B130 S S S S S
bioreactors
(MBRs)

* NF is similar to RO with the key differences being that NF has lower sodium chloride rejection than RO, and

NF exhibits greater selectivity in the types of ions that are removed such that NF allows a comparatively higher

percentage of monovalent ions to pass to the permeate than multivalent ions.

T For NF and RO, rejection is generally based on test conditions for a single element, but there is some variation
among membrane manufacturers and membrane models. In general, test conditions tend to vary as follows:
(1) feed solutions: 500 to 700 mg/L sodium chloride, magnesium chloride, calcium chloride, or mixed
solute solutions for NF; 1,500 to 2,000 mg/L sodium chloride for brackish water RO membranes; 32,000 to
38,000 mg/L sodium chloride for seawater RO membranes; (2) 25°C (77°F) temperature or corrected to that
temperature; (3) 6 to 8 pH; (4) 8 to 20 percent recovery per element.

S For a description of typical MBR characteristics, please refer to AWWA Standard B130 Membrane Bioreactor

Systems.

II.  Special Issues.

There is no consensus of opinion on the precise definitions

of reverse osmosis (RO), nanofiltration (NF), ultrafiltration (UF), and microfiltration
(MF). The definitions and typical membrane characteristics of the membrane types

shown in this standard are considered applicable to this standard and its use.

ITI.  Use of This Standard. It is the responsibility of the user of an AWWA
standard to determine that the products described in that standard are suitable for use

in the particular application being considered.

viii
Documents

Copyright © 2019 American Water Works Association. All Rights Reserved Document Sharing Hub

Full document details: AWWA B112 2019


http://www.avadocuments.com/doc/awwa-b112-2019
http://www.avadocuments.com/doc/awwa-b112-2019

HIL.A.  Purchaser Options and Alternatives. The following items should be

provided by the purchaser:

1.  Standard used—that is ANSI/AWWA B112, Microfiltration and
Ultrafiltration Membrane Systems, of latest revision.

2. Details of federal, state, and local requirements (Sec. 4.1.1).
Required equipment (Sec. 4.2.1).
Excluded systems and facilities (Sec. 4.2.2).
Required net production rate (Sec. 4.3.1.b).
Required documents for permitting (Sec. 4.3.1.u and 4.3.3.¢).

N AW

Record drawings format (Sec. 4.3.4).

8.  Whether compliance with NSF/ANSI 60 or NSF/ANSI 61 or other
standards, rules, or regulations in addition to the requirements of the Safe Drinking
Water Act is required (Sec. 4.6.4, 4.6.4.1, 4.6.4.2).

9.  Spare part requirements (Sec. 4.6.7.1).

10. Interface coordination requirements on project drawings (Sec. 4.6.8.1).

11. Electrical coordination requirements on project drawings (Sec. 4.6.8.4).

12. Instrumentation and control requirements on project drawings (Sec. 4.6.8.5).

13. Pneumatic requirements on project drawings (Sec. 4.6.8.6).

14. Flushing requirements (Sec. 5.1.2).

15. Installation requirements (Sec. 5.1.3).

16. Preservative flushing and disposal requirements (Sec. 5.1.4).

17. Requirements for approval of field testing (Sec. 5.4.1).

18. Demonstration testing requirements (Sec. 5.4.4).

19. Performance testing requirements (Sec. 5.4.5).

20. Basis for rejection (Sec. 5.5).

21. Affidavit of compliance (Sec. 6.3).

HLB. Modification to Standard. ~ Any modification to the provisions, definitions,

or terminology in this standard must be provided by the purchaser.

IV.  Major Revisions.
1. Section I.A. Background was revised.
2. Section 3 Definitions was updated.

3. System Description Table in Appendix B was updated.

V.  Comments. If you have any comments or questions about this standard,
please contact AWWA Engineering & Technical Services at 303.794.7711; FAX at
303.795.7603, write to the department at 6666 West Quincy Avenue, Denver,
CO 80235-309, or email at standards@awwa.org.
ix
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ANSI/AWWA B112-19
‘ (Revision of ANSI/AWWA B112-15)

American Water Works
Association
®

Dedicated to the World’s Most Important Resource AWW A St an d ar d

~ T

Microfiltration and Ultrafiltration
Membrane Systems

SECTION 1: GENERAL

Sec. 1.1  Scope
This standard sets minimum requirements for microfiltration (MF) and
ultrafiltration (UF) membrane systems for water and reclaimed water filtration
systems. This standard does not cover the membranes used in biological wastewater

treatment, such as membrane bioreactors.

Sec. 1.2 Purpose
The purpose of this standard is to provide a minimum set of requirements
for MF and UF systems used for water and reclaimed water filtration systems.
This standard is intended to assist with the design, procurement, installation, and

commissioning of MF and UF systems.

Sec.1.3  Application
This standard can be referenced for design, procurement, installation, and
commissioning of MF and UF systems used for water and reclaimed water filtration

systems.
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2 AWWAB112-19

SECTION 2: REFERENCES

This standard references the following documents. In their latest edition, these
documents form a part of this standard to the extent listed within the standard. In
any case of conflict, the requirements of this standard shall prevail.

American Public Health Association (APHA), American Water Works
Association (AWWA), Water Environment Federation (WEF)—Standard Methods
for the Examination of Water and Wastewater.

NSF/ANSI" 60—Drinking Water Treatment Chemicals—Health Effects.

NSF/ANSI 61—Drinking Water System Components—Health Effects.

NSF/ANSI 419—DPublic Drinking Water Equipment Performance—Filtration.

US Environmental Protection Agency—Membrane Filtration Guidance
Manual. Office of Water, EPA 815-R-06-009, Washington, D.C.: November 2005.

SECTION 3: DEFINITIONS

The following definitions shall apply in this standard:

1. Air scour: Distributing air to a membrane surface to improve the
effectiveness of filtration, backwashing, and/or cleaning.

2. Backwash (BW): An operation in which relatively high-quality clean
water (generally filtrate) is directed through a membrane in the opposite direction
of normal filtration flow to remove solids from the membrane surface. Other
terms, such as “back-pulse” or “reverse filtration” are sometimes used as alternatives
to Backwash, which is the preferred term.

3. Bubble point:  Pressure differential at which gas bubbles first appear on
the surface of a wetted membrane in a liquid (typically water) as gas (typically air)
pressure is applied to the other side.

4. Challenge test: A study conducted to determine the removal percentage
and/or log removal value of a membrane material for a particular organism, particle
size, or surrogate.

5. Chemical wash (CW): This term is sometimes used as an alternative
to Chemically enhanced backwash and Maintenance wash, which are the preferred

terms.

* NSF International, 789 North Dixboro Road, Ann Arbor, MI 48105.
¥ American National Standards Institute, 25 West 43rd Street, Fourth Floor, New York, NY 10036.
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MICROFILTRATION AND ULTRAFILTRATION MEMBRANE SYSTEMS 3

6. Chemically enhanced backwash (CEB): A short-duration operating
cycle, generally not exceeding 60 min of total non-filtrate-producing time, to
clean the membrane material using chemical solution(s) that includes backwash-
type steps. Other terms, such as “mini-clean” or “enhanced flux maintenance,” are
sometimes used as alternatives to Chemically enbhanced backwash and Maintenance
wash, which are the preferred terms.

7. Clean-in-place (CIP): An operating cycle, generally not exceeding 8 h
of total non-filtrate-producing time, specifically designed to clean the membrane
material using chemical solution(s) without removing the membrane elements
from their normal service location. Other terms, such as “recovery clean,” are
sometimes used as alternatives to Clean-in-place, which is the preferred term.

8. Concentrate: 'The stream exiting a membrane device, which has
increased concentration (compared to the feed stream) of materials retained by the
membrane.

9. Direct integrity test (DIT): A physical test applied to a membrane unit
to quantify integrity breaches.

10. Element: The smallest removable component of a membrane system
that includes the membrane.

11. Encased: A membrane contained in a pressure vessel (or housing) and
for which positive hydraulic pressure is applied on the membrane feed side to
transport water through the membrane.

12. Feed: An abbreviation of the term feedwater.

13. Feedwater: The liquid influent to an MF/UF membrane system.

14. Filtrate: 'The water that has passed through an MF/UF membrane.
Other terms, such as Permeate or Product, are sometimes used as alternatives to
Filtrate, which is the preferred term.

15. Flux: Filtrate flow rate divided by the available membrane area on
the feed-side surface. The unit of measurement is gallons per day per square foot,
which is abbreviated gpd/ft* or gfd (or liter per hour per square meter, which is
abbreviated L/h-m? or Lmh).

16. Hollow fiber:  Self-supporting cylinder containing membrane material
that has an outside diameter generally less than 5 mm with one or more hollow
bores (lumens) on the inside, therefore including single-bore and multi-bore
options. The membrane surface may be on the inside or the outside of the fiber, or
in some cases it is the whole fiber and not a separate portion or layer of the fiber.

17. Hydrophilic: Having an affinity for water.
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4 AWWAB112-19

18. Hydrophobic: Lacking an affinity for water.

19. Indirect integrity monitoring: Monitoring some aspect of filtrate water
quality that is indicative of the removal of particulate matter.

20. Instantaneous flux: The flux at any given point in time.

21. Log removal value (LRV): A measure of the removal effectiveness of
a membrane system expressed as the log 10 of the concentration in the feedwater
minus the log 10 of the concentration in the filtrate.

22. Maintenance wash (MW): ~ Same as Chemically enhanced backwash (CEB).

23. Manufacturer: 'The party that manufactures, fabricates, or produces
materials or products.

24. Maximum instantaneous flux (MIF): The maximum flux at ambient
temperature, not temperature corrected, during operations.

25. Membrane: An engineered material designed to remove particulate
matter from liquid primarily through a size-exclusion mechanism and which has a
measurable removal effectiveness that can be verified with a direct integrity test.

26. Microfiltration (MF): Membrane filtration process with pore diameter
nominally 0.1 to 0.5 pum that provides at least 3-log removal of Giardia cysts,
Cryptosporidium oocysts, or similar-sized 3-um and larger materials or surrogate
materials based on challenge testing in accordance with the USEPA Membrane
Filtration Guidance Manual or NSF/ANSI 419 or other method accepted by the
applicable regulatory agency.

27. Module:  The smallest component of a membrane unit in which a
specific membrane surface area is housed in a device with a feedwater inlet, filtrate,
and concentrate or BW outlet structure.

28. Molecular weight cutoff (MWCO):  The rating of a membrane based on
the size of uncharged molecules in the feed that do not pass to the filtrate. Also
referred to as nominal molecular weight curoff (NMWCO). Typically expressed
in daltons.

29. Nanofiltration (NF): Membrane filtration process that removes
dissolved constituents from water. NF membrane elements provide a nominal
organic molecular weight cutoff in the range of about 200 to >500 daltons and
sodium chloride rejection of 0 to 95 percent.

30. Net flux: The net usable filtrate flow rate over a defined time period,
which is assumed to be 24 h unless otherwise stated, divided by active membrane

area on the feed-side surface.
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