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AWWA Standard

This document is an American Water Works Association (AWWA) standard. It is not a specification. AWWA standards describe mini-
mum requirements and do not contain all of the engineering and administrative information normally contained in specifications.
The AWWA standards usually contain options that must be evaluated by the user of the standard. Until each optional feature is
specified by the user, the product or service is not fully defined. AWWA publication of a standard does not constitute endorse-
ment of any product or product type, nor does AWWA test, certify, or approve any product. The use of AWWA standards is entirely
voluntary. This standard does not supersede or take precedence over or displace any applicable law, regulation, or codes of any
governmental authority. AWWA standards are intended to represent a consensus of the water supply industry that the product de-
scribed will provide satisfactory service. When AWWA revises or withdraws this standard, an official notice of action will be placed
on the first page of the classified advertising section of Journal AWWA. The action becomes effective on the first day of the month
following the month of Journal AWWA publication of the official notice.

American National Standard

An American National Standard implies a consensus of those substantially concerned with its scope and provisions. An American
National Standard is intended as a guide to aid the manufacturer, the consumer, and the general public. The existence of an
American National Standard does not in any respect preclude anyone, whether that person has approved the standard or not, from
manufacturing, marketing, purchasing, or using products, processes, or procedures not conforming to the standard. American Na-
tional Standards are subject to periodic review, and users are cautioned to obtain the latest editions. Producers of goods made in
conformity with an American National Standard are encouraged to state on their own responsibility in advertising and promotional
materials or on tags or labels that the goods are produced in conformity with particular American National Standards.

CauTtion Norice: The American National Standards Institute (ANSI) approval date on the front cover of this standard indicates comple-
tion of the ANSI approval process. This American National Standard may be revised or withdrawn at any time. ANSI procedures
require that action be taken to reaffirm, revise, or withdraw this standard no later than five years from the date of publication.
Purchasers of American National Standards may receive current information on all standards by calling or writing the American
National Standards Institute, 25 West 43rd Street, Fourth Floor, New York, NY 10036; (212) 642-4900.

All rights reserved. No part of this publication may be reproduced or transmitted in any form or by any means, electronic or
mechanical, including photocopy, recording, or any information or retrieval system, except in the form of brief excerpts or
quotations for review purposes, without the written permission of the publisher.

Copyright © 2008 by American Water Works Association
Printed in USA
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Committee Personnel

The AW WA Standards Committee on Taste and Odor Control Chemicals, which reviewed and
approved this standard, had the following personnel at the time of approval:

Djanette Khiari, Chair
Phillip A. Vella, Secretary

General Interest Members

C.A. Blanck, Richmond, Ind. (AWWA)
C.R. Dugan,* Standards Council Liaison, Bath, Mich. (AWWA)
D. Khiari, AW WA Research Foundation, Denver, Colo. (AWWA)
J.S. Kippin, Town of Ipswich Water, Ipswich, Mass. (NEWWA)
N.E. Otto, Denver, Colo. (BUREC)
S.J. Posavec,* Standards Group Liaison, AW WA, Denver, Colo. (AWWA)
M. Siddiqui, University of Utah, Salt Lake City, Utah (AWWA)
B.H. Wilder, Daytona Beach, Fla. (AWWA)
Producer Members
L.P. Fairchild, Chemical Specialty Group Inc., Cartersville, Ga. (AWWA)
C.B. Lind, Mauser Corporation, Bridgewater, N.J. (AWWA)
P.A. Vella, Carus Chemical, La Salle, IlI. (AWWA)
T.R. Walton, Stuart, Fla. (AWWA)
User Members
J.T. Harvey, Central Arkansas Water, Little Rock, Ark. (AWWA)
J.J. Parker, Springfield, Mo. (AWWA)

* Liaison, nonvoting
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All AWWA standards follow the general format indicated subsequently. Some variations from this
format may be found in a particular standard.
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Foreword

This foreword is for information only and is not a part of ANSI/AWWA B602.

L. Introduction.

LLA.  Background. Copper sulfate primarily is used as an algicide in potable
water. It is available both as a commercial product and as a by-product of the printed-
circuit-board industry.

The commercial product is produced by reacting a solution of sulfuric acid with
copper metal, cupric oxide, or basic cupric copper salts. Copper sulfate crystals form in
the concentrated solution and grow in size in a characteristic crystalline shape. A broad
range of crystal sizes is produced by controlling the length of crystallization time or by
fracturing the larger crystals and screening to the desired sizes.

The by-product copper sulfate is generally produced in printed-circuitboard shops,
where proprietary etchant solutions are used to dissolve copper from printed-circuit
boards. If a sulfuric acid—based etchant solution is used, it becomes saturated with
copper ions and sulfate ions. Small crystals of copper sulfate form and are mechanically
removed.

The presence of various impurities and their amounts in the copper sulfate depend
on the impurities present in the starting materials or the solution in which the crystals
grow.

The selection of crystal size for use in algae control depends on a number of factors,
including algae type and growth habits as well as application method and equipment to
be used. The application rate will depend on algae type and species as well as water char-
acteristics, including pH, alkalinity and hardness, presence of suspended solids, den-
sity of algae growth, and water temperature. For potable water, the US Environmental
Protection Agency (USEPA) has set a tolerance for the maximum residue of copper at
1 ppm, or equal to 4 ppm as copper sulfate pentahydrate (CuSO, * 5H,0) (40 CFR*
185.1200), which also is the secondary standard under the US National Drinking Wa-
ter Regulations. USEPA, Office of Drinking Water, has set the Action Level at 1.3 mg/L
copper (Cu) as the Primary Drinking Water Standard. Under most use conditions, the
effective dose is considerably less than the established residue tolerance.

I.B. History. This standard was first approved as tentative on Sept. 15, 1957.
It was developed by the AWWA Water Purification Division and also was submitted

* Code of Federal Regulations, US Government Printing Office, Superintendent of Documents,
Washington, DC 20402.
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for review to producers and consumers whose comments were then considered by a
referee. It was approved as a standard without revision on Jan. 26, 1959, and published
as AWWA B602-59.

This standard was revised by the AW WA Standards Committee on Taste and Odor
Control Chemicals. The dates of approval and numerical designation of past editions

of ANSI/AW WA BG602 are listed below.

Designation Date of Approval
B602-57T Sept. 15, 1957
B602-59 Jan. 26, 1959
B602-80 Jan. 28, 1980
B602-86 Jan. 27, 1986
B602-91 Jan. 27, 1991
B602-97 Feb. 2, 1997
B602-02 Jan. 20, 2002

This edition was approved by the AW'WA Board of Directors on Jan. 27, 2008.

L.C.  Acceptance. In May 1985, the US Environmental Protection Agency
(USEPA) entered into a cooperative agreement with a consortium led by NSF
International (NSF) to develop voluntary third-party consensus standards and a
certification program for direct and indirect drinking water additives. Other members
of the original consortium included the American Water Works Association Research
Foundation (AwwaRF) and the Conference of State Health and Environmental
Managers (COSHEM). The American Water Works Association (AWWA) and the
Association of State Drinking Water Administrators (ASDWA) joined later.

In the United States, authority to regulate products for use in, or in contact with,
drinking water rests with individual states.” Local agencies may choose to impose
requirements more stringent than those required by the state. To evaluate the health
effects of products and drinking water additives from such products, state and local
agencies may use various references, including two standards developed under the
direction of NSF, NSF'/ANSI*60, Drinking Water Treatment Chemicals—Health
Effects, and NSF/ANSI 61, Drinking Water System Components—Health Effects.

Various certification organizations may be involved in certifying products in

accordance with NSF/ANSI 60. Individual states or local agencies have authority to

* Persons outside the United States should contact the appropriate authority having jurisdiction.

1 NSF International, 789 N. Dixboro Road, Ann Arbor, MI 48113.

} American National Standards Institute, 25 West 43rd Street, Fourth Floor, New York, NY
10036.
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