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AWWA Standard

This document is an American Water Works Association (AWWA) standard. It is not a specification.
AWWA standards describe minimum requirements and do not contain all of the engineering and
administrative information normally contained in specifications. The AWWA standards usually
contain options that must be evaluated by the user of the standard. Until each optional feature is
specified by the user, the product or service is not fully defined. AWWA publication of a standard
does not constitute endorsement of any product or product type, nor does AWWA test, certify, or
approve any product. The use of AWWA standards is entirely voluntary. AWWA standards are
intended to represent a consensus of the water supply industry that the product described will
provide satisfactory service. When AWWA revises or withdraws this standard, an official notice of
action will be placed on the first page of the classified advertising section of Journal AWWA. The
action becomes effective on the first day of the month following the month of Journal AWWA
publication of the official notice.

American National Standard

An American National Standard implies a consensus of those substantially concerned with its scope
and provisions. An American National Standard is intended as a guide to aid the manufacturer, the
consumer, and the general public. The existence of an American National Standard does not in any
respect preclude anyone, whether that person has approved the standard or not, from manufactur-
ing, marketing, purchasing, or using products, processes, or procedures not conforming to the
standard. American National Standards are subject to periodic review, and users are cautioned to
obtain the latest editions. Producers of goods made in conformity with an American National
Standard are encouraged to state on their own responsibility in advertising and promotional
materials or on tags or labels that the goods are produced in conformity with particular American
National Standards.

CAUTION NOTICE: The American National Standards Institute (ANSI) approval date on the front
cover of this standard indicates completion of the ANSI approval process. This American National
Standard may be revised or withdrawn at any time. ANSI procedures require that action be taken
to reaffirm, revise, or withdraw this standard no later than five years from the date of publication.
Purchasers of American National Standards may receive current information on all standards by
calling or writing the American National Standards Institute, 11 W. 42nd St., New York, NY 10036;
(212) 642-4900.

All rights reserved. No part of this publication may be reproduced or transmitted in any form or by any
means, electronic or mechanical, including photocopy, recording, or any information or retrieval system,
except in the form of brief excerpts or quotations for review purposes, without the written permission of
the publisher.

Copyright © 2001 by American Water Works Association
Printed in USA
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Foreword

This foreword is for information only and is not a part of AWWA C205.

I. Introduction.

I.A. Background. Cement-mortar-lined-and-coated steel pipe was first used
in the United States in the late 1800s. Some of the first pipelines were in service for
almost a century by the time the first national standard was written. However, it was
not until the 1920s that a practical method of plant-applied, cement-mortar lining
was developed. The first plant-applied linings were installed by standing the pipe on
end, placing a tapered plug with a rope attached to the leading end inside the pipe,
placing enough cement mortar on top of the plug to coat the pipe, and then pulling
the plug up through the pipe. Improvements in the lining process were developed,
and the centrifugal process for plant-applied, cement-mortar lining emerged.

Cement—mortar-lined and cement-mortar-coated steel pipe combines the physi-
cal strength of steel with the protective qualities of cement mortar. The lining,
applied centrifugally, creates a smooth, dense finish that protects the pipe from
tuberculation and provides a measure of corrosion protection. The smooth interior
surface will provide a high flow coefficient for the design life of the pipeline under
normal operating conditions. In addition, the cement-mortar coating results in a
tough, durable, and rugged coating that forms an alkaline environment where
oxidation or corrosion of the steel is inhibited.

I.B. History. The first edition of this standard, designated 7A.7-41, Standard
Specifications for Cement—Mortar Protective Coating for Steel Water Pipe of Sizes
30 Inches and Over, was approved by the AWWA Board of Directors on June 26, 1941.
Before that a tentative draft had been published in the January 1940 Journal AWWA
for review and comment.

The first edition provided for the field application of cement—mortar lining,
which was deleted by action of the Board of Directors effective June 30, 1951.
Pending the promulgation of AWWA C602, Cement—Mortar Lining of Water Pipe-
lines—4 In. (100 mm) and Larger—In Place, the ninth, tenth, and eleventh printing
of 7TA.7 (AWWA C205) continued to carry the withdrawn section.

The next edition, published in 1962, was a major revision and provided for pipe
sizes of 4 in. (100 mm) and larger. The standard was subsequently revised in 1971,

1980, 1985, 1989, and 1995. This edition was approved on June 11, 2000.
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I1.C. Acceptance. In May 1985, the US Environmental Protection Agency
(USEPA) entered into a cooperative agreement with a consortium led by NSF
International (NSF) to develop voluntary third-party consensus standards and a
certification program for all direct and indirect drinking water additives. Other
members of the original consortium included the American Water Works Association
Research Foundation (AWWARF) and the Conference of State Health and Environ-
mental Managers (COSHEM). The American Water Works Association (AWWA) and
the Association of State Drinking Water Administrators (ASDWA) joined later.

In the United States, authority to regulate products for use in, or in contact
with, drinking water rests with individual states.” Local agencies may choose to
impose requirements more stringent than those required by the state. To evaluate
the health effects of products and drinking water additives from such products, state
and local agencies may use various references, including:

1. An advisory program formerly administered by USEPA, Office of Drinking
Water, discontinued on Apr. 7, 1990.

2. Specific policies of the state or local agency.

3. Two standards developed under the direction of NSF, ANSI'/NSF* 60,
Drinking Water Treatment Chemicals—Health Effects, and ANSI/NSF 61, Drinking
Water System Components—Health Effects.

4. Other references, including AWWA standards, Food Chemicals Codex, Water
Chemicals Codex® and other standards considered appropriate by the state or local
agency.

Various certification organizations may be involved in certifying products in
accordance with ANSI/NSF 61. Individual states or local agencies have authority to
accept or accredit certification organizations within their jurisdiction. Accreditation
of certification organizations may vary from jurisdiction to jurisdiction.

Annex A, “Toxicology Review and Evaluation Procedures,” to ANSI/NSF 61 does
not stipulate a maximum allowable level (MAL) of a contaminant for substances not

regulated by a USEPA final maximum contaminant level (MCL). The MALs of an

*Persons in Canada, Mexico, and non—-North American countries should contact the
appropriate authority having jurisdiction.

+American National Standards Institute, 11 W. 42nd St., New York, NY 10036.
£NSF International, 789 N. Dixboro Rd., Ann Arbor, MI 48105.

§ Both publications available from National Academy of Sciences, 2102 Constitution Ave.
N.W., Washington, DC 20418.
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unspecified list of “unregulated contaminants” are based on toxicity testing
guidelines (noncarcinogens) and risk characterization methodology (carcinogens). Use
of Annex A procedures may not always be identical, depending on the certifier.

AWWA C205-00 does not address additives requirements. Thus, users of this
standard should consult the appropriate state or local agency having jurisdiction in
order to

1. Determine additives requirements, including applicable standards.

2. Determine the status of certifications by all parties offering to certify
products for contact with, or treatment of, drinking water.

3. Determine current information on product certification.

II. Special Issues.

The purchaser of cement-mortar linings is cautioned about the following
concerns:

II.LA. Soft, aggressive waters. Soft, aggressive waters, as well as prolonged
contact with heavily chlorinated water, may be injurious to cement—-mortar linings.
When this environment is anticipated, further studies may be necessary to determine
the suitability of this type of lining.

II.B. Intermittent operations. Cement—-mortar linings are best suited for
pipelines that are continuously filled with water. When cement-mortar-lined
pipelines are operated under prolonged empty conditions, special precautions may
have to be taken to prevent excessive drying out of the cement-mortar lining.

II.C. Flow velocity. Cement—mortar linings perform best when flow velocities
are in normal ranges. When the flow velocity exceeds approximately 20 ft/s (6.1 m/s),
special studies may be required to determine the suitability of this type of lining
material.

II.D. Strain limitations. Consideration should be given to limiting the maxi-
mum strains (or stresses) developed in the steel cylinder of cement—-mortar-lined and/
or coated steel water pipe from internal pressure to ensure the long-term design life
of the system.

III. Use of This Standard. AWWA has no responsibility for the suitability
or compatibility of the provisions of this standard to any intended application by any
user. Accordingly, each user of this standard is responsible for determining that the
standard’s provisions are suitable for and compatible with that user’s intended

application.
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