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i i

AWWA Standard

This document is an  American  Water Works Association  (AWWA) standard.  I t i s  not a  specifcation.  AWWA standards 
describe min imum requirements and  do not conta in  a l l  of the engineering and  administrative information  normal l y 
conta ined  in  specifcations.  The AWWA standards usual l y conta in  options that must be eva luated  by the user of the 
standard .  Unti l  each  optiona l  feature is  specifed  by the user,  the product or service is not ful l y defned.  AWWA pub -

l i cation  of a  standard  does not consti tute endorsement of any product or product type,  nor does AWWA test,  certify,  
or approve any product.  The use of AWWA standards is entirely voluntary.  Th is standard  does not supersede or take 
precedence over or d isplace any appl icable law,  regu lation ,  or code of any governmental  authori ty.  AWWA standards 
are intended  to represent a  consensus of the water industry that the product described  wi l l  provide satisfactory ser-
vice.  When  AWWA revises or wi thdraws th is standard ,  an  ofcia l  notice of action  wi l l  be placed  on  the frst page of the 
Ofcia l  Notice section  of J ournal  – American  Water Works Association .  The action  becomes efective on  the frst day of 
the month  fol lowing the month  of J ourna l  – American  Water Works Association  publ ication  of the ofcia l  notice.

American  National  Standard

An American  National  Standard  impl ies a  consensus of those substantia l l y concerned  wi th  i ts scope and  provisions.  
An  American  National  Standard  is  intended  as a  gu ide to a id  the manufacturer,  the consumer,  and  the general  publ ic.  
The existence of an  American  National  Standard  does not in  any respect preclude anyone,  whether that person  has ap -

proved  the standard  or not,  from manufacturing,  marketing,  purchasing,  or using products,  processes,  or procedures 
not conforming to the standard .  American  National  Standards are subject to period ic review,  and  users are cautioned  
to obta in  the latest ed i tions.  Producers of goods made in  conformity wi th  an  American  Nationa l  Standard  are encour-
aged  to state on  their own  responsibi l i ty in  advertising and  promotiona l  materia ls or on  tags or l abels that the goods 
are produced  in  conformity wi th  particu lar American  National  Standards.

Caution  notiCe :  The American  National  Standards I nsti tute (ANSI ) approval  date on  the front cover of th is standard  
ind icates completion  of the ANSI  approval  process.  Th is American  National  Standard  may be revised  or wi thdrawn at 
any time.  ANSI  procedures require that action  be taken  to reafrm,  revise,  or wi thdraw th is standard  no later than  fve 
years from the date of publ ication.  Purchasers of American  National  Standards may receive current information  on  
a l l  standards by ca l l ing or wri ting the American  Nationa l  Standards I nsti tu te,  25  West 43rd  Street,  Fourth  Floor,  New 
York,  NY 1 0036;  21 2.642.4900;  or emai l ing info@ansi .org.
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Foreword

Tis foreword is for information only and is not a part of ANSI*/AWWA C218.

I.  Introduction.

I.A.  Background.  Preventing the corrosion of aboveground steel water pipe 

subjected to atmospheric weathering has become an increasing concern over the years.  

Te increasing incidence of atmospheric corrosive conditions,  such as acid rain,  has 

prompted water suppliers to evaluate the paint and coating systems used to protect 

aboveground steel water pipe.

Although not all aboveground steel water pipe is subjected to the same atmospheric 

corrosive conditions,  a review of the paint and coating systems currently available to 

the industry has become necessary.  Te purchasers must have the option of selecting a 

system that best suits their needs.  Tese needs may be based on current surface prepa-

ration;  the types of volatile organic compound (VOC)  allowances permitted by regula-

tory agencies;  and regulatory requirements for lead abatement.  Te paint and coating 

systems in this standard are designed to assist the user in producing specifcations to 

meet these needs.

I.B.  History.  In November 1986,  the AWWA Standards Council authorized 

AWWA’s Steel Pipe Committee to develop a new standard for coatings to be used 

on aboveground steel water pipe exposed to the atmosphere.  Te frst edition of this 

standard was published as ANSI/AWWA C218-91,  Standard for Coating the Exterior 

of Aboveground Steel Water Pipelines and Fittings,  with an efective date of Nov.  1,  

1991.  Subsequent editions of this standard were approved by the AWWA Board of 

Directors on June 17,  1995,  Jan.  24,  1999,  June 16,  2002,  and Jan.  27,  2008.  Tis 

edition of C218 was approved on June 19,  2016.

I.C.  Acceptance.  Tis standard has no applicable information for this section.

II.  Special Issues.

II.A.  Advisory Information on Product Use.  Tis standard defnes the 

performance and quality of external pipe coatings and coating systems designed to 

protect and prevent atmospheric corrosion.  Tis standard applies to the exterior coating 

of aboveground steel water pipelines and the associated fttings installed aboveground,  

outdoors,  or inside an associated pump station,  a valve chamber,  or other water facilities.  

Te coating systems cited in this standard are not all-inclusive but are those most 

* American National Standards Institute,  25  West 43rd Street,  Fourth Floor,  New York,  NY 10036.
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vi i i

commonly used with an accepted performance record.  Before selecting and specifying 

any of these coating systems,  the purchaser should determine their suitability for the 

intended service.

II.A.1  General.  Tis standard presents several alternative coating systems 

currently in use in the water industry,  often serving dual functions of corrosion 

protection and aesthetics.  Another function of coating systems may be to color code 

the pipe to identify the type of service.

Most coating manufacturers are reformulating their coatings to comply with cur-

rent federal,  state or provincial,  and local environmental regulations.  Some of the coat-

ings discussed in this standard have been used successfully as solvent-based coatings 

for the last 20 to 30 years but are now available as water-based coatings.  Others have 

been reformulated to reduce the amount of solvents,  resulting in coatings with much 

lower VOCs.  In some cases,  high-solids coatings have been developed in which the 

solids content exceeds 80 percent and may reach 100 percent.  Primers have been refor-

mulated to remove heavy metals and toxic inhibitors.

In many instances,  these changes have altered the application,  curing,  adhesion,  

and inhibiting characteristics of coating systems.  Te manufacturer should be con-

sulted for the technical data and material safety data sheets,  which provide the prospec-

tive user with the information necessary to select the coating system that best satisfes 

the purchaser’s requirements.

II.A.2 Materials.  Code of Federal Regulations 29,* Labor-Part 1910,  Occupational 

Safety and Health Administration (OSHA)  regulations establish restrictive limits on 

the constructor regarding inhaling or absorbing lead- and chromate-bearing pigments 

and solvents through the skin.  Tis regulation refers to shop applications,  and it can 

signifcantly increase the cost of shop-coating applications.

Whenever coating materials are referenced to federal,  military,  or other standards,  

the reference identifes a generic type of coating material or system.

II.A.3 Selecting coating systems.  Several generic coating systems (see Table 1  in 

Section 4)  are included in this standard,  because no single coating or coating system 

is appropriate for all service applications.  Often it is impractical for an occasional 

coatings user to make sufcient laboratory tests to verify and compare the relative 

performance characteristics of various coating systems to a given set of performance 

criteria.  Consequently,  it is necessary for the purchaser to consider the atmospheric 

* Available from the US Government Printing Ofce,  Superintendent of Documents,  Washington,  
DC 20402.
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and environmental conditions of service to which the coating or coating system will 

be exposed.  Refer to Section 6 and Table 3  in SSPC,* Painting Manual,  Volume 2,  

Systems and Specifcations,  chapter 1,  for defnitions of atmospheric and environmental 

conditions of service.

Te coatings listed in this standard have been used extensively and have pro-

vided excellent corrosion protection and weathering endurance.  In recent years,  the 

development of new polymers,  pigments,  and solvents has contributed to the rapid 

advancement of materials technology for painting and coating of steel structures.  Tese 

advancements,  coupled with regulatory agency concerns about air pollution by VOCs,  

have led to the development of many new paint formulations.  Although not listed in 

this standard,  many of these new products provide performance equal to or better than 

the systems presented in this standard.

III.  Use of Tis Standard. It is the responsibility of the user of an AWWA 

standard to determine that the products described in that standard are suitable for use 

in the particular application being considered.

III.A.  Purchaser Options and Alternatives.  Te following information should be 

provided by the purchaser.

1.  Standard used,  that is,  ANSI/AWWA C218,  Liquid Coatings for Above-

ground Steel Water Pipe and Fittings,  of latest revision.

2.  Any exceptions to the standard that may be required.

3.  Diameter,  length,  and location of the pipeline.

4.  Coating system to be supplied (Sec.  4.2).

5.  Color,  if special color is specifed (Sec.  4.2.2,  4.2.3,  4.2.4,  4.2.6,  and 4.2.7).

6.  Optional four-coat system (Sec.  4.2.2).

7.  Optional two-coat system (Sec.  4.2.5  and 4.2.6).

8.  Verifcation of flm thickness of the coating or coating system (Sec.  4.3.2.4).

9.  Surface preparation for overcoating (Sec.  4.4.1.2).

10.  Previously coated pipe (Sec.  4.4.1.2).

11.  Requirements for visual comparative standards for blast cleaning (Sec.  4.4.2.1).

12.  Coating of special pipe fttings and appurtenances (Sec.  4.5.12).

13.  Coating requirements for threaded connections (Sec.  4.5.12.3).

14.  Inspection (Sec.  5.4).

15.  Adhesion test procedure (Sec.  5.5.4.1).

16.  Afdavit of compliance,  if required (Sec.  6.3).

* SSPC:  Te Society for Protective Coatings,  40 24th Street,  6th Floor,  Pittsburgh,  PA 15222.
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III.B.  Modifcation to Standard.  Any modifcation of the provisions,  defnitions,  

or terminology in this standard must be provided by the purchaser.

IV. Major Revisions.  Major revisions made to the standard in this edition 

include the following:

1.  Te title of the standard was changed to be consistent with other AWWA 

steel pipe coating standards.

2.  Section 2,  References,  was updated.

3.  Some of the information in Sec.  4.7,  Field Procedures,  of the previous edi-

tion of C218 was removed since it is included in ANSI/AWWA C604.  Te reader is 

now referred to ANSI/AWWA 604 for this information.

4.  Section 5,  Verifcation,  was revised and the heading titles and format were 

updated to be consistent with the new language and format being used in all AWWA 

steel pipe coating and linings standards.

5.  A new Sec.  5.3,  Quality Assurance and Records,  was added.

6.  Old Sec.  5.3,  Notice of Nonconformance,  was renamed to Sec.  5.6,  Rejection,  

and revised to be consistent with other coating and lining standards.

7.  Section 6,  Delivery,  was modifed to be consistent with other AWWA steel 

pipe coating standards.

8.  Sec.  6.3,  Afdavit of Compliance,  was modifed to include an afdavit for 

workmanship for the applicator as well as an afdavit for the manufacturer.

V. Comments.  If you have any comments or questions about this standard,  

please call AWWA Engineering and Technical Services at 303.794.7711,  FAX 

303.795.7603;  write to the department at 6666 West Quincy Avenue,  Denver,  CO 

80235-3098;  or email at standards@awwa.org.
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