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AWWA Standard 

This document is an American Water Works Association (AWWA) standard. It is not a specification. AWWA 
standards describe minimum requirements and do not contain all of the engineering and administrative information 
normally contained in specifications. The AWWA standards usually contain options that must be evaluated by the 
user of the standard. Until each optional feature is specified by the user, the product or service is not fully defined. 
AWWA publication of a standard does not constitute endorsement of any product or product type, nor does AWWA 
test, certify, or approve any product. The use of AWWA standards is entirely voluntary. AWWA standards are 
intended to represent a consensus of the water supply industry that the product described will provide satisfactory 
service. When AWWA revises or withdraws this standard, an official notice of action will be placed on the first page 
of the classified advertising section of Journal AWWA. The action becomes effective on the first day of the month 
following the month of Journal AWWA publication of the official notice. 

American National Standard

An American National Standard implies a consensus of those substantially concerned with its scope and provisions. 
An American National Standard is intended as a guide to aid the manufacturer, the consumer, and the general 
public. The existence of an American National Standard does not in any respect preclude anyone, whether that 
person has approved the standard or not, from manufacturing, marketing, purchasing, or using products, processes, 
or procedures not conforming to the standard. American National Standards are subject to periodic review, and users 
are cautioned to obtain the latest editions. Producers of goods made in conformity with an American National 
Standard are encouraged to state on their own responsibility in advertising and promotional materials or on tags or 
labels that the goods are produced in conformity with particular American National Standards.  

CAUTION NOTICE: The American National Standards Institute (ANSI) approval date on the front cover of this standard 
indicates completion of the ANSI approval process. This American National Standard may be revised or withdrawn at 
any time. ANSI procedures require that action be taken to reaffirm, revise, or withdraw this standard no later than five 
years from the date of publication. Purchasers of American National Standards may receive current information on all 
standards by calling or writing the American National Standards Institute, 25 West 43rd Street, Fourth Floor, New 
York, NY 10036; (212) 642-4900.

Science and Technology 

AWWA unites the entire water community by developing and distributing authoritative scientific and technological 
knowledge. Through its members, AWWA develops industry standards for products and processes that advance public 
health and safety. AWWA also provides quality improvement programs for water and wastewater utilities.

All rights reserved. No part of this publication may be reproduced or transmitted in any form or by any means, electronic 
or mechanical, including photocopy, recording, or any information or retrieval system, except in the form of brief excerpts 

or quotations for review purposes, without the written permission of the publisher. 

Copyright © 2006 by American Water Works Association 
Printed in USA
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The Steel Water Pipe Manufacturers Technical Advisory Committee (SWPMTAC) Task group 
on C226, which developed this standard, had the following personnel at the time: 

 

Stephen Lamb, Chair 

 

E. Bird, Smith-Blair Inc. Texarkana, Texas  (AWWA)

R.N. Borland, Dresser Inc., Bradford, Pa.  (AWWA)

S. Bradberry, Ford Meter Box Company, Pell City, Ala.  (AWWA)

R.R. Collins, JCM Industries Inc., Nash, Texas  (AWWA)

T. Crail, Straub Coupling, Bonsall, Calif.  (AWWA)

M. Fite, Pacific Coast Flange, Mound House, Nev.  (AWWA)

B. Juneghani, Skyline Steel LLC, Cartersville, Ga.  (AWWA)

G. Kohlbeck, Felker Brothers Corporation, Marshfield, Wis.  (AWWA)

S. Lamb, Nickel Institute, Huntington, W.Va.  (AWWA)

R.N. Satyarthi, Baker Coupling Company Inc., Los Angeles, Calif.  (AWWA)

B. Spotts, RTLC Piping Products Inc., Kosse, Texas  (AWWA)

N. Thorgerson, Romac Industries Inc., Bothell, Wash.  (AWWA)

M.J. Topps, Viking Johnson, Hertfordshire, UK  (AWWA)

M. Vanderbosch, CAB Inc., Oakwood, Ga.  (AWWA)

D.R. Wagner, Wagner Consultants, St. Louis, Mo.  (AWWA)

 

The AWWA Standards Committee on Stainless Steel pipe, which reviewed and approved this 

standard, had the following personnel at the time of approval: 

 

J. Warren Green, Chair 

Kent S. Taylor, Secretary 

 

General Interest Members 

J.B. Allen,*  Standards Engineer Liaison, AWWA, Denver, Colo. (AWWA)

J.H. Bambei Jr.,* Standards Council Liaison, Denver Water, 

Denver, Colo. 

(AWWA)

R.L. Coffey, Kirkham Michael & Associates Inc., Omaha, Neb. (AWWA)

J.W. Green, McDonough Associates Inc., Chicago, Ill. (AWWA)

J.K. Jeyapalan, Consultant, New Milford, Conn. (AWWA)

* Liaison, nonvoting 
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J.E. Koch, HDR Engineering Inc., Bellevue, Wash. (AWWA)

C.A. Prein, Prein & Newhof, Grand Rapids, Mich. (AWWA)

C.C. Sundberg, CH2M Hill Inc., Issaquah, Wash. (AWWA)

G.J. Tupac, G.J. Tupac & Associates Inc., Pittsburgh, Pa. (AWWA)
  

Producer Members 

R.J. Card,* Victaulic Depend-O-Lok Inc., Atlanta, Ga.  (AWWA)

D. Dechant, Northwest Pipe Company, Denver, Colo.  (AWWA)

S. Lamb, Nickel Development Institute, Huntington, W.Va.  (AWWA)

G.L. Washburn, Easton, Pa.  (AWWA)
 

User Members 

G.R. Carlyon, Rowe Inc., Flushing, Mich.  (AWWA)

M. Garcia, Denver Water, Denver, Colo.  (AWWA)

K.S. Taylor, Green Bay Water Utility, Green Bay, Wis.  (AWWA)

* Alternate 
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All AWWA standards follow the general format indicated subsequently. Some variations from this format may 
be found in a particular standard. 
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This foreword is for information only and is not a part of ANSI/AWWA C226. 

×ٍ  ×²¬®±¼«½¬·±²ٍ 

I.A.  Background.  Stainless steel is a standard material used to construct fittings. It offers 

very low corrosion rates, which makes it suitable for the handling of potable water while 

maintaining purity and quality. 

I.B.  History.  In 1999, the AWWA Standards Council directed the Standards Committee 

on Steel Pipe to develop a standard for stainless-steel fittings used in water treatment and 

conveying facilities. The standard for steel pipe was subsequently split into two committees, 

one for steel pipe and the other for stainless-steel pipe. This standard was approved by the 

latter and is the first AWWA standard for stainless-steel fittings used in water treatment and 

conveying facilities. This first edition of the standard was approved by the AWWA Board of 

Directors on Feb. 12, 2006. 

I.C.  Acceptance.  In May 1985, the US Environmental Protection Agency (USEPA) 

entered into a cooperative agreement with the consortium led by NSF International (NSF) 

to develop voluntary third-party consensus standards and a certification program for all 

direct and indirect drinking water additives. Other members of the original consortium 

included the American Water Works Association Research Foundation (AwwaRF) and the 

Conference of State Health and Environmental Managers (COSHEM). The American Water 

Works Association (AWWA) and the Association of State Drinking Water Administrators 

(ASDWA) joined later. 

In the United States, the authority to regulate products for use in, or contact with, 

drinking water rests with individual states.* Local agencies may choose to impose 

requirements more stringent than those required by the state. To evaluate the health effects 

of products and drinking water additives from such products, state and local agencies may 

use various references, including 

1. An advisory program formerly administered by USEPA, Office of Drinking Water, 

discontinued on April 7, 1990. 

2. Specific policies of the state or local agency. 

* Persons outside the United States should contact the appropriate authority having jurisdiction. 
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3. Two standards developed under the direction of NSF: NSF*/ANSI� 60, Drinking 

Water Treatment Chemicals�Health Effects, and NSF/ANSI 61, Drinking Water 

System Components�Health Effects. 

4. Other references, including AWWA standards, Food Chemicals Codex, Water Chemicals 

Codex,� and other standards considered appropriate by the state or local agency. 

Various certification organizations may be involved in certifying products in accordance 

with NSF/ANSI 61. Individual states or local agencies have authority to accept or accredit 

certification organizations within their jurisdiction. Accreditation of certification 

organizations may vary from jurisdiction to jurisdiction. 

Annex A, �Toxicology Review and Evaluation Procedures,� to NSF/ANSI 61 does not 

stipulate a maximum allowable level (MAL) of a contaminant for substances not regulated by 

a USEPA final maximum contaminant level (MCL). The MALs of an unspecified list of 

�unregulated contaminants� are based on toxicity testing guidelines (noncarcinogens) and 

risk characterization methodology (carcinogens). Use of Annex A procedures may not 

always be identical, depending on the certifier.§

ANSI/AWWA C226 does not address additive requirements. Users of this standard 

should consult the appropriate state or local agency having jurisdiction in order to 

1. Determine additive requirements, including applicable standards. 

2. Determine the status of certifications by all parties offering to certify products for 

contact with, or treatment of, drinking water. 

3. Determine the current information on product certification. 

 ٍ­«»­­× ´؟·½«°ح  ٍ××

II.A.   Basis of Design.  ANSI/AWWA C226 pertains to the manufacture and testing of 

stainless-steel fittings. ANSI/AWWA C226 includes all types and classes of stainless-steel 

fittings typically used in the water industry, regardless of manufacturing source. 

The wall thickness of stainless-steel fittings is determined by (1) internal working 

pressures; (2) external pressures, including live loads; (3) special physical loading, such as 

continuous-beam loading with saddle supports or ring girders, vacuum conditions, types of 

* NSF International, 789 N. Dixboro Road, Ann Arbor, MI 48106. 
† American National Standards Institute, 25 West 43rd Street, Fourth Floor, New York, NY  10036. 
‡ Both publications from National Academy of Sciences, 500 Fifth Street NW, Washington, DC 20001. 
§ Appendix C of NSF/ANSI 61 defines those materials that are “Mechanical Devices Acceptable Materials,”      

which conform to NSF/ANSI 61 requirements. 
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joints used, and variations in operating temperature; and (4) practical considerations for 

handling, shipping, lining and coating, or similar operations. 

II.A.1.  Application.  The provisions of this standard cover the requirements for 

stainless-steel fittings for the use in water treatment plants, water transmission and 

distribution systems, and other water facilities. The purchaser is responsible for determining 

if any circumstance related to the project requires additional provisions that are not included 

in the standard. Such special conditions might affect design, manufacture, quality control, 

corrosion protection, or handling requirements. 

II.A.2.  Testing of special sections.  Sec. 5.2.3 provides for nondestructive testing of 

special sections. 

 It is the responsibility of the user of an AWWA  ٍ¼®؟¼²؟¬ح ­·¸ج ؛± «­ث  ٍ×××

Standard to determine that the products described in that standard are suitable for the use in 

the particular application being considered. 

III.A.  Purchaser Options and Alternatives.  The following items should be provided by the 

purchaser: 

1. Standard used�that is, ANSI/AWWA C226, Stainless-Steel Fittings for Waterworks 

Service, Sizes ½ In. Through 72 In. (13 mm Through 1,800 mm), of latest revision. 

2. Whether compliance with NSF/ANSI 61, Drinking Water System Components�

Health Effects, is required, in addition to the requirements of the Safe Drinking 

Water Act. 

3. Internal design pressure. 

4. Design stress in the fitting wall at specified internal design pressure (as a percentage 

of minimum yield point of stainless steel). 

5. Minimum wall thickness required by considerations other than internal design 

pressure. 

6. The type of stainless steel (Sec. 4.1). 

7. Details of other federal, state, local, and provincial requirements (Sec. 4.1.1). 

8. Standard specification of fitting, or plate, sheet, or strip, including material type (Sec. 

4.1.6). 

9. A description or drawings detailing the total quantity of fittings required for the 

length and diameter of fittings (see Table 3) (Sec. 4.2.1.5). 

10. Welding (Sec. 4.2.1.6, Sec. 4.2.3.3, and Sec. 4.2.3.4). 
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