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1

AWWA MANUAL

M32

Chapter  1

Introduction to 
Distribution System 
Modeling

1.1 .   INTRODUCTION 
Water utilities seek to provide customers with a safe,  reliable,  continuous supply of high-
quality drinking water while managing costs.  This water is often delivered through a 
complex network of pipelines,  numerous pumps,  regulating valves,  and storage reser-
voirs.  The performance of these water systems is often difficult to measure and understand 
because of their physical size,  complexity,  underground location (out of sight,  out of mind),  
and the large amount of system data needed to fully grasp how they function.  Sometimes,  
key pieces of information needed to understand a system are missing or incomplete.  One 
tool that has evolved over time to help water system designers,  operators,  planners,  and 
managers meet their goals of delivering a safe,  reliable,  cost-effective water supply is a 
water distribution system model (herein referred to as a model).

Distribution system modeling (commonly referred to as hydraulic modeling)  involves 
the use of a computerized mathematical model to predict the performance of a water sys-
tem to solve a wide variety of issues including,  but not limited to,  design,  operations,  sys-
tem planning,  water quality,  water loss,  energy management,  and emergency response.  
Models can help water utilities by enabling more proactive and responsive decision mak-
ing,  delivering better customer service,  and ensuring employee satisfaction.  Water utilities 
can use models to understand the infrastructure and operations needed to support a net-
work of growing residential and commercial consumers.  For example,  a model can predict 
pressures and flows within a water system in order to evaluate a design and compare the 
system performance against design standards.  Models are also used in operational stud-
ies to answer questions related to storage capacity,  control schemes,  water delivery,  water 
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quality,  and more.  Water quality models are used to predict water age,  track disinfectant 
residuals,  and reduce disinfection by-products in a distribution system.

Computerized system modeling began with the advent of analog computers and has 
evolved as software and hardware have advanced to become more powerful and easier 
to use.  Models that contain hundreds or thousands of miles of pipeline are now common 
and can be used on a wide variety of computer platforms.  Models that once took hours to 
run are now run in seconds or fractions of a second.  Originally,  models were used only to 
evaluate system hydraulic grade lines,  system pressures,  and flows.  

Historically,  model building was an expensive and labor-intensive process due to 
lack of available data to build from and to support relevant applications.  Now, models can 
effectively share data with geographic information systems (GIS),  computer-aided design 
and drafting (CADD) systems,  supervisory control and data acquisition (SCADA) systems,  
customer information systems (CIS),  computerized maintenance management systems 
(CMMS),  and asset management system (AMS) software,  thus reducing the effort needed 
to create,  update,  calibrate,  and maintain a model.  Information obtained from a model 
study can be filtered,  organized,  and presented using a variety of graphical and tabular 
methods so that results can be more easily understood and communicated.  These advances 
in technology have broadened the uses of distribution system modeling from just an infra-
structure planning tool to an integrated design-and-operations analysis system.

1.2.   PURPOSE OF THIS MANUAL
The Engineering Modeling Applications Committee of the American Water Works Asso-
ciation  developed this manual.  The purpose of this manual is to share the committee’s 
collective experience with distribution system modeling to help educate and communicate 
the benefits of a model to water utilities and water customers everywhere.  

The manual is intended to be a basic-level or primer reference guide to provide new 
to intermediate modelers with a foundation for,  and practical benefits of,  water distri-
bution system modeling.  The manual takes users through the modeling process from 
development to system analysis as shown in Figure 1-1.  The manual delivers in-depth 
discussion on

•  Model construction and development,

•  Field data collection and testing,

•  Model calibration,

•  Steady-state analysis,

•  Extended-period simulation,

•  Water quality analysis,

•  Storage tank mixing and water age analysis,

•  Model maintenance,

•  Transient analysis,  and

•  Advanced modeling applications.

M32 is designed to help modelers use water models as effective tools to plan,  design,  
and operate a water distribution system; maintain acceptable water quality; and reduce 
both operating costs and water loss within their water distribution systems.
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Figure 1 -1  Overview of an  example modeling process 

Abbreviations:  ADD (average day demand),  MDD (maximum daily demand),  PHD (peak hourly demand),  SCADA (supervisory 
control and data acquisition),  NRW (non-revenue water).

1.3.   HISTORICAL DEVELOPMENT OF DISTRIBUTION SYSTEM MODELING

1.3.1 .   Pre-1970

Manual engineering calculations for small-pipe systems were used through the 1960s.  The 
Hardy Cross method was sufficient for single-loop systems.  However,  without the aid of 
a computer,  this method was impractical for more complex systems with multiple loops.  
In 1950,  McIlroy simulated the behavior of water distribution systems using electronic cir-
cuitry.  However,  these physical models were large,  expensive,  and difficult to use.  In the 
1960s,  digital computer models appeared,  and the FORTRAN programming language was 
primarily used to develop various models that became available to practicing engineers.

1.3.2.   1970–1990

Modeling software was developed with increasing capabilities and more advanced simu-
lations,  including extended period simulation and water quality analysis.  Graphical user 
interface capabilities were incorporated to draw the water system and display output.  
Software packages that contained several compatible modular components were mar-
keted.  Some packages used other complementary software for data entry,  display,  and 
reporting of results.

1.3.3.   1990s

The 1990s experienced exponential growth of distribution system modeling capabilities.  
EPANET, a water modeling simulation engine and software developed by the US Environ-
mental Protection Agency (USEPA) to support ongoing research,  was made available to 
the public.  Some commercial software vendors have taken the EPANET simulation engine 
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and added an improved user interface and enhanced capabilities.  Commercial modeling 
software was developed to interface with industry-leading CADD and GIS software pack-
ages.  The result was a familiar user interface and the ability to use existing software and 
data sources rather than having to create a new water model manually from scratch.  Water 
quality modeling and extended period simulations became standard features in commer-
cially available modeling software packages.

1.3.4.   2000–2010 

Software packages were developed to interface more effectively within GIS software envi-
ronments in response to the rapid adoption of GIS as the standard database format for 
assets and asset management.  The use of GIS had become more common, and the quality 
of data had improved,  which significantly reduced the effort required to develop mod-
els.  Automation tools became available for optimizing model development and aiding the 
calibration process.  Security concerns resulted in studies to develop emergency response 
plans in order to evaluate the potential impacts various disasters might have on water 
distribution systems.  Models were used increasingly for water quality analyses,  such as 
evaluating water age and constituent concentrations.  USEPA also allowed use of model-
ing to determine preferred locations for water quality monitoring sites necessary to meet 
regulatory requirements.

1.3.5.   The Present 

The availability of tremendous amounts of information from various data sources,  real-
time instrumentation,  faster computers,  high computer network bandwidth,  and well-
funded commercial and academic research and development has expanded the uses and 
applications of models to newer areas.  Drought and water scarcity have raised awareness 
of water loss in distribution systems,  and models are being recognized as a tool to iden-
tify and manage water leakage detection to reduce nonrevenue water.  Climate change,  
measuring a utility’s carbon footprint,  and mandatory conservation in some arid regions 
have increased the importance of operational efficiency and pump energy management,  
placing a spotlight on the water distribution system model as a means to analyze and opti-
mize a utility’s pumping operations.  Additionally,  transient analysis studies have resulted 
in the need to design for transient conditions to reduce potential pipe breaks and water 
contamination.  As concern for water quality within water storage reservoirs increases,  
modeling of these facilities has become more important to ensure proper mixing and 
to meet more stringent water quality regulations.  Unidirectional flushing programs are 
being developed to enhance system water quality.  The use of machine learning,  such as 
genetic algorithms for system optimization and calibration,  and other advanced modeling 
tools are now in frequent use.  Water quality and system security planning continue to be 
critical applications because of increased regulations and national threat levels.  Software 
packages now have the sophistication to perform network calibrations as well as help 
determine where closed valves exist within the system.  Current water models are helping 
utilities sustain infrastructure in challenging economic times by allowing system owners 
to quantify and reduce operating hours,  water loss,  pipe breaks,  energy usage,  and a host 
of other related costs.
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1.4.   DISTRIBUTION SYSTEM MODELING APPLICATIONS 

1.4.1 .   Benefts of Water Distribution System Modeling 

When properly implemented,  models become an integral part of the decision-making pro-
cess for planning,  designing,  and operating a water distribution system.  Water system 
engineers and operators are ultimately responsible for decisions based on the results that 
computer models provide.

Distribution system modeling software generally falls into four categories of applica-
tion:  planning,  engineering design,  system operations,  and water quality improvement.

1.4.2.   Planning 

A primary planning application of distribution system analysis software is used for assist-
ing in the development of near- and long-term capital improvement projects,  which include 
scheduling,  staging,  sizing,  and establishing preliminary routing and location of future 
facilities.  Other applications include planning for water main rehabilitation and system 
improvement.  Rehabilitation plans identify and prioritize mains that need to be cleaned 
and/or lined.  Distribution system improvement plans identify where installation of new 
mains,  storage facilities,  and pump stations are necessary to keep pace with growth and/
or new utility standards and regulations.  The following are examples of several specific 
system analysis planning applications.

1.4.2.1.   Capital Improvement Program.  Water utilities usually develop a master plan that 
identifies future capital improvements necessary to support projected community growth 
and to replace aging infrastructure.  These plans typically consider planning horizons of 
5 to 20 years or more.  A model is used to help identify and schedule near- and long-term 
capital improvements.

1.4.2.2.   Conservation Impact Studies.  Water conservation is desirable for most com-
munities to extend limited water supplies or to reduce water use so that some capital 
improvements can be delayed or eliminated.  A model is useful to predict effects of various 
conservation measures on future planning periods to evaluate the potential for success.

1.4.2.3.   Water Main Rehabilitation Program.  A model is used to identify specific water 
mains that tend to bottleneck the system, due either to increased demands or tuberculated 
pipes.  The model is used to determine the potential hydraulic effects of replacing,  upsiz-
ing,  or rehabilitating aging mains to evaluate the effectiveness of various alternatives.

1.4.2.4.   Tank Siting.  A water tank should be sited in a location that optimizes water 
replenishment,  effectively meets peak demands,  and can refill efficiently during off-peak 
demand periods.  

1.4.3.   Engineering Design 

Engineering design applications include the sizing of various types of facilities including 
pipelines,  pump stations,  control valves,  tanks,  and reservoirs.  These facilities are sized 
using pressures and flows that result from distribution system modeling.  Practical con-
siderations such as accessibility,  obstructions,  special structures (e.g.,  hospitals,  schools),  
proximity to alternate water sources,  and other circumstances can be factored into system 
design.  In addition,  system performance can be analyzed under fire flow conditions and 
adjustments made to meet fire demand.  The following are examples of engineering design 
problems that can be solved using computer models.
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1.4.3.1.   Fire Flow Studies.  The model is used to simulate fire flow demands at hydrant 
locations throughout a locality to determine how much water can be delivered to specific 
fire hydrants within the prescribed fire flow requirements.  Where deficiencies are discov-
ered,  distribution system improvements such as main reinforcements or looping can also 
be evaluated using the model.  These studies are also used to demonstrate compliance with 
fire protection standards and guidelines.

1.4.3.2.   Control Valve Sizing.  A distribution system often has pressure-regulating or 
pressure-sustaining valves to direct flow to different hydraulic pressure zones.  Distribu-
tion systems may also have throttle valves to direct flow within a zone to different reser-
voirs or storage tank locations.  The model is used to determine how much flow is expected 
through these valves so that the valves are sized appropriately.

1.4.3.3.   Tank Sizing.  Tanks are often sized by estimating the total diurnal flow, fire flow, 
and emergency storage requirements within a particular zone.  However,  tank capacity 
should also consider the rate of water delivery to the tank location and the size of the dis-
tribution area.  A model is useful to evaluate inflows and outflows to a tank to determine 
an optimal size for a particular location and/or to specify other improvements so that the 
preferred tank site is adequately served by transmission mains and pumping stations.

1.4.3.4.   Pump Station/Pump Sizing.  Models are used to calculate system curves of distri-
bution systems so that appropriate pumps are selected to provide the necessary flow and 
head.  Once sized,  the proposed pumps are then used in the model under a wide range of 
system settings to determine how well they perform under various operating conditions.

1.4.3.5.   Estimation of Pressure and Flow at Particular Locations.  A water distribution 
system must provide adequate amounts of water at appropriate pressures within a range 
typically specified by standards used in the water industry.  Models are used to predict 
pressures under specific demand conditions and under a wide variety of scenarios to 
identify low pressures and to select infrastructure that will improve flow or lessen pres-
sure deficiencies.  Additionally,  hydraulic models are increasingly being used to evaluate 
transient scenarios and develop capital or operational alternatives to mitigate them.

1.4.3.6.   Zone Boundary Selection.  Most water distribution systems deliver water to cus-
tomers located at a range of elevations.  Such distribution systems are separated into pres-
sure zones that follow consistent elevation contours to keep pressures within reasonable 
ranges.  Models are useful to evaluate potential zone boundaries and to determine the 
adequacy of infrastructure delivering water to each zone.

1 .4.4.   System Operations 

Model applications for operations include assisting in the development of operating param-
eters and strategies,  operator training programs,  and system troubleshooting guidelines.  
Emergency conditions,  energy management,  water availability,  and other factors may 
drive operating strategies.  For example,  contingency plans are developed in the event of a 
key facility component failure such as a pump station failure.  Distribution system model-
ing is also used to develop operational strategies for energy management and water qual-
ity guidelines.  Strategies for shifting supply between treatment plants are developed to 
determine the most efficient use of available water.  Optimizing these strategies results in 
efficient use of pipeline capacities,  tank levels,  and required treatment plant production,  
among other things.
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1.4.4.1.   Personnel Training.  Models are used to train personnel who operate the distri-
bution system.  System operators can experiment with the model and determine how the 
system responds to changes in operating parameters and conditions.

1.4.4.2.   Troubleshooting.  Models are used to troubleshoot potential causes of various 
problems such as low pressure,  water circulation issues,  and events that would otherwise 
be inexplicable.

1.4.4.3.   Water Loss Calculations.  In the event of a major main break,  the model is used to 
estimate the amount of water lost through the break,  which may be required for damage 
assessments.

1.4.4.4.   Emergency Operations Scenarios.  Water distribution systems often have critical 
components; if these components fail,  water delivery is interrupted or the level of service 
is reduced.  A model is useful to evaluate the potential impact of a failure and to devise 
ways to reduce the damage or impact of a critical component failure.

1.4.4.5.   Source and Storage Management.  Water treatment plants and tanks are some-
times taken out of service for repairs or because the water supply is unavailable for a 
time.  In addition,  the quality of water at one source may be better at certain times of the  
year,  so the use of the high-quality source can be maximized.  The model is useful for 
devising operating scenarios that best use multiple water sources to achieve desired sys-
tem objectives.

1.4.4.6.   Model Calibration.  Model calibration is a critical step in developing a useful 
model.  The model results are compared with field measurements,  and adjustments are 
made to the model to improve agreement between the two.  However,  the calibration pro-
cess is also useful to operations staff in discovering anomalies in the distribution system, 
such as closed valves,  tuberculated pipes,  leaks,  or false or incomplete infrastructure data.  
This information,  once discovered through the calibration process,  can explain opera-
tional difficulties and identify distribution system problems that require the development 
of solutions to resolve and improve system operation.

1.4.4.7.   Main Flushing Programs.  A model is a useful tool for developing a main flushing 
program.  The model helps identify flow paths in the distribution system so that appropri-
ate flushing locations and sequences can be established.  Models are especially useful for 
developing unidirectional flushing programs.

1.4.4.8.   Outage Areas.  Water utilities frequently need to isolate a specific area of the dis-
tribution system for maintenance or other work by taking a pipeline or facility out of ser-
vice.  Often,  it is helpful to identify those customers whose service will be interrupted by 
the outage event.  In addition,  those planning the event need to know which valves to close 
in order to minimize impacts of the outage.  Models are a valuable tool for accomplishing 
this task.

1.4.4.9.   Energy Cost Management.  Energy costs associated with pumping typically 
account for 75 to 80 percent of the power consumed by water utilities.  With energy costs 
being such a high percentage of total operating costs,  utilities are trying to find ways 
to reduce their overall energy consumption.  Many current models have features to help 
quantify energy consumption and costs and to optimize pump operation to reduce electri-
cal usage and take advantage of off-peak energy rates.
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1.4.5.   Water Quality Improvement

Regulations,  standards,  and expectations for water quality continue to evolve and expand,  
increasing the demand for water quality analysis.  Following are examples of how distribu-
tion system modeling is used to improve water quality.

1.4.5.1.   Contaminant Tracing.  If a contaminant enters the distribution system through 
a treatment plant,  well,  reservoir,  or other location,  it can quickly spread throughout the 
distribution system, affecting the quality of water consumers receive.  The contaminated 
water may also mix with water from other sources.  A model can be used to determine the 
point of entry of the contaminant and to predict contaminant levels and zones of influence 
within the distribution system.  This allows a utility to identify which customers might be 
affected by the contaminant and the portions of the distribution system that might need 
to be flushed.

1.4.5.2.   Water Source Tracing.  A model can be used to trace the source of water to any 
point in the model when multiple sources are present.  A source trace analysis provides 
the percentage of water from each source present.  When multiple sources serve an area,  
distribution system modeling also helps devise operating strategies to reduce water age 
where possible.

1.4.5.3.   Water Age.  Water age,  or hydraulic residence time,  is another important water 
quality parameter in a distribution system, often used as a surrogate for other water qual-
ity parameters.  Chlorine levels decay over time,  increasing the tendency for disinfection 
by-product (DBP) levels to increase as chlorine reacts with organic compounds in the 
water and along the pipe wall.  To maintain adequate water quality,  water utilities strive to 
minimize water age.  

1.4.5.4.   Chlorine Levels.  A model is used to predict chlorine decay in a distribution sys-
tem.  This helps to determine a target level for chlorine entering the distribution system 
and to select sites where it may be necessary to boost chlorine levels.  Other constituent 
levels can also be predicted with a model.   Many models can analyze more than one con-
stituent at a time.

1.4.5.5.   Water Quality Monitoring Locations.  Some water quality regulations under the 
Safe Drinking Water Act (e.g.,  DBP rules)  require utilities to select sites within a distribu-
tion system where they will collect samples to demonstrate compliance.  A model can help 
identify the most appropriate locations for these water quality monitoring locations.

1.5.   HYDRAULIC MODELS 
A model is composed of two parts:  a database for the specific water system and a computer 
program to solve hydraulic and water quality equations.  The database contains informa-
tion that describes the system’s infrastructure,  demands,  and operational characteristics.  
The computer program solves a set of energy, continuity,  transport,  or optimization equa-
tions to predict pressure flows, tank levels,  valve position, pump status,  water age,  or water 
chemical concentrations under a variety of scenarios.  The computer program also helps cre-
ate and maintain the database and presents model results in graphical and tabular forms.
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1.5.1 .   Model  Data 

A model consists of two types of elements:  links and nodes.  Depending on the model,  the 
primary components include pipes,  junctions,  pumps,  tanks,  hydrants,  and valves that are 
represented by either a link or a node.  Once built,  the model database becomes a valuable 
asset to the user and is the result of substantial effort in data collection,  entry,  and qual-
ity control.  A key to maintaining the model’s value is making sure it is updated to reflect 
changes in infrastructure components,  system demands,  or operating parameters.  Cre-
ators of models should consider how the model will be maintained over time to ensure 
continued confidence in the model’s results.

1.5.2.   Modeling Software 

1.5.2.1.   Modeling Equations.  At the heart of water distribution system modeling software 
is a simulation engine that can solve a series of numerical calculations (e.g.,  hydraulic and 
water quality equations).  Depending on the problem, several kinds of equations are solved.

1.5.2.2.   Water Model Analysis 

1.5.2.2.1.  Steady-State Analyses.  A steady-state analysis provides a snapshot of pipe system 
conditions at any instant in time.  Steady-state analyses are typically used to evaluate max-
imum day,  average day,  peak hour,  and fire flow conditions.

1.5.2.2.2.  Extended-Period Simulation.  An extended-period simulation is a series of steady-
state simulations executed at specified intervals and performed over a specified time 
period.  This capability may be used,  for instance,  to model the operation of a water sys-
tem over a 24-hour period.  Such a simulation is useful in modeling variations in demand, 
reservoir operations,  water quality,  emergency responses,  energy management,  and water 
transfers through transmission pipelines.  Extended-period simulation requires that the 
modeling software model flow and pressure variations,  incorporate diurnal water demand 
patterns,  simulate operational controls for pumps and control valves,  and allow for vary-
ing tank configurations.

1.5.2.3.   Specialized Model Analysis 

1.5.2.3.1.  Automated Fire Flow Calculation.  Some distribution system modeling packages 
automatically calculate the available fire flow at each node.  These calculations are useful 
in identifying areas with weak firefighting capability.

1.5.2.3.2.  Water Quality.  Utilities are increasingly interested in modeling the water quality 
within a distribution system, particularly the decay of chlorine residual and water age.  
The ability to perform water quality analysis should be a standard part of any modeling 
package.

1.5.2.3.3.  Energy Analysis.  Energy analysis,  available in most modeling software,  can help 
identify inefficient pumps and determine better operational strategies.  Energy costs are a 
significant portion of the total expense for most utilities.  Some electricity providers have 
variable rates,  and electricity costs can vary depending on when pumps are operated.  
Energy consumption and energy costs can be quantified through this type of analysis.

1.5.2.3.4.  Transient Analysis.  Transient pressures (water hammer or surge)  can cause pipe 
breaks,  contamination,  joints to shift and leak,  collapse of pipes,  and other serious damage 
to water distribution networks.  A transient event is caused by a sudden change in flow 
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velocity that can be created by a valve that is closed too quickly,  pump failure or a pump 
simply shutting down, a mishandled fire hydrant,  and similar activities.  After identifying 
a transient condition (valve closure),  water-transient analysis software can identify where 
a transient event is likely to happen and evaluate multiple transient protection devices that 
can help mitigate or prevent damage.

1.5.2.4.   Modeling Software Package Functionality 

1.5.2.4.1.  Scenario Generation.  Distribution systems with any level of complexity are mod-
eled more easily by applying various combinations of demands,  facilities,  and operating 
parameters,  such as regulating-valve and pumping-unit settings.  System modeling pack-
ages may allow variation and combination of these three types of data in a simulation for 
specific or combined model access.

1.5.2.4.2.  Selective Reporting of Results.  The user can specify the results to be reported for 
each simulation.  In some cases,  a user may only be interested in results from a specific 
portion of the system.  By limiting results to specific portions of the system, the user saves 
hard disk space and paper while speeding the user’s review time.

1.5.2.4.3.  Data Management.  Modelers can export and import data and model results to and 
from other applications such as spreadsheets,  databases,  and GIS systems.  These capabili-
ties are widely available and are an important part of any modeling package.

1.5.3.   Related Software Systems 

Information management within utilities is moving toward greater information sharing,  
enabling staff to have appropriate information to make decisions.  This is often done by 
using common databases and files that are shared by a multitude of software applications.  
Distribution system modeling uses different types of information about physical assets,  
customers,  billing,  geographical information,  and operational information.  Furthermore,  
modeling results can benefit many groups within the utility,  strengthening the ability to 
communicate and share information.  Brief descriptions of software systems,  information 
systems,  and/or industry standard databases that are in some way related to distribution 
system modeling are provided here.

1.5.3.1.   Geographic Information System.  A GIS stores and displays geographically ref-
erenced information,  that is,  information that is easily understood through map display.  
Spatial relationships between entities are significant for most information stored in GIS.  
GIS has the potential to store vast amounts of information that is useful for system analy-
sis,  including pipe assets,  customer meter locations,  zoning and land parcel data,  aerial 
photography and other land bases,  street locations,  digital terrain models (DTMs),  digital 
elevation models (DEMs),  and jurisdictional boundaries.  Spatial analysis capabilities of a 
GIS also benefit models for demand allocation,  topography extraction,  and results presen-
tation,  as examples.

GIS has further evolved in the areas of data capacity,  structure,  integrity,  and results 
presentation.  Information in GIS is saved in file formats that most modeling software 
packages can access.  Alternatively,  information in a GIS database can be translated into a 
format that can be imported into the model database.  Some GIS land-based information 
and other data layers can be displayed directly within some modeling packages.  The use-
fulness of GIS pipe data is often dependent on the way the information is collected and 
stored in the GIS database.  GIS data is used to build and/or update models to get a detailed 
representation of the water distribution network.  
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1.5.3.2.   Computer-Aided Design and Drafting.  CADD systems are sometimes used to 
manage maps of water distribution systems,  making them a source of pipe information 
that can be transferred to the model.  In addition,  CADD systems are useful as a means to 
display model information and results.

1.5.3.3.   Supervisory Control and Data Acquisition.  SCADA systems are used to remotely 
monitor and control the operation of tanks,  pump stations,  valves,  and other system infra-
structure.  They are also useful for collecting data such as pressures,  flows,  water tank lev-
els,  valve positions,  pump status and speed,  chlorine levels,  and other information useful 
in monitoring the distribution system.  This information is collected at regular intervals 
and stored for extended periods of time.  SCADA is a good source of operational informa-
tion as well as data to calibrate a model.  SCADA data are also used to define the starting 
point for operational analyses; this is done using the data to define boundary conditions 
entered into the model.

1.5.3.4.   Customer Information System.  CIS is useful for developing water demands 
based on actual customer water consumption.  Typically,  average annual water usage and 
customer rate classes are extracted from CIS and then linked to the model via GIS,  mod-
eling,  or customized tools.  The specifics of how CIS data can be linked to the model are 
highly dependent on the data and software used by the utility.

1.5.3.5.   Laboratory Information Management System.  Laboratory information manage-
ment system (LIMS) instruments,  protocols,  standards,  and software are vital for monitor-
ing water quality and ensuring safety and regulatory compliance.  Utilities continuously  
sample water for certain parameters and are expected to accurately report water quality 
issues immediately.  Water models can assist with developing flushing routines,  chlorina-
tion,  tracking contaminants,  determining water age,  and independently locating the likely 
source of water quality issues.

1.5.3.6.   Computerized Maintenance Management System.  A computerized mainte-
nance management system (CMMS) can act as an access point to post and retrieve system 
information and costs for operations,  maintenance,  and rehabilitation.  Typically,  a CMMS 
is used to store asset inventory,  condition assessments,  parts inventory,  preventative main-
tenance activities,  service requests,  and work orders,  all of which can be linked to the 
object by location and imported into models for a variety of applications.  A pipe’s mainte-
nance history can be useful for modeling as it can be related to the pipe’s roughness.

1.5.3.7.   Asset Management System.  Similar to CMMS, asset management software is 
becoming more prevalent as a strategic planning tool for water utilities.  This management 
tool combines long-range planning,  life-cycle costing,  proactive operations and mainte-
nance,  and capital replacement plans based on cost–benefit analyses.  These applications 
are used to meet a wide range of management challenges that water utilities face today.  
Modeling is an integral part of the long-range decision-making process and can be incor-
porated into a comprehensive asset management program for achieving system sustain-
ability.  AMS seeks to provide informed, timely,  and cost-effective decision making for 
both day-to-day operations and long-term planning.  

Many of these systems also enable users to integrate different applications and data 
sets already in use,  including GIS,  CMMS, and other work orders as well as modeling/
analysis software.
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1.6.   TRENDS 
Several significant trends in distribution system modeling have been identified through 
network modeling surveys,  presentations,  discussions at conferences,  and Journal AWWA 
articles.  Some trends are now well established while others are still in their infancy.

1.6.1 .   Common Databases 

In some utilities,  computer systems are organized around a type of architecture where 
common databases are shared by many applications.  In such a framework,  a distribution 
system’s modeling package extracts data from a large enterprise database that is shared 
by many work groups.  A database system that supports multiple work groups gets input 
from key stakeholders and integrates interdepartmental work flows.  Asset management,  
billing,  customer service,  work management,  facilities,  engineering,  GIS,  CADD, model-
ing,  document management,  permitting,  water quality testing,  and other work groups 
have information that can be linked geospatially.  An enterprise database reduces duplica-
tion of efforts,  inaccuracies,  and outdated information.

1.6.2.   Energy Analyses 

Water distribution system models are increasingly used to improve energy efficiency 
through better pump scheduling and operations.  As energy rates increase,  there is greater 
emphasis on reducing energy consumption and resultant energy costs.  Models are used 
to help identify pumps that need maintenance or replacement,  evaluate new pumping 
control strategies,  and operate the water system more cost effectively.  In addition,  they 
are used to evaluate pump combinations that work well and to choose between variable-
speed and constant-speed pumps.

1.6.3.   Advanced Metering Infrastructure 

Advanced metering infrastructure (AMI)  is used to automatically collect data,  including 
demand and status information,  from water meters.  This data is then transferred to a data-
base for billing and analysis.  Utility providers collect this information in real time (wired 
or wireless)  without having to travel to each physical location to read a meter.  AMI helps 
reduce errors in the demand allocation process.

1.6.4.   Transient Analysis 

A water transient is an intense pressure wave or surge that occurs when water in motion 
is abruptly stopped or changes direction.  An example of this is water hammer.  Transients 
can be caused by a pump startup,  pump failure,  valve closure,  or other reasons.  Aware-
ness that pipe breaks are not necessarily caused by aging infrastructure and that install-
ing a water surge-protection device is less expensive than replacing a pipe network has 
caused an increase in transient analysis.  There is a greater focus in educating field crews,  
contractors,  and fire departments that closing a valve or hydrant quickly can result in a 
water transient at a nearby location.  Today,  being able to quantify the magnitude of tran-
sients has helped size and identify the right type of surge-protection device.

1.6.5.   Water Quality Analyses 

Many water modeling software packages model water quality parameters in pipe net-
works,  water tanks,  and reservoirs.  Utilities find this valuable in response to water qual-
ity regulations and heightened public awareness regarding water quality.  In addition to 
being able to model water age,  trace contamination sources,  and measure constituent con-
centrations (e.g.,  chlorine,  chloramine) in a water distribution network,  some models also 
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analyze disinfection by-product formation and perform other complex chemical analyses.  
Models can also simulate settling and resuspension of sediments within pipes.

1.6.6.   Tank Mixing

Driven by the need to improve water quality and reduce storage residence times,  tank per-
formance and mixing is gaining popularity.  Tanks can be mixed properly through better 
design of inflow and outflow ports and control devices,  and mechanical mixers,  and by 
improved operational strategies.  Computational fluid dynamics (CFD) modeling is a key 
tool for assessing tank mixing.

1.6.7.   Water Security

Water system design and operational decisions are increasingly based on risk and vul-
nerability assessments.  The ability to track contaminants and to isolate and flush poten-
tially contaminated areas is important to securing safe water systems.  Water models are 
used to simulate and evaluate multiple contaminant intrusion scenarios at vulnerable and 
publicly accessible locations in distribution networks.  This aids in the placement of water 
quality sensors and helps in planning for system security breaches.

1.6.8.   Emergency Planning

Emergency planning ranges from planning for water main breaks to contamination to 
pump failure to power outages.  Planning ahead can help mitigate potential disasters.  
Criticality and segmentation modeling uses the model to systematically analyze segment 
failures and determine critical pipes and valves in the system whose failure might be espe-
cially disruptive or costly.  Planning protocols,  including the US government’s National 
Incident Management System and several state emergency management systems,  are 
available to assist with structured emergency planning.  System modeling plays an inte-
gral role in long-term emergency planning efforts.

1.6.9.   Real-Time Modeling 

In the past,  distribution system modeling packages were typically too slow and unwieldy 
for system operators to generate operating strategies and test “what-if ”  scenarios.  Real-
time modeling is an emerging advancement.  High-speed processing and data input avail-
able from SCADA allow utilities to deliver models to their water system operators with a 
greater level of confidence in the model’s input and results.  Careful consideration must be 
given to the user interface in this regard,  and simplified models may be required.

1.7.   SUMMARY 
Water utilities seek to deliver a safe,  reliable,  continuous supply of high-quality water to 
customers every day through a complex distribution network while managing costs.  Once 
developed and calibrated,  a water distribution model can predict the behavior of a water 
distribution system, providing an effective tool to help utility service providers meet  
their goals.  

This chapter provided a fundamental overview of modeling,  including a timeline 
of distribution modeling development,  water modeling applications,  essential and desir-
able features in modeling software,  and emerging trends.  The following chapters provide 
more detail and guidance in implementing model development and using water models 
in various applications to analyze,  design,  and improve the performance of water distri- 
bution systems.
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Chapter  2

Building and 
Preparing the Model

2.1 .   INTRODUCTION
A primary objective of computer modeling for water systems is to develop and maintain a 
model that sufficiently emulates the performance of the distribution system.  This gives the 
utility confidence in the model’s ability to represent the system under different conditions.  
The principal tasks associated with creating and managing a model include model con-
struction, calibration, system analysis,  and model maintenance.  The primary goal of model 
calibration is to achieve an acceptable level of confidence in the model’s ability to reason-
ably represent the performance of the water system.  Following its creation and calibration,  
the model requires periodic maintenance to remain representative of system operations.

Models should be created and maintained so that the standards of accuracy,  com-
pleteness,  and level of detail are appropriate for the intended model application.  Model 
development begins with careful planning to define requirements and to investigate the 
sources of information available.  A modeling project requires planning by a modeler and 
oversight,  at a minimum, by an engineer and an operator experienced with hydraulics,  
utility infrastructure,  and operations.

Many types of data are used to build hydraulic models.  Documentation during 
model construction and calibration tasks are essential to managing these data and provid-
ing for effective,  long-term model maintenance.  This is especially important when trans-
ferring the model to other modelers.

2.1 .1 .   Hardware and Software

A wide array of water distribution modeling software packages are available,  ranging 
from open-source software to commercially available software with different features and 
costs.  A software selection process may be needed prior to selecting a software package.  
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Selection criteria should be  based on a combination of the following:  ease of use,  mod-
eling features,  vendor history,  data integration options,  maintenance policies,  licensing 
options,  costs,  technical support,  computational engine,  vendor location,  training options,  
utility preferences,  and current hardware and software requirements and others.

Most software packages used in hydraulic network analysis typically require the 
same basic system data to set up,  refine,  and calibrate.  Taking the time to gather high-
quality data for the model yields a number of benefits to the utility.  Better data and a 
better model can result in savings elsewhere in the organization as a result of improved 
system knowledge that,  in turn,  leads to better decisions.  This investment in data should 
be protected by ensuring that the data can be easily migrated from one modeling package 
to another modeling package if the utility’s modeling software requirements change.  Most 
software vendors allow export from their modeling packages to a common, interchange-
able file format; EPANET file format is an example of this.

Hardware requirements differ only slightly for the various modeling software pack-
ages.  As computer and server technology improves,  the modeling software should as well.  
In general,  most modeling packages have a minimum hardware specification and an opti-
mal or recommended specification for processor speed,  RAM (random access memory),  
graphics card,  and hard-drive space.  Some real-time models require additional server 
hardware or leverage cloud-based storage and shared processing platforms.

2.1.2.   Geographic Information Systems 

The role of GIS in the water and wastewater industries continues to grow and influence 
the evolution of modeling.  Advances in GIS database design,  software,  and hardware 
allow more robust interoperability with modeling databases,  improved performance with 
large data sets,  and advanced post-processing tools.

The model shares a mutually beneficial existence with GIS.  Just as GIS enhances 
the usefulness of the model,  the model can also extend the functionality of GIS.  For utili-
ties that have established a GIS,  the added functionality of interfacing with a model can 
prove valuable from enterprise,  customer,  and operational perspectives.  This interfacing 
can add further value to both the model and GIS databases.  For example,  the process of 
building a model from GIS and the subsequent calibration may reveal errors within the 
GIS database,  such as improperly connected or unconnected pipes,  missing attributes,  and 
diameter discrepancies.  These adjustments could be identified in the model and should be 
incorporated into the utility’s GIS.

Integration of the model with the GIS requires the highest-quality GIS data.  While 
errors can be identified during the model construction and calibration process,  data 
cleanup efforts should be undertaken within the GIS to make the GIS “model ready.”  This 
process includes the creation of a geometric network with predefined topology rules and 
criteria before model construction as well as a common identifier field between the model 
database and the GIS database.  Advancements in model processing and greater complex-
ity of infrastructure representations within GIS have also led to an increase in the number 
of models being developed with a one-to-one or near one-to-one relationship with the GIS.

2.1 .3.   Enterprise Applications

A model can be enhanced with database links to other enterprise-wide applications such 
as a customer information system (CIS),  computerized maintenance management system 
(CMMS),  automatic meter reads (AMR),  advanced metering infrastructure (AMI),  labo-
ratory information management systems (LIMS),  and/or supervisory control and data 
acquisition (SCADA) systems.  Links to these data sources,  if available,  should be prepared 
during the building process.  
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The CIS contains customer data critical to establishing base demands within the 
model.  To be useful,  the CIS needs to have x–y  coordinates for each customer in the same 
coordinate system as the model.  The CIS also provides the ability to identify customers 
who may be out of service during a pipe outage by giving them identifiers (IDs)  or parcel 
numbers.  CMMSs are used to generate field work order requests and can be a valuable 
source of attribute information for pipes,  hydrants,  valves,  and other components of distri-
bution systems.  This information may include customer complaints,  maintenance records,  
and field observations as well as basic attributes (e.g.,  size,  material,  manufacturer,  date 
installed) in case the information is not available in GIS.  The model should be set up with 
unique asset numbers that are consistent with the utility’s CMMS to facilitate import of 
CMMS data during and after model building.  Model integration with SCADA offers a 
variety of mutually beneficial model applications,  such as establishing operating ranges 
for given facilities,  identifying boundary conditions necessary for model calibration,  his-
torical event system troubleshooting,  and assistance with pump scheduling and optimi-
zation.  However,  the utility’s security protocols and data firewall limitations should be 
considered when setting up links to SCADA; this could preclude live two-way commu-
nication.  Alternatively,  connection to a SCADA historian may resolve security and access 
concerns.  In any case,  preprocessing of SCADA data is necessary either via software algo-
rithms or manual efforts to import  it into modeling software.

Communicating with and relating to various available data sources and departments 
throughout the utility can avoid inaccuracies or rework in model development,  calibra-
tion,  and maintenance.  

GIS and other enterprise applications make building and maintaining models more 
efficient,  and they support a wide array of analysis and reporting functions.  These appli-
cations enhance the value,  efficiency,  and accuracy of modeling.  Increased adoption of 
enterprise applications allows for a more sustainable model versus a model that needs to 
be repeatedly rebuilt and recalibrated.

2.2.   PLANNING THE HYDRAULIC MODEL CONSTRUCTION AND DEVELOPMENT PROCESS 
While most water distribution systems have many of the same types of assets,  each water 
system’s size,  configuration,  and operations are unique.  The modeler must consider the 
system’s distinctive structure and specific requirements when developing the plan for  
the model.

2.2.1 .   Establish Purpose and Need

Before developing or updating a model,  its current and potential future applications 
should be identified (see section 1.4 for example model uses).  The desired applications dic-
tate the model’s level of detail,  its required level of accuracy,  and the data that will need to 
be collected for model building and calibration.

After the utility’s vision of model application has been established,  decisions on such 
topics as model data loading and accuracy of calibration naturally follow.  By planning 
the modeling objectives first,  a utility can determine any necessary integration plans and 
what is needed in terms of resources and software.

The degree of detail in the model is greatly influenced by the intended purpose of 
the model and the available data.  A model used for long-range planning,  transmission 
main sizing,  and reservoir site evaluation may only require the inclusion of major trans-
mission mains and the use of theoretical peaking factors for estimating water demands.  
Where sufficient detail is lacking,  it is critical that the modeler be aware of the mod-
el’s limitations.  These limitations should be clearly stated in any report documenting  
analysis results.
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On the other hand,  a model used for fire flow capacity evaluations at the neighbor-
hood level,  leakage control studies,  or water quality modeling requires considerably more 
detail,  up to the possible inclusion of every transmission and distribution pipe – excluding 
service lines – in the distribution system.  These types of models require the modeler to 
allocate demands in a more detailed manner.

The amount of time and financial resources that are available also influences the 
level of detail incorporated into the model.  The modeler may be required to conduct a 
cost–benefit analysis to obtain managerial support for extending extra effort in developing 
a more detailed model.

2.2.2.   Model  Structure

It may not be necessary or practical to create the model with the level of detail found in the 
GIS.  Models can be categorized based on their level of detail and by the extent to which 
the model elements (pipes,  pumps,  valves,  tanks,  and nodes)  match the corresponding fea-
tures in GIS.  To understand the various model types,  it is necessary to define the following 
two model development terms:

•  Skeletonization: deleting or excluding unimportant (usually small-diameter)  pipes 
in the model.

•  Reduction: removing intermediate (hydraulically insignificant)  nodes along pipe 
reaches of similar diameter,  material,  and construction date and subsequent com-
bining of the adjoining pipe segments into a single pipe segment.

Descriptions for various model types and sizes,  along with their advantages and dis-
advantages,  are presented in the following sections.

2.2.2.1.   All-Pipes Model.  An all-pipes model preserves the same level of detail as the 
GIS and maintains a one-to-one relationship between individual GIS and model elements.  
There is no skeletonization or reduction of GIS data to construct an all-pipes model.  This 
one-to-one relationship reduces the effort required to maintain the all-pipes model and 
establishes data-sharing opportunities between the two databases.  However,  because of 
the larger size of all-pipes models,  they require longer processing time,  large computer 
storage space,  and often a more expensive modeling software license.  All-pipes models for 
larger utilities can exceed 100,000 pipe links.

2.2.2.2.   All-Pipes Reduced Model.  An all-pipes reduced model is similar to an all-pipes 
model with the exception that intermediate,  hydraulically insignificant nodes along pipe 
reaches of similar diameter,  material,  and construction date are dissolved (reduced).  The 
entire length of pipe in the GIS is represented in an all-pipes reduced model,  but the model 
pipe segments are comprised of multiple GIS pipe segments (one-to-many relationship).  
An all-pipes reduced model requires more model building and maintenance effort and 
more coordination than an all-pipes model due to this one-to-many relationship.  How-
ever,  because of the reduced number of pipes,  an improvement in model loading times 
and/or file sizes may be achieved.  Reduction can decrease the number of pipe segments in 
an all-pipes model by 50 percent or more.  Reduction can also simplify the use of the model 
because fewer pipes need to be manipulated for what-if analyses,  for example.  Any pipe 
reduction should maintain a relationship with GIS for future model updates.

2.2.2.3.   Skeletonized Model.  A skeletonized model includes all pipe segments equal to 
or above a specified diameter,  typically 12 in.  or 16 in.  (30 cm or 40 cm) and all hydrau-
lically significant,  smaller-diameter pipes.  Because skeletonized models represent only 
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larger pipes,  they are sometimes referred to as transmission or backbone models.  A one-to-
one relationship can be maintained between pipes in the skeletonized model and GIS.  A 
skeletonized model may include only 10 to 20 percent of pipes found in an all-pipes model 
of the same system.  While system performance is improved in comparison to an all-pipes 
model,  detailed evaluations and spatial allocation at a neighborhood level are sacrificed.

2.2.2.4.   Skeletonized Reduced Model.  A skeletonized reduced model is the same as a 
skeletonized model except intermediate (hydraulically insignificant)  nodes are dissolved 
(reduced).  Skeletonized reduced models represented the standard modeling practice in 
the 1980s and 1990s when models were manually digitized from water system paper maps.  
Many utilities have replaced their skeletonized reduced models with more detailed mod-
els of their distribution systems.

Figure 2-1  shows examples of the four basic types of model structures.  

Variants of the four basic model structures are common.  Two of the more common 
variants are referred to as a detailed model and a hybrid model.  A detailed model is either a 
skeletonized or a skeletonized reduced model with some smaller-diameter pipes included 
(typically some 6-in.  and 8-in.  [15.3-cm and 20.3-cm]  pipes).  The Stage 2 Disinfectants and 
Disinfection Byproducts Rule,  which was promulgated by the US Environmental Protec-
tion Agency (USEPA) in 2006,  allowed disinfection by-product sample sites to be selected 
based on modeling of distribution system water age.  If models were used to select sample 
sites,  the rule required that they must include at least 50 percent of the total pipe length 
and 75 percent of the total pipe volume in the distribution system.  To satisfy these require-
ments,  some of the 6-in.  and 8-in.  (15.3 -cm and 20.3-cm) pipes in the model would have to 
be included.  A detailed model can effectively evaluate water quality concerns in the dis-
tribution system.  However,  the manual selection of small-diameter pipes to include in the 
detailed model,  combined with reduction in pipe data,  can result in significant increased 
model maintenance requirements.

A hybrid model combines large transmission mains (typically with diameters of  
16 in.  [40.6 cm]  and larger)  throughout the system with all pipes in select pressure zones or 
regions of the system.  In this way,  the model can be used to simulate detailed hydraulics 
and water quality in those portions of the system that are of concern.  Hybrid models are
typically only used in large distribution systems.  This type of model improves perfor-
mance and file size efficiency compared to all-pipes or all-pipes reduced models.  However,  

Figure 2-1   Basic model  structures
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hybrid models require additional time to configure the mix of system-wide transmission 
facilities with detailed,  localized distribution system facilities.

All types of model structures can be constructed using a utility’s GIS.  However,  
model structures dictate model maintenance procedures.  For all types of reduced mod-
els,  a one-to-many relationship must be established between the model and GIS to con-
duct automated update procedures.  This requires a unique understanding of the related 
features between the model and GIS to maintain features that are updated,  added,  or 
removed.  Various methods for working with one-to-many–related features to support 
model maintenance can be used,  though they typically require additional development in 
the GIS (i.e.,  dynamic segmentation)  or programming in order to be effective.  All GIS fea-
tures are maintained in an all-pipes model that facilitates an easier automated transaction 
of data between the GIS and model.

In addition to initial development and ongoing maintenance,  other factors must be 
considered when selecting a model structure.  An all-pipes model best facilitates auto-
mated maintenance procedures.  However,  all-pipes models generally require a larger 
investment in hardware and modeling software and may cost more in initial develop-
ment.  The large amount of data in all-pipes models can significantly increase process-
ing and solution time,  especially for extended-period simulations (EPSs).  Additionally,  
storage requirements for all-pipes models can significantly exceed the requirements of 
skeletonized or reduced models.  However,  processing and storage considerations become 
lesser concerns due to the ever-increasing advancements in computer processing,  storage 
devices,  and software capabilities.

2.2.3.   Data Availability and Quality

Building and maintaining a model usually requires collecting data from, and collaborat-
ing with,  multiple departments or groups.  Water system asset data for facilities and dis-
tribution system piping are frequently provided by GIS or related asset management tools 
and can be supported by engineering,  operations,  production,  customer billing,  planning,  
and topography data.  Control-valve settings (including pressure-reducing valves [PRVs],  
pressure-sustaining valves [PSVs],  flow-control valves [FCVs],  throttle-control valves 
[TCVs],  and others)  and pump station information,  including pump curves,  pump tests,  
and set points,  may come from the operations department.  Demand data may be estab-
lished from meter records held by the billing department.  The utility’s field crews or local 
fire departments may need to be involved if flow testing is required for model calibra-
tion.  In addition,  operations staff may be able to comment on typical system operation,  for 
example,  valve closures.  Initial settings may need to be extracted from the SCADA histo-
rian database.  Planning and engineering departments may be involved in validating pipe 
roughness values in the model.  With larger utilities,  it may be a significant task to navigate 
through the various departments to locate and retrieve the best available data.

A review of available data sources can also assist in determining the effort and 
resources required for data collection,  data entry,  and model calibration.  As the data are 
being located and gathered,  it is important to objectively rate the quality of each cate-
gory of input data.  The data-quality assessment can provide a long-term plan on how to 
improve the quality of each data set.  In addition,  these ratings can be used to better under-
stand the basis for the model and provide a roadmap to guide further refinement of the 
model during the calibration phase.

2.2.4.   Establish Modeling Standards

A crucial aspect of the model planning process is the establishment of modeling stan-
dards – how facilities will be graphically represented in the model,  what level of detail 
will be included in the model,  and what naming convention will be used for everything 
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from pipes to queries to scenarios.  Procedures should be established for how these stan-
dards will be documented,  communicated,  and reinforced for both current and future 
users of the model.  Consideration should be given to model documentation that includes a 
log to record changes to the model after initial development and calibration.

2.2.5.   GIS Data Import and Conversion

The current GIS stores facilities within a shapefile or geodatabase,  which categorizes 
elements as feature classes and subtypes within the feature class.  Feature classes repre-
sent element geometry types such as point,  line,  or polygon; subtypes of the feature class 
include more specific facilities or appurtenances of the water system.

Tanks,  fire hydrants,  valves,  and customer meters are examples of elements that may 
be stored as different subtypes within a node (or point)  feature class.  Distribution system 
mains,  overflow or drain lines,  hydrant laterals,  and service laterals are examples of ele-
ments that may be stored as different subtypes within a line feature class,  although typ-
ically distribution mains are the only line features used in a model.  It is important for 
service laterals to be a class that is separate from the distribution mains for the purpose of 
building models.  Land uses,  zoning, demographics,  and soil types are examples of features 
that would be stored as different subtypes within a polygon feature class.  Typically,  point 
and line feature classes are those features considered for import to the model,  with poly-
gon features used as supporting data for a range of model considerations and applications.

When importing elements into the model,  it is important to recognize the different 
native storage structures of the two databases (GIS and model)  and to plan accordingly.  
Unique element identifiers (IDs)  are required to maintain a unique connection between 
both databases to avoid the duplication of any one or more elements.  This represents just 
one of a number of necessary considerations.  If a utility wishes to reference the unique ele-
ment identifier from its GIS or CMMS within the model,  it is important to plan accordingly 
prior to import of data to the model.

When creating models from GIS,  facility and network representations should be 
clearly defined before model construction begins.  The utility’s objectives should also be 
defined and understood before any model construction takes place.  Defining how each 
field in the GIS maps to model elements will greatly assist in the data management plan 
and effort.

2.3.   DATA SOURCES AND AVAILABILITY 
The data required to create a model originate from a variety of sources,  as summarized in 
the following list.  The availability,  consistency,  quality,  and quantity of data received,  in 
combination with the relative size and complexity of each water system, vary significantly 
with each utility.  Engineering judgment,  water system experience,  and technical software 
capabilities are essential ingredients to incorporating all the data into a model of the dis-
tribution system.  Some data are required for a model and other data are supportive and 
not necessarily required.  Creating a model requires staff to do the following when gather-
ing data,  with sampled data sets listed within each:

1.  Identify and collect geographical data:

•  Land use and zoning for existing and future conditions;

•  Population and development projections from the local planning authority;

•  Aerial photographs (online imagery also available);
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•  Elevation data:  digital terrain model (DTM),  triangulated irregular network,  
contour maps,  global positioning system (GPS),  light detection and ranging 
(LIDAR),  or other elevation data; and

•  Street maps and parcel maps including street names,  rights-of-way,  and city 
and township boundaries.

2.  Establish an inventory of existing facilities:

•  Pipes:  location,  diameter,  length,  age,  material,  lining,  and connectivity to 
other pipes;

•  Storage facilities:  location,  capacity,  dimensions,  base and water surface ele-
vations (minimum and maximum),  accessibility,  mixing systems,  and system 
connections;

•  Water supply facilities:  location,  elevation,  hydraulic grade line (HGL),  capac-
ity,  operational patterns,  and control settings;

•  Groundwater wells:  location,  elevation,  capacity,  pump curves,  pumping water 
levels,  recent pump tests,  and control settings;

•  Connections (e.g.,  import connections,  emergency interties,  etc.):  location,  ele-
vation,  capacity,  hydraulic grade line,  and purpose (take and/or give); 

•  Pumping and booster stations:  location,  elevation,  capacity,  typical suction and 
discharge pressure,  and pump curve(s);

•  Control valves:  flow-control,  throttle-control,  pressure-regulating,  and pres-
sure-sustaining valves (location,  elevation,  capacities,  settings,  and operability);

•  Other system valves:  check valves,  isolation valves,  and other normally closed 
valves; and

•  Boundaries:  service area and pressure zones.

3.  Review water consumption records:

•  Water sales (billing records);

•  Service area population;

•  Land use; 

•  Number and type of service connections (current and prior years);

•  Consumption by major customers;

•  Nonrevenue water (NRW) and water loss records;

•  Diurnal consumption patterns for various customer types,  if available; and

•  Consecutive systems,  water hauler locals,  and other bulk water consumption 
venues.

4.  Review water production records:

•  Peaking factors;

•  System diurnal demand pattern,  developed as a function of hourly inspection 
produced or transmitted to system.  A diurnal demand pattern is a unitless 
profile that describes how demands change in a 24-hour period.  The diurnal 
profile value at a particular hour is multiplied by the average daily demand to 
obtain an hourly demand; and

•  Pressure zone–specific diurnal demand patterns,  if sufficient data is available.
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5.  Develop water demands using existing water consumption,  water production,  
population,  and land use data.  Establish current and projected water demands 
for the total system, pressure zones within the system, and major users on the fol-
lowing basis:

•  Annual average day demand (total water use in a year divided by the days in 
a year);

•  Maximum day demand (the highest demand that occurs in a single day during 
an entire year);

•  Peak hour demand (the highest hourly demand that could occur during the 
maximum day);

•  Fire flow demand requirement (typically based on land use,  structure spacing,  
and fire authority);

•  Minimum hour demand or maximum storage replenishment rate (occurs dur-
ing maximum day);

•  Other operationally critical demands within the water system’s service area;

•  Land use classifications; and

•  CIS databases with customer addresses and water use records.

6.  Review system operating records and interview staff:

•  Annual,  seasonal,  and diurnal water production records;

•  Service and booster station flows and pressures;

•  Clearwell and storage level variations for various demand scenarios;

•  System operation criteria and set points for pumping stations,  storage facilities,  
and control valves;

•  Identification of any closed isolation valves;

•  System operating pressures determined from previous testing,  monitoring,  
and fire flow testing;

•  Observed low-pressure areas that indicate system deficiencies;

•  Observed fire flow capabilities;

•  Measured roughness characterization; and

•  Known operations challenges.

2.3.1 .   Data Confdence 

All data used for the model should be objectively evaluated to determine the importance 
and level of confidence in each data set provided for model creation,  development,  and 
calibration.  The level of confidence in the data used,  how the data are assigned to the 
model,  how the data are documented,  and what efforts are required to find more detailed 
or reliable information are all important factors in weighing the level of effort required,  
and the costs,  to obtain qualified data given the model’s objectives.  Furthermore,  the con-
fidence level of the data directly affects the confidence level of the model calibration and 
results.  Particular attention should be given to data that would have a larger impact on 
model results.  For example,  a 10-ft (3-m) error in ground elevations could have a much 
greater effect on resulting pressures than a 10-ft (3-m) error in pipe length.
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2.3.2.   Types of Data 

Data used for model construction can generally be categorized into four main groups:  
geographical data,  physical facilities data,  demand data,  and operational data.  A detailed 
water system inventory can reveal much of this information.  Certain analyses require 
additional information,  depending on the type of study.  Energy costs,  infrastructure costs,  
water constituent or contaminant concentrations,  and demand or customer growth projec-
tions are examples of additional data that may be required.

2.3.2.1.   Geographical Data.  Geographical data includes the geographical coordinate  
system, jurisdictional boundaries,  census block boundaries and populations,  street cen-
terlines,  aerial imagery,  and other information useful to establish the physical location of 
the model.

Elevation or topographic data are used to assign an elevation to the model nodes or 
junctions.  Distribution node elevations are frequently assigned as equal to the ground 
elevation.  Ground elevation data can be obtained from a variety of sources including util-
ity as-builts,  planimetric data,  LIDAR studies,  or DTMs.  For better accuracy,  elevations at 
pumps,  control valves,  and storage facilities may be based on as-built drawings or field 
surveys.  Elevations for junctions that represent pressure monitoring locations must be 
carefully documented and related to the actual elevation of the pressure-recording device.  
The model uses the calculated hydraulic grade and elevation to calculate pressure at a 
given location.

Use of digital data,  such as DTMs, to overlay model junctions for elevation interpola-
tion is typically a preferred method of elevation assignment.  The opportunity to minimize 
human error and allow computer-based interpolations assists with efficient and accurate 
performance of this task.  The quality of the DTM and confidence level should be evalu-
ated before proceeding with automated elevation assignments.  Quality assurance should 
be performed following the automation of this task to compare model junction contours 
to DTM contours.

2.3.2.2.   Physical Facilities Data.  Physical data include the geometric descriptions and 
hydraulic attributes of pipes,  pumping facilities,  storage facilities,  and other control facili-
ties.  Physical facilities require proper geometric data and associated hydraulic data.  In 
addition,  proper elevation data are required.

Distribution system geometry includes the connectivity,  length,  and diameter of 
pipes within the distribution system and within specific facilities.  Upon construction of 
the geometric representation of the water distribution system, hydraulic attributes must 
be assigned to both facilities and distribution system piping.  Hydraulic data for input 
to the model can include pump type and curve,  valve type and characteristics,  minor 
loss characterization,  and pipe roughness characterization.  It is necessary to determine 
reasonable roughness coefficients,  or C-factors (the friction factor in the Hazen–Williams 
head-loss equation most commonly used in the United States),  in order to accurately rep-
resent the head loss that will occur within the system.  Generating a reasonable roughness 
coefficient typically involves consideration of several factors including pipe diameter,  pipe 
condition,  material,  year of installation,  results of field hydrant testing,  and industry stan-
dard roughness coefficients for given pipe characteristics.  Engineering judgment should 
be applied to validate the methods,  data,  and assumptions used to develop this relatively 
variable hydraulic coefficient.

2.3.2.3.   Demand Data.  Demand data used for calibration and simulations of a model rep-
resent the total water supplied to the distribution system at any given time.  This may 
include water supply components such as well production,  treatment plant production,  
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and wholesale and/or neighboring utility supply by interconnections.  The supply total 
that is produced and delivered into the distribution system equals the total water con-
sumption of the system, including system water losses.

In recent years,  water consumption data (also referred to as sales data or customer bill-
ing data)  have been used to obtain a base demand allocation across the distribution system.  
This demand is assigned to model junctions along the water system piping,  using cus-
tomer billing data addresses as a spatial reference.  Total water supply recorded as flowing 
into the system is compared to the billing data,  with the difference,  commonly nonrev-
enue water,  allocated throughout the system.  There are other approaches for demand gen-
eration and allocation to model junctions,  some of which are summarized in subsequent 
sections of this chapter.

2.3.2.4.   Operational Data.  Operational data include parameters such as flow rates,  res-
ervoir elevations,  valve and pump controls and set points,  and fixed pressures that estab-
lish boundary conditions in the model.  Operational data applied to the model take into 
account the performance characteristics of the water system.  Typically operational data 
include information supplied by the utility operator in connection with the utility SCADA 
system used to monitor and control system facilities.  Operational data required for input 
to the model can include maximum and minimum tank levels,  valve position or flow 
rate,  on–off set points for pumps or valves,  initial pump status,  pump speed,  and pump 
sequencing within the pump station.

2.3.3.   Sources of Data 

Historically,  data on distribution systems were kept as paper records and maintained by 
the water system operators or,  as in the case of a new distribution system, by the developer 
and/or their client.  Today,  many utilities have moved – or are currently moving – their 
water system records to computer-assisted design (CAD) or geographic information sys-
tems (GIS),  so this should be the first place to look for water system data.  A GIS provides 
the opportunity to more efficiently construct a new model or update an existing model.

For utilities without a GIS,  development of a detailed model of the water system can 
be a first step in creating a GIS of their water system.  Expanding the model data collection 
process to include creation of a GIS adds time to the model-building process but ultimately 
delivers substantial benefits to the water utility.

2.3.3.1.   Paper Records. Paper record sources for distribution system data include the 
following:

•  Water distribution mapping,

•  Contour mapping,

•  Aerial photography,

•  As-built construction drawings,

•  Operations and maintenance manuals,

•  Zone boundary maps,

•  Water master plans or studies on the water system,

•  Annual reports,  and

•  Planning documents that contain information on the water system’s age.  

Today’s modeling software packages have the ability to graphically present results 
of a distribution system analysis.  These software packages also allow data entry using 
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digitizing techniques,  often with aerial photos or other types of a land base that aid in 
positioning spatial data.  To do this,  however,  the input files must include the geographic 
coordinates (x–y)  for each node.  The coordinate system used should be verified for spatial 
compatibility.  If GIS for the system is not available,  the coordinate system of the paper 
maps or other asset data could be used.  A standard coordinate system, such as the US 
Geological Survey State Plane or the Universal Transverse Mercator coordinate system, is 
preferred.  If the model is on an established coordinate system, the model can be converted 
to a different coordinate system if the need arises.  Using the same coordinate system as 
the rest of the utility’s data simplifies model maintenance and enables the use of model 
results in conjunction with other utility information.

2.3.3.2.   Electronic Records. With the creation of a model from electronic data sources,  
there is an expectation that future model updates will be done quickly in response to 
infrastructure upgrades or system replacements.  Standard procedures should be devel-
oped to extract data from electronic sources to allow for timely updates.

The types of electronic data sources typically used as inputs to the model include the 
following:

•  GIS,

•  SCADA, 

•  DTM/DEM (digital terrain/digital elevation model),  

•  CMMS, 

•  CADD (computer-aided design and drafting)  drawings,  and

•  CIS or other customer usage database systems.

Depending on the type of data structure chosen for model creation,  a GIS generally 
contains more information than is required for building a model.  As a result,  GIS should 
be reviewed before being used as a basis for model updates.  In addition,  commercially 
available GIS utilities can be used to significantly automate the process of GIS data extrac-
tion.  The functionality of these GIS utilities typically includes adding a new ID or modify-
ing an existing ID,  adding or modifying attributes,  modifying topology to prepare it for 
import to the model,  and logging changes in the GIS since the last export.  Once the work 
flow is set up,  tested,  and proven,  future model updates are more efficient and accurate.

SCADA represents the collection of equipment,  communications,  and software 
that allows the real-time control and monitoring of system operations.  Typically,  SCADA 
systems are used to control distribution system operations and to report on equipment 
behavior and on the distribution system itself.  SCADA systems are designed so that pres-
sures,  flows,  pump status,  reservoir levels,  disinfectant residuals,  valve position,  and 
other information are collected at regular intervals,  can be stored in a database,  and are 
usually presented graphically to the operators.  The SCADA system therefore provides a 
wealth of information that is downloadable for use in the model or to compare against  
model results.

The supervisory control function can be manual or automatic.  In manual mode,  an 
operator can manually operate valves,  pumps,  and other devices via a software interface 
or at the facility.  In automatic mode,  a remote telemetry unit (RTU) located at the facil-
ity can be used to automate the control of a facility,  or SCADA software may control the 
facilities remotely based on a preset operating strategy.  In practice,  most SCADA systems 
have a combination of manual and automatic controls,  depending on the field device and 
system characteristics.  It is recommended that the modeler develop close communication 
with the system operators to develop a realistic,  detailed understanding of how the system 
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operates and how manual system controls are tracked; this information is highly useful 
during model calibration.

Elevations can be obtained from a variety of electronic sources.  A DTM is a type of 
DEM and is a three-dimensional representation of the ground surface.  DTMs are used to 
assign elevations in a model and are usually used with CAD or GIS packages.

Utilities that use CMMS usually have a record of repairs,  improvements,  or other 
water distribution system changes.  A CMMS is often a source of valuable information 
regarding the condition of the water distribution network and related facilities and is,  
therefore,  a valuable source of information when the model is constructed and updated.  

CAD systems are used to store drawings or maps of a water distribution system.  
Although more and more utilities use GIS to track utility assets,  the CAD system is still a 
source of valuable asset information.  Today’s CAD systems can integrate with GIS formats 
as well.  

Utilities often store information useful for model development in relational data-
bases.  Customer billing systems,  for example,  usually contain information about each 
customer’s water use.  Some utilities also store asset information,  repair data,  and other 
information in a database that may be useful to the modeler.  

2.3.3.3.   Physical Inspections.  A site visit to water supply sources,  pump stations,  res-
ervoirs,  pressure-regulating valve stations,  and monitoring points is very useful for 
understanding how the distribution system operates and helps verify that site drawings 
accurately represent current infrastructure.

The physical inspection of a facility can provide information on how the system 
operates as well as the physical in-ground plumbing (piping) around facilities; this will 
improve the modeler’s perspective for model facility configurations.  Field inspections 
should be conducted for each system facility to gain an understanding of how each facility 
functions.  Ideally,  site inspections are conducted with an operator who can explain how 
the facility is operated under varying system conditions.  A complete understanding of the 
function of each facility should be obtained while on site.  In addition,  digital photos of 
the entire site,  including pumps and valves,  may prove valuable later when the model is 
constructed away from the facility.  These field inspections should include collecting data 
for the following:  

•  Number,  type,  and condition of the water facilities; 

•  Types,  materials,  and ages of pipes and overall condition of the piping network; 

•  How system components are controlled and perform over the range of demands;

•  How the facilities and individual components interface with each other;

•  Limitations and deficiencies of the facility;

•  Valve location and position (open or closed)  and bypasses; and

•  Facility site layout and available spacing relative to other potential future facilities 
that the model and planning efforts may determine.

Observed physical characteristics should be compared with the network and oper-
ations data to verify that the piping connections and element locations are accurately 
represented.  The location of all pressure and flow monitors should also be confirmed.  
Elevations of pressure sensors should be surveyed,  if possible,  and compared with eleva-
tions used in the model.  Using SCADA or field tests,  control valves should be checked to 
determine whether or not they are at the correct set points and that they are fully opera-
tional and not stuck in one position.  Noises indicating valve or pump cavitation should 
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be noted; a pump may be operating considerably off its original design point because of 
improper sizing,  impeller problems,  or incorrect set points.

Where possible,  pipes that have been replaced should be visually inspected to deter-
mine the interior condition and if the pipe’s roughness has changed in time.  This can be 
compared with the results of roughness coefficient testing programs (see chapter 3)  to 
determine whether or not the values measured are consistent with observed conditions.  
A hydrant flow test should be conducted before and after pipeline replacements (and after 
installation of pipeline additions)  to verify that all system valves are open and that the 
facilities are functioning as intended.

2.4.   PHYSICAL FACILITIES DEVELOPMENT 

2.4.1 .   Model  Elements 

Models use two types of elements to represent the various water facilities:  node elements 
and link elements.  Node elements are points in the model that include junctions,  tanks,  
and reservoirs where flow can be added or removed from the system and where hydrau-
lic grade lines (HGLs)  and pressure reputes are calculated.  Link elements are lines in the 
model that represent pipes for which flow results are calculated.  Pumps and valves can be 
defined as either link or node elements in the model interface depending on the modeling 
software (and,  in some cases,  the software version).  Hydraulic solvers represent flow ele-
ments,  including pumps and valves,  as links.  

2.4.1.1.   Nodes.  The primary functions of a node include connecting links,  storing eleva-
tion data,  and allowing water to enter or leave the network.  A node can also represent a 
boundary condition such as a fixed grade node,  tank,  pump, or valve.  When a node is not 
a tank or other operational element such as a pump or valve,  it may be called a junction 
node or simply a junction, especially when used to connect pipes.  Nodes may be added to 
the model to represent hydrants or meter locations where demands could be placed,  or 
demands may be assigned to nodes that are in the model for other reasons.  Model results 
for nodes report HGL, pressure head (HGL minus elevation),  fire flow results,  water age,  
and flows (into or out of the network)  at node locations.

At a minimum, nodes are required where two or more pipes connect and when pipe 
data changes,  such as diameter,  age,  or material (which can impact pipe roughness),  where 
flow enters or leaves the system, and where HGL is set or needs to be calculated.  Models 
that have relatively long pipe runs between node locations and substantial changes in 
topography may not have nodes at the highest and lowest points in the distribution sys-
tem.  In these cases,  additional nodes should be inserted in the network near these high 
and low points to represent these potential locations of extreme pressures.  If nodes are not 
included in the model at hydrant locations,  they may be added to the pipeline to represent 
hydrants used during field testing.

2.4.1.1.1.  Elevation Data.  Elevations used in the hydraulic analysis are separated into two 
categories:  facility elevations and ground elevations.  

Facility elevations should be input with a high level of confidence at locations critical 
to the model’s calibration and operation,  such as at boosters,  tanks,  and control valve sta-
tions.  Field data may be gathered at these locations during the model calibration process 
to determine whether or not the model is performing as expected.  Facility elevations,  if 
determined as necessary,  are often determined by surveying.

Ground elevations are typically used for the remaining model nodes.  These elevations 
are not required for calculating HGL but are necessary for determining available delivery 
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pressures in the water distribution system.  Alternatively,  when elevations are applied to 
nodes in the model,  a standard bury depth for the pipe can be subtracted from the ground 
elevation to represent pipe elevations if pressure in the pipe is needed.

Depending on the application of a model,  elevations should be as accurate as reason-
ably possible.  An elevation difference of 5 ft (1.5 m)  translates to a potential error in model 
output of approximately ±2 psi (13.8 kPa).  This potential error should be kept in mind dur-
ing both calibration and system analysis.

2.4.1.1.2.  Quality Assurance Tips for Assigning Elevations.  High-quality GPS equipment that is 
calibrated to known benchmarks may be used to provide accurate elevation data.  As-built 
drawings are also used for elevations.  Elevations from DTMs and DEMs vary widely in 
quality and should be used with caution.  Even though the elevations may be printed out 
to several decimal places,  they are frequently extracted from sources that are only accurate 
to 20 ft (6 m)  and hence are only as good as their source.  When automated elevation inter-
polation methods are used,  the maps should be reviewed and any geographic break lines 
that limit the use of automation interpolation techniques should be identified.

Due to the significant impact of elevations on model results,  it is recommended that 
the elevations be reviewed once they are in the model.  This can be done by generating ele-
vation contours from the model and comparing them directly to the source file,  whether 
the source is a contour file or DTM. This side-by-side comparison may help identify errors 
that were introduced during the interpolation and assignment process,  such as conflicting 
or inconsistent vertical datums.

2.4.1.2.   Links. Pipes are critical elements of the model.  The model uses links to represent 
flow conveyance elements,  pipelines,  or pipe segments.  Pipe links are required to convey 
water from node to node and to account for the head losses between nodes.  In some mod-
eling software,  links are used to represent pumps and valves in the interface and model-
ing database.  These types of links require additional data not required for pipes.

2.4.1.2.1.  Pipe Data and Development.  The pipeline data required for model calculations 
consist of diameter,  pipe length,  and a roughness coefficient.  Pipe roughness coefficients 
may be estimated based on the diameter,  material,  and/or pipe age but ideally should be 
based on observed head loss during field calibration.  Estimates of minor water losses from 
valves,  pipe tees and bends,  and so on,  may also be included,  if not accounted for in the 
roughness factor (see 2.4.1.2.3).  

The model considers the available flow area of a pipe for hydraulic calculations.  Dur-
ing model construction,  nominal pipe size is typically used,  as this produces a reasonable 
result in the hydraulic loop equations for the purposes of modeling.  However,  the modeler 
should be aware of the difference between nominal diameter and true internal diameter 
when performing detailed calculations,  such as for hydrant flow tests or when comparing 
the economics of different pipe materials.  

For larger pipe sizes,  the difference between nominal and actual diameter is signifi-
cant because increased wall thicknesses are required in larger-diameter pipes to main-
tain sufficient pipe rigidity.  For transmission main modeling,  the actual internal diameter 
is recommended over the nominal diameter.  When the actual internal diameter is not 
known, an appropriate roughness factor is determined if the transmission main is moni-
tored during calibration.

The length entered into the model is the length of pipe between node locations,  
including fittings.  Typically,  this length is obtained from the GIS piping layer but can also 
be obtained from design drawings,  scaled maps,  or as-builts.  In areas with substantial 
changes in ground elevation,  care should be taken to enter the true total length of pipe and 
not just the horizontal distance between nodes.
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2.4.1.2.2.  Pipe Roughness Coeffcients.  Pipe roughness can be estimated from diameter,  mate-
rial,  and/or age (or pipe condition).  A testing program is recommended to determine the 
appropriate correlation of these variables to roughness factors for local conditions (see 
chapter 3).  Pipe roughness should also be conservatively adjusted to include minor losses,  
if minor losses are not explicitly accounted for at each pipe,  as described in Section 2.4.1.2.3.

Over the years,  new pipe materials have been introduced and manufacturing meth-
ods have been largely improved.  As a result,  many mature water systems are composed of 
a wide variety of pipe materials with varying hydraulic properties.

Pipe materials found in water distribution systems include:

•  Unlined cast iron,  

•  Lined cast iron,  

•  Ductile iron (cement lined),  

•  Steel,  

•  Prestressed concrete cylinder pipe,  

•  Asbestos cement (sometimes referred to as Transite),

•  Polyvinyl chloride,  and

•  Polyethylene or high-density polyethylene.  

Pipe manufacturers typically provide roughness coefficient information for new, rel-
atively clean pipes.  In general,  pipes are initially very smooth inside and perform hydrau-
lically as described in the literature for a few years.  Over time,  however,  transformations 
may occur within the pipes through a number of mechanisms.  These mechanisms include 
corrosion,  tuberculation,  sedimentation,  and biofilm development.  Corrosion and encrus-
tation rates depend on pipe material and  water chemistry.  These processes effectively 
reduce the pipe’s interior diameter,  which is subsequently reflected in the model by adjust-
ing the roughness coefficient or modeled pipe diameter.

Empirical and quantitative formulas have been developed to characterize water flow 
through pipes.  Several of the older formulas were based on tests of pipes manufactured in 
the early 1900s.  These earlier pipes were generally manufactured using less stringent qual-
ity controls than are used today and were connected with many fittings that caused signif-
icant disturbance in the flow path.  Two formulas,  whose derivations were based on smooth 
pipe,  are commonly used in water supply to calculate head loss or volumetric flow rate.  
They are the Hazen–Williams formula (empirical)  and the Darcy–Weisbach formula (quan-
titative).  Both formulas are available for use within modeling software packages; however,  
the Hazen–Williams formula is used predominantly for model calculations in the United 
States and will be assumed as referenced in discussions unless otherwise indicated.

Table 2-1  lists general roughness coefficients used in initial model development.  
The smoother the interior wall of the pipe,  the higher the C-factor.  This translates into 
a smaller head loss and subsequent higher pipe carrying capacity.  The inverse is true as 
well.  Though Table 2-1  provides a general guideline for C-factors used,  the local roughness 
factor must be tested  to determine the extent of the pipes’  hydraulic capacity deteriora-
tion,  as hydraulic capacity is influenced by pipe age,  material,  and local water quality 
conditions.

Table 2-2 lists general roughness coefficients (ε)  for the Darcy–Weisbach equation.  
With this equation,  unlike with the Hazen–Williams equation,  the smoother the interior 
wall of the pipe,  the lower the roughness coefficient,  which translates into a higher pipe 
carrying capacity.  The roughness coefficients listed in Tables 2-1  and 2-2 are provided as 
general guidelines and do not take into consideration very low values (high values for 
Darcy–Weisbach) that may be the result of local conditions.  As previously indicated,  local 
testing is recommended to develop a better estimate of roughness.
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Table 2-1   Pipe roughness Hazen–Wil l iams C-factors for discrete pipe diameters

Type of Pipe

1.0 in. 3.0 in. 6.0 in. 12 in. 24 in. 48 in.

(2.5 cm) (7.6 cm) (15.2 cm) (30 cm) (61  cm) (122 cm)

Uncoated cast iron—smooth and new,  
30 years old

121 125 130 132 134

Trend 1—slight impact 100 106 112 117 120
Trend 2—moderate impact 83 90 97 102 107
Trend 3—appreciable impact 59 70 78 83 89
Trend 4—severe impact 41 50 58 66 73

60 years old
Trend 1—slight impact 90 97 102 107 112
Trend 2—moderate impact 69 79 85 92 96
Trend 3—appreciable impact 49 58 66 72 78
Trend 4—severe impact 30 39 48 56 62

100 years old
Trend 1—slight impact 81 89 95 100 104
Trend 2—moderate impact 61 70 78 83 89
Trend 3—appreciable impact 40 49 57 64 71
Trend 4—severe impact 21 30 39 46 54

Miscellaneous
Newly scraped mains 109 116 121 125 127
Newly brushed mains 97 104 108 112 115

Coated spun iron—smooth and new 137 142 145 148 148
Old—take as coated cast iron of same age

Galvanized iron—smooth and new 120 129 133
Wrought iron—smooth and new 129 137 142
Coated steel—smooth and new 129 137 142 145 148 148
Uncoated steel—smooth and new 134 142 145 147 150 150
Coated asbestos cement—clean 147 149 150 152
Uncoated asbestos cement—clean 142 145 147 150
Spun cement-lined and spun 
bitumen-lined—clean

147 149 150 152 153

Smooth pipe (including lead,  brass,  copper,   
polyethylene,  and polyvinyl chloride)  
—clean

140 147 149 150 152 153

Polyvinyl chloride wavy—clean 134 142 145 147 150 150
Concrete—Scobey’s coefficient (Cs )
Class 1—Cs  = 0.27; clean 69 79 84 90 95
Class 2—Cs  = 0.31; clean 95 102 106 110 113
Class 3—Cs  = 0.345; clean 109 116 121 125 127
Class 4—Cs  = 0.37; clean 121 125 130 132 134
Best—Cs  = 0.40; clean 129 133 138 140 141

Tate relined pipes—clean 109 116 121 125 127
Prestressed concrete pipes—clean 147 150 150

Source:  Lamont (1981).
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