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AMERICAN NATIONAL STANDARDS 

By approving this American National Standard, the ANSI Board of Standards Review confirms that the requirements 
for due process, consensus, balance and openness have been met by B11 Standards, Inc., (the ANSI-accredited 
standards developing organization). 
 

American National Standards are developed through a consensus process.  Consensus is established when 
substantial agreement has been reached by directly and materially affected interests.  Substantial agreement means 
much more than a simple majority, but not necessarily unanimity.  Consensus requires that all views and objections 
be considered, and that a concerted effort be made toward resolution.  This process brings together volunteers 
and/or seeks out the views of persons who have an interest in the topic covered by this publication.  While B11 
Standards, Inc., administers the process and establishes procedures to promote fairness in the development of 
consensus, it does not write the document and it does not independently test, evaluate or verify the accuracy or 
completeness of any information or the soundness of any judgments contained in its standards or guidelines. 
 

American National Standards are promulgated through ANSI for voluntary use; their existence does not in any 
respect preclude anyone, whether they have approved the standards or not, from manufacturing, marketing, 
purchasing, or using products, processes, or procedures not conforming to the standards.  However, users, 
distributors, regulatory bodies, certification agencies and others concerned may apply American National Standards 
as mandatory requirements in commerce and industry. 
 

The American National Standards institute does not develop standards and will in no circumstances give an 
interpretation of an American National Standard.  Moreover, no person shall have the right or authority to issue an 
interpretation of an American National Standard in the name of the American National Standards Institute.  Requests 
for interpretations should be addressed to the Secretariat (B11 Standards, Inc.,). 
 

B11 Standards, Inc., MAKES NO WARRANTY, EITHER EXPRESSED OR IMPLIED AS TO THE FITNESS OF 
MERCHANTABILITY OR ACCURACY OF THE INFORMATION CONTAINED WITHIN THIS STANDARD, AND 
DISCLAIMS AND MAKES NO WARRANTY THAT THE INFORMATION IN THIS DOCUMENT WILL FULFILL ANY 
OF YOUR PARTICULAR PURPOSES OR NEEDS.  B11 Standards, Inc., disclaims liability for any personal injury, 
property or other damages of any nature whatsoever, whether special, indirect, consequential or compensatory, 
directly or indirectly resulting from the publication, use of, application or reliance on this document.  B11 Standards, 
Inc., does not undertake to guarantee the performance of any individual supplier or seller’s products or services by 
virtue of this standard or guide, nor does it take any position with respect to the validity of any patent rights asserted 
in connection with the items which are mentioned in or are the subject of this document, and B11 Standards, Inc., 
disclaims liability for the infringement of any patent resulting from the use of or reliance on this document.  Users of 
this document are expressly advised that determination of the validity of any such patent rights, and the risk of 
infringement of such rights, is entirely their own responsibility. 
 

In publishing or making this document available, B11 Standards, Inc. is not undertaking to render professional or 
other services for or on behalf of any person or entity, nor is B11 Standards, Inc., undertaking to perform any duty 
owed by any person or entity to someone else.  Anyone using this document should rely on his or her own 
independent judgment, or as appropriate, seek the advice of a competent professional in determining the exercise of 
reasonable care in any given circumstances. 
 

B11 Standards, Inc., has no power, nor does it undertake to police or enforce conformance to the requirements of this 
document. B11 Standards, Inc., does not certify, test or inspect products, designs, or installations for safety or health 
purposes.  Any certification or other statement of conformance to any health or safety-related information in this 
document shall not be attributable to B11 Standards, Inc., and is solely the responsibility of the certifier or maker of 
the statement. 
 

NOTICE: This American National Standard may be revised or withdrawn at any time.  The procedures of the 
American National Standards Institute require that periodic action be taken to reaffirm, revise, or withdraw this 
standard.  You may contact the Secretariat for current status information on this, or other B11 standards.  
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Houston, TX 77069, USA 
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Foreword (This Foreword is not part of the requirements of American National Standard B11.2 – 2013).   

 
The primary objective of this standard is to eliminate, control or reduce hazards to individuals 

associated with hydraulic / pneumatic power presses by establishing safety requirements for the design, 
construction, operation and maintenance of these machines.  To accomplish this objective, 
responsibilities have been assigned to the supplier (e.g., manufacturer, modifier, rebuilder and integrator), 
the user, and individuals in the working environment.  This standard should be used with ANSI B11.0 and 
ANSI B11.19.  The requirements of both standards must be met as applicable to a particular machine.   

The words "safe" and "safety" are not absolutes.  An element of safety is attitude.  While the 
objective of this standard is to eliminate, control, or reduce risks associated with hazards, this standard 
recognizes that risk cannot be practically reduced to zero in any human activity.  This standard is not 
intended to replace good judgment, proper training, and personal responsibility.  Operator skill, job 
monotony, fatigue, and experience are safety factors that should be considered by the user. 

Hydraulic / pneumatic power press technology is continuously evolving.  This standard reflects 
the most commonly used and time-tested customs and practices in the industry at the time of its approval.  
The inclusion or omission of language relative to any evolving technology, either in the requirements or 
explanatory area of this standard, in no way infers acceptance or rejection of such technologies.  Inquiries 
with respect to the application of the substantive requirements of this standard and suggestions for its 
improvement are welcomed and are to be sent to the B11 Standards, Inc., POB 690905, Houston, TX 
77269. Attention:  B11 Secretariat. 
 

HISTORY 
The original ANSI B11.2 American National Standard was approved in 1982, was substantively 

revised in 1995, and was reaffirmed in 2005.  This current standard was authorized by the B11 ASC in 
January 2008 for revision by its B11.2 Subcommittee.  After consideration of both EN and CSA standards 
on hydraulic presses, it was agreed to include pneumatic presses in the scope of B11.2.  Some of the 
other significant changes from the 1995 version of B11.2 include requirements for slide locks, load 
holding and moving bolster.  This standard has been used to impact/influence the development of the ISO 
standard (ISO 16092-3, in draft form at the time of this B11.2 approval). 

The B11 series of standards for machines began with safety requirements for power presses in 
1922.  Since that time, safety requirements for a variety of machines have been developed and 
continually updated and revised to become a series of some 30 B11 standards and technical reports.  
Maintaining these documents with consistent language proved a significant challenge.  In 2008 ANSI B11 
(GSR) was published with the long term objective to reorganize the B11 family of standards by gathering 
the requirements common to many or most of the B11 standards into a single document while retaining 
the machine tool specific requirements in the machine-specific standards.  That standard was revised and 
approved in 2010 as ANSI B11.0 and deals primarily with risk assessment/risk reduction and general 
safety requirements.  The current edition of this Type-C B11.2 has been revised to integrate with the 
Type-A B11.0 standard and the Type-B B11.19 standard on safeguarding.  
 

EFFECTIVE DATE 
The following information on effective dates is informative guidance only, and not a normative 

part of this standard.  This subcommittee recognizes that some period of time after the approval date on 
the title page of this document is necessary for suppliers and users to develop new designs, or modify 
existing designs or manufacturing processes in order to incorporate the new or revised requirements of 
this standard into their product development or production system. 
 

This subcommittee recommends that suppliers complete and implement design changes for new 
machines and machinery systems within 30 months of the approval of this standard. 
 

The subcommittee recommends that users evaluate whether existing machinery and machinery 
systems have acceptable risk within 30 months of the approval date of this standard using generally 
recognized risk assessment methods.  If the risk assessment shows that modification(s) is necessary, 
refer to the requirements of this standard to implement risk reduction measures (risk reduction measures) 
for appropriate risk reduction. 
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Explanation of 
the format, 
and ANSI B11 
conventions 
 

The standard uses a two-column format to provide supporting 
information for requirements.  The material in the left column 
is confined to “Standards Requirements” only, and is so 
captioned.  The right column, captioned "Explanatory 
Information" contains information that the writing 
Subcommittee believed would help to clarify the requirements 
contained in the standard.  This column should not be 
construed as being a part of the requirements of this 
American National Standard.  Operating rules (safe practices) 
are not included in either column of this standard unless they 
are of such nature as to be vital safety requirements, equal in 
weight to other requirements, or guides to assist in 
compliance with the standard. 
 
As in all American National Standards, the term “SHALL” 
denotes a requirement that is to be strictly followed in order to 
conform to this standard; no deviation is permitted.  The term 
“SHOULD” denotes a recommendation, a practice or 
condition among several alternatives, or a preferred method 
or course of action. 
 
Similarly, the term “CAN” denotes a possibility, ability or 
capability, whether physical or causal, and the term “MAY” 
denotes a permissible course of action within the limits of the 
standard. 
 
B11 conventions:  Operating rules (safe practices) are not 
included in either column of this standard unless they are of 
such nature as to be vital safety requirements, equal in weight 
to other requirements, or guides to assist in conformance with 
the standard.  The B11 standards generally use the term 
“OR” as an inclusive disjunction, meaning one or the other or 
both, but on occasion will use the term “and/or” to emphasize 
the fact that both are fully intended in cases where the 
Subcommittee believed it was imperative to make that clear.  
A distinction between the terms “individual” and “personnel” is 
drawn.  Individual includes personnel (employees, 
subcontractors, consultants, or other contract workers under 
the indirect control of the supplier or user) but also 
encompasses persons who are not under the direct or indirect 
control of the supplier or user (e.g., visitors, vendors, etc.).   
 
Suggestions for improvement of this standard will be 
welcome.  They should be sent to B11 Standards, Inc. – 
dfelinski@b11standards.org. 
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DEVELOPMENT 
This standard was prepared by the B11.2 Subcommittee, processed and submitted for ANSI approval by 
the B11 Accredited Standards Committee on Safety Standards for Machines.  Committee approval of this 
standard does not necessarily imply that all committee members voted for its approval.  At the time this 
standard was approved as an American National Standard, the ANSI B11 Accredited Standards 
Committee was composed of the following Members: 
 
Alan Metelsky, Chairman 
Barry Boggs, Vice-Chairman 
David Felinski, Secretary 
 

Organizations Represented Name of Representative 
 Delegate Alternate 

Aerospace Industries Association of America Willard Wood Lisa Goldberg / Chris Carnahan 
Aluminum Extruders Council Melvin Mitchell Scott Burkett 
American Society of Safety Engineers Bruce Main, PE, CSP George Karosas, PE,CSP 
Association For Manufacturing Technology Russell Bensman Alan Metelsky 
The Boeing Company Don Nelson Lance Chandler, PE 
Canadian Standards Association Elizabeth Rankin, CRSP Walter Veugen 
Deere & Co. Gary Kopps Scott Fowler 
FDR Safety Michael Taubitz Flavius Brown 
General Motors Corporation Michael Douglas  
Komatsu America Industries George Schreck James Landowski 
Metal Powder Industries Federation Dennis R. Cloutier, CSP Teresa Stillman 
National Institute for Occupational Safety & Health Richard Current, PE James Harris, PhD, PE 
Occupational Safety & Health Administration Kenneth Stevanus Robert Bell 
Omron Scientific Technologies Incorporated Frank Webster Christopher Soranno 
Packaging Machinery Manufacturers Institute Charles Hayes Maria Ferrante 
Pilz Automation Safety, LP Michael Beerman Lee Burk 
Precision Metalforming Association James Barrett, Jr. PhD Bill Gaskin  / Christen Carmigiano 
Presence-sensing Device Manufacturers Association James V. Kirton Michael Carlson 
Property Casualty Insurers Stanford Brubaker John Russell, PE,CSP 
Robotic Industries Association Jeffrey Fryman Claude Dinsmoor 
Rockwell Automation Patrick Barry Michael Miller 
Safe-T-Sense Samuel Boytor Mark Witherspoon 
Sheet Metal & Air Conditioning Contractors Nat’l. Assn. Michael McCullion Roy Brown 
System Safety Society John Etherton, PhD, CSP Rod Simmons, PhD 
Toyota Motor Manufacturing North America Barry Boggs Todd Mills 
International United Automotive Workers Tom Ford  
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At the time this standard was approved, the ANSI B11.2 Hydraulic / Pneumatic Power Press 
Subcommittee had the following members who participated in the development of this standard: 
 

Name    Organization 
   

Walter Veugen, Chairman Veugen Integrated Technologies, Ltd. 
Kelyn Brown, Vice-Chairman Dana Holding Corporation 
Jim Van Kessel, Vice-Chairman  JVK Industrial Automation, Inc. 
David Felinski, Secretary B11 Standards, Inc. 
Chris Bacon Nexteer Automotive 
Stan Brubaker Liberty Mutual 
Scott Buchanan Toyota Motor Manufacturing North America 
Lee Burk Pilz Automation Safety 
Nandu Dhopade Norgren 
Gary Dunn Dunn Consulting 
Chris Gow CAG Industrial Automation, Inc. 
Darrell Harrelson Beckwood Press 
Heinz Knackstedt C&E Sales, Inc. 
Noel McDougall Techserv Total Solutions 
Joe Mitory Chrysler Corporation 
Ted Sberna Applied Engineering Concepts 
Jon Schmidt Neff Press 
Lloyd Sinnott ABB Robotics 
Chris Soranno Omron STI 
Scott Whittington Cincinnati Incorporated 
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Introduction 

The primary purpose of every machine tool is to process parts.  This is accomplished by the machine 
imparting process energy onto the workpiece.  Inadvertent interference with, or accidental misdirection of 
the released energy during production, maintenance, commissioning and de-commissioning may result in 
injury.  This standard recognizes that zero risk does not exist and cannot be attained.  However, a good 
faith approach to risk assessment and risk reduction should achieve an acceptable risk level. 

 

The primary purpose of the ANSI B11 series of machine tool safety standards is to devise and propose 
ways to minimize risks of the potential hazards.  This can be accomplished either by an appropriate 
machine design or by restricting personnel or other individuals’ access to hazard zones, and by devising 
work procedures to minimize personnel exposure to hazardous situations.  This is the essence of the 
ANSI B11 series of safety standards. 

 

Organization and Application of B11 Series of Documents 

The B11 series of documents can be associated with the ISO “Type A-B-C” structure as described below:   

 Type-A standards (basis standards) give basic concepts, principles for design, and general 
aspects that can be applied to machinery; 

 Type-B standards (generic safety standards) deal with one or more safety aspects or one or 
more types of safeguards that can be used across a wide range of machinery: 

 Type-C standards (machinery safety standards) deal with detailed safety requirements for a 
particular machine or group of machines. 

This ANSI B11.2 standard on hydraulic / pneumatic power presses is a “Type-C” standard.  The ANSI 
B11.0 standard on general safety requirements common to ANSI B11 machines is primarily a “Type-A” 
standard in that it applies to a broad array of machines and contains very general requirements.  
However, in many areas it also contains very specific requirements.  B11.19, B11.20 and the B11 series 
Technical Reports are all typical “Type-B” documents addressing general safety elements that can be 
applied across a wide range of machinery (B11.19) or as a standard when combining machines (B11.20).  
The B11 series of Technical Reports are informative documents that may be generally applied to many 
machine tools, and as such would fall into the “Type-B” group.  The machine-specific (Type-C) B11 
standards contain detailed safety requirements for a particular machine or group of machines (such as in 
the case of this standard).  The B11.0 and the machine-specific B11 standards are intended to be used 
concurrently by the supplier and user of machines.  When a Type-C standard deviates from one or more 
provisions dealt with by this standard or by a Type-B standard, the Type-C standard requirement 
generally takes precedence.  Any deviation in conforming to a requirement of any standard should be 
carefully evaluated and based on a documented risk assessment. 

 

Figure 1 — Organization of the B11 Series of Documents 

C 

B 

A 
General Requirements & Risk Assessment 

B11.19, B11.20 
B11 Technical Reports 

Machine-Specific 
B11.x Standards 
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Figure 2 (following page) provides an overview of this standard and in particular the responsibilities of and 
requirements for the supplier and user, including the user personnel.  Numbers in parentheses denote the 
particular clause or subclause of the standard.  A solid line between a block showing reference 
standard(s) and a block showing a normative clause denotes part of the requirements.  A dashed line 
denotes an informative reference.  

 

Notes for Figure 2: 

 

1) Scope – Provides the boundaries or limits of the standard (i.e., what is/is not included in the 
coverage or requirements). 

 

2) Normative references – Other standards which in whole or in part provide additional requirements 
when referenced in the normative text (i.e., left-hand column of clauses 4 – 9) of this standard. 

 

3) Definitions – Terms used in this standard in a unique or particular manner, together with their 
definitions (terms used in the same context as are generally understood and commonly used in 
everyday English are not defined). 

 

4) Responsibility – The general responsibilities of the supplier (builder), user, and the user 
personnel are listed in clause 4 together with which of the remaining clauses they have primary 
responsibility. 

 

5) Risk assessment process –Clause 5 presents the general approach to risk assessment (see 
B11.0 [B11.TR3] for further explanation of hazard/task identification and risk assessment/risk 
reduction). 

 

6) Design and construction – Generally, the supplier will be responsible for the requirements of 
clause 6, understanding that the user may add to or modify these requirements through the 
purchase agreement. 

 

7) Layout, installation, testing and start-up – Although the requirements of clause 7 are 
predominantly the responsibility of the user, the supplier will normally provide assistance either 
directly (providing personnel) or indirectly (instruction materials). 

 

8) Safeguarding – This is normally a shared responsibility between the supplier and user but often, 
either the supplier or the user will provide and/or meet most or even all of the requirements of 
clause 8. 

 

9) Setup, operation and maintenance – The user is generally responsible for the requirements of 
clause 9, with possible assistance from the supplier for training. 

 

10) Training – The user is generally responsible for the requirements of clause 10, with possible 
assistance from the supplier for materials or the training itself. 
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Figure 2 – Typical layout of B11 base standards showing the various responsibilities 
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American National Standard for Machine Tools – 

Safety Requirements for Hydraulic / Pneumatic Power Presses 
 
STANDARD REQUIREMENTS 
 

EXPLANATORY INFORMATION 
(Not part of American National Standard B11.2-2013 – 
Safety Requirements for Hydraulic / Pneumatic Presses) 
 

1 Scope E1 

The requirements of this standard apply only to those 
hydraulically or pneumatically powered machines, 
commonly referred to as hydraulic / pneumatic power 
presses, which transmit force to cut, form, or 
assemble metal or other materials by means of tools 
or dies attached to or operated by plungers or slides. 
 

This standard does not establish requirements 
for personal protective equipment that may be 
needed for specific operations. 
 
Where used in this standard, the terms “press 
or press production system” or “machine or 
machine production system” are used 
synonymously with “hydraulic / pneumatic 
press” or “hydraulic / pneumatic production 
system,” respectively. 
 

1.1 Inclusions E1.1 

The requirements of this standard shall apply to: 

 manually fed presses; 

 automatically fed presses; 

 presses utilized for hydroforming, spotting 
or tryout; 

 transfer presses; 

 tandem line presses; 

 presses used in production cells. 
 

See Annex A for figures of applicable covered 
machines. 
 

 this inclusion is applicable to the press and 
not the process 

1.2 Exclusions E1.2 

Specifically excluded from this standard are: 
 
 

Many of the excluded machines are covered by 
other standards.  Refer to clause 2, Referenced 
Standards.  For machines listed in 1.2 for which 
no type-C reference standard is indicated 
below, please refer to ANSI B11.0 for guidance. 
 

 balers; See ANSI B245.1, B245.2, and B245.5 

 cold headers; See ANSI B11.7 

 die–casting machines; See ANSI B152.1 

 forging presses and hammers; See ANSI B24.1 [now withdrawn] 

 guillotine paper cutters; See ANSI B65.3 

 high energy rate presses; See ISO 9189 (high speed presses) 

 horizontal hydraulic extrusion presses; See ANSI B11.17 

 iron workers; See ANSI B11.5 

 laboratory machines or equipment used to 
determine properties of materials; 

See ASTM E1842 

 manually powered presses;  

 meat–processing presses;  

 mechanical power presses; See ANSI B11.1 

 metal shears; See ANSI B11.4 

 packaging machines; See ANSI B155.1 
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 pipe, tube, or shape bending machines; See ANSI B11.15 

 plastic extrusion machines; See ANSI B151.7 

 plastic injection molding machines; See ANSI / SPI B151.1 & B151.29 

 powdered metal presses; See ANSI B11.16 (MPIF #47) 

 powered press brakes; See ANSI B11.3 

 printing press systems; See ANSI B65.1 

 radial expanding and compression equipment;  

 refuse compactors and compactor systems;  

 riveting presses;  

 roll-forming and roll–bending machines; See ANSI B11.12 

 rubber machinery - hydraulic molding and 
curing presses; 

See ANSI B28.4 

 stand-alone platen presses; See ANSI B65.5 

 stretch forming machines;  

 tire and tube curing presses; See ANSI B28.2 

 welding machines. See ANSI Z49.1 

  

2 Normative references E2 

The following normative documents contain 
provisions that, through reference here, constitute 
provisions of this American National Standard (ANS).  
At the time of publication, the editions indicated were 
valid.  All normative documents are subject to 
revision, and parties to agreements subject to this 
ANS should apply the most recent editions of the 
normative documents listed below. 
 

 

This standard is intended to be used in conjunction 
with the following American National Standards: 
 

 

ANSI B11.0-2010, Safety of Machinery; General 
Requirements and Risk Assessment  
 
ANSI / ASSE Z244.1–2003 (R2008), Control of 
hazardous energy –  Lockout/tagout and alternative 
methods 
 

(Note: ANSI B11.TR3-2000 has been 
incorporated into the B11.0 standard). 

ANSI B11.19-2010, Performance Criteria for 
Safeguarding 
 

 

ANSI / ASME Boiler and Pressure Vessel Code, 
2001 (Division 1, Section VIII) 
 

 

NFPA 70–2011, The National Electrical Code 
 

 

NFPA 70E–2012,  Electrical Safety Requirements for 
Employee Workplaces 
 

 

NFPA 79-–2012, Electrical Standard for Industrial 
Machinery 
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2.1 Informative References E2.1 

The following documents to the right are not 
normative references, but may be helpful in 
conforming to the requirements of this standard. 

 

 29 CFR 1910.147, Control of hazardous 
energy (lockout/tagout)  (For more information, 
go to www.osha.gov) 
 

 29 CFR 1910.333(b), Selection and Use of 
Electrical Work Practices  (For more 
information, go to www.osha.gov) 
 

 ANSI / ASME B20.1–2006, Safety Standard for 
Conveyors and Related Equipment 
 

 ANSI B24.1–1985 (R1991), Safety 
Requirements for Forging Machinery (now 
withdrawn) 
 

 ANSI B11.3–2012 , Safety Requirements for 
Power Press Brakes 
 

 ANSI B11.4–2003 (R2013), Safety 
Requirements for Shears 
 

 ANSI B11.5–1988 (R2013), Machine Tools — 
Iron Workers — Safety Requirements for 
Construction, Care and Use 
 

 ANSI B11.7–1995 (R2010), Machine Tools—
Cold Headers and Cold Formed—Safety 
Requirements for Construction, Care and Use 
 

 ANSI B11.20–2004 (R2009), Safety 
Requirements for Integrated Manufacturing 
Systems 
 

 ANSI B11.TR1–2013, Ergonomic Guidelines 
for the Design, Installation and Use of Machine 
Tools 
 

 ANSI B11.TR4–2004, Selection of 
Programmable Electronic Systems (PES/PLC) 
for Machine Tools 
 

 ANSI B11.TR6–2010, Safety Control Systems 
for Machine Tools 
 

 ISO 4413-2010 Hydraulic Fluid Power Systems   
 

 ISO 4414-2010 Pneumatic Fluid Power 
Systems  
 

 ANSI Z535.1–2011, Safety Colors 
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 ANSI Z535.2–2011, Environmental and Facility 

Safety Signs 
 

 ANSI Z535.3–2011, Criteria for Safety Symbols 
 

 ANSI Z535.4–2011, Product Safety Signs and 
Labels 
 

 ANSI Z535.5–2011, Accident Prevention Tags 
and Labels 
 

 ANSI Z535.6–2011, Product Safety Information 
on Product Manuals, Instructions, etc. 
 

 ANSI / IESNA-RP-7-2001, Industrial Lighting. 
 

 NFPA 101 Life Safety Code  
  
 ISO 8573 2001 - Compressed air -- Part 1: 

Contaminants and purity classes 
  
  

3 Definitions  
In addition to the relevant definitions contained in 
clause 3 of ANSI B11.0, the following shall apply: 
 

 

3.1 automatic cycling:  Cycling that, once 
manually initiated, automatically continues, with or 
without intervening stops, until a stop signal is 
asserted. 

E3.1  Examples of Automatic cycling include 
“continuous,” “automatic single stroke,” and 
“continuous on demand” modes. 

3.2 bolster: The plate(s) attached to the bed of 
the press or to the press slide(s) having means for 
attaching die components. 
 

E3.2  The plate attached to the slide may also 
be referred to as a "slide–adapter plate."  Dies 
can also be mounted directly to slide(s). 
 

3.2.1 moving bolster:  A lower bolster that 
has the capability to move in and out of the press 
under power.   

 

E3.2.1  Typically powered bolsters are used to 
move dies in and out of the press with quick 
change systems.  Moving bolster is a general 
term used in this standard and refers to several 
specific pieces of equipment that serve this 
general function which may include but is not 
limited to: 

 cart(s); 

 plate(s); 

 carrier(s). 
 

3.3 bypass:  To render ineffective any safety-
related function of the control system or safeguarding 
device.   

E3.3  Bypassing the safety device or function is 
done manually and typically requires additional 
risk reduction measures.  Not to be confused 
with muting. 

  
3.4 counterbalance system: A system that 
provides for slowing, stopping, or supporting, or any 
combination thereof, of a slide(s) and its attachments. 
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3.5 die cushion:  Accessory used in some press 
operations to aid in the forming or release of the 
workpiece. 
 

E3.5  The pressure medium may be rubber, 
spring, or fluid, with air (pneumatic) cushions 
being the most common. 

 A few uses of die cushions are: 

 blanking; 

 drawing or redrawing; 

 maintaining uniform pressure on a part; 

 knocking out or stripping. 
 
Although usually mounted within the press bed 
under the bolster, die cushions are sometimes 
within the slide or within an attachment to the 
slide. 
 

3.6 die shoe:  Plate or block upon which the die 
members are mounted. 
 

E3.6  A die shoe functions primarily as a base 
for the complete die assembly and, if used, is 
bolted or clamped to the bolster plate or the 
face of the slide. 
 
The individual die shoes are often referred to as 
the lower shoe and the upper shoe or punch 
holder. 
 

3.7 die shutheight:  Actual or design dimension 
between the mounting surfaces of a die. 
 

E3.7  Maximum die shutheight to which a die 
can be designed is the press shutheight less 
the bolster thickness. 
 

3.8 die tryout:  Process of functionally testing 
and performing final adjustments or alterations to the 
die assembly. 

E3.8  Die tryout differs from die setting in that 
tryout will usually involve more significant 
alterations to the die than the routine 
adjustments associated with die setting. 
 

 Die tryout may occur in a number of different 
situations, some of which include but are not 
limited to: 

 as the final construction phase of the 
die; 

 either in the die builder's (vendor's) 
plant and press or in the user's plant in 
the same press to be used for  
production; 

 in the user's plant in a press other than 
that originally intended for production. 

 
3.9 die: The tooling used in a press for shearing, 
punching, forming, drawing, or assembling metal or 
other material. 
 

E3.9  Quite commonly, the plural "dies" is used 
to describe the complete die, consisting of two 
or more elements.  Thus, the expression "dies 
close" has the same meaning as "die closes." 
 

3.10 die setter: Individual(s) who perform die–
setting functions. 
 

E3.10  Not intended as a job description but as 
recognition of the process of die-setting. 
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3.11 die setting: The process of placing dies into 
or removing dies from a hydraulic / pneumatic press, 
and the process of adjusting the press, dies, other 
tooling, associated auxiliary equipment and 
safeguarding means. 
 

E3.11  In some industries, this may be referred 
to as “changeover.” 

3.12 drift: The downward movement of the slide 
due to leakage within the hydraulic / pneumatic 
system. 
 

E3.12  Hydraulic / pneumatic systems may 
have leakage in many locations such as but not 
limited to: 

 cylinder seals; 

 piston/packing seals; 

 valve seats; 

 valve seals; 

 piping connections.   
 
This may allow slow downward motions of the 
slide, due to the weight of the slide forcing fluid 
past the seals. 

3.13 fluid:  Any liquid or gas used within the 
hydraulic / pneumatic system. 
 

 

3.14 guidepost:  Pin and bushing assembly used 
to maintain the alignment of the dies. 
 

E3.14  Guideposts are usually an integral part 
of the die set. 
 

3.15 inch: An intermittent motion imparted to the 
slide(s) by momentary operation of the actuating 
means. 
 

 

3.16 interleaving:  Condition wherein the spacing 
between the wire coils of a spring is greater than the 
diameter of the spring wire thereby allowing one coil 
spring, or a portion thereof, to thread into another coil 
spring, or portion thereof. 
 

 

3.17 muting:  The temporary automatic 
suspension of a safety-related function(s). 
 

E3.17  Not to be confused with bypassing. 

3.18 operator control(s): A push button, switch, 
lever, hand wheel or other mechanism actuated by 
the operator which initiates, cycles, controls or stops 
the motion of the press. 
 

 

3.19 operator's (control) station:  
The complement of controls used by the operator to 
operate the press. 
 

E3.19  Typically, this would consist of two–hand 
controls and a stop control or a foot control and 
a stop control. 
 

3.20 single cycle: One complete cycle of the 
press from the initial (open) position through the 
closing or work performing position and a return to 
the initial position. 
 

 
 

3.21 slide lock: An energy-isolating device 
intended to address gravity hazards associated with 
the slide.  
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3.22 tandem press line:  Two or more stand-
alone presses which utilize a workpiece placement 
and handling system between machines to 
sequentially process material(s). 
 

E3.22  A tandem press line is a group of 
presses with manual or automatic material 
handling between machines.  See Annex A, 
Figures A.25,  
 

3.23 transfer press:  A single frame or modular 
press that may have one or more slides, where the 
separate or individual workpieces are transferred 
from one workstation to the next by an automatic 
system.  
 

E3.23  See Annex A, Figures A.19 

3.24 safety block:  A prop that is inserted between 
opposing tool components or press members to 
prevent closing of machine members or tooling 
components. 
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4 Responsibility  

Machine suppliers and users have responsibilities for 
defining and achieving acceptable risk.  The supplier 
and user either separately or jointly shall identify 
hazards, assess risks and reduce risks to an 
acceptable level within the scope of their respective 
work activities.  See ANSI B11.0 (clause 4). 
 

 

4.1 Supplier responsibilities  

Within the scope of its work activity, the supplier(s) 
shall be responsible to ensure that the design, 
construction, modification, installation and 
safeguarding are in accordance with clauses 5, 6, 7, 
8.1 and 8.2. 
 

E4.1.1  The supplier should consult with the 
user when practical for any additional hazards 
that should be considered as part of the 
hazard control strategy (see clause 5). 

 

The supplier shall be responsible for providing 
documentation to the user that establishes guidelines 
for the installation, operation and maintenance of the 
machine.  See ANSI B11.0 for additional 
documentation requirements. 
 

The documentation should include but not be 
limited to the following, where applicable: 

 performance specifications; 

 foundation requirements; 

 power requirements; 

 electrical or fluid power schematics and 
diagrams; 

 major component weights;  

 hydraulic/pneumatic system pressure and 
flow specifications; 

  preparation prior to start-up; 

 energy sources; 
  equipment layout or the work envelope 

including minimum clearances needed for 
maintenance; 

  physical environment for which the press 
or press production system is designed; 

  function and location of the operator 
controls, indicators, and displays; 

 schedules for periodic maintenance, 
lubrication and inspection; 

 application of risk reduction measures; 

 press or tooling alignment; 

 die clamping capability; 

 safety precautions; 

 integration documentation; 

 suggested point-of-operation safeguards; 

 suggested perimeter guarding. 

4.2 User responsibilities E4.2 

Within the scope of its work activity, the user shall be 
responsible for identifying and mitigating sources of 
hazards (including point of operation hazards) 
associated with the installation, set-up, production 
operation and maintenance of the machine and 
machine production system in accordance with 
clauses 5, 7, 8, 9 and 10. 

The user should provide, or require others to 
provide, the necessary risk reduction measures. 
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Under certain circumstances (i.e., while acting as a 
builder, modifier or integrator), the user is considered 
to be the supplier of that portion of the machine so 
constructed, modified or integrated. 
 

4.3 Personnel E4.3 

Personnel shall follow the training and safety 
procedures provided by the user in their operation, 
set-up and maintenance of the press production 
system, in accordance with clause 9. 
 

The Occupational Safety and Health Act of 
1970 – Public Law 91-596, states in section 
5(b), “Each employee shall comply with 
occupational safety and health standards and 
all rules, regulations and orders issued pursuant 
to this Act which are applicable to his own 
actions and conduct.” 
 

 Examples of topics that should be addressed in 
the user prepared procedures include but are 
not limited to: 

  Follow all safety practices and 
procedures given in this standard that 
apply to his or her actions and conduct; 

  Notify his or her supervisor when they 
observe an unsafe practice or condition; 

  Properly use all specified personal 
protective equipment; 

  Install, position, or adjust safeguarding 
devices as instructed by the user under 
the provisions of this standard; 

  Do not alter, remove, or disable any 
safety equipment without the approval 
of the user; 

 Make a visual safety check of the press 
during each operating shift; 

 Maintain an orderly work area.  
Particular attention should be given to 
the storage of tools or other items that 
could be dislodged and fall or roll. 
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5 Risk assessment process E5 
Machine suppliers and users have responsibilities for 
identifying hazards and reducing risk.  See clauses 5, 
6 and 7 of ANSI B11.0. 
 

The user should ensure that the risk reduction 
measures are appropriate for the specific 
machine to which this standard is being applied.   
 

A risk assessment shall be conducted considering the 
reasonably foreseeable hazards associated with the 
design, installation, operation and maintenance of 
machines in accordance with ANSI B11.0. 
 
Whenever the machine is modified or its intended use 
is changed, related tasks and associated hazards 
shall be identified and reassessed.   
 
 

Some examples of task categories related to 
hydraulic/pneumatic presses include but are not 
limited to: 

 packing and transportation; 

 unloading/unpacking; 

 systems installation; 

 startup/commissioning; 

 set-up and tryout (debug); 

 operation (all modes); 

 tool change; 

 planned & unplanned maintenance; 

 major repair; 

 recovery from control failure; 

 troubleshooting; 

 housekeeping; 

 decommissioning; 

 disposal. 
 

 Tasks are specific activities that relate to the 
task category.  Each task category may have 
numerous tasks associated with it.  Examples 
specific to presses include but are not limited to: 

  workpiece feeding; 

 changing a die; 
  changing a material coil (where 

applicable); 
  replacing a filter; 

  maintenance of pump motor 
connection; 

  lockout / tagout and de-energizing / de-
pressurizing system to a safe state; 

  troubleshooting a press repeatability 
problem; 

  clearing jammed scrap or parts. 

 For each of the above tasks, there may be 
numerous hazards.  Examples of hazards and 
hazardous situations addressed within this 
standard (design/construction, installation, set-
up, operation and maintenance) are contained 
in Annex B. 
 

When performing risk reduction, the requirements of 
clauses 6, 7, 8 and 9 shall be implemented. 
 
Figure 5.1 below shows the iterative process as it 
relates to risk assessment and risk reduction. 

Risk reduction is complete when the risk 
reduction measures, consistent with this 
standard, are applied and acceptable risk has 
been achieved for the identified task/hazard 
combinations. 
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Figure 5.1 – The Risk Assessment Process 
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6 Design and construction  

6.1 General requirements – all machines  

6.1.1 Hazards associated with moving parts  E6.1.1 

The supplier shall identify hazards associated with 
moving parts (other than point-of-operation hazards) 
and implement a hazard control strategy in 
accordance with clause 5 and ANSI B11.0 for those 
hazards within the scope of its work activity. 
 
The supplier shall also supply safeguarding for 
hazards identified within the scope of its work activity, 
as specified in 8.1. 

Hazards to personnel other than directly at the 
point-of-operation may include but are not 
limited to: 

 pinch points between the slide and the 
stationary press components or other 
auxiliary equipment (e.g., feeders, 
conveyors); 

 power transmission apparatus; 

 sudden release of stored energy 
causing hazardous motion, such as 
accumulators or potential energy; 

 rotating components such as sheaves, 
and shafts; 

 hazards associated with personnel 
performing diagnostic work 

 in-running nip points such as meshing 
gears, belts and chains; 

 pinch points between limit switches and 
actuators; 

 heated platens. 
 

6.1.2 Hazards associated with broken 
components 

E6.1.2 
 

Machine components shall be designed, secured, or 
covered to minimize hazards caused by loosening, 
falling, breakage or the release of either mechanical 
or fluidic energy. 
 

The hazards that can exist include but are not 
limited to: 

 bursting of hydraulic / pneumatic piping, 
cylinders, accumulators, control 
components or other parts under pressure; 

 breakage of piston rod or slide connection; 

 loosening of mounting bolts causing falling 
of motors, protective covers, nameplates 
or other stationary parts; 

 breakage of shafts causing falling motor 
parts or other moving parts; 

 loosening or fracturing of mounting bolts or 
other fasteners causing the falling of 
motors, pumps, valves, piping or other 
stationary parts. 

 breakage of springs causing the release of 
hazardous energy. 

 
6.1.3 Piping / Hosing / Tubing E6.1.3 

Piping shall be securely supported to avoid vibration 
or unintended movement. 
 

This is to avoid undesirable effects from 
vibration which might affect both valves and 
piping. 

Each run of piping shall, where practicable, be 
continuous to minimize connections. 
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Precautions shall be taken to prevent damage by 
thermal expansion. 
 

 

6.1.4 Gauges E6.1.4 

Gauges used to display status of machine functions, 
fixtures or parts set-up shall be rigidly secured to the 
machine or fixture (as appropriate) and located so 
that their use will not create a hazard to the operator 
or maintenance personnel. 
 

Gauges, as referred to in this subclause include 
instrumentation and other indicators used to 
indicate subsystem conditions including but not 
limited to: 

 die cushion pressure; 

 air supply pressure; 

 hydraulic pressure(s); 

 counterbalance pressure; 

 die clamp pressure; 

 flow control. 
 

6.1.5 Press capacity data plate E6.1.5 

Each hydraulic / pneumatic press shall have the 
maximum rated tonnage posted. 
 

This requirement is not to be confused with the 
nameplate requirements contained in ANSI 
B11.0. 
 

6.1.6 Pressure setting data plate(s) E6.1.6 

Each pressure regulating valve shall have the  
recommended setting posted near the pressure 
regulating means. 
 

These data plates are typically found mounted 
in close proximity to main relief valves, 
counterbalance valves, regulating valves and 
other system pressure control means. 
 

6.1.7 Pressure rating of components E6.1.7 

The safe working pressure rating of all components 
used in any hydraulic / pneumatic system(s) on a 
press shall be equal to or greater than the maximum 
anticipated pressure requirement of each individual 
component. 
 

Examples of components may include valves, 
accumulators, cylinders, regulators, fittings, 
pumps and piping. 
 
The intent of this subclause is to ensure that 
system components are capable of 
withstanding the pressures to which they are 
exposed  
 
See also, ISO 4413 (hydraulic fluid power 
systems) and ISO 4414 (pneumatic fluid power 
systems). 
 

6.1.8 Hydraulic/pneumatic system over–
pressure protection 

E6.1.8 

Over–pressure protection shall be provided to ensure 
that the maximum rated working pressure is not 
exceeded. 
 

 

For hydraulic systems, pumps with integral over-
pressurization control shall not be utilized as the only 
system over-pressurization protection method. 
 

A pressure relief valve located as close as 
possible to the discharge of the pump is the 
most common method to meet this requirement.   

6.1.9 Cylinder(s) E6.1.9 

A means shall be provided to prevent pistons from 
causing a hazard by stroking beyond their design 

An example of this hazard is that of a single–
acting piston leaving its cylinder if stroked 
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limits. 
 
 

beyond its design limits.  Some items that may 
be used to meet this requirement include but 
are not limited to: 

 a cam–operated valve; 

 a full–tonnage positive stop. 
 

6.1.10 Pressure vessels (pneumatic and 
hydraulic) 

E6.1.10 

All pressure vessels with an inside diameter greater 
than 152 mm (6 in) and used in conjunction with 
presses shall conform to Section VIII of the ANSI / 
ASME Boiler and Pressure Vessel Code and be 
equipped with a safety vent valve in the event of over 
or under pressurization. 

A pressure vessel is a storage tank or container 
for a fluid (gas or liquid) under gauge pressure 
above 105 kPa (15 psig) intended as a means 
of energy storage or control, and has a cross 
section larger than the system tubing or piping.  
In most cases, the supplier will not actually 
manufacture the pressure vessel, however, the 
supplier should procure a pressure vessel that 
has been manufactured according to the 
referenced code. 
 

6.1.11 Isolation and energy dissipation E6.1.11 

The pneumatic and hydraulic systems shall be 
capable of being isolated from the energy source(s).   
See ANSI Z 244.1.   
 
 

Examples of isolation, containment, or 
controlled release of stored energy are: 

 blocking; 

 pinning; 

 chaining; 

 locking; 

 controlled venting; 

 check valves; 

 accumulator bleed-off; 

 discharging; 

 dynamic braking; 

 mechanical braking; 

 power-down procedures. 
 

A means of dissipating residual energy shall be 
provided. 
 

Disconnection of pipes, hoses or tubes does not 
meet the intent of this subclause. The slide 
should not be locked in such a way as to 
prevent manual upward movement of the slide 
should such action be necessary.  The circuitry 
should allow manual jacking of the slide, for 
example, to free a trapped person during a 
rescue operation. 
 

6.1.12 Intensification of pressure E6.1.12 

Provisions shall be made to prevent hazardous 
effects of intensification of pressure. 
 
 

Intensification is commonly the result of 
component failure where pressure could 
increase to levels much greater than 
anticipated.  Intensification can result in 
component failure with the resultant hazard of 
ejected components or unintended stroking 
action. 

A relief valve used for this purpose shall be direct 
operated, sealed, fixed-setting, and tamper resistant 
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against unauthorized adjustment, and shall be set at 
a pressure above the maximum operating pressure 
so that it only opens in the case of a fault.  The 
components it protects shall be designed to sustain 
the pressure at which the valve is set. 
 
The relief valve spring shall be constructed to prevent 
interleaving.  The spring shall be guided to maintain 
the function of the relief valve. 
 
6.1.13 Control valves E6.1.13 

Control valves and other control components shall be 
mounted in positions which provide protection from 
damage. 
 

Control valves should be placed where they are 
accessible for diagnosis and maintenance. 

Control valves shall not depend on connected piping 
for support.   
 
Control valves that are manually or mechanically 
operated, shall automatically move to the safe 
position when the actuator of the valve is released. 
 

This is to avoid undesirable effects from 
vibration which might affect both valves and 
piping. 
 
Automatic return can be achieved with, but not 
limited to: 

 spring return or spring center; 

 air return. 
 

6.1.14 Slide counterbalance systems E6.1.14   

A counterbalance system, if provided, shall have 
sufficient capacity to stop the motion of the slide(s) 
and its attachments at any point in travel when fluid 
power is removed. 

Depending on design, a wide variety of 
counterbalancing systems may exist.  The 
system should be designed so that loss of 
power effectively stops the slide(s) and its 
attachments.   

6.1.14.1 Retaining broken parts  
Spring counterbalance systems, if provided, shall 
incorporate means to retain system parts in the event 
of breakage. 
 
Air counterbalance cylinders, if provided, shall 
incorporate means to retain the piston and rod in 
case of breakage or loosening. 
 

 

6.1.14.2 Air–supply failure E6.1.14.2 

Air counterbalance cylinders, if provided, shall 
incorporate means to prevent failure of capability 
(sudden loss of pressure) in the event of 
counterbalance air supply failure. 
 

Common practice is to use a check valve in the 
air supply to the counterbalance. 
 

The cycle control system shall be automatically 
deactivated in the event of a failure of the 
counterbalance(s) air supply.  Reactivation of the 
cycle control system shall require restoration of the 
normal air supply to the counterbalance system and 
the use of the cycle enabling means. 
 

An air-pressure switch on the counterbalance 
air supply, downstream from pressure 
regulators, is one method of meeting this 
requirement. 

6.2 Electrical requirements E6.2 

The following electrical requirements (under See NFPA 79, 70 and 70E for additional 

Copyright B11 Standards Inc. (Formerly AMT) 
Provided by IHS under license with AMT Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: B11 B11.2 2013

http://www.avadocuments.com/doc/b11-b11-2-2013
http://www.avadocuments.com/doc/b11-b11-2-2013


AMERICAN NATIONAL STANDARD  B11.2–2013 

 STANDARD REQUIREMENTS EXPLANATORY INFORMATION 

© 2013 B11 Standards, Inc. Page 30 

subclause 6.2) shall apply: electrical requirements. 
 

6.2.1 Disconnect switch E6.2.1  

A main–power disconnect switch capable of being 
locked only in the OFF position shall be provided with 
every power press control system.  See also, NFPA 
79 and ANSI Z244.1. 

A circuit breaker designed for the purpose may 
be used to meet this requirement.   
 
The disconnect switch provides a category 0 
stop (see 6.4.1.1).  If properly labeled and 
colored and made readily available to the 
operator, the disconnect switch can also qualify 
as an emergency stop device. 
 

 Capability to lock the disconnect switch in the 
OFF position facilitates machine lockout.  
Emergency shutoff should be accessible and 
designed to prevent locking the disconnect 
switch in the ON position.  See also, 29 CFR 
1910.147 and 1910.333. 
 

6.2.2 Motor–start buttons E6.2.2  

All motor–start buttons or direct drive enable (power 
on) buttons shall be protected against unintended 
actuation. 
 

Examples of protection against unintended 
actuation may include, but not be limited to:  

 recessed buttons; 

 flush buttons; 

 pull-on/push-off buttons; 

 ring guards; 

 fabricated shields.   
 

Caution should be exercised when utilizing 
Human Machine Interface (HMI) technology for 
motor start controls. 
 

 Buttons whose actuation must be maintained by 
the operator to energize the motor should be 
protected against unintended actuation. 
 

 Motor start buttons are sometimes labeled other 
than START, although they execute the start 
function.   

6.2.3 Motor–starter E6.2.3 

When provided, motor starters shall disconnect the 
motor from the power source in the event of control–
voltage or power–source failure. 
 

Magnetic motor–starters or contactors with 
under–voltage release are devices that are 
commonly used to meet the requirements of 
this subclause. 

Operation of the motor start button shall be required 
to restart the motor when voltage conditions are 
restored to normal. 
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6.2.4 Voltage E6.2.4 

All AC control circuits and solenoid valve coils shall 
be powered by not more than a nominal 120–volt AC 
supply obtained from an isolation transformer with a 
grounded secondary.   
 

For more information, see NFPA 79. 

Higher voltages that may be necessary for operation 
of machine or control mechanisms shall be isolated 
from any control mechanism handled by the operator. 
 

 

All DC control circuits shall be powered by not more 
than a nominal 240–volt DC supply isolated from any 
higher voltages. 
 

 

6.2.5 Grounds  

All electrical control circuits shall be protected against 
false operation of the machine due to an unintended 
ground or improper shielding in the control circuit.  
See NFPA 79. 
 

 

6.2.6 External and line interferences E6.2.6 

The supplier shall design and construct the control or 
power systems so that external and line interferences 
do not adversely affect the safe operation of the 
machine and its associated equipment. 
 

Some sources of external and line interferences 
are: 

 electromagnetic interference (EMI); 

 electrostatic discharge (ESD); 

 radio frequency interference (RFI); 

 shock and vibration. 
 
For additional information, see ANSI-IEEE 518. 

6.3 Hydraulic / pneumatic controls  

The  requirements of subclause 6.3 shall apply to all 
hydraulic / pneumatic presses.  
 

 

6.3.1 Hydraulic/ pneumatic circuits E6.3.1 

Hydraulic/ pneumatic circuits that control hazardous 
slide motion shall comply with the requirements of 
6.11 and 8.8. 
 

Safety related components which include 
hydraulics, pneumatics and electrical / 
electronic components are combined to meet 
the intent of this subclause.  See also, ANSI 
B11.TR6. 
 

6.3.2 Controlled gravity descent E6.3.2 

This design feature, if used, shall comply with the 
requirements of 6.11 and 8.8. 
 

Controlled gravity descent may be a deliberate 
design feature to facilitate rapid closing of the 
tools. 
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6.4 Electrical cycling controls  

6.4.1 General requirements for stop functions, 
circuits and actuators 

E6.4.1 
 

The requirements of the subclauses of 6.4.1 shall 
apply to stop functions, stop circuits, and the operator 
actuators that initiate the stop function.  Some stop 
requirements are specified.  Other stops that are 
provided in accordance with the functional 
requirements and risk assessment of a specific press 
or press production system and associated auxiliary 
equipment shall comply with these requirements. 
 

For requirements applicable to cycle stop see 
6.4.2.2. 

6.4.1.1 Stop category function requirements E6.4.1.1 

Immediate stop functions, or additional stop functions 
that are provided based on risk assessment of a 
specific press or press production system and 
associated equipment, shall conform to the stop 
category indicated by the risk assessment and 
function requirements of the production system. 
 
Category 0 stops shall initiate an uncontrolled stop by 
immediately removing power from the actuator(s). 
 

Stop functions may be initiated by: 

 disconnect switch(es); 

 operator controls (such as stop buttons); 

 non-protective sensor inputs; 

 protective sensor inputs from 
safeguarding devices or guard interlocks; 

 protective or non-protective interlocks 
from equipment or auxiliary equipment 
used in the production system. 

 
Category 0 stops shall take priority over (override) all 
other stops. 

 

Category 0 and Category 1 stops shall be operational 
regardless of the mode of press operation. 

 

Category 0 and Category 1 stops shall operate by de-
energizing the relevant circuit and shall override their 
related start functions. 
 

 

Category 1 stops shall immediately initiate a 
controlled stop with power available to the actuator(s) 
to achieve the stop, then removal of power to the 
actuator(s) after the stop is achieved. 
 

 

Category 2 stops shall initiate a controlled stop with 
power left available to the actuator(s). 
 

 

Category 2 stops shall override their associated start 
functions. 
 

 

The cessation or reset of a stop command shall not 
initiate motion. 
 

  

Once the stop condition is removed, the use of 
operator controls to start or initiate motion shall be 
required to restart or reinitiate motion. 
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EXCEPTION – Presence-sensing safeguarding 
devices may be used to initiate cycles in PSDI.  See 
also 6.4.3.8 and Clause 11. 
 

 

Immediate stop functions specified in other 
subclauses of this standard shall conform to the 
functional requirements listed in this subclause for the 
stop category specified.  
 

 

6.4.1.2 Stop circuits E6.4.1.2 
Stop circuits shall meet the following requirements:  
a) Stop circuits shall have provisions to connect 
additional operator stop controls, devices or 
interlocks. 
 
The components of the stop circuit shall be designed, 
selected, constructed and interconnected in such a 
manner so as to withstand the anticipated operational 
and environmental operating conditions. 
 

a)..Local code and design selection may also 
require additional stop controls, devices, or 
interlocks. 
 
Consideration should be given to: 

 frequency of operation; 

 need for periodic testing (especially 
where operation is infrequent); 

 vibration, shock, temperature, dust, 
foreign or corrosive materials, fluids, etc. 

 
b) Stop or emergency stop actuator control 
circuits provided to immediately stop the cycling of 
the press slide, or to prevent or stop hazardous 
motion related to auxiliary equipment or other 
machines used with the press, shall conform to the 
following requirements:  

 The stop function executed for hydraulic or 
pneumatic press cycling shall be category 0 or 
category 1; 

 The stopping of hazardous motion of other 
auxiliary equipment and machines used with 

b)  Depending on system design, circuits for 
stop or emergency stop actuators for immediate 
stop of hazardous motion may stop only the 
cycling of the press slide or stop the press 
pump motors in addition to stopping the press 
slide.  Where associated equipment or other 
machines are used with the press production 
system, the emergency stop circuit may also 
stop or signal to stop the other equipment or 
machines. 
 
For more information on emergency stops and 
zone stops, see ANSI B11.20 and NFPA 79. 

  the press or press production system by such 
circuits shall be category 0 or category 1; 

 The selection of a category 0 or category 1 stop 
shall be determined by the functional 
characteristics of the stopping mechanism(s) 
and the risk assessment of the equipment or 
machine; 

 

 If the emergency stop function impairs any 
provision designed to release trapped 
individuals, alternate measures shall be 
provided.   

Alternative risk reduction measures may include 
but are not limited to:  

 predetermined procedures; 

 supervised electrical control functions; 

 Where a category 0 stop is used for the 
hazardous motion stop function, the circuits 
shall have only hardwired electromechanical 
components. 
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EXCEPTION – An electronic logic (hardware or 
software) system as well as a communication network 
or link that complies with 8.8 shall be permitted.  Final 
removal of power may be by means of 
electromechanical components.  
 

 

c) Circuits for stop or emergency stop of 
hazardous motion shall: 

 override all other functions and operations in 
all modes; 

 remove power to the machine actuators as 
soon as possible without creating other 
hazards; 

 not initiate restart of hazardous motion when 
reset; 

 not be used as an alternative for proper 
safeguarding.  See Clause 8. 

 

 

d) Within the scope of its work activity, the 
supplier(s) shall provide circuits to connect 
safeguarding devices and interlocks to stop 
hazardous motion of the press and related equipment 
and machines. 
 
Circuits for interlocks shall conform to the 
requirements of 6.11 and 8.8, or shall be designed 
and constructed to meet the level of risk reduction as 
determined by a risk assessment. 
 

 

e) The signal that a stop command has been 
initiated shall be sent to the control system logic. 
 

 

f) When required for production system utility, 
or when risk assessment indicates that it is 
necessary, a press or press production system that 
utilizes auxiliary equipment or other machines that 
have individual controls working in a coordinated 
manner shall incorporate provision to signal the 
related control systems that a stop condition exists. 
 

f)  Cooperative efforts of suppliers and users 
are recommended, where possible, to attain the 
goal of acceptable risk.  The success of a risk 
assessment is not dependent upon this 
relationship.  See ANSI B11.20 for more 
information regarding Integrated Manufacturing 
Systems. 
 

g) When the power press is incorporated into a 
process or manufacturing cell which is divided into 
several "emergency stop zones," the cell or press 
control system shall be designed and constructed to 
facilitate easy identification as to which emergency 
stop device corresponds to which zone. 
 

g)  See also, ANSI B11.20. 

Copyright B11 Standards Inc. (Formerly AMT) 
Provided by IHS under license with AMT Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: B11 B11.2 2013

http://www.avadocuments.com/doc/b11-b11-2-2013
http://www.avadocuments.com/doc/b11-b11-2-2013


AMERICAN NATIONAL STANDARD B11.2 – 2013 

 STANDARD REQUIREMENTS EXPLANATORY INFORMATION 

© 2013 B11 Standards, Inc. Page 35 

6.4.1.3 Emergency stop actuators E.6.4.1.3   
Emergency stop actuators to initiate immediate stop 
of hazardous motion shall:  
 

For the purpose of this subclause, an 
emergency stop actuator is the device the 
operator utilizes to initiate the emergency stop 
function. 
 
Types of devices include, but are not limited to: 

 mushroom type pushbuttons; 

 cables, ropes or bars; 

 handles; 

 in some specific applications, foot 
controls without protective covers. 

 initiate a category 0 or category 1 stop 
function; 

 
 

 be located at each operator control station 
and at other locations where such stop is 
required; 

 

 be manually reset to remove the stop 
condition; 

 
 

 be colored red;  

 have a yellow background (when the stop 
actuator is a push button); 

 

 be of the self-latching type and use normally 
closed contacts with positive (direct) opening 
operation; 

 
 
 

 be of the palm or mushroom type (when the 
stop actuator is a push button); 

 
 

 not be flat switches or graphic 
representations based on software 
applications; 

 

Flat switches are typically a touch-sensitive 
membrane. 
 

 be continuously operable and readily 
accessible. 

 

The intent of this requirement is to provide a 
clear and unobstructed operation of the 
emergency stop that will not expose personnel 
to additional hazards. 
 
Emergency stop buttons are normally not 
guarded.  If it is necessary to protect an 
emergency stop button from inadvertent 
operation, measures may be incorporated 
which do not impede intentional operation of the 
device. 
 

6.4.1.4 Motor stop actuator E6.4.1.4 

The motor stop actuator shall initiate a Category 0 or 
Category 1 stop.   
 
When the motor stop actuator is a button, it shall be 
of the extended operator or mushroom head type.  
 

Presses may have several motors.  There may 
be individual stop buttons for each motor, 
master stop or emergency stop button(s) that 
stop all motors, or a combination of stop 
buttons. 
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