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AMERICAN NATIONAL STANDARDS 

 
By approving this American National Standard, the ANSI Board of Standards Review confirms that the requirements 
for due process, consensus, balance and openness have been met by AMT – The Association For Manufacturing 
Technology (the ANSI-accredited standards developing organization). 
 
American National Standards are developed through a consensus process.  Consensus is established when 
substantial agreement has been reached by directly and materially affected interests.  Substantial agreement means 
much more than a simple majority, but not necessarily unanimity.  Consensus requires that all views and objections be 
considered, and that a concerted effort be made toward resolution.  This process brings together volunteers and/or 
seeks out the views of persons who have an interest in the topic covered by this publication.  While AMT administers 
the process and establishes procedures to promote fairness in the development of consensus, it does not write the 
document and it does not independently test, evaluate or verify the accuracy or completeness of any information or 
the soundness of any judgments contained in its standards or guidelines. 
 
American National Standards are promulgated through ANSI for voluntary use; their existence does not in any respect 
preclude anyone, whether they have approved the standards or not, from manufacturing, marketing, purchasing, or 
using products, processes, or procedures not conforming to the standards.  However, users, distributors, regulatory 
bodies, certification agencies and others concerned may apply American National Standards as mandatory 
requirements in commerce and industry. 
 
The American National Standards Institute does not develop standards and will in no circumstances give an 
interpretation of an American National Standard.   Moreover, no person shall have the right or authority to issue an 
interpretation of an American National Standard in the name of the American National Standards Institute.  Requests 
for interpretations should be addressed to the Secretariat (AMT). 
 
AMT makes no warranty, either expressed or implied as to the fitness of merchantability or accuracy of the information 
contained within this standard, and disclaims and makes no warranty that the information in this document will fulfill 
any of your particular purposes or needs.  AMT disclaims liability for any personal injury, property or other damages of 
any nature whatsoever, whether special, indirect, consequential or compensatory, directly or indirectly resulting from 
the publication, use of, application or reliance on this document.  AMT does not undertake to guarantee the 
performance of any individual manufacturer or seller’s products or services by virtue of this standard or guide, nor 
does it take any position with respect to the validity of any patent rights asserted in connection with the items which 
are mentioned in or are the subject of this document, and AMT disclaims liability for the infringement of any patent 
resulting from the use of or reliance on this document.  Users of this document are expressly advised that 
determination of the validity of any such patent rights, and the risk of infringement of such rights, is entirely their own 
responsibility. 
 
In publishing or making this document available, AMT is not undertaking to render professional or other services for or 
on behalf of any person or entity, nor is AMT undertaking to perform any duty owed by any person or entity to 
someone else.  Anyone using this document should rely on his or her own independent judgment, or as appropriate, 
seek the advice of a competent professional in determining the exercise of reasonable care in any given 
circumstances.   
 
AMT has no power, nor does it undertake to police or enforce conformance to the requirements of this document.  
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or other statement of conformance to any health or safety-related information in this document shall not be attributable 
to AMT and is solely the responsibility of the certifier or maker of the statement. 
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Foreword(This Foreword is not a part of the requirements of American National 
Standard B11.6-2001) 
 
The primary objective of this standard is to eliminate or control hazards to personnel associated with 
manual turning machines with or without automatic control by establishing requirements for the 
construction, operation and maintenance of these machines.  To accomplish this objective, 
responsibilities have been assigned to the supplier (e.g., manufacturer, rebuilder, reconstructor, installer, 
integrator), the user and personnel in the working environment. 
 
The words "safe" and "safety" are not absolutes.  Safety begins with good design.  While the goal of this 
standard is to eliminate injuries, it is recognized that risk factors cannot be practically reduced to zero in 
any human activity.  This standard is not intended to replace good judgment and personal responsibility.  
Operator skill, attitude, training, job monotony, fatigue and experience are safety factors that must be 
considered by the user. 
 
Manual turning machines and associated equipment technologies are continuously evolving.  This 
standard reflects the most commonly used and time-tested state of the art at the time of its approval.  The 
inclusion or omission of language relative to any evolving technology, either in the requirements or 
explanatory areas of this standard, in no way infers acceptance or rejection of such technologies. 
 
Inquiries with respect to the application or the substantive requirements of this standard, and suggestions 
for its improvement, are welcomed and should be sent to the AMT – The Association For Manufacturing 
Technology, 7901 Westpark Drive, McLean, Virginia 22102-4269, Attention: B11 Secretariat. 
 
This standard was prepared by the B11.6 Subcommittee, processed and submitted for ANSI approval by 
the B11 Accredited Standards Committee on Safety Standards for Machine Tools.  Committee approval 
of this standard does not necessarily imply that all committee members voted for its approval.  At the time 
this standard was approved as an American National Standard, the ANSI B11 Accredited Standards 
Committee was composed of the following member organizations: 
 
 
John W. Russell, PE, CSP Chairman 
Gary D. Kopps, Vice-Chairman 
David A. Felinski, Secretary 
 
Organizations Represented Name of Representative(s) 
 Delegate Alternate 
Aerospace Industries Association of America Willard Wood Robert Eaker 
Alliance of American Insurers John Russell, PE, CSP Keith Lessner  
Aluminum Extruders Council Jeff Dziki  Martin Bidwell 
American Insurance Service Group Henry S. Pankiw  Paul Frenier 
American Institute of Steel Construction  Thomas Schlafly  
American Society of Safety Engineers  Bruce Main, PE, CSP George Karosas, PE, CSP 
Association For Manufacturing Technology Russell Bensman   
Can Manufacturers Institute  Ord L. Campbell  
Deere and Company Gary D. Kopps  Kent D. Johnson 
Forging Industry Association John W. Commet Karen Taylor 
General Motors Corporation Michael Taubitz   
Graphic & Product Identification Mfgs. Assn. Donald Root   

International Association of Machinists & 
Aerospace Workers, District Lodge 142 

Jim Soptic Ken Hass 

Intl. Union, United Automobile, Aerospace and 
Agricultural Implement Workers of America (UAW) 

Jim Howe, CSP Luiz Vazquez 
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Machinery Dealers National Association  John Stencel III  James Heppner, Jr. 
Metal Building Manufacturers Association  Charles M. Stockinger  Charles E. Praeger 
Metal Powder Industries Federation Dennis Cloutier, CSP Donald White 
National Electrical Manufacturers Association Vincent Baclawski Frank Kitzantides 
National Fluid Power Association June VanPinsker  
National Tooling and Machining Association Andy Levine Richard R. Walker  
Precision Metalforming Association Christopher E. Howell Christie Carmigiano  
Presence Sensing Device Manufacturers Jim Kirton Barry Stockton  
Rubber Manufacturers Association Kim Weber  Robert Walker  
Sheet Metal and Air Conditioning Contractors' 
National Association 

James T. Strother Tom J. Meighen 

Steel Service Center Institute Bob Carragher  Nicole LaPorte  
Tooling and Manufacturing Association Jeffery W. Hayes Bruce C. Braker 
Unified Abrasives Manufacturers’ Association, 
Bonded Division 

Charles S. Conant   

U.S. Department of the Navy (NAVSEA) Various delegates depending on the Standard 
 
 
 
At the time this standard was approved, the ANSI B11 ASC B11.6 Subcommittee had 
the following members who participated in the development of this revision: 
 
Name  Company  Title 
Steve Miller  Bridgeport Chairman 
John F. Bloodgood, PE JFB Enterprises  Secretary 
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Explanation of 
the format of 
the standard 
 

 
This ANSI B11.6 – 2001 standard is divided into parts 
formerly referred to as sections or chapters and now 
referred to as clauses, consistent with the current ANSI 
style manual.  Major divisions of clauses are referred to as 
subclauses and, when referenced by other text in the 
standard, are denoted by the subclause number (e.g., see 
5.1). 
 
The standard uses a two-column format to provide 
supporting information for requirements.  The material in 
the left column is confined to “Standard Requirements” 
only, and is so captioned.  The right column, captioned 
"Explanatory Information" contains information that the 
writing Subcommittee felt would clarify the standard.  This 
column should not be construed as being a part of the 
requirements of this American National Standard. 
 
Operating rules (safe practices) are not included in either 
column of this standard unless they are of such nature as 
to be vital safety requirements, equal in weight to other 
requirements, or guides to assist in compliance with the 
standard. 
 
As in all American National Standards, the term “SHALL” 
denotes a requirement that is to be strictly followed in order 
to conform to this standard; no deviation is permitted.  The 
term “SHOULD” denotes a recommendation, a practice or 
condition among several alternatives, or a preferred 
method or course of action. 
 
Similarly, the term “CAN” denotes a possibility, ability or 
capability, whether physical or causal, and the term “MAY” 
denotes a permissible course of action within the limits of 
the standard.  
 
By convention, the B11 standards do not use the term 
“and/or” but instead, the term “OR” is used as an inclusive 
disjunction, meaning one or the other or both. 
 
Suggestions for improvement of this standard will be 
welcome.  They should be sent to AMT-The Association 
For Manufacturing Technology, 7901 Westpark Drive, 
McLean, VA 22102 - Attention: B11 Secretariat. 
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Introduction 
 
The primary purpose of every machine tool is to process parts.  This is accomplished by the machine 
imparting process energy onto the workpiece.  Inadvertent interference with, or accidental misdirection of 
the released energy during production, maintenance, commissioning and de-commissioning may result in 
injury. 
 
The purpose of the ANSI B11 series of machine tool safety standards is to devise and propose ways to 
minimize risks of the potential hazards.  This can be accomplished by an appropriate machine design, by 
restricting personnel and other individuals’ access to hazard areas, and by devising work procedures to 
minimize personnel exposure to hazardous situations.  This is the essence of the ANSI B11 series of 
safety standards. 
 
The responsibility for the alleviation of these risks is divided between the equipment supplier, its user and 
its operating personnel, as follows (numbers in parentheses refer to the clause numbers in these 
standards which address that responsibility): 
 

 
 
 

 
 
 
 

 
SUPPLIER USER

  Responsible for:

Instruction manual  
Operation manual  

Maintenance manual  
(4.1) 

Overall workplace safety 
Maintenance and inspection procedures 

Training 
(4.2)

Task and hazard 
identification (5.1) 

Risk assessment/risk 
reduction  (5.2)

Design and construction (6) 

Set-up, operation and 
maintenance (9) 

Safeguarding (8)

Layout, installation, testing 
and start-up (7)

PERSONNEL

Comply with 
instructions 

(4.3) 

B11.19 

NFPA 79 

For task/hazard combinations  
for which the standard does not   
provide protective measures,   
apply the principles of B11.TR3 
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American National Standard for Machine Tools – 
Safety Requirements for Manual Turning Machines with or 
without Automatic Control 
 

STANDARDS REQUIREMENTS 
 

EXPLANATORY INFORMATION 
(Not part of the requirements of American National 
Standard for Machine Tools – Safety Requirements 
for Manual Turning Machines with or without 
Automatic Control - ANSI B11.6-2001) 
 

1 Scope E1 
This standard specifies safety requirements for the 
design, construction, operation and maintenance 
(including installation, dismantling, and transport) of 
the general class of manually controlled horizontal 
and vertical spindle turning machines.  Machines 
covered by this standard are intended to work 
metals and other man–made materials.  This 
standard also applies to devices that are integral to 
the machine. 
 
These machines may have automatic capability but 
may not be equipped with automatic part handling or 
bar–feed mechanisms nor automatic tool changing 
systems.  This standard does not apply to NC 
Turning Machines where manual control is used only 
to set the machine for automatic production. 
 

 Manual turning machine 
Manual turning machines utilize manually initiated 
steps to produce a part by rotating the workpiece 
against a stationary tool(s) such that the cutting force 
is from the workpiece and not the tool. 
 
NOTE – The terms machine and machining as used 
throughout this standard mean turning machine.  
 
 
 
 

Generally, chucks are not considered to be 
part of the machine.    
 
 
 
 
 
 
 
See ANSI B11.22 for the safety requirements 
for Turning Centers and Automatic NC Turning 
Machines, and ANSI B11.13 for the safety 
requirements for Single- and Multiple-Spindle 
Automatic Bar and Chucking Machines. 

2 Normative references E2 Informative references 
The following normative documents contain 
provisions that, through reference in this text, 
constitute provisions of this American National 
Standard.  At the time of publication, the editions 
indicated were valid.  All normative documents are 
subject to revision, and parties to agreements 
subject to this American National Standard should 
apply the most recent editions of the normative 
documents listed below. 
 
 

The corresponding European Standard for the 
Safety of Manually Controlled Turning 
Machines With or Without Automatic Control is 
prEN 12840. 
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29 CFR 1910.147, Control of hazardous energy 
(Lockout/Tagout) 
 

For more information, go to www.osha.gov 

29 CFR 1910.333, Selection and use of electrical work 
practices 
 

For more information, go to www.osha.gov 
 

ISO 2806: 1994, Industrial automation systems – Numerical 
control of machines – Vocabulary 
 
ISO 4413: 1998, Hydraulic fluid power – General rules 
relating to systems 
 
ISO 4414: 1998, Pneumatic fluid power – General rules 
relating to systems 
 

 

ANSI B11.19-1990, Performance criteria for the design, 
construction, care and operation of safeguarding when 
referenced by other B11 machine tool safety standards 
 

ANSI B11.TR3 – 2000 Risk Assessment 
and Risk Reduction – A Guide to Estimate, 
Evaluate and Reduce Risks Associated 
with Machine Tools 
 

ANSI A14.3-1984, Safety requirements for fixed ladders 
 

ANSI B11.TR1 – 1994 Ergonomic 
Guidelines for the Design and Installation 
of Machine Tools 
 

ANSI / ASME Boiler and Pressure Vessel Code; Division 1, 
Section VIII (1998) 
 

ANSI B11.TR2 – 1997 Mist Control 
Considerations for the Design, Installation 
and Use of Machine Tools Using 
Metalworking Fluids 

ANSI / ASME B15.1-1992, Mechanical Power Transmission 
Apparatus  
 

 

ANSI / NFPA 70-2002, National Electrical Code 
 

 

ANSI / NPFA-70E-1994, Electrical Safety Requirements for 
Employee Workplaces  
 

 

ANSI / NFPA 79-1997, Electrical Standard for Industrial 
Machinery 
 

 

ANSI / IEEE Std. 518: 1982, IEEE Guide for the Installation 
of Electrical Equipment to Minimize Electrical Noise Inputs 
to Controllers from External Sources 
 

 

ANSI / IES-RP-7-1991, Industrial Lighting. 
 

 

NMTBA (AMT) Noise Measurement Techniques (1973) Organization Resources Counselors 
(ORC) Management of the Metal Removal 
Fluid Environment: A Guide to the Safe 
and Efficient Use of Metal Removal Fluids  
(www.orc-dc.org). 

  
 Metalworking Fluids:  Safety and Health 

Best Practices Manual OSHA (www.osha-
slc.gov/SLTC/metalworkingfluids). 
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3 Definitions   
For the purposes of this standard, the following definitions 
apply. 
 

 

3.1  automatic operation: Operator–initiated 
continuous movement of the machine in accordance with a 
predetermined sequence. 
 

 

3.2  awareness barrier: An attachment that by physical 
contact warns personnel of an approaching or present 
hazard. 
 

 

3.3  awareness device [signal]: A device or signal that, 
by means of audible sound or visible light, warns of a 
present or approaching hazard (see awareness barrier) 
 

 

3.4   chuck: A clamp-like device used for gripping a 
workpiece or tool. 
 

 

3.5  control reliability: The capability of the turning 
machine control system, the safeguarding, other control 
components and related interfacing to achieve a 
predetermined safe state in the event of a failure within their 
safety-related functions.  
 

E3.5 
See 3.24. 

3.6  fixture: A means used to locate or support material 
or workpieces or tools (tooling) during operation. 
 

E3.6 Examples of fixtures are universal 
tables, angle plates, trunnions, rotating 
tables, and other removable workholding 
equipment.  
 

3.7  guard: A barrier that prevents entry into the work 
zone or other hazard area (zone). 
 

 

3.8  hazard: A condition or set of circumstances that can 
cause physical harm to exposed personnel  
 

 

3.9 hazard zone: Any zone within or around machinery in 
which a person is exposed to a hazardous situation. 
 
NOTE - The hazard generating the risk envisaged in this definition 
is: 

– either permanently present during the intended use of the 
machine, 

– or may appear unexpectedly (unintended/ unexpected 
start-up). 

 

 

3.10 helper: An individual who assists another in the 
operation, maintenance or repair of the machine. 
 

 

3.11 hold-to-run control device: Control device that 
initiates and maintains operation of machine elements only 
as long as the manual control (actuator) is actuated. 
 

 

3.12 immediate stop command: A command that 
initiates an action(s) to stop hazardous motion (situation) at 
any point in the machine cycle. 
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3.13 installer: An individual, partnership or corporation 
responsible for placement and preparation for use of a 
machine. 
 

 

3.14 integrator: Any supplier that designs, provides, 
manufactures or assembles a turning machine, its 
associated machines or equipment, the safeguarding, 
control interfaces, interconnections or the control system 
into a machine production system  (see also supplier). 
 

 

3.15 jog: To impart intermittent motion to the machine by 
momentary manual actuation. 
 

 

3.16 manual operation: Operator initiated individual 
machine movements. 
 

 

3.17 manufacturer: Any supplier that designs, 
manufactures or assembles machines or systems 
(see also supplier). 
 

 

3.18 monitoring: The checking of system components to 
detect a failure of a component, subassembly or module that 
affects the performance of the safety-related functions. 
  

 

3.19 normal stop command: A command that initiates 
an action(s) to stop motion(s) or situation(s) at the end of a 
machine cycle or at other points required by the machine 
functions. 
 

 

3.20 operator: An individual who performs production 
work and who controls the machine. 
 

 

3.21  operator's (control) station: The complement of 
controls used by the operator to operate the machine. 
 

 

3.22 pinch point: An area, excluding the work zone or 
trapping space, that poses a hazard by exposure to moving 
parts of the machine, its related machines or equipment or 
the material or workpieces. 
 

E3.22 The term "pinch point," as used in 
this standard, refers only to hazards that 
may exist as a part of the machine or its 
associated parts.  The expression is not 
used to describe hazards caused by the 
tooling at the trapping space, since these 
hazards are a different problem and 
require different treatment. 
 

3.23 redundancy: The use of multiple means to perform 
the same function. 
 

 

3.24  safety-related function: That portion of the control 
system or safeguarding device that eliminates exposure to a 
hazardous situation or reduces exposure to a tolerable level.
 

 

3.25 safe work(ing) procedure: Formal written 
instructions developed by the user that describe how a 
hazardous task is to be performed. 
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3.26 safeguarding: Methods for protection of personnel 
from hazards using guards, safety devices or safe work 
procedures.  
 

 

3.27 set-up: The process of adjusting the turning 
machine and the installation and adjustment of work holding 
devices or tooling and appropriate safeguarding to ensure 
proper and safe operation of the machine. 
 

 

3.28 shield: 
–  A barrier used to keep chips or coolant(s) within the 
turning machine. 
–  A barrier used to reduce the potential of tooling parts or 
workpieces from being ejected from the turning machine. 
 

 

3.29 stop: Immediate or controlled cessation of turning 
machine motion. 
 

 

3.30 stop command: An action to cause cessation of 
turning machine motion either automatically or through 
human intervention.  The stop command can be immediate 
or normal. 
 

 

3.31 stop control: An operator control used to initiate a 
machine stop.  
 

 

3.32  supplier: An individual, corporation, partnership or 
other legal entity or form of business that provides or makes 
available for use all or part of the machine. 
 
NOTE – When the user provides any of the above services, the 
user is considered to be the supplier within the scope of that work 
activity. 
 

E3.32  For the purpose of this standard, a 
supplier provides or makes available for 
use all or part of the machine. 
 
Besides the manufacturer, the supplier 
can include the manufacturer’s agent, 
representative, or distributor, reseller, 
installer, modifier, rebuilder or integrator 
who provides equipment or services 
associated with the machine. 

3.33 tool, (tooling): A punch, die, knife, cutting tool, 
blade [saw] or abrasive wheel used in the manufacture of 
production parts. 
 

 

3.34 tool–trapping space: The space where it is 
possible to trap body parts between the tooling or its 
mounting and the workpiece or work holding equipment. 
 

 

3.35 user: An entity that utilizes machines and related 
equipment.  
 

 

3.36 warning (warning device/signal): A means used 
to call attention to a hazard or unsafe work practice. 
 

 

3.37   work zone: The space within the machine where the 
metal cutting process takes place. 
 

 

Licensed to Heath Foott. ANSI order X_301263. Downloaded 12/18/2012 2:40 PM. Single user license only. Copying and networking prohibited.Full document details: B11 B11.6 2007

http://www.avadocuments.com/doc/b11-b11-6-2007
http://www.avadocuments.com/doc/b11-b11-6-2007


AMERICAN NATIONAL STANDARD  B11.6–2001 
 

 
 STANDARD REQUIREMENTS EXPLANATORY INFORMATION 
  

 
   

6

4 Responsibility E4 
4.1 Supplier’s responsibility 
It shall be the responsibility of the supplier (e.g., 
manufacturer, re-constructor, modifier, installer, 
integrator) to design and construct the machine in 
accordance with clauses 5, 6, and 8 of this standard. 
 
The supplier shall identify the sources of hazards (see 
5.1). 
 

E4.1 
The supplier should refer to clause 2 for 
applicable standards relative to the product or 
service provided by that supplier.  When safety 
standards are not provided, safeguarding 
techniques used on similar equipment should be 
applied to this type of equipment, where 
applicable. 
 

The supplier shall eliminate or provide the means for 
controlling the identified hazards by implementing a risk 
assessment / risk reduction strategy (see 5.2). 
 

 

The supplier shall provide instructional material for 
installation, testing, start-up, operation, maintenance, 
and safeguarding. 

The machine documentation should contain the 
following: 

a) a clear, comprehensive description of the 
machine and its installation including: 

 • foundation requirements (e.g., space 
allocation, dynamic loading); 

• power consumption requirements; 
• equipment layout; 
• major component weights; 
• work area safeguarding; 
• preparation prior to start-up; 
• energy sources; 
• procedures for transporting and lifting, 

erection, commissioning and 
decommissioning; 

• the system performance specifications; 
• physical environment requirements 

(e.g. lighting, vibration, noise levels, 
airborne contaminants). 

b) information on the: 
• programming; 
• operation; 
• frequency of inspection; 
• frequency and method of functional 

testing; 
• guidance on the repair and 

maintenance of the machine and its 
safeguards. 
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The supplier shall provide an operator's manual and a 
maintenance manual with each machine. 
 

These manuals should include the following 
information:  
• function and location of all controls; 
• spindle speeds; horsepower; table 

speeds; length of travel of the slide, 
spindle, etc.; 

• lubrication specification, including 
recommended lubricants, frequency of 
lubrication, and locations to be lubricated; 

• electrical, hydraulic, lubrication, and 
pneumatic diagrams; 

• periodic maintenance instructions; 
• maximum allowable size or weight of 

cutting tool and cutting-tool assembly; 
• maximum recommended weight of 

workpiece and fixture; 
• safety instructions for operators, helpers, 

set–up and maintenance personnel. 
 
Due to the wide variety of machines covered in 
this standard, specific machines may require 
additional information.  

  
The supplier shall equip each machine with safeguards 
(e.g., guards, protective devices) as appropriate. 
 
The supplier shall be responsible for providing means of 
isolating or dissipating stored energy associated with 
the machine. 
 

 

The supplier shall furnish, in writing or by diagram, the 
clearances needed by personnel for lubrication, 
adjustment, chip removal, coolant reservoir cleaning 
and similar routine maintenance activities. 
 

 

4.2 User's Responsibility 
The user shall be responsible for the overall workplace 
safety of personnel.  The user shall review the machine 
and its associated equipment including installation and 
set-up and any modifications as provided by the 
supplier(s) to ensure their compliance with clauses 5, 7, 
8 and 9 of this standard. 
 

E4.2 
The user should provide, or require others to 
provide the necessary safeguarding. 
 
 

The user shall ensure that: 
a) The recognized hazards for the tasks to be 

implemented on the machine are identified (see 
5.1); 

 
b) The protective measures required for the tasks 

identified in 4.2 a) are provided and used in 
accordance with clause 8 (see also 5.2); 

One method that may be used to identify 
hazards and establish a risk reduction strategy is 
to form a team of individuals from the various 
disciplines involved with the design, 
construction, operation and maintenance of the 
machine. 
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c) The safeguarding required to eliminate or control 
the identified hazards as provided by the supplier 
is used and maintained in accordance with clause 
8 of this standard  (see also 5.2); 

c) A procedure for the inspection and maintenance 
of the machine is established to ensure that its 
parts, safeguarding, and other protective devices 
are in safe operating condition and adjustment; 

d) Correct and safe working procedures are being 
followed. 

 
 
 
 
 
 

 Users should consult the supplier's instructional 
material regarding the unpacking, handling, 
installation, operation, maintenance and 
safeguarding of the machine. 
 

The user shall ensure that the machine operator,  
helper, or set-up person follows the instructions and 
directions set forth by the user to meet the requirements 
of this standard. 
 

For examples of the machine operator's, 
helper's, or set-up person's responsibilities, see 
E4.3. 

 

The user shall ensure that set-up and maintenance 
personnel and operators are trained to perform the 
functions for which they are responsible.  The training 
shall include familiarizing the employees with the 
portions of this standard related to their work (see 
clause 9). 
 

 

The following shall be considered as minimum 
requirements and shall be expanded as it applies to a 
particular condition: 

a) the function, location and use of controls; 
b) a safe method for installing, removing, and 

adjusting tooling; 
c) the location and method for installation and 

adjustment of protective devices and guards, and 
the use of safe working procedures; 

d) the control strategy designed to eliminate or 
reduce the identified hazards. 

 

 

The user shall designate, provide, and ensure the use 
of at least one of the following methods of  safeguarding 
that affords protection for the operator, consistent with 
the requirements of the task:  

 

1) guard(s) (see also 8.1); 
2) safeguarding device(s); 
3) awareness barrier(s) or awareness device(s); 
4) safe work procedure(s). 
 

(See also 8.1) 
 

The user shall be responsible for: 
a) availability and use of tools suited to the 

particular operation being performed; 
b) availability and use of proper tool holder(s) or 

adapter(s) for the machine and operation being 
performed; 
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