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AMERICAN NATIONAL STANDARDS / TECHNICAL REPORTS

The B11 Series of American National Standards and Technical Reports are developed through a consensus
process. Consensus is established when substantial agreement has been reached by directly and
materially affected interests. Substantial agreement means much more than a simple majority, but not
necessarily unanimity. Consensus requires that all views and objections be considered, and that a
concerted effort be made toward resolution. This process brings together volunteers and/or seeks out the
views of persons who have an interest in the topic covered by this publication. While B11 Standards, Inc.
administers the process and establishes procedures to promote fairness in the development of consensus,
it does not write the document and it does not independently test, evaluate or verify the accuracy or
completeness of any information or the soundness of any judgments contained in its standards or
guidelines.

American National Standards and Technical Reports are promulgated through ANSI for voluntary use; their
existence does not in any respect preclude anyone, whether they have approved the standards/technical
reports or not, from manufacturing, marketing, purchasing, or using products, processes, or procedures
not conforming to these documents. However, users, distributors, regulatory bodies, certification agencies
and others concerned may apply American National Standards or Technical Reports as mandatory
requirements in commerce and industry.

The American National Standards Institute does not develop standards or technical reports and will in no
circumstances give an interpretation of an American National Standard. Moreover, no person shall have
the right or authority to issue an interpretation of an American National Standard in the name of the
American National Standards Institute. Requests for interpretations should be addressed to the Secretariat
(B11 Standards, Inc.).

B11 STANDARDS, INC. MAKES NO WARRANTY, EITHER EXPRESSED OR IMPLIED AS TO THE
FITNESS OF MERCHANTABILITY OR ACCURACY OF THE INFORMATION CONTAINED WITHIN THIS
TECHNICAL REPORT, AND DISCLAIMS AND MAKES NO WARRANTY THAT THE INFORMATION IN
THIS DOCUMENT WILL FULFILL ANY OF YOUR PARTICULAR PURPOSES OR NEEDS. Bl1
Standards, Inc. disclaims liability for any personal injury, property or other damages of any nature
whatsoever, whether special, indirect, consequential or compensatory, directly or indirectly resulting from
the publication, use of, application or reliance on this document. B11 Standards, Inc. does not undertake
to guarantee the performance of any individual manufacturer or seller's products or services by virtue of
this technical report, nor does it take any position with respect to the validity of any patent rights asserted
in connection with the items which are mentioned in or are the subject of this document, and B11 Standards,
Inc. disclaims liability for the infringement of any patent resulting from the use of or reliance on this
document. Users of this document are expressly advised that determination of the validity of any such
patent rights, and the risk of infringement of such rights, is entirely their own responsibility.

In publishing or making this document available, B11 Standards, Inc. is not undertaking to render
professional or other services for or on behalf of any person or entity, nor is B11 Standards, Inc. undertaking
to perform any duty owed by any person or entity to someone else. Anyone using this document should
rely on his or her own independent judgment, or as appropriate, seek the advice of a competent professional
in determining the exercise of reasonable care in any given circumstances.

B11 Standards, Inc. has no power, nor does it undertake to police or enforce conformance to the
requirements of this document. B11 Standards, Inc. does not certify, test or inspect products, designs, or
installations for safety or health purposes. Any certification or other statement of conformance to any health
or safety-related information in this document shall not be attributable to B11 Standards, Inc. and is solely
the responsibility of the certifier or maker of the statement.

Published by: B11 Standards, Inc.
POB 690905, Houston, Texas 77269-0905, USA
Copyright © 2019 by B11 Standards, Inc.
All rights reserved. Printed in the United States of America
No part of this publication may be reproduced in any form, in an electronic retrieval system or otherwise,
without the prior written permission of the publisher.
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FOREWORD

The B11 Standards Development Committee for Machinery Safety is the ANSI-accredited consensus body authorized to decide
and vote on the adoption of relevant ISO International Standards as American National Standards through B11 Standards, Inc.
which is the ANSI-accredited Standards Developing Organization (SDO). At its July 2018 semi-annual meeting, the B11
Standards Committee approved the decision to adopt this ISO Technical Report (ISO/TR 22100-4) as an American Technical
Report with the new designation of B11.TR9. The technical content between the 1SO and B11 Technical Reports is virtually
identical. ISO/TR 22100-4 is the fourth part in a series of relational ISO Technical Reports to ISO 12100:2010.

The base standard (ISO 12100:2010) originally began as EN 292 and EN 1050 in the early-mid 1990s, which then became ISO
12100 parts 1 and 2 on general safety/risk reduction/validation, and 1SO 14121 on risk assessment. These standards all
underwent very minor (primarily editorial) revisions until the U.S. assumed convenorship of ISO/TC199 /WG5 and convinved the
TC there was no reason the three could not be combined into a single standard, as evidenced by several different ANSI
standards that had done just that, as well as the TC realization that it was difficult to harmonize and coordinate a concurrent
revision of the three separate parts. The TC agreed to combine the three ISO standards into a single document, but editorially
only resulting in ISO 12100:2010; no technical changes were allowed. Some years after that, the TC agreed to authorize WG5
to create several different ISO TRs on different aspects of the relationships to 1ISO12100; they are as follows:

ISO/TR 22100-1:2015 — How ISO 12100 relates to type-B and type-C standards;

ISO/TR 22100-2:2013 — How ISO 12100 relates to 1SO 13849-1;

ISO/TR 22100-3:2016 — Implementation of ergonomic principles in safety standards;

ISO/TR 22100-4:2018 — Guidance to machinery manufacturers for consideration of related IT-security aspects.
Publication of this Technical Report has been approved by the Accredited Standards Developer — B11 Standards, Inc. This
document is registered as a Technical Report in the ANSI B11 series of publications according to the Procedures for the
Registration of Technical Reports with ANSI. This document is not an American National Standard and the material contained
herein is informative, not normative in nature. Suggestions for improvement of this technical report are welcomed. They should
be sent to: B11 Standards, Inc., POB 60905, Houston TX 77269. This Technical Report was developed by Work Group 5 of
ISO Technical Committee 199, processed and submitted for approval by the B11 Accredited Standards Committee on Safety
Standards for Machines. At the time this Technical Report was registered, the ANSI B11 Standards Development Committee
was composed of the following members:
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Overview of the ANSI B11 Series of Machinery Safety Standards

The purpose of the ANSI B11 series of machinery safety standards is to devise and propose ways to eliminate
or minimize risks of the potential hazards associated with the required tasks. This can be accomplished either
by an appropriate machine design or by restricting personnel or other individuals’ access to hazard zones, and
by devising work procedures to minimize personnel exposure to hazardous situations. This is the essence of
the ANSI B11 series of safety standards. These standards recognize that zero risk does not exist and cannot
be attained. However, a good faith approach to risk assessment and risk reduction should achieve an
acceptable risk level.

Organization and Application of B11 Documents
The B11 standards and technical reports can be associated with the ISO “type A-B-C” structure as described
immediately below, and as shown in Figure 1.

o Type-A standards (basis standards) give basic concepts, principles for design, and general
aspects that can be applied to machinery;

e Type-B standards (generic safety standards) deal with one or more safety aspects or one or more
types of engineering controls that can be used across a wide range of machinery:

e Type-C standards (machinery safety standards) deal with detailed safety requirements for a
particular machine or group of machines.

The B11.0 standard on general safety requirements common to ANSI B11 machines is primarily a “Type -A”
standard in that it applies to a broad array of machines and contains very general requirements. However, in
many areas it also contains very specific requirements. B11.19, B11.20, B11.21, B11.25, B11.26, as well as
the entire B11 series of Technical Reports are all typical “Type-B” documents addressing general safety
elements that can be used across a wide range of machinery (such as B11.19 and B11.26) or as a standard
when combining machines (B11.20). The B11 series of Technical Reports are informative documents that may
be generally applied to many different machines, and as such would fall into the “Type-B” category. The
machine-specific (“Type-C”) B11 standards contain detailed safety requirements for a particular machine or
group of machines (such as this standard). The Type-A B11.0 and the Type-C (machine-specific) B11
standards are intended to be used concurrently by the supplier and user of machines. When a Type-C standard
deviates from one or more provisions dealt with by this standard or by a Type-A standard, the Type-C standard
requirement generally takes precedence. Any deviation in conforming to a requirement of any standard should
be carefully evaluated and based on a documented risk assessment.

C

Machine-Specific
B11.x Standards

B

B11.19, B11.20, B11.21, B11.25, B11.26,
B11 Series of Technical Reports

A

B11.0

Figure 1. Organization of the B11 Series of Documents

The responsibility for reducing these risks to an acceptable level is divided between the equipment supplier,
the equipment modifier, the equipment user and its operating personnel, as addressed in Figure 2 which
provides the structure of a typical type-C standard and in particular, the responsibilities of and requirements for
the supplier, modifier, user, and the user personnel. It is provided so the reader can better understand the
responsibilities for reducing risk, since this type-B standard applies when a control system is used as a risk
reduction measure. Parenthetical numbers denote the particular clause/subclause of the type-C standard.
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[ SUPPLIER \ 4 f INTECRATGH \ 1 [ USER \ ," PERSONNEL

(Seller) jil, BACDIERS 41} (Buyer) )i\ (Employee) )

‘ /IN\_REBUILDER / |\ W\ EmPoYeEl
Responsibilities (4.1) Responsibilities (4.3) Responsibilities (4.2) Responsibilities (4.4)

Typical external standards required (others may also apply):
ANSI B11.0, ANSI B11.19, External B- & C-Type standards, NFPA 79, NFPA 70, NFPA 70E, ANSI/ASSE Z244.1

Task and hazard identification (5.1)
Risk assessment/risk reduction (5.2)

Design, construction,
reconstruction and modification (6)

Within scope
of work/contract

Layout, installation, testing and start-up (7)

Risk Reduction Measures (8)

Set-up, operation and maintenance (9)

Within scope
of work/contract

Training (10)

Decommissioning (11)

Figure 2. Typical clause layout of B11 base standards showing the various responsibilities

e SUPPLIER: The early stages of a project present the greatest opportunity to determine project requirements
and to anticipate and eliminate hazards and hazardous situations.

e MODIFIER: The entity (OEM, Supplier, or the expert) in that discipline responsible for creating or modifying
the system, machinery or equipment, shall have all relevant design standards documentation. The entity
shall begin by working with the end user to list all tasks to achieve an appropriate comprehensive task list
base of the “context of use” for the system, machine or equipment.

e USER: The company representatives (can be from many disciplines) where the system, machinery or
equipment will reside during its productive life. They should engage in participating or reviewing the risk
assessment and what will be necessary for a final safety buy-off at the final location.

e PERSONNEL: The group “at risk” from any hazards or hazardous situation presented by the system,
machinery, or equipment while performing their tasks to achieve the company’s desired productive life. This
would include at a minimum, operators, maintenance personnel for both planned and unplanned
maintenance, housekeeping and safety representatives. This group would evaluate the engineering controls
and administrative controls (see ANSI B11.19).
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