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AMERICAN NATIONAL STANDARD (this is not part of A156.35) 

 

An American National Standard implies a consensus of those substantially concerned with its scope 

and provisions.  An American National Standard is intended as a guide to aid the manufacturer, the 

consumer and the general public.  The existence of an American National Standard does not in any 

respect preclude anyone, whether he has approved the standard or not, from manufacturing, 

marketing, purchasing, or using products, processes, or procedures not conforming to the standard.  

American National Standards are subject to periodic review and users are cautioned to obtain the 

latest editions. 

 

CAUTION NOTICE:  This American National Standard is permitted to be revised or withdrawn at 

any time.  The procedures of the American National Standards Institute require that action be taken 

to reaffirm, revise or withdraw this standard no later than five years from the date of publication. 

Purchasers of American National Standards receive current information on all standards by calling 

or writing the American National Standards Institute. 
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FOREWORD       (This Foreword is not a part of ANSI/BHMA A156.35) 

 

Customers face many choices when selecting a power supply for use with access control 

hardware.  Our work on a BHMA standard will assume confidence in the building codes relative 

to safety, and seek to differentiate products based on improved efficiency and prolonged life 

when properly pared.  The proposed standard will not be limited by technology or the creativity 

of manufacturers to provide a high value solution.  Also, it will maintain alignment with other 

BHMA standards that delineate based on energy consumption and other factors such as time in 

use that influence a product’s Life Cycle Assessment.   

The general classification of builders hardware includes a wide variety of items which are 

divided into several categories. To recognize this diversity, a sectional classification system has 

been established. Power Supplies is one such section and this Standard is the result of the 

collective efforts of members of the Builders Hardware Manufacturers Association, Inc. who 

manufacture these products. The total product standards effort is therefore, a collection of 

sections, each covering a specific category of items.  

Performance tests have been established to insure safety and stability to which the public is 

entitled. There are no restrictions on design except for those imposed for the purpose of 

classification.  

This Standard is not intended to obstruct but rather to encourage the development of improved 

products, methods and materials. The BHMA recognizes that errors will be found, items will 

become obsolete, and new products and methods will be developed. With this in mind the 

Association plans to update, correct and revise these Standards on a regular basis. It shall also be 

the responsibility of manufacturers to request such appropriate revisions.  

The BHMA numbers which indicate classification of power supplies are intended to be used with 

supplementary product information. Individual manufacturer's catalogues should be consulted 

for this. 
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1. SCOPE 

1.1 This Standard establishes requirements for power supplies specifically designed for use with electronic 

access control hardware and related electrical components to distribute power. Products are required to meet 

minimum performance criteria and given an energy efficiency rating.  These basic criteria will enable a 

customer to make an informed decision to best fit their needs and ensure compatibility with the physical 

Electronic Access Control system. 

1.2 Tests described in this Standard are performed under laboratory conditions. In actual usage, results may 

vary because of installation, maintenance, and environmental conditions. 

2. DEFINITIONS  

2.1 Battery Backup A system that provides short-term, uninterrupted power in the event of an input (source) 

power failure.  It typically maintains the energy stored in the battery using a charging circuit and 

switches between the main power source and the battery source based on voltage detection circuitry. 

2.2 Chassis Ground A chassis ground is an electrical connection to the conductive enclosure or mounting 

hardware of a piece of electronic or electrical equipment. Ideally, all chassis grounds lead to earth grounds. 

2.3 DC Ground Common reference point for any DC outputs. It provides a reference that can be considered 

to have zero voltage. All other circuit voltages (positive and negative) are measured or defined with respect 

to it. 

2.4 Digital Multimeter  An electronic device used to measure electrical properties such as voltage, current, 

and resistance. 

2.5 Earth Ground An electrical connection that is made to Earth (or to some conductor that is connected to 

Earth). A power supply’s DC ground or common is not earth ground unless it is connected to Earth. 

2.6 Efficiency A performance curve that demonstrates the manner in which a supply’s efficiency varies with 

load conditions. The higher the efficiency, the lower the cost to run the power supply. 

Example: A 70% efficient power supply wastes 30% of its input power to produce its rated output power. 

2.7 Electronic Loading Device A device used to simulate an in-service electrical load for testing purposes.  

2.8 Input Voltage Also known as the “supply voltage”, the source of the electricity (e.g. generator or power 

grid) to a power supply. Commonly limited to a "rated voltage" or range within which the power supply is 

designed to work.  

2.8.1 VAC min is the manufacturer's rated minimum AC input voltage. 

2.8.2 VAC max is the manufacturer's rated maximum AC input voltage. 

2.9 Line Regulation The change in DC output voltage of a power supply over the entire input range while 

the output load is held constant. 

2.10 Load The components or circuitry drawing current from the output of a supply. The characteristic 

(resistive, inductive, reactive, etc.) of the load determines the amount of power drawn from the supply.  

2.11 Load Regulation The change in DC output voltage of a power supply over the entire output load range 

while the input is held constant. 

2.12 Overshoot/ Undershoot  See step response.  

2.13 Power Supply An electrical device that supplies electric power to an electrical load. The primary 

function of a power supply is to convert voltage and current from the input to the rated output voltage, and 

current, to power a designated load. 

2.14 Ripple  Also known as “ripple voltage”, it is the periodic variation or undulations of the DC voltage 
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(waveform) as a result of the AC (input) to DC (output) conversion.   

2.15 Specific Use Power Supply   A power supply required by the manufacturer for a designated purpose.   

2.16 Step Response A voltage transient that results from a change in load.  The step response may exhibit a 

voltage increase (overshoot) or a decrease (undershoot).   

2.17 Voltage Regulation A measure of output in voltage change as the load varies dynamically.  

3 GENERAL  

3.1 Included Product Characteristics 

3.1.1 Input Rating: Not more than 300 volts AC  

3.1.2 Output Rating: Ranging from 3-42 volts DC 

3.1.3 Outputs: One to multiple 

3.1.4 Output Protection: No restrictions on protection devices for overcurrent (none, fused or “one-time” 

devices, PTC, or “self-resettable”, etc.) or overvoltage. 

3.1.5 Fire Alarm Interface: An input to the power supply in the event of a fire alarm. 

3.1.6 Battery Charging Capability: Included in systems with battery backup. 

3.1.7 Enclosures: Various form factors such as open frame, indoor wall mount, outdoor enclosure, plug-in, 

and rack-mount.   

3.2 Excluded Products 

3.2.1  Power supplies integral to and located on the same circuit board as an access control or burglar alarm 

panel. 

3.2.2 Power supplies for use in hazardous locations, as defined in the National Electrical Code, NFPA 70. 

3.2.3 CCTV Power Supplies. 

3.2.4 Power supplies for power-operated doors.  

3.2.5 Power supplies with AC outputs. 

3.2.6 Specific Use Power Supplies: included at the manufacturer’s discretion. 

3.2.7 Power-Over-Ethernet (POE) Units 

3.2.8 Power supplies for fire protective signaling systems.  

3.3 Values 

Required values in this Standard are given in US units. The SI (metric) equivalents are approximate. 

Unless otherwise specified, all values have the following tolerances:  

Voltage measurements shall be ± 1 mV   

Test Conditions: The tests shall be conducted in a normal lab environment, at temperatures  

between 68 – 77 degrees Fahrenheit (20 – 25 degrees Celsius). 

Time measurements shall be ± 10 msec. 

4  COMPLIANCE WITH OTHER STANDARDS 

4.1 Power Supplies shall meet the requirements of one or more of the following, UL294 Standard for Access 

Control System Units, UL603 Standard for Power Supplies for Use with Burglar-Alarm Systems, or UL2610 

Standard for Commercial Premises Security Alarm Units and Systems, and shall be so listed or labeled by a 

Nationally Recognized Testing Laboratory (NRTL).  
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