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AMERICAN NATIONAL STANDARD 
 
An American National Standard implies a consensus of those substantially concerned with its scope 
and provisions.  An American National Standard is intended as a guide to aid the manufacturer, the 
consumer and the general public.  The existence of an American National Standard does not in any 
respect preclude anyone, whether they have approved the Standard or not, from manufacturing, 
marketing, purchasing, or using products, processes, or procedures not conforming to the Standard. 
American National Standards are subject to periodic review and users are cautioned to obtain the 
latest editions. 
 
CAUTION NOTICE:  This American National Standard may be revised or withdrawn at any time.  
The procedures of the American National Standards Institute require that action be taken to 
reaffirm, revise, or withdraw this standard no later than five years from the date of publication.  
Purchasers of American National Standards may receive current information on all standards by 
calling or writing The American National Standards Institute. 
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FOREWORD  (This Foreword is not a part of ANSI/BHMA A156.43) 
 
 
 
  The general classification of builders hardware includes a wide 

variety of items which are divided into several categories.  To 
recognize this diversity, a sectional classification system has been 
established. Section Q for Integrated Door Opening Assemblies, is 
one such section and this Standard is the result of the collective 
efforts of members of the Builders Hardware Manufacturers 
Association, Inc. (BHMA) who manufacture these products.  The 
total Product Standards effort is therefore, a collection of sections, 
each covering a specific category of items.  

 
  Strength, cycle, and operational tests have been established to ensure 

safety and stability to which the public is entitled.  There are no 
restrictions on design. 

 
  This Standard is not intended to obstruct but rather to encourage the 

development of improved products, methods and materials. BHMA 
recognizes that errors will be found, items will become obsolete, and 
new products and methods will be developed.  With this in mind the 
Association plans to update, correct and revise these Standards on a 
regular basis.  It shall also be the responsibility of manufacturers to 
request such appropriate revisions. 

 

BHMA product categorizations do not provide detailed information 
on size, functionality, or aesthetic design. When specifying a 
product, it may be necessary to provide additional information, such 
as referencing specific manufacturers, to ensure the desired product 
characteristics are met. 

The BHMA numbers, which indicate types of hardware do not 
identify, size, finish and other information, and are not intended to 
be used without necessary supplementary information. Individual 
manufacturers' catalogs are to be consulted. 
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1. SCOPE 

1.1 This Standard establishes requirements for Integrated Sliding Door Opening Assemblies supplied 
complete and ready to install with all integral hardware. At a minimum, they shall include a door panel, and 
hanging device. Performance requirements include operational, cycle, and abuse tests. 

1.2 This Standard does not apply to Non-Integrated Manually Operated Sliding Door Assemblies. 

1.3  Automatic operators are permitted to be applied to the assemblies in this Standard and are required to 
comply with all the requirements of ANSI/BHMA A156.10 and ANSI/BHMA A156.38 based on the product 
type and application.   

1.4 Tests described in this Standard are performed under laboratory conditions. In actual usage, results may 
vary because of installation, maintenance and environmental conditions. 

1.5 The tests in this Standard were selected to verify the performance and interaction of the 
door/frame/hardware assembly in a way not covered in their component standards.  

2. DEFINITIONS 

2.1  Closing Device  A means of closing a door from a partially or fully opened position.  

2.2  Hanging Device  A device used to attach the door to the frame, and which supports the door through an 
opening cycle. 

2.3  Integrated Door Opening Assembly A door panel, factory or factory authorized installed operating 
hardware and hanging device, combined with a frame as defined by door assembly manufacturer s 
specifications, and other hardware accessories required to complete the door opening.  

2.4  Labeled  Equipment or materials to which have been attached a label, symbol, or other identifying mark 
of an organization, that is acceptable to the authority having jurisdiction and concerned with product 
evaluation, that maintains periodic inspection of production of labeled equipment or materials, and by whose 
labeling the manufacturer indicates compliance with appropriate standards or performance in a specified 
manner. 

2.5  Latch  A device used to hold a door closed and requiring movement of an element before the door is 
released for opening.  

2.6  Latching Mechanism  A mechanism that secures the door in the closed position and releases for the 
opening of the door.  

2.7  Non-Integrated Door Opening Assembly  A door panel, factory or factory authorized installed 
operating hardware and hanging device combined with a frame as defined ications, not 
tested and shipped as integrated systems but rather built to order and shipped for assembly by manufacturers 
or their authorized distributors.  

2.8  Pull   Fixed hardware applied to a door and when pulled permits the user to open a door.  Different 
shapes and mounting methods (e.g., bar extending across or vertically on a door) are employed to meet 
strength requirements and aesthetic preferences.

2.9  Trim  The operating and non-operating elements, including levers, push/pulls, and other trim 
accessories, used to either release the latch mechanism, or serve as a pull or handle to open the door. 

2.10  Turn  The component that projects or releases a bolt or latch by turning. Sometimes called a turnpiece 
or thumbturn. 

2.11  Unlatch To unfasten, disengage or retract a latch by movement of an element to release the door for 
opening. 
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