
 

 

 

Guidance on Industry Standard for  
Fabrication, Assembly, Erection, and 

Inspection of Carbon, Carbon Manganese, 
and Low Alloy Steel Pipework (ASME B31.3) 

 

 

GIS 42-101 
 

 
 
 
 
 
 
 
 
 
 
 

BP GROUP 
ENGINEERING TECHNICAL PRACTICES 

Document No. GIS 42-101 

Applicability Group 

Date 3 May 2005 

Full document details: BP GIS-42-10 2005

http://www.avadocuments.com/doc/bp-gis-42-10-2005
http://www.avadocuments.com/doc/bp-gis-42-10-2005


3 May 2005 GIS 42-101 
Guidance on Industry Standard for Fabrication, Assembly, Erection, and Inspection of Carbon, Carbon Manganese, and 
Low Alloy Steel Pipework (ASME B31.3) 

Downloaded Date: 6/17/2008 10:58:33 PM 
The latest update of this document is located in the BP ETP and Projects Library 

  Page 2 of 30 

Foreword 

This is the first issue of Engineering Technical Practice (ETP) BP GIS 42-101. This Guidance on 
Industry Standard (GIS) is based on parts of heritage documents from the merged BP companies as 
follows: 

British Petroleum 
GS 118-5 The Fabrication, Assembly, Erection and Inspection of Carbon, Carbon 

Manganese and Low Alloy Steel Pipework to ASME B31.3. 

Amoco 
A PN-PLT-31.3-C Piping—Plant—ASME B31.3—Construction Specification. 
A PN-PLT-31.3-CG Piping—Plant—ASME B31.3—Construction and Fabrication Guide. 
A PN-PLT-31.3-P Piping—Plant—ASME B31.3—Fabrication Specification. 

ARCO 
ES 200 Piping Design. 

Copyright  2005, BP Group. All rights reserved. The information contained in this 
document is subject to the terms and conditions of the agreement or contract under which 
the document was supplied to the recipient’s organisation. None of the information 
contained in this document shall be disclosed outside the recipient’s own organization 
without the prior written permission of Director of Engineering, BP Group, unless the 
terms of such agreement or contract expressly allow. 
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Introduction 

a. Guidance for fabrication, assembly, erection, and inspection of carbon, carbon manganese, 
and low alloy steel pipework is based on American Society of Mechanical Engineers 
(ASME) B31.3, Process Piping, 2002: 

1. Chapter I Scope and definitions. 

2. Chapter V Fabrication, assembly, and erection. 

3. Chapter VI Inspection, examination, and testing. 

b. Guidance statements of this GIS are modifications to ASME B31.3. 

c. Modifications to ASME B31.3 are identified as Add, Modify to Read, or Delete. 

d. Paragraph numbers in this ETP correspond to ASME B31.3. 

e. Paragraphs of ASME B31.3 that are not revised remain applicable. 
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Chapter I  Scope and definitions 

300 General statements 

300.1 Scope 

300.1.3 Exclusions 

 Add 

(e) Sea transport. 

(f) Transmission pipelines in land or subsea locations, including risers. 

(g) Pipelines of significant length and diameter, e.g., transfer lines between processing units, 
storages, and jetties that are specified by BP to be engineered as main pipelines. 

(h) Production piping systems, as designated by BP. 

Production piping is covered by BS EN 14161 and ASME B31.4. 

(i) Underground drainage systems. 

(j) Steam piping systems within plot limits of power stations and steam generating stations 
outside process areas. 

Steam piping is covered by ASME B31.1 and BS EN 13480. 

There is no ETP currently available to cover this category. However, guidance on 
these systems can be found in ACES A PN-BLR-31.1-E and BP OUS RP 5-5-4. 

(k) Heating, ventilating, and domestic water systems within buildings, including offshore 
accommodation modules. 

(l) Hydraulic systems. 
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Chapter V  Fabrication, assembly, and erection 

327 General 

Add 

327.1 Quality assurance and positive material identification 

327.1.1 Initial documentation 

a. Before commencing fabrication of pipework, fabricator shall prepare: 

1. Quality plan. 

2. Set of design documents. 

b. Both documents shall be subject to BP approval. 

c. These documents should normally include: 

1. Procedures for: 

a) Storage and control of materials and welding consumables (Refer to GP 18-02). 

b) Welding and nondestructive testing. 

c) Mechanical working, heat treatment, and leak testing. 

2. Supporting qualification records. 

3. Illustration of proposed areas of application. 

d. Previously qualified welding procedures may be considered for use if they comply with 
this GIS document and are appropriate to proposed scope of work. 

e. Simplified welder instruction cards based on qualified welding procedures should be 
prepared for each welding process/material combination and issued to each welder. 

f. Quality plan shall include brief details and sequence of examinations that will be 
performed for fabricator. 

g. Names of individuals responsible for implementation of quality assurance and quality 
control functions shall be included. 

Fabricators involved in simultaneous fabrication of carbon steel and alloy piping 
should submit positive material identification (PMI) document setting out how they 
maintain and verify identification of materials during fabrication. GIS 36-103 sets 
out requirements for a PMI system. 

327.1.2 Production documentation 

a. Fabricator shall maintain production records using recording system approved by BP. 

b. Production records shall include: 

1. Material and welding consumable certificates. 

2. Post weld heat treatment records. 

3. Visual and dimensional inspection. 

4. NDT and pressure test records. 

5. Isometric drawings marked up with weld numbers. 
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6. Welder and welding operator qualification test records. 

7. Authenticated copies of NDT operators’ certificates. 

8. Records of agreed concessions to fabrication standards. 

c. Upon completion of fabrication programme, records shall either be passed to BP or stored 
by fabricator, as directed by engineering design or fabrication contract. 

327.2 Material control 

a. Fabricator shall inspect materials upon receipt and ensure that correct grade of material has 
been supplied and that identification, dimensions, material quality, and end preparation are 
in accordance with the requisite standards and specifications. 

b. Different materials shall be kept in discrete sections of storage area, and material shall be 
marked in a manner that allows it to be related to original manufacturer’s certification. 

c. Procedures for transfer of material identification marks shall be agreed with BP prior to 
commencement of fabrication. 

d. Material that is not readily identifiable shall be removed from worksite and quarantined 
until material grade and source can be confirmed. 

Positive identification and segregation of materials is an important issue. 

327.3 Pipework marking 

a. Pipework shall be identified by indelible marking that is free from sulphur, chloride, and 
other halogens. 

b. If spools are subject to postweld heat treatment, suitable heat resisting paint shall be used. 

c. Vibroetching techniques may be used for identification transfer, but adhesive tapes or hard 
stamping, other than that with low stress stamps, shall not be used. 

d. Marking shall have minimum life of 1 year in covered, unheated, storage. 

e. Marking shall identify material and fabricator and include item number, enabling spool to 
be traced to relevant isometric drawing. 

Guidance on suitable colours for identification of piping materials is in BS 5383. 

327.5 Fabrication facilities 

a. Area used for fabrication shall be totally separate from that used for carbon and low alloy 
steel. 

1. Each alloy type shall be segregated during fabrication. 

2. Precautions shall be taken to prevent surface contamination by contact with jigs and 
fixtures manufactured in non compatible materials. 

3. Separate sets of clearly identified cleaning and grinding equipment shall be provided 
for each material. 

b. Shop layout, equipment, and production procedures shall be subject to BP approval. 

328 Welding 

328.2 Welding qualifications 

328.2.1 Qualification requirements 

(a) Add 

Full document details: BP GIS-42-10 2005

http://www.avadocuments.com/doc/bp-gis-42-10-2005
http://www.avadocuments.com/doc/bp-gis-42-10-2005


3 May 2005 GIS 42-101 
Guidance on Industry Standard for Fabrication, Assembly, Erection, and Inspection of Carbon, Carbon Manganese, and 
Low Alloy Steel Pipework (ASME B31.3) 

Downloaded Date: 6/17/2008 10:58:33 PM 
The latest update of this document is located in the BP ETP and Projects Library 

  Page 9 of 30 

1. Welding procedure specifications and procedure qualification test results shall be 
subject to BP approval before commencement of fabrication. 

2. Each procedure qualification record (PQR) shall be certified by recognised 
independent inspectorate. 

SMAW, GTAW, and SAW processes are frequently employed for pipework 
fabrication and are considered to be acceptable welding techniques if used in 
accordance with this ETP. GMAW and FCAW processes are also often applied to 
piping fabrication. However, there are many variants of these two processes. In 
addition to ensuring adequate procedure qualification, it is important to ensure that 
the particular welding technique proposed for a given application is well proven 
and will only be used by qualified and experienced welders. 

(d) Add 

1. For design temperatures below 0°C (32°F), Charpy V notch impact testing shall be 
required on carbon, carbon-manganese, and 3 1/2% nickel piping materials, fittings, 
and weldments in accordance with EEMUA 153, Appendix SA. 

2. Weld metal, fusion line, and HAZ testing are required. 

3. Charpy specimens shall be cut transverse to weld with axis of notch perpendicular to 
surface of test piece. 

4. Specimen and notch locations shall be as shown in Figure 1. 

5. Weld metal, fusion line, and HAZ impact results shall, as a minimum, meet 
requirements of parent material. 

6. If only subsize charpy specimens can be taken, the following standard energy 
reduction factors shall be applied: 

Specimen Size (mm) Specimen Size (in) Reduction Factor 
   10 x 7.5 0.394 x 0.295 0.833 

10 x 5 0.394 x 0.197 0.667 

7. If welding procedure requiring impact testing is to be used in all positions, separate 
2G and 5G qualifications shall be performed. 

EEMUA 153, Table SA 6.1.3, gives guidance on service conditions where 
nonimpacted materials may be used. 

(e) Modify to Read 

 Backing rings are not permitted. 

(f) Add 

 P-Numbers (also F-Numbers) 

1. Extension of welding procedure qualification from material on PQR to material of 
different specification, even if it has same P-Number, shall be subject to BP approval. 

2. New welding procedure qualification is required for nonimpact tested procedures, if 
there is a change of consumable classification. 

3. Unless agreed otherwise, new welding procedure qualification is required for impact 
tested procedures if there is a change of consumable brand name. 

4. New welder performance test is required if there is a change of SMAW electrode 
brand name, unless brand characteristics do not differ sufficiently to affect 
performance. Such change shall be subject to BP approval. 
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