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Foreword

This is the first issue of Engineering Technical Practice (ETP) GP 00-12.

bp

L

Full document details: BP GP-0012 2008

Copyright © 2008 BP International Ltd. All rights reserved.

This document and any data or information generated from its use are classified, as a
minimum, BP Internal. Distribution is intended for BP authorized recipients only. The
information contained in this document is subject to the terms and conditions of the
agreement or contract under which this document was supplied to the recipient's
organization. None of the information contained in this document shall be disclosed
outside the recipient's own organization, unless the terms of such agreement or contract
expressly allow, or unless disclosure is required by law.

In the event of a conflict between this document and a relevant law or regulation, the
relevant law or regulation shall be followed. If the document creates a higher obligation, it
shall be followed as long as this also achieves full compliance with the law or regulation.

Documents
Ipggéisngriab Sharing Hub


http://www.avadocuments.com/doc/bp-gp-0012-2008
http://www.avadocuments.com/doc/bp-gp-0012-2008

3 December 2008 GP 00-12
Site Technical Practices

Table of Contents

Page
0T C=1 o] o TP UPP PSPPI 2
[} oo (U1 i o] o HA PP UPPPR PP 4
LIPS S oo o 1S 5
2. NOIMALIVE FEFEIENCES. ... ettt et e e e e e e e et e e e e e e e e e nnneeeeaaeeanns 5
3. Terms and definitioNS.........ooi e 5
4. Symbols and abbreviations ...........ooeiiiiie e 6
ST (=T o 1= - | RSP 6
S N I o] o] 1T o -SSR 6
S T € =Y o 1= | P PTT R PIPRRI 6
6.2.  SUPPIEMENTING STP ... e e e et e e e e e e ene e e e e 7
6.3.  SUPEISEAING STP ... .ttt e e e e e et e e e e e e e e et e e e e eneeeeeenee 7
B.4.  STANA-AI0NE STP....oiiiiii et e e e e e e eea e e e 7
NS T N e (=T (o = (o] PRSP 8
725 T =1 o T= T = SR 8
7.2.  Supplementing and superseding STP .........oiiiiii e 8
7.3, StANA-AI0NE STP...eeeiiii ettt e e e e e e ea e e e 8
Annex A (Normative) STPs in the ETP Library ... 10
A.1. Requesting capability 10 @add STPS .....coiiueiiiiiii e 10
A.2. Logging into the ETP LiDrary..... ...t e e e e 10
A.3. Adding STPS 10 the ETP LIDrary ...ttt 11
A.4. Editing or retiring STPs in the ETP Library .........cooo i 15
Annex B (Informative) STP Custom ColleCtioN ........coooi e 18
B.1. Creating an STP Custom COllECHON........ciiiiiiiiiieii e e 18
B.2. Activating and modifying an STP Custom ColleCtion............ceveiiiiieieiiie e 19
Documents
{:% Pagaspeph Sharing Hub

Full document details: BP GP-0012 2008


http://www.avadocuments.com/doc/bp-gp-0012-2008
http://www.avadocuments.com/doc/bp-gp-0012-2008

3 December 2008 GP 00-12
Site Technical Practices

Introduction

Element 6, Practices & Procedures, of the BP Group Integrity Management (IM) Standard (Issue 2,
December 2008) contains the Mandatory Requirements:

“b) All BP Operations shall implement Group Defined ETPs and any other ETPs mandated
within Segments”

The requirement under this Mandatory Requirement states:

“BP Operations shall adopt Group Defined and other mandated ETPs as STPs without
modification unless approved by the Segment EA.”

“c) All BP Operations shall develop, maintain and use a set of STPs in new design and
construction, and modifications to existing operations.”

The requirements under this Mandatory Requirement state:

“The BP Operation shall identify which ETPs are relevant to their design or
modification and should adopt the ETP as the STP without modification, unless based
on their engineering judgement of the risks there is a better alternative.”

“Where STPs deviate from the requirements of ETPs then the STP shall be approved
by the BP Operations EA and in accordance with the ETP/STP control procedure.”

GDP 5.0-0001 - BP Group Defined Practice for Integrity Management, states:clause 5.3.2.A states
that:

Clause 5.3.2.A

“BP entities shall design, procure and construct engineered systems (mechanical, electrical,
control, lifting, process, structural and protective systems), in accordance with Site
Technical Practices (STPs).”

The impression may be given by the above references that a BP entity specific STP
be created for each practice, however this is not the intent. Unless BP entity specific
information is required to supplement an ETP, the ETP should be used as the BP
entity STP exactly as it appears in the ETP Library without the addition of a BP
entity cover page or labelling.

Clause 5.6.1.B

“Adopt Group defined ETPs and Segment mandated ETPs as STPs without modification
unless approved by the Segment EA.”

This GP is being written to give guidance and options for creating STPs.

This GP also gives requirements for STPs if they are stored in the ETP Library, home of the Group
ETPs. Storage of STPs in the ETP Library is recommended for various reasons, including:
e Sharing of good practices between BP entities.
¢ Promoting use of the Group ETPs and encouraging comments against the Group ETPs.
e Allows ‘one-stop shopping’ for ETPs and STPs.

e Utilizing an IT document storage system that is maintained by the Group.
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1. Scope
This GP provides group practice for the creation of Site Technical Practices (STPs). This GP covers:

a. Different options for STPs,

b.  STP numbering,

c.  STP ownership, and

d. How STPs work in the ETP Library.

This practice applies to any BP entity that is creating STPs. This GP provides both recommendations
and requirements. The requirements are only required if the STPs are stored in the ETP Library, which
is strongly encouraged.

2. Normative references

The following referenced documents may, to the extent specified in subsequent clauses and normative
annexes, be required for full compliance with this GP:

e For dated references, only the edition cited applies.

*  For undated references, the latest edition (including any amendments) applies.

BP

GP 00-10 Engineering Technical Practice (ETP) and Supporting Document
Creation.

3. Terms and definitions
For the purposes of this GP, the following terms and definitions apply:

ETP Management Team

Team in Group Safety and Operations function, Group Engineering that facilitates creation and
maintenance of ETPs and supporting documents, and manages the associated IT systems.

Engineering Authority
A suitably qualified, trained and competent person who is formally appointed and has the authority to
make engineering judgments which can include deviations from ETPs and STPs.

Engineering Technical Practices (ETPs)

BP Group’s validated set of Engineering Technical Practices, based, wherever possible, on
internationally recognized industry engineering standards. ETPs consist of Group Practice (GP) and
Group Instruction for Supply (GIS). ETPs (GPs and GISs) are supported by other information
documents which are not considered to be ETPs.

Examples of ‘other information documents’ are Preambles (PRs), Data Sheets
(DSs), Guidance Notes (GNs), and Reference Documents (RDs).

Entity or BP entity

An organisational unit within BP which may be a Performance Unit, Business Unit, Strategic
Performance Unit, Segments or some logical sub group of one of these, defined by the Segment,
Function or Region.
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The term “BP entity” replaces the formerly used term “BP Operation”.

Site Technical Practices (STPs)

A set of documented technical specifications and practices used for the safe and environmentally
sound design, modification, maintenance and inspection of facility/plant at each BP entity.

4. Symbols and abbreviations

For the purpose of this GP, the following symbols and abbreviations apply:

DS Data Sheet.
ETP Engineering Technical Practice.
GIS Group Instruction for Supply.
GP Group Practice.
PR Preamble.
STP Site Technical Practice.

5. General

Note 1 References to the term ETPs throughout this GP also
includes ETP supporting documents issued by Group. ETP
supporting documents are stored with ETPs in the ETP
Library.

Note 2 Examples of ETP supporting documents are DSs and PRs.
a. Management of a BP entity’s STPs shall be the responsibility of the BP entity Engineering
Authority and/or designee(s).
b.  STPs shall be added to the ETP Library in accordance with Annex A.

Annex A explains the process to obtain the capability to add STPs to the ETP
Library, and then how to add STPs to the ETP Library.

c.  An STP Custom Collection may be created by the BP entity. See Annex B.

An STP Custom Collection is a set collection of ETPs and/or STPs selected by the
BP entity STP management team as their STPs. The collection may consist of STPs
from other BP entities. If a BP entity creates and activates an STP Custom
Collection, any user who sets their ETP Library site preferences to that BP entity
receives only those documents in the STP Custom Collection in Search and Browse
results.

6. STP options

6.1. General

a. If no BP entity specific changes or additions to an ETP are required, the BP entity shall
adopt the ETP as the STP.

This option is the best option to use and should be used whenever possible. There is
no need to create a separate STP if the ETP provides the necessary information for
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